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FACILITYPERMIT TO OPERATE

EXXONMOBILOIL CORPORATION
3700 W 190TH ST

TORRANCE,CA 90504

NOTICE

IN ACCORDANCEWITH RULE 206, THIS PERMIT TO OPERATE OR A COPY THEREOF MUST BE KEPT AT

THE LOCATIONFORWHICH IT IS ISSUED.

THIS PERMIT DOES NOT AUTHORIZE THE EMISSION OF AIR CONTAMINANTS IN EXCESS OF THOSE

ALLOWED BY DIVISION26 OF THE HEALTHAND SAFETY CODE OF THE STATE OF CALIFORNIAOR THE

RULES OF THE SOUTH COAST AIR QUALITY MANAGEMENT DISTRICT. THIS PERMIT SHALL NOT BE

CONSTRUED AS PERMISSION TO VIOLATEEXISTING LAWS, ORDINANCES, REGULATIONSOR STATUTES

OF ANY OTHER FEDERAL, STATE OR LOCAL GOVERNMENTALAGENCIES.

Barry R.Wallerstein,D. Env.

EXECUTIVEOFFICER

By ________________________

MohsenNazemi, P.E.

Deputy ExecutiveO¬cer
Engineering& Compliance
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FACILITY PERMIT TO OPERATE
EXXONMOBIL OIL CORPORATION

SECTION A: FACILITY INFORMATION

LEGALOWNER&/OROPERATOR: EXXONMOBILOIL CORPORATION

LEGALOPERATOR (if different than owner):

EQUIPMENT LOCATION: 3700W 190TH ST

TORRANCE,CA 90504-5790

MAILING ADDRESS: 3700W 190TH ST

TORRANCE,CA 90509-2999

RESPONSIBLE OFFICIAL: MAXWELLA. OCANSEY

TITLE: REFINERYMANAGER

TELEPHONENUMBER: (310)212-4500

CONTACT PERSON: MEENANAINAN

TITLE: ENVIRONMENTALGROUP LEADER

TELEPHONENUMBER: (310)212-4673

TITLEV PERMIT ISSUED: April 02, 2009

TITLEV PERMIT EXPIRATIONDATE: April 01, 2014

TITLEV RECLAIM

YES NOx: YES

SOx: YES

CYCLE: 1

ZONE: COASTAL





Section B Page 1
Facility I.D.#: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITY PERMIT TO OPERATE
EXXONMOBIL OIL CORPORATION

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of NOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total NOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - Trading Zone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year NOx RTC NOx RTC Non-Tradable

Begin End Zone Initially Holding as of Non-Usable
(month/year) Allocated 04/02/09 RTCs

(pounds) (pounds)

7/2006 6 /2007 Coastal 0 0 0
1/2007 12/2007 Coastal 1109951 964 0
1/2007 12/2007 Inland 0 31965 0
7/2007 6 /2008 Coastal 0 449563 0
1/2008 12/2008 Coastal 1107909 1270611 29251
1/2008 12/2008 Inland 0 30987 977
7/2008 6 /2009 Coastal 0 49341 1556
1/2009 12/2009 Coastal 1112121 894079 58502
1/2009 12/2009 Inland 0 30010 1955
7/2009 6 /2010 Coastal 0 47784 3113
1/2010 12/2010 Coastal 1112121 868861 87753
1/2010 12/2010 Inland 0 29032 2932
7/2010 6 /2011 Coastal 0 46228 4669
1/2011 12/2011 Coastal 1112121 1002959 139767
1/2011 12/2011 Inland 0 28055 3910
7/2011 6 /2012 Coastal 0 37100 5170
1/2012 12/2012 Coastal 1112121 1002959 139767

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010(b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(f)(1) of Rule 2002.
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FACILITY PERMIT TO OPERATE
EXXONMOBIL OIL CORPORATION

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of NOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total NOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - Trading Zone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year NOx RTC NOx RTC Non-Tradable

Begin End Zone Initially Holding as of Non-Usable
(month/year) Allocated 04/02/09 RTCs

(pounds) (pounds)

1/2012 12/2012 Inland 0 28055 3910
7/2012 6 /2013 Coastal 0 37100 5170
1/2013 12/2013 Coastal 1112121 1002959 139767
1/2013 12/2013 Inland 0 28055 3910
7/2013 6 /2014 Coastal 0 37100 5170
1/2014 12/2014 Coastal 1112121 1002959 139767
1/2014 12/2014 Inland 0 28055 3910
7/2014 6 /2015 Coastal 0 37100 5170
1/2015 12/2015 Coastal 1112121 1002959 139767
1/2015 12/2015 Inland 0 28055 3910
7/2015 6 /2016 Coastal 0 37100 5170
1/2016 12/2016 Coastal 1112121 1002959 139767
1/2016 12/2016 Inland 0 28055 3910
7/2016 6 /2017 Coastal 0 37100 5170
1/2017 12/2017 Coastal 1112121 1002959 139767
1/2017 12/2017 Inland 0 28055 3910
7/2017 6 /2018 Coastal 0 37100 5170

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010(b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(f)(1) of Rule 2002.
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FACILITY PERMIT TO OPERATE
EXXONMOBIL OIL CORPORATION

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of NOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total NOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - Trading Zone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year NOx RTC NOx RTC Non-Tradable

Begin End Zone Initially Holding as of Non-Usable
(month/year) Allocated 04/02/09 RTCs

(pounds) (pounds)

1/2018 12/2018 Coastal 1112121 1002959 139767
1/2018 12/2018 Inland 0 28055 3910
7/2018 6 /2019 Coastal 0 37100 5170
1/2019 12/2019 Coastal 1112121 1002959 139767
1/2019 12/2019 Inland 0 28055 3910
7/2019 6 /2020 Coastal 0 37100 5170
1/2020 12/2020 Coastal 1112121 1002959 139767
1/2020 12/2020 Inland 0 28055 3910
7/2020 6 /2021 Coastal 0 37100 5170
1/2021 12/2021 Coastal 1112121 1002959 139767
1/2021 12/2021 Inland 0 28055 3910
7/2021 6 /2022 Coastal 0 37100 5170
1/2022 12/2022 Coastal 1112121 1002959 139767
1/2022 12/2022 Inland 0 28055 3910
7/2022 6 /2023 Coastal 0 37100 5170
1/2023 12/2023 Coastal 1112121 1002959 139767
1/2023 12/2023 Inland 0 28055 3910

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010(b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(f)(1) of Rule 2002.
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FACILITY PERMIT TO OPERATE
EXXONMOBIL OIL CORPORATION

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of NOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total NOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - Trading Zone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year NOx RTC NOx RTC Non-Tradable

Begin End Zone Initially Holding as of Non-Usable
(month/year) Allocated 04/02/09 RTCs

(pounds) (pounds)

7/2023 6 /2024 Coastal 0 37100 5170
1/2024 12/2024 Coastal 1112121 1002959 139767
1/2024 12/2024 Inland 0 28055 3910

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010(b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(f)(1) of Rule 2002.
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FACILITY PERMIT TO OPERATE
EXXONMOBIL OIL CORPORATION

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of SOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total SOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - TradingZone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year SOx RTC SOx RTC Non-Tradable

Begin End Zone Initially Holding as of Credits
(month/year) Allocated 04/02/09 (NTCs)

(pounds) (pounds)

1/2007 12/2007 Coastal 361736 317278
1/2008 12/2008 Coastal 362049 650236
1/2009 12/2009 Coastal 362345 850532
1/2010 12/2010 Coastal 362345 850532
1/2011 12/2011 Coastal 362345 842386
1/2012 12/2012 Coastal 362345 842386
1/2013 12/2013 Coastal 362345 842386
1/2014 12/2014 Coastal 362345 842386
1/2015 12/2015 Coastal 362345 842386
1/2016 12/2016 Coastal 362345 842386
1/2017 12/2017 Coastal 362345 842386
1/2018 12/2018 Coastal 362345 842386
1/2019 12/2019 Coastal 362345 842386
1/2020 12/2020 Coastal 362345 842386
1/2021 12/2021 Coastal 362345 842386
1/2022 12/2022 Coastal 362345 842386
1/2023 12/2023 Coastal 362345 842386

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010 (b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(h)(2) of Rule 2002.
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FACILITY PERMIT TO OPERATE
EXXONMOBIL OIL CORPORATION

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of SOx RECLAIM Trading Credits (RTCs) for this facility is calculated
pursuant to Rule 2002.Total SOx emission shall not exceed such annual allocations unless the
operator obtains RTCs corresponding to the facility's increased emissions in compliance with
Rules 2005 and 2007.

The level of Starting Allocation plusNon-Tradable Credits used to determine compliance with
Rule 2005(c)(4) and applicability of Rule 2005(e) - TradingZone Restrictions is listed on the
last page of this Section.

The following table lists the annual allocations that were issued to this facility and the amounts
of RTCs held by this facility on the day of printing this Section.

RECLAIM POLLUTANTANNUAL ALLOCATION (POUNDS)

1 2
Year SOx RTC SOx RTC Non-Tradable

Begin End Zone Initially Holding as of Credits
(month/year) Allocated 04/02/09 (NTCs)

(pounds) (pounds)

1/2024 12/2024 Coastal 362345 842386

Footnotes:

1. This numbermay change due to pending trades, emissions reportedunder QuarterlyCertificationof
EmissionsReport (QCER) and Annual Permit Emission Program (APEP) Report requiredpursuant
to Rule 2004, or deductions made pursuant to Rule 2010 (b). The most recent total RTC information
can be obtained from the District'sRTC Listing.

2. The use of such credits is subject to restrictionsset forth in paragraph(h)(2) of Rule 2002.
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FACILITY PERMIT TO OPERATE
EXXONMOBIL OIL CORPORATION

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of RECLAIM Trading Credits (RTCs) for this facility is calculated pursuant
to Rule 2002. If the facility submits a permit application to increase an annual allocation to a level
greater than the facility's Starting Allocation plusNon-Tradable Credits as listed below, the
application will be evaluated for compliance with Rule 2005(c)(4). Rule 2005(e)-Trading Zone
Restrictions applies if an annual allocation is increased to a level greater than the facility's Starting
Allocation plusNon-Tradable Credits:

NOx RTC Non-Tradable
Year Starting Allocation Credits(NTCs)

Begin End Zone (pounds) (pounds)

1/1994 12/1994 Coastal 3845062 0
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FACILITY PERMIT TO OPERATE
EXXONMOBIL OIL CORPORATION

SECTION B: RECLAIM ANNUAL EMISSION ALLOCATION

The annual allocation of RECLAIM Trading Credits (RTCs) for this facility is calculated pursuant
to Rule 2002. If the facility submits a permit application to increase an annual allocation to a level
greater than the facility's Starting Allocation plusNon-Tradable Credits as listed below, the
application will be evaluated for compliance with Rule 2005(c)(4). Rule 2005(e)-Trading Zone
Restrictions applies if an annual allocation is increased to a level greater than the facility's Starting
Allocation plusNon-Tradable Credits:

SOx RTC Non-Tradable
Year Starting Allocation Credits(NTCs)

Begin End Zone (pounds) (pounds)

1/1994 12/1994 Coastal 1410211 1517688
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FACILITY PERMIT TO OPERATE
EXXONMOBIL OIL CORPORATION

SECTION C: FACILITY PLOT PLAN

(TO BE DEVELOPED)
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1: CRUD P13.1Process 1 : CRUDEEDDIISSTTIILLLLAATTIIOONNUUNNITIT
SSyyst S13.2, S15.1,steem 11::CCRRUUDDEEAATTMMOOSSPPHHEERRIICCDDIISSTTILILLLAATTIOIONN S15.2,S15.10

COLUMN,ATMOSPHERICCRUDE D1 E336.12
DISTILLATION,1C-1,CRUDEOIL,
HEIGHT:159 FT; DIAMETER:21 FT 6
IN
A/N: 431770

COLUMN,STRIPPER,1C-2A/B/C,3 D2
SECTIONS WITH
A/N: 431770

COLUMN,STRIPPER,1C-2A,
NAPHTHASECTION,TOP
SECTION,IDLE, HEIGHT:81 FT;
DIAMETER:7 FT

COLUMN,STRIPPER,1C-2B,
KEROSENESECTION,MIDDLE
SECTION,HEIGHT:27 FT 6 IN;
DIAMETER:7 FT

COLUMN,STRIPPER,1C-2C,
LIGHTGAS OIL SECTION,
BOTTOM SECTION,HEIGHT:29
FT; DIAMETER:7 FT

TANK,FLASH,1C-7,CRUDEOIL, D5
HEIGHT:30 FT; DIAMETER:12 FT
A/N: 431770

VESSEL,RECEIVER,1C-4,CRUDE D23
COLUMNOVERHEAD,HEIGHT:30
FT; DIAMETER:10 FT
A/N: 431770

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATIONUNIT P13.1

FILTER,1J-19,WASHWATER,CRUDE D2194
COLUMNOVERHEAD(1C-4)
ACCUMULATOR, VESSELWITH
STAINLESSSTEELRESTRAINER
BASKET
A/N: 431770

FUGITIVEEMISSIONS, D1788 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 431770

SSyyssttem 2: C S13.2, S15.1,em 2 : CRRUUDDEEVVAACCUUUUMMDDISISTTIILLLLAATTIIOONN S15.2

COLUMN,VACUUMDISTILLATION, D3
1C-3,HEIGHT:54 FT; DIAMETER:42
FT
A/N: 410415

VESSEL, 1C-19,VACUUM D6
CONDENSATERECEIVER,HEIGHT:12
FT; DIAMETER:6 FT
A/N: 410415

EJECTOR,1H-2A/2B,VACUUMGAS, 2 D7 H23.11
TOTAL
A/N: 410415

EJECTOR,1H-2B,VACUUMGAS D8 H23.11
A/N: 410415

POT,BLOWNDOWN,1C-8,HEIGHT:6 D35
FT; DIAMETER:2 FT 6 IN
A/N: 410415

EJECTOR,1H-9A/B,VACUUMTOWER D2137 H23.11
OVERHEAD,1ST STAGE,2 TOTAL
A/N: 410415

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATIONUNIT P13.1

EJECTOR,1H-10,VACUUMTOWER D2138 H23.11
OVERHEAD,2ND STAGE
A/N: 410415

EJECTOR,1H-11,VACUUMTOWER D2139 H23.11
OVERHEAD,3RD STAGE
A/N: 410415

EJECTOR,1H-12,VACUUMTOWER D2140 H23.11
OVERHEAD,4TH STAGE
A/N: 410415

EJECTOR,1H-13A/B,VACUUM D2141 H23.11
TOWER OVERHEAD,1ST STAGE,2
TOTAL
A/N: 410415

EJECTOR,1H-14,VACUUMTOWER D2142 H23.11
OVERHEAD,2ND STAGE
A/N: 410415

EJECTOR,1H-15,VACUUMTOWER D2143 H23.11
OVERHEAD,3RD STAGE
A/N: 410415

EJECTOR,1H-16,VACUUMTOWER D2144 H23.11
OVERHEAD,4TH STAGE
A/N: 410415

FUGITIVEEMISSIONS, D1937 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 410415

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATIONUNIT P13.1

Sys S13.9,S15.1Systteem 33::DDEESSAALLTTEERRTTAAILILWWAATTEERRHHAANNDDLLININGG
TANK,SEPARATOR,72D-10, D1250 SOX: 500 PPMV (5) [RULE E336.9,H23.30,
DESALTEREFFLUENT,HEIGHT:24 407,4-2-1982] ; VOC: 500 K171.9
FT; DIAMETER:24 FT PPMV (5) [RULE 1176,9-13-
A/N: 443874 1996]

TANK,SEPARATOR,72D-11, D2145 SOX: 500 PPMV (5) [RULE E336.9,H23.30,
DESALTEROIL, HEIGHT:8 FT; 407,4-2-1982] ; VOC: 500 K171.9
DIAMETER:3 FT PPMV (5) [RULE 1176,9-13-
A/N: 443874 1996]

DRAIN SYSTEMCOMPONENT D2255 HAP: (10) [40CFR61 Subpart H23.24
A/N: 443874 FF_01,12-4-2003;40CFR 63

SubpartCC, #4,5-25-2001]

FUGITIVEEMISSIONS, D2256 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 443874

System 4: CRUDE UNIT FEED DESALTER S13.2, S15.1,System 4 : CRUDE UNIT FEED DESALTER S31.4

TANK,SURGE, 1C-5,DESALTER D4
WATER,HEIGHT:17 FT 6 IN;
DIAMETER:7 FT
A/N:

VESSEL,DESALTER,1C-6A,CRUDE D21
OIL,WITH FIVE SEDIMENT
ELIMINATORS,HEIGHT:86 FT;
DIAMETER:12 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATIONUNIT P13.1

VESSEL,DESALTER,1C-6B,CRUDE D22
OIL,WITH FIVE SEDIMENT
ELIMINATORS,HEIGHT:86 FT;
DIAMETER:12 FT
A/N:

SSyysstteem 66::CCRRUUDDEEHHEEAATTININGGSSYYSSTTEEMM
HEATER,ATMOSPHERIC D913 C916 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3, D90.12,
DISTILLATIONCOLUMNCHARGE, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,
1F-1,NATURALGAS, REFINERYGAS, MAJOR SOURCE** GRAINS/SCF (5) [RULE E193.16,
WITH LOW NOX BURNER, 457 409,8-7-1981] ; PM: (9) [RULE H23.13,
MMBTU/HR WITH 404,2-7-1986] K171.10
A/N: 442858

BURNER,NATURALGAS,
REFINERYGAS,WITH LOWNOX
BURNER,60 TOTAL;457
MMBTU/HR

HEATER,VACUUMDISTILLATION D914 C916 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3, D90.12,
COLUMNCHARGE,1F-2,NATURAL SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,
GAS, REFINERYGAS,WITH LOW MAJOR SOURCE** GRAINS/SCF (5) [RULE E193.16,
NOX BURNER,161 MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE H23.13
A/N: 455166 404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS,WITH LOWNOX
BURNER,40 TOTAL;161
MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATIONUNIT P13.1

SELECTIVECATALYTICREDUCTION, C916 D913D914 NH3: 20 PPMV (4) [RULE D12.2,D12.8,
WITH FIXEDBED REACTORAND S1731 1303(a)(1)-BACT,5-10-1996] D28.11,E71.7
HONEYCOMDTYPE CATALYSTBED
WITH
A/N: 258222

AMMONIA INJECTION

STACK,COMMONTO HEATERS1F-1 S1731 C916
& 1F-2
A/N: 455166

FUGITIVEEMISSIONS, D1789 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 455166

System 7: FUEL GAS FILTER SEPARATORS S13.2,S15.1System 7 : FUEL GAS FILTER SEPARATORS
FILTER,SEPARATOR,1J-2, REFINERY D2257 K171.11
FUELGAS, VESSELTYPE,WITH A
LOWER BARREL FOR STORAGEOF
THE REMOVEDLIQUID,SERVES
HEATER1F-1
A/N: 422297

FILTER,SEPARATOR,1J-3, REFINERY D2258 K171.11
FUELGAS, VESSELTYPE,WITH A
LOWER BARREL FOR STORAGEOF
THE REMOVEDLIQUID,SERVES
HEATERS1F-1&1F-2
A/N: 422297

FUGITIVEEMISSIONS, D2259 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 422297

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATIONUNIT P13.1

SSyysstteem 88::AANNHHYYDDRROOUUSSAAMMMMOONNIAIASSTTOORRAAGGEEAANNDDVVAAPPOORRIZIZAATTIOIONN
STORAGETANK,PRESSURIZED,1C- D2336 E71.12,K67.13
105, ANHYDROUSAMMONIA,WITH
PRV VENT TO ATMOSPHERESET TO
ATLEAST 265 PSIG, 1000 GALS;
DIAMETER:3 FT 5.2 IN; LENGTH:12
FT 11 IN WITH
A/N: 468903

EVAPORATOR, 1E-36, AMMONIA,
ELECTRICHEATED

PPrroocceessss2: C P13.12 : COOKKININGGAANNDDRREESSIDIDUUAALLCCOONNDDITITIOIONNININGG
SSyysstteem 11::NNOORRTTHHDDEELLAYE S1.2, S13.2,AYEDDCCOOKKIINNGGUUNNIITT S15.1,S15.7

DRUM, 21C-1,COKE,HEIGHT:59 FT; D57 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT CC, #2,5-25-2001] ; PM: (9)
A/N: [RULE 405,2-7-1986]

DRUM, 21C-2,COKE,HEIGHT:59 FT; D58 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT CC, #2,5-25-2001] ; PM: (9)
A/N: [RULE 405,2-7-1986]

DRUM, 21C-3,COKE,HEIGHT:61 FT; D59 HAP: (10) [40CFR63 Subpart
DIAMETER:17 FT CC, #2,5-25-2001] ; PM: (9)
A/N: [RULE 405,2-7-1986]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.1

DRUM, 21C-4,COKE,HEIGHT:61 FT; D60 HAP: (10) [40CFR63 Subpart
DIAMETER:17 FT CC, #2,5-25-2001] ; PM: (9)
A/N: [RULE 405,2-7-1986]

DRUM, 21C-5,COKE,HEIGHT:61 FT; D61 HAP: (10) [40CFR63 Subpart
DIAMETER:17 FT CC, #2,5-25-2001] ; PM: (9)
A/N: [RULE 405,2-7-1986]

DRUM, 21C-6,COKE,HEIGHT:61 FT; D62 HAP: (10) [40CFR63 Subpart
DIAMETER:17 FT CC, #2,5-25-2001] ; PM: (9)
A/N: [RULE 405,2-7-1986]

TOWER, BUBBLE, 21C-11,HEIGHT:97 D63
FT 3 IN; DIAMETER:12 FT 6 IN
A/N:

VESSEL,STABILIZER,21C-13, D64
HEIGHT:42 FT; DIAMETER:4 FT
A/N:

ACCUMULATOR, 21C-14,STABILIZER D65
OVERHEADREFLUX,LENGTH:29 FT
8 IN; DIAMETER:4 FT
A/N:

ACCUMULATOR, 21C-15,BUBBLE D66
TOWER REFLUX,LENGTH:39 FT 9
IN; DIAMETER:8 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.1

TANK,FIXEDROOF, 21D-5,OILY D68
SLUDGE,SKIMMING,WITH VAPOR
RECOVERYSYSTEM,HEIGHT:26 FT;
DIAMETER:17 FT WITH
A/N:

FILTER,OILYSLUDGE

FILTER,OILYSLUDGE

VESSEL, 21C-17,GLANDOIL D71 HAP: (10) [40CFR63 Subpart
A/N: CC, #2,5-25-2001]

FUGITIVEEMISSIONS, D1790 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

Syste S1.2, S13.2,System 22::SSOOUUTTHHDDEELLAAYYEEDDCCOOKKIINNGGUUNNITIT S15.1,S15.7

DRUM, 22C-7,COKE,HEIGHT:59 FT; D86 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT CC, #2,5-25-2001] ; PM: (9)
A/N: 305247 [RULE 405,2-7-1986]

DRUM, 22C-8,COKE,HEIGHT:59 FT; D87 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT CC, #2,5-25-2001] ; PM: (9)
A/N: 305247 [RULE 405,2-7-1986]

DRUM, 22C-9,COKE,HEIGHT:60 FT; D88 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT CC, #2,5-25-2001] ; PM: (9)
A/N: [RULE 405,2-7-1986]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.1

DRUM, 22C-10,COKE,HEIGHT:60 FT; D89 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT CC, #2,5-25-2001] ; PM: (9)
A/N: [RULE 405,2-7-1986]

DRUM, 22C-11,COKE,HEIGHT:60 FT; D90 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT CC, #2,5-25-2001] ; PM: (9)
A/N: [RULE 405,2-7-1986]

DRUM, 22C-12,COKE,HEIGHT:60 FT; D91 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT CC, #2,5-25-2001] ; PM: (9)
A/N: [RULE 405,2-7-1986]

TOWER, BUBBLE, 22C-1,HEIGHT:100 D92
FT; DIAMETER:11 FT
A/N: 305247

TOWER, STABILIZER,22C-3,HEIGHT: D93
75 FT; DIAMETER:5 FT 6 IN
A/N: 305247

ACCUMULATOR, 22C-5,STABILIZER D94
OVERHEAD,LENGTH:12 FT;
DIAMETER:3 FT 11 IN
A/N: 305247

ACCUMULATOR, 22C-4,BUBBLE D95
TOWER OVERHEAD,HEIGHT:23 FT;
DIAMETER:7 FT 6 IN
A/N: 305247

VESSEL, 22C-6,COKECONDENSATE, D96
LENGTH:9 FT; DIAMETER:4 FT
A/N: 305247

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.1

VESSEL, 22C-17,CONDENSATE, D97
LENGTH:9 FT; DIAMETER:4 FT
A/N: 305247

VESSEL, 22C-26,GLANDOIL, D98 HAP: (10) [40CFR63 Subpart
HEIGHT:12 FT; DIAMETER:5 FT CC, #2,5-25-2001]

A/N: 305247

VESSEL,COMPRESSORGAS D116
SEPARATOR,22C-13,HEIGHT:8 FT;
DIAMETER:4 FT
A/N: 305247

COMPRESSOR,22K-1,COKERGAS, D119
WITH 3500 H.P.MOTOR
A/N: 305247

SCRUBBER,WATER-WASH, 22C-35, D121
COKERGAS, HEIGHT:36 FT;
DIAMETER:6 FT
A/N: 305247

FUGITIVEEMISSIONS, D1791 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 305247

SSyysstteem 33::CCOOKKEEHHAANNDDLLIINNGGSSYYSSTTEEM S1.4,S13.1M
CONVEYOR,FEED, 22J-23, D129 PM: (9) [RULE 405,2-7-1986] A63.3, D323.1
ENCLOSED,LENGTH:43 FT 6 IN,
WIDTH:44 IN,125HP
A/N: 478145

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.1

TANK,HOLDING,21D-10,COVERED, D2384 PM: (9) [RULE 405,2-7-1986] D323.1
DECOKINGJETWATER,90000
GALLONS,DIAMETER:25 FT,
HEIGHT:25 FT
A/N: 478145

BIN,COKEDEWATERING,22R-710, 4 D2385 PM: (9) [RULE 405,2-7-1986] D323.1
CELLSWITHHOPPER,EACHCELL,
WIDTH:40 FT; HEIGHT:35 FT;
LENGTH:40 FT WITH
A/N: 478145

SUMP,EAST,LENGTH:40 FT,
WIDTH:40 FT,DEPTH: 20 FT

SETTLINGTANK,BASIN,LAKE, D2386 PM: (9) [RULE 405,2-7-1986] D323.1
STORM/COKE/WATER, LENGTH:40
FT,DEPTH 35 FT EACH
A/N: 478145

CLARIFIER,SETTLING/SEPARATION, D2388 PM: (9) [RULE 405,2-7-1986] D323.1
22R-712,COKEFINES/WATER, 2
CELLS,LENGTH:124 FT,WIDTH:
40FT,DEPTH: 35 FT EACH
A/N: 478145

LOADINGARM, GANTRYCRANE D2389 PM: (9) [RULE 405,2-7-1986] A63.3, D323.1
(SPARE),22J-25 BULKMATERIAL
LOAD/UNLOADSTATION, 22J-25,
WITHMAINDRIVE/TROLLEY,300 HP,
AND BRIDEDRIVE, 50 HP
A/N: 478145

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.1

CONVEYOR,MAIN, 22J-24,WIND D130 PM: (9) [RULE 405,2-7-1986] A63.3, D323.1
SCREEN,LENGTH:943 FT 4 IN
,WIDTH:30 IN, COVERED,20 HP
DRIVE
A/N: 478145

LOADINGARM, KRANCOCRANE D919 PM: (9) [RULE 405,2-7-1986] A63.3, D323.1
SYSTEM22J-29,BULKMATERIAL
LOADING/UNLOADINGSTATION,
WITHMAINDRIVE/TROLLEY,300 HP,
AND BRIDEDRIVE, 50 HP
A/N: 478145

S S13.2, S15.1,Syysstteem 44::NNOORRTTHHDDEELLAAYYEEDDCCOOKKEERRBBLLOOWWDDOOWWNNFFAACCILILITITYY S15.2

KNOCKOUT POT, 21C-20,HEIGHT:30 D137
FT 5 IN; DIAMETER:16 FT
A/N:C10330

ACCUMULATOR, 21C-50, D138
CONDENSATE,HEIGHT:40 FT;
DIAMETER:10 FT
A/N:C10330

FUGITIVEEMISSIONS, D1792 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:C10330

SSyysstteem 55::SSOOUUTTHHDDELAYEDCOK S13.2, S15.1,ELAYEDCOKEERRBBLLOOWWDDOOWWNNFFAACCILILIITTYY S15.2

ACCUMULATOR, 22C33, D141
CONDENSATE,LENGTH:40 FT 3 IN;
DIAMETER:10 FT
A/N: 241337

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.1

DRUM, 22C36,LENGTH:12 FT; D142
DIAMETER:4 FT
A/N: 241337

ACCUMULATOR, LOW PRESSURE, D143
53C-4,LENGTH:20 FT; DIAMETER:7
FT
A/N: 241337

FUGITIVEEMISSIONS, D1793 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 241337

SSyysstteem 66::CCOOKKEERRHHEEAATTEERRSS
HEATER,21F-6,NATURALGAS, D83 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3, D90.12,
REFINERYGAS,NORTHCOKERNO. SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,
1,WITH LOWNOX BURNER,67 MAJOR SOURCE** GRAINS/SCF (5) [RULE E193.16,
MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE H23.13
A/N: 455091 404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS, JOHNZINK,
MODEL STAGEFUELGAS,WITH
LOWNOX BURNER,48 TOTAL

HEATER,21F-7,NATURALGAS, D84 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3, D90.12,
REFINERYGAS,NORTHCOKERNO. SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,
2,WITH LOWNOX BURNER,67 MAJOR SOURCE** GRAINS/SCF (5) [RULE E193.16,
MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE H23.13
A/N: 455092 404,2-7-1986]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.1

BURNER,NATURALGAS,
REFINERYGAS, JOHNZINK,
MODEL STAGEDFUELGAS,
WITH LOWNOX BURNER,48
TOTAL

HEATER,21F-8,NATURALGAS, D85 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3, D90.12,
REFINERYGAS,NORTHCOKERNO. SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,
3,WITH LOWNOX BURNER,74 MAJOR SOURCE** GRAINS/SCF (5) [RULE E193.16,
MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE H23.13
A/N: 455094 404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS, JOHNZINK,
MODEL STAGEDFUELGAS,
PSFFG-10,WITH LOWNOX
BURNER,48 TOTAL

HEATER,SOUTHCOKERHEATERNO. D120 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3, D90.12,
1, 22F-1,NATURALGAS, REFINERY SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,
GAS,WITH LOWNOX BURNER,126 MAJOR SOURCE** GRAINS/SCF (5) [RULE E193.16,
MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE H23.13
A/N: 455098 404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS, CALLIDUS,
MODELLE-CFSG-5W,WITH 48
VERTICALULTRALO-NOX
BURNERS,48 TOTAL;126
MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.1

HEATER,SOUTHCOKERNO. 2, 22F-2, D917 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3,C1.4,
NATURALGAS, REFINERYGAS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D12.3, D90.12,
WITH LOWNOX BURNER,91 MAJOR SOURCE** GRAINS/SCF (5) [RULE D328.1,
MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE E193.16,
A/N: 455102 404,2-7-1986] H23.13

BURNER,NATURALGAS,
REFINERYGAS, JOHNZINK,
MODEL PSFFG-30M,WITH LOW
NOX BURNER,32 TOTAL;91
MMBTU/HR

HEATER,SOUTHCOKERNO. 3, 22F-3, D918 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3, D90.12,
NATURALGAS, REFINERYGAS, 91 SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,
MMBTU/HR WITH MAJOR SOURCE** GRAINS/SCF (5) [RULE E193.16,
A/N: 455103 409,8-7-1981] ; PM: (9) [RULE H23.13

404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS,WITH LOWNOX
BURNER,32 TOTAL;91
MMBTU/HR

FUGITIVEEMISSIONS, D2366 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 455103

System 7: EAST COKEHANDLINGSYSTEM S1.5,S13.1System 7 : EAST COKEHANDLINGSYSTEM
STORAGEBUILDING,COKE,WIDTH: D2291 A63.3, D323.1
130 FT; HEIGHT:99 FT 3 IN; LENGTH:
610 FT
A/N: 451321

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.1

PIT,COKE, 22R-710,LENGTH:185 FT; D2292 A63.3, D323.1
WIDTH:40 FT
A/N: 451321

CRUSHER,BMC,LUMPBREAKER D2293 A63.3,C1.68,
NO.1,COVERED,DOUBLEROTOR, D323.1
WIDTH:54 FT; LENGTH:48 FT,WITH
TWO 50 HP MOTORS
A/N: 451321

CONVEYOR,BELT,LC-1,WIDTH:3 D2294 A63.3, D323.1
FT 6 IN; LENGTH:48 FT,WITH A 7.5
HP MOTOR
A/N: 451321

CONVEYOR,BELT,TWO EACH,1A & D2295 A63.3, D323.1
B,WIDTH:3 FT; LENGTH:375 FT,
WITH A 60 HP MOTOR EACH
A/N: 451321

CONVEYOR,BELT,TWO EACH,2A & D2296 A63.3, D323.1
B,WIDTH:3 FT; LENGTH:100 FT,
WITH A 25 HP MOTOR EACH
A/N: 451321

CONVEYOR,BELT,TWO EACH,3A & D2297 A63.3, D323.1
B,WIDTH 3 FT; LENGTH:250 FT,
WITH A 10 HP MOTOR EACH,AND 5
HP SHUTTLEDRIVE EACH
A/N: 451321

SCREEN,CLASSIFYING,VIBRATING, D2298 A63.3, D323.1
TWO EACH,S1 & S2, FMCCH2820,
WIDTH:8 FT; LENGTH:20 FT,WITH
A 25 HP MOTOR EACH
A/N: 451321

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.1

BUCKETELEVATOR, CRANE, D2331 A63.3, D323.1
BUCKETBRIDGE, 22J-25
A/N: 451321

CONVEYOR,MAIN, 2E, 20 HP D2332 A63.3, D323.1
A/N: 451321

System 8: COKERECLAIM& TRUCK LOADINGSYSTEM S13.1System 8 : COKERECLAIM& TRUCK LOADINGSYSTEM
HOPPER,LOADING,TWO EACH,1A D2299 A63.3, D323.1
& B, 2400 CU.FTCAPACITY,WITH A
60 TON SURGE BIN EACH
A/N: 452488

HOPPER,LOADING,TWO EACH,2A D2300 A63.3, D323.1
& B, 600 CU.FTCAPACITY,WITH A 15
TON SURGE BIN EACH
A/N: 452488

CONVEYOR,BELT,RECLAIM,NO.4, D2301 A63.3, D323.1
WIDTH:4 FT 6 IN; LENGTH:610 FT,
WITH 75 HP
A/N: 452488

CONVEYOR,BELT,NO.5,WIDTH:4 D2302 A63.3, D323.1
FT 6 IN; LENGTH:210 FT,WITH 150
HP MOTOR
A/N: 452488

CONVEYOR,BELT,NO.6,WIDTH:4 D2303 A63.3, D323.1
FT 6 IN; LENGTH:190 FT,WITH 150
HP MOTOR
A/N: 452488

HOPPER,LOADING,WIDTH:9 FT; D2333 A63.3, D323.1
LENGTH:15 FT 3 IN; HEIGHT:10 FT
A/N: 452488

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.1

CONVEYOR,BC-1,WIDTH:4 FT 6 IN; D2334 A63.3, D323.1
LENGTH:47 FT 10 IN,WITH 60 HP
MOTOR
A/N: 452488

CONVEYOR,BC-2,WIDTH:4 FT 6 IN; D2335 A63.3, D323.1
LENGTH:54 FT,WITH A 60 HP
MOTOR
A/N: 452488

Process 3: Fluid CatalyticCracking Unit (FCCU) P13.1, P13.2Process 3 : Fluid CatalyticCracking Unit (FCCU)

SSyysstte S4.1, S13.2,em 11::FFCCCCUU,,CCrraacckkininggSSysystetmem S15.1,S42.2

VESSEL,SURGE, 2C-17,HOT FRESH D155 E336.9
FEED,LENGTH:25 FT; DIAMETER:
10 FT
A/N: 445076

VESSEL, 2C-18,SURGE,COLDFRESH D156 E336.9
FEED,LENGTH:25 FT; DIAMETER:
10 FT
A/N: 445076

REACTOR,2C-4,WITH INTERNAL D1589
REACTORRISER& 1ST& 2ND STAGE
CATALYSTSEPARATORS,HEIGHT:44
FT; DIAMETER:23 FT 6 IN WITH
A/N: 445076

COLUMN,STRIPPER,2C-5,HC
VAPOR/SPENTCATALYST,
HEIGHT:25 FT 6 IN; DIAMETER:
12 FT 6 IN

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : Fluid CatalyticCracking Unit (FCCU) P13.1, P13.2

REGENERATOR,2C-3,HEIGHT:45 FT; D151 C164C165 NOX:MAJOR CO: 500 PPMV (8) [40CFR60 A63.4, D29.3,
DIAMETER:37 FT 2 IN C166C1590 SOURCE**;SOX: SubpartJ,6-24-2008] ; CO: 2000 D82.2,D90.4,
A/N: C2314 MAJOR SOURCE** PPMV (5) [RULE 407,4-2-1982] H23.17

; HAP: (10) [40CFR63 Subpart
UUU, #2,2-9-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: 1
LB(S)/1000LBS (8) [40CFR60
SubpartJ,6-24-2008] ; PM: (9)
[RULE 404,2-7-1986

RULE 405,2-7-1986]

BLOWER, 2K-1, REGENERATORAIR, D1636
ALLISCHALMERS,MODELVA-1310,
220,000 SCFM
A/N: 445076

TURBINE,EXPANDER,2K-1E, D2305
REGENERATORFLUEGAS, 28,950 HP
WITH
A/N: 445076

GENERATOR,ELECTRIC,2K-1M,
COMMONTO STEAMTURBINE
2K-1T,7500 KW

TURBINE,STEAM,2K-1T, D2307
REGENERATORFLUEGAS, 13,000 HP
WITH
A/N: 445076

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : Fluid CatalyticCracking Unit (FCCU) P13.1, P13.2

GENERATOR,ELECTRIC,2K-1M,
COMMONTO
EXPANDER/TURBINE2K-1E, 7500
KW

BOILER,WASTEHEAT, UNFIRED, D1511
2F-7
A/N: 445076

COMPRESSOR,PROCESSAIR/PURGE D2309
GAS, 75K-101, JOY 1, CENTRIFUGAL,
800 HP
A/N: 445076

COMPRESSOR,PROCESSAIR/PURGE D2310
GAS, 75K-102, JOY 2, CENTRIFUGAL,
1,000 HP
A/N: 445076

COMPRESSOR,PROCESSAIR/PURGE D2311
GAS, 75K-103, JOY 3, CENTRIFUGAL,
575 HP
A/N: 445076

COMPRESSOR,PROCESSAIR/PURGE D2312
GAS, 75K-104, JOY 4, CENTRIFUGAL,
1,250 HP
A/N: 445076

COMPRESSOR,PROCESSAIR/PURGE D2313
GAS, 75K-105/106,JOY 5 & 6,
CENTRIFUGAL,2 TOTAL,1,500 HP
EACH
A/N: 445076

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : Fluid CatalyticCracking Unit (FCCU) P13.1, P13.2

STACK,2F-7,WITH 2 EMERGENCY S1739 C166
BYPASSSTACKS(2F-3EAST&WEST),
LOCATEDDOWNSTREAMOF ESP&
UPSTREAMOF SCR,HEIGHT:89 FT;
DIAMETER:11 FT 4 IN
A/N:

FUGITIVEEMISSIONS, D1800 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 445076

SSyysstteem 22::FFCCCCUUAAIRIRPPOOLLLLUUTTIOIONNCCOONNTTRROOLLSSYYSSTTEEMM
CYCLONE,2C-25,3RD STAGE C1590 D151 D2404 D323.1
SEPARATOR,CATALYSTDUST,
HEIGHT:57 FT; DIAMETER:26 FT
A/N: 428467

CYCLONE,2C-26-CY, 4TH STAGE C2314 D151 D323.1,E102.2,
SEPARATOR,CATALYSTDUST, K67.16
HEIGHT:3 FT 3 IN; DIAMETER:1 FT
9 IN WITH
A/N: 428467

HOPPER, 2C-26,CATALYSTDUST,
DIA: 8 FT,H: 12 FT

BOILER, 2F-3,CARBONMONOXIDE C164 D151 C165 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3, D90.12,
WASTEHEAT, NATURALGAS, C166 SOURCE**;SOX: 407,4-2-1982] ; PM: 11 LBS/HR E193.16,
REFINERYGAS,WITH LOWNOX MAJOR SOURCE** (5B) [RULE 476,10-8-1976] ; H23.13
BURNER,464 MMBTU/HR WITH PM: 0.1 GRAINS/SCF (5)
A/N: [RULE 409,8-7-1981]

PM: 0.01 GRAINS/SCF (5A)
[RULE 476,10-8-1976]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : Fluid CatalyticCracking Unit (FCCU) P13.1, P13.2

BURNER,NATURALGAS,
REFINERYGAS, PEABODY,
MODELMT-28, FOUR LO-NOX,
WITH LOWNOX BURNER,464
MMBTU/HR

UREA INJECTIONSYSTEM,
NOXOUTPROCESS

ELECTROSTATIC PRECIPITATOR, 2D- C166 D151 C164 HAP: (10) [40CFR63 Subpart C12.1,E102.2
1, TWO STAGE,42 FT L. X 60 FT - 5.5 S1739 UUU, #2,2-9-2005] ; PM: (9)
INW. X 49 FT - 4 IN H., 300 KVA [RULE 404,2-7-1986;RULE

WITH 405,2-7-1986]

A/N:

AMMONIA INJECTION

ELECTROSTATIC PRECIPITATOR, 2D- C165 D151 C164 HAP: (10) [40CFR63 Subpart C12.1,E102.2
2, TWO STAGE,18 FT L. X 37 FT - 6 UUU, #2,4-20-2006]

INW. X 30 FT H., 140 KVA WITH
A/N:

AMMONIA INJECTION

SSyysstteem 33::CCAATTAALLYYSSTT/S/SPPEENNTTCCAATTAALLYYSSTTHHAANNDDLLININGGAANNDDSSTTOORRAAGGEE
STORAGE SILO, 2C-1, FRESH D167 C2317 PM: (9) [RULE 404,2-7- D323.1,E71.11
CATALYST(BASE),GRACEDAVISON, 1986;RULE405,2-7-1986]

HEIGHT:37 FT 6 IN; DIAMETER:15
FT
A/N: 431353

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:24
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : Fluid CatalyticCracking Unit (FCCU) P13.1, P13.2

STORAGE SILO, 2C-XADDITIVES, D2316 C2317 PM: (9) [RULE 404,2-7- D323.1,E71.11,
FRESHCATALYST(ADDITIVES), 1986;RULE405,2-7-1986] K171.14
GRACEDAVISONZSM5,WIDTH:5
FT; HEIGHT:8 FT; LENGTH:5 FT
A/N: 409307

STORAGE SILO, 2C-2,SPENT D168 C2317 PM: (9) [RULE 404,2-7- D323.1,E71.11
CATALYST,HEIGHT:57 FT; 1986;RULE405,2-7-1986]

DIAMETER:23 FT
A/N: 459720

SUMP,HOTWELL,WATER C2317 D167D168 D323.1,
SCRUBBER,02R-700,CATALYST D2316 K171.14
DUST,COVERED,WIDTH:6 FT;
DEPTH: 6 FT; LENGTH:6 FT WITH
A/N: 458741

EJECTOR,2H-1, STEAM,SERVES
SILOS 2C-1& 2C-2

EJECTOR,2J-XADDITIVES,
STEAM,SERVES SILO 2C-
XADDITIVES

SSyysstteem 44::FFCCCCUUHHEEAATTEERRSS
HEATER,2F-1, REGENERATOR D2320 NOX:MAJOR CO: 2000 PPMV (5) [RULE
STARTUP/AIRHEATER,NATURAL SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1
GAS, REFINERYGAS, 132 MMBTU/HR MAJOR SOURCE** GRAINS/SCF (5) [RULE
A/N: 431576 409,8-7-1981] ; PM: (9) [RULE

404,2-7-1986]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : Fluid CatalyticCracking Unit (FCCU) P13.1, P13.2

HEATER,FCCUCHARGEOR D920 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3,C1.1,
FRACTIONATIONCOLUMNCHARGE, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.12,D328.1,
2F-2,NATURALGAS, REFINERYGAS, MAJOR SOURCE** GRAINS/SCF (5) [RULE E193.16,
WITH LOWNOX BURNER,108 409,8-7-1981] ; PM: (9) [RULE H23.13,
MMBTU/HR WITH 404,2-7-1986] K171.15
A/N: 455106

BURNER,NATURALGAS,
REFINERYGAS, EIGHTULTRA,
WITH LOWNOX BURNER,108
MMBTU/HR

FUGITIVEEMISSIONS, D2367 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 455106

SSyysstteem 55::FFCCCCUU,,FFrarcatcitonati S4.1, S13.2,ionatoionnSSysystetemm S15.1, S15.2,
S15.11

FRACTIONATOR, MAINCOLUMN, D152
2C-6,HEIGHT:108 FT; DIAMETER:21
FT
A/N: 449657

VESSEL,RECEIVER,MAINCOLUMN D153
OVERHEAD,2C-7,LENGTH:33 FT;
DIAMETER:11 FT
A/N: 449657

COLUMN,STRIPPER,2C-8,LIGHT D154
CYCLEOIL, LENGTH:21 FT;
DIAMETER:6 FT 6 IN
A/N: 449657

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : Fluid CatalyticCracking Unit (FCCU) P13.1, P13.2

KNOCKOUT POT, 2C-22,MAIN D2321 K171.16
COLUMNBOTTOMS,
PARTICLES/FINESKNOCKOUT,
HEIGHT:3 FT 5 IN; DIAMETER:1 FT
4 IN
A/N: 449657

SETTLINGTANK,2C-9,SLURRY, D163
HEIGHT:24 FT; DIAMETER:12 FT
A/N: 449657

ACCUMULATOR, 2C-11,HIGH D2322
PRESSUREHYDRAULIC,HEIGHT:10
FT 6 IN; DIAMETER:4 FT
A/N: 449657

VESSEL, 2C-12,HYDRAULICSYSTEM D2323
RECEIVER,HEIGHT:10 FT 6 IN;
DIAMETER:4 FT
A/N: 449657

FUGITIVEEMISSIONS, D1740 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 449657

SSyysstteem 66::NNHH33(L(Liqiquuee©©ededAAnnhhyyddroruous)s)SStotroraaggee&&VVapapororizizataitoionn
STORAGETANK,PRESSURIZED,75C- D2324 K67.13
118, ANHYDROUSAMMONIA,1000
GALS; DIAMETER:3 FT 6 IN;
LENGTH:13 FT 3 IN WITH
A/N: 458746

EVAPORATOR, AMMONIA,75E-
124A, ELECTRICHEATED

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : Fluid CatalyticCracking Unit (FCCU) P13.1, P13.2

STORAGETANK,PRESSURIZED,75C- D2325 K67.13
35, ANHYDROUSAMMONIA,1000
GALS; DIAMETER:3 FT 6 IN;
LENGTH:13 FT 3 IN WITH
A/N: 459719

EVAPORATOR, AMMONIA,75E-
124B, ELECTRICHEATED

SSyysstteem 77::FFuuelelGGaassFFilitleterrSSepeparator S13.2,S15.1arator
FILTER,SEPARATOR,2J-6, REFINERY D2328 K171.17
FUELGAS, VESSELTYPE,WITH A
LOWER BARREL FOR STORAGEOF
REMOVEDLIQUID,SERVESHEATER
2F-2
A/N: 428465

FILTER,SEPARATOR,2J-7, REFINERY D2329 K171.17
FUELGAS, VESSELTYPE,WITH A
LOWER BARREL FOR STORAGEOF
REMOVEDLIQUID,SERVESCO
BOILER 2F-3
A/N: 428465

FUGITIVEEMISSIONS, D2330 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 428465

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4: HYDROTREATINGPROCESS P13.1Process 4 : HYDROTREATINGPROCESS

SSyysstteem 11::FFCCCCUUFFEEEEDD(G(GAASSOOIILL))HHYYDDRROODDEESSUULLFFUURRIIZZATIONUNIT S4.1, S13.2,ATIONUNIT S15.1, S15.2,
S15.9,S31.2

TURBINE,HIGH TEMPERATURE D169
SEPARATORPOWER RECOVERY,25J-
1A
A/N:

TURBINE,HIGH TEMPERATURE D170
SEPARATORPOWER RECOVERY,25J-
1B
A/N:

TURBINE,RICHDEA POWER D171
RECOVERY,25J-02,SERVING25G-5A
A/N:

ABSORBER,HIGH PRESSUREAMINE, D172
25C-10,HEIGHT:77 FT 6 IN;
DIAMETER:8 FT
A/N:

COLUMN,STRIPPER,PRODUCT,25C- D173
11, HEIGHT:66 FT; DIAMETER:13 FT
A/N:

ABSORBER,LOW PRESSUREAMINE, D174
25C-13,HEIGHT:57 FT; DIAMETER:3
FT
A/N:

FRACTIONATOR, 25C-15,HEIGHT:116 D175
FT; DIAMETER:14 FT 6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:29
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

COLUMN,STRIPPER/DRYER,25C-17, D176 D232 D234 HAP: (10) [40CFR63 Subpart E336.13
KEROSENE,HEIGHT:64 FT 6 IN; CC, #1,5-25-2001]

DIAMETER:4 FT
A/N:

COLUMN,STRIPPER,25C-18,LIGHT D177
GAS OIL, HEIGHT:35 FT; DIAMETER:
5 FT 6 IN
A/N:

VESSEL,VACUUMDRYER, 25C-27, D178 D232 D234 HAP: (10) [40CFR63 Subpart E336.13
LIGHTGAS OIL, HEIGHT:32 FT; CC, #1,5-25-2001]

DIAMETER:5 FT
A/N:

TANK,SURGE, 25C-04,COLDFEED D188
A/N:

VESSEL,SURGE, 25C-05,HOT FEED D189
A/N:

VESSEL,SEPARATOR,HIGH D190
TEMPERATURE,25C-7A
A/N:

VESSEL,SEPARATOR,HIGH D191
TEMPERATURE,25C-7B
A/N:

VESSEL,SEPARATOR,LOW D192
TEMPERATURE,25C-8,LENGTH:38
FT; DIAMETER:11 FT
A/N:

KNOCKOUT POT, 25C-9,RECYCLE D193
GAS, LENGTH:14 FT; DIAMETER:7
FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

ACCUMULATOR, 25C-12,STRIPPER D194
OVERHEAD,LENGTH:27 FT;
DIAMETER:6 FT 6 IN
A/N:

ACCUMULATOR, 25V-16, D196
FRACTIONATOR OVERHEAD,
LENGTH:25 FT; DIAMETER:8 FT
A/N:

TANK,SURGE, 25C-19,CONDENSATE, D197
HEIGHT:14 FT; DIAMETER:4 FT
A/N:

TANK,SURGE, 25C-20,DEA, HEIGHT: D198
22 FT; DIAMETER:6 FT
A/N:

VESSEL, 25C-24, D200
DIMETHYLDISULFIDE,HEIGHT:16
FT; DIAMETER:4 FT
A/N:

KNOCKOUT POT, 25C-26,OFFGAS, D201
HEIGHT:9 FT 6 IN; DIAMETER:2 FT
A/N:

KNOCKOUT POT,VACUUM,25C-28, D202
LENGTH:11 FT; DIAMETER:2 FT
A/N:

KNOCKOUT POT, 25C-50,FUMEGAS D206
A/N:

COMPRESSOR,25K-1A/1B/1C, D221
MAKEUPHYDROGEN,6000-HPEACH,
3 TOTAL
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

COMPRESSOR,25K-2, RECYCLE D224
HYDROGEN
A/N:

COMPRESSOR,25K-3A/3B,STRIPPER D225
OFFGAS,300-HPEACH,2 TOTAL
A/N:

REACTOR,HYDROTREATERGUARD, D227
25C-40A,HEIGHT:31 FT; DIAMETER:
13 FT 6 IN
A/N:

REACTOR,HYDROTREATERGUARD, D228
25C-40B,HEIGHT:31 FT; DIAMETER:
13 FT 6 IN
A/N:

REACTOR,HYDROTREATERMAIN, D229
25C-41A,HEIGHT:31 FT; DIAMETER:
13 FT 6 IN
A/N:

REACTOR,HYDROTREATERMAIN, D230
25C-41B,HEIGHT:31 FT; DIAMETER:
13 FT 6 IN
A/N:

VESSEL,SEPARATOR,25-C-08,LOW- D1256
TEMPERATURE,HEIGHT:38 FT;
DIAMETER:10 FT 1 IN
A/N:

FILTER,25-J-06A/B, FUELGAS, 2 D1260
TOTAL
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

FUGITIVEEMISSIONS, D1803 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 22::FFCCCCUUFFEEEEDDHHYYDDRROODDEESSUULLFFUURRIZIZAATTIOIONNUUNNITITHHEEAATTININGGSSYYSSTTEEMM
HEATER,FRACTIONATOR CHARGE, D231 C233 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3, D90.12,
25F-2A,NATURALGAS, REFINERY SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,
GAS,WITH LOWNOX BURNER,60 MAJOR SOURCE** GRAINS/SCF (5) [RULE E193.16,
MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE H23.13
A/N: 455113 404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS, JOHNZINK,
MODEL PSFG-14,WITH LOWNOX
BURNER,8 TOTAL;60
MMBTU/HR

HEATER,FCCFEEDHDT REACTOR D232 D176 D178 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3, D90.12,
CHARGE,25F-1A,NATURALGAS, C233 SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,
REFINERYGAS,WITH LOWNOX MAJOR SOURCE** GRAINS/SCF (5) [RULE E193.16,
BURNER,60 MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE H23.13
A/N: 455109 404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS, JOHNZINK,
MODEL PSFG-14,WITH LOWNOX
BURNER,8 TOTAL;60
MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

SELECTIVECATALYTICREDUCTION, C233 D231 D232 NH3: 20 PPMV (4) [RULE D12.2,D12.8,
FIXEDBED REACTOR,WITHHITACHI S1010 1303(a)(1)-BACT,5-10-1996] D28.11,D28.20,
ZOSENHONEYCOMBTYPE E71.9, K67.11
CATALYST WITH
A/N: 410333

AMMONIA INJECTION

HEATER,FCCFEEDHDT REACTOR D234 D176 D178 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3, D90.12,
CHARGE,25F-1B,NATURALGAS, C236 SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,
REFINERYGAS,WITH LOWNOX MAJOR SOURCE** GRAINS/SCF (5) [RULE E193.16,
BURNER,60 MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE H23.13
A/N: 455111 404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS, JOHNZINK,
MODEL PSFG-14,WITH LOWNOX
BURNER,8 TOTAL;60
MMBTU/HR

HEATER,25F-2B,NATURALGAS, D235 C236 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3, D90.12,
REFINERYGAS, FRACTIONATOR SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,
CHARGE,WITH LOWNOX BURNER, MAJOR SOURCE** GRAINS/SCF (5) [RULE E193.16,
60 MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE H23.13
A/N: 455116 404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS, JOHNZINK,
MODEL PSFG,WITH LOWNOX
BURNER,8 TOTAL;60
MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

SELECTIVECATALYTICREDUCTION, C236 D234 D235 NH3: 20 PPMV (4) [RULE D12.2,D12.8,
FIXEDBED REACTOR,WITH S1010 1303(a)(1)-BACT,5-10-1996] D28.11,D28.20,
HALDORTOPSOEHONEYCOMBTYPE E71.9, H23.30
CATALYST WITH
A/N: 386583

AMMONIA INJECTION

STACK,COMMONTO 4 HEATERS S1010 C233C236
25F-1A/2A& 1B/2B
A/N: 386583

FUGITIVEEMISSIONS, D1805 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 455113

SSyysstteem 33::RREEFFOORRMMEERRFFEEEEDD(N(NAAPPHHTTHHAA))HHYYDDRROOTTRREA S13.2, S15.1,EATTEERR S15.2, S15.12,
S31.2

COLUMN,STRIPPER,20C-1,HEIGHT: D302
108 FT 7 IN; DIAMETER: 7 FT 6 IN
A/N:

COLUMN,DEHEXANIZER,20C-3, D303
HEIGHT:85 FT 6 IN; DIAMETER:11
FT
A/N:

ACCUMULATOR, 20C-11,STABILIZER D304
OVERHEAD,LENGTH:20 FT;
DIAMETER:7 FT 6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

VESSEL,SEPARATOR,HIGH D305
PRESSURE,20C-2,LENGTH:27 FT;
DIAMETER:6 FT
A/N:

VESSEL,SEPARATOR,LOW D306
PRESSURE,20C-18,LENGTH:24 FT;
DIAMETER:6 FT
A/N:

KNOCKOUT POT, 20C-30,LIQUID, D307
LENGTH:9 FT; DIAMETER:5 FT 6 IN
A/N:

ACCUMULATOR, 20C-31,STRIPPER D308
OVERHEAD,LENGTH:12 FT;
DIAMETER:5 FT
A/N:

TANK,20C-36,STRAIGHTRUN D309
NAPHTHACHARGE,LENGTH:20 FT;
DIAMETER:7 FT
A/N:

REACTOR,NO. 4, PRE-TREATER, D312
20C-26,HEIGHT:29 FT; DIAMETER:6
FT
A/N:

REACTOR,NO. 5, PRE-TREATER, D313
20C-27,HEIGHT:25 FT; DIAMETER:6
FT
A/N:

REACTOR,NO. 6, PRE-TREATER, D314
20C-28,DIAMETER:14 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

TANK,SURGE, 20C-63,NAPHTHA, D1202 E204.1,E204.3
HEIGHT:21 FT; DIAMETER:7 FT 6 IN
A/N:

POT,REBOILERCONDENSATEPOT, D1204 E204.1,E204.3
20C-112,HEIGHT:3 FT; DIAMETER:2
FT 2 IN
A/N: 280600

COMPRESSOR,20K-3A,RECYCLE D329
GAS, RECIPROCATING, PACKED
GLAND, 150-HP
A/N:

COMPRESSOR,20K-3B,RECYCLE D330
GAS, RECIPROCATING, PACKED
GLAND, 150-HP
A/N:

COMPRESSOR,20K-3C,RECYCLE D331
GAS, RECIPROCATING, PACKED
GLAND, 400-HP
A/N:

COMPRESSOR,20K-3D,RECYCLE D1244
GAS, 400-HP
A/N:

FUGITIVEEMISSIONS, D1810 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

SSyysstteem 44::RREEFFOORRMMEERRFFEEEEDDHHYYDDRROOTTRREEAATTEERRHHEEAATTININGGSSYYSSTTEEMM
HEATER,PRETREATERREACTOR D269 NOX:MAJOR CO: 2000 PPMV (5) [RULE D328.1
CHARGESECTION& STRIPPER SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1
REBOILERSECTION,20F-1A/B, MAJOR SOURCE** GRAINS/SCF (5) [RULE
NATURALGAS, REFINERYGAS, 409,8-7-1981] ; PM: (9) [RULE
WITH LOWNOX BURNER,94 404,2-7-1986]

MMBTU/HR WITH
A/N: 225033

BURNER,NATURALGAS,
REFINERYGAS, JOHNZINK,
MODEL PSFC-18M,12 TOTAL;94
MMBTU/HR

HEATER,HOT OIL CIRCULATION, D270 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3, D90.12,
20F-4,NATURALGAS, REFINERY SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1,
GAS,WITH LOWNOX BURNER,79 MAJOR SOURCE** GRAINS/SCF (5) [RULE E193.16,
MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE H23.13
A/N: 455131 404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS,WITH LOWNOX
BURNER,8 TOTAL;79
MMBTU/HR

FUGITIVEEMISSIONS, D2368 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 455131

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:38
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

SSyysstteem 5: S13.2, S15.1,5 :PPRROODDUUCCTT(J(eJtetFFuueel/lD/Dieiseesle/lO/Oththeer)r)HHYYDDRROODDEESSUULLFFUURRIIZZAATTIOIONNUUNNITIT S15.2,S15.10

TANK,HOLDING,6C-1, FEED SURGE, D557
LENGTH:30 FT; DIAMETER:12 FT
A/N:

COLUMN,FEED STRIPPER,6C-2, D558
HEIGHT:50 FT 3 IN; DIAMETER:8 FT
A/N:

ABSORBER,AMINE, 6C-3,HEIGHT:69 D559
FT; DIAMETER:4 FT
A/N:

VESSEL,RECYCLECOMPRESSOR D560
SUCTION,6C-4,HEIGHT:8 FT;
DIAMETER:3 FT
A/N:

REACTOR,6C-5,HEIGHT:32 FT 9 IN; D561
DIAMETER:11 FT
A/N:

TANK,FLASH,6C-6,COLD,LENGTH: D562
20 FT; DIAMETER:5 FT
A/N:

VESSEL,FLASH,6C-7,HOT,HEIGHT: D563
16 FT; DIAMETER:6 FT
A/N:

COLUMN,PRODUCTSTRIPPER,6C-8, D564
HEIGHT:72 FT 2 IN; DIAMETER:11
FT 6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

ACCUMULATOR, 6C-9, PRODUCT D565
STRIPPEROVERHEAD,LENGTH:16
FT; DIAMETER:5 FT
A/N:

VESSEL,FLASH,6C-11,FOUL D567
WATER,HEIGHT:6 FT; DIAMETER:2
FT 6 IN
A/N:

VESSEL,BOOSTERCOMPRESSOR D568
SUCTION,6C-12,HEIGHT:8 FT;
DIAMETER:3 FT
A/N:

VESSEL,LOW PRESSUREGAS D569
COMPRESSOR2ND INTERSTAGE,6C-
13, HEIGHT:8 FT; DIAMETER:3 FT
A/N: 335050

VESSEL,LOW PRESSUREGAS D570
COMPRESSOR1ST INTERSTAGE,6C-
14, HEIGHT:8 FT; DIAMETER:2 FT 6
IN
A/N:

TOWER, 6C-25/26/27,CLAYTREATER, D571
3 TOTAL,HEIGHT:20 FT; DIAMETER:
10 FT
A/N:

COMPRESSOR,RECYCLE,6K-1, D572
RECIPROCATING TYPEWITH
PACKEDGLAND, 400 HP MOTOR
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

COMPRESSOR,6K-2,LOW PRESSURE D574
GAS, RECIPROCATING TYPEWITH
PACKEDGLAND, 600 HP MOTOR
A/N:

COMPRESSOR,BOOSTER,6K-3A, D575
RECIPROCATING TYPEWITH
PACKEDGLAND, 700 HP MOTOR
A/N:

COMPRESSOR,6K-3B, D576
RECIPROCATING TYPEWITH
PACKEDGLAND, 700 HP MOTOR,
SPARE
A/N:

FILTER,6J-14A/B/C,HYDROGEN D1741
MEMBRANE,TOTALCOUNT3,
LENGTH:1 FT 8 IN; DIAMETER:9.5
IN
A/N:

FILTER,6J-15A/B/C,HYDROGEN D1742
MEMBRANE,TOTALCOUNT3,
LENGTH:1 FT 8 IN; DIAMETER:9.5
IN
A/N:

FUGITIVEEMISSIONS, D1834 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

SSyysstteem 66::PPRROODDUUCCTTHHYYDDRROODDEESSUULLFFUURRIIZZAATTIOIONNUUNNITITHHEEAATTININGGSSYYSSTTEEMM
HEATER,CHDREACTORCHARGE, D949 NOX: LARGE CO: 400 PPMV (5A) [RULE B61.3, D90.12,
6F-1,NATURALGAS, REFINERYGAS, SOURCE**;SOX: 1146,11-17-2000] ; CO: 2000 D328.1,
JOHNZINK,MODEL PFNDR-30M, MAJOR SOURCE** PPMV (5) [RULE 407,4-2-1982] E193.16,
WITH LOWNOX BURNER,39.6 ; NOX: 40 PPMV (3) [RULE H23.13
MMBTU/HR WITH 2012,12-5-2003

A/N: 455118

RULE 2012,1-7-2005]; PM:
0.1 GRAINS/SCF (5) [RULE
409,8-7-1981] ; PM: (9) [RULE
404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS, JOHNZINK,
MODEL PFNDR-30M,TWELVE,
WITH LOWNOX BURNER,12
TOTAL;39.6 MMBTU/HR

HEATER,CHD STRIPPERREBOILER, D950 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3,C1.5,
6F-2,NATURALGAS, REFINERYGAS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.12,D328.1,
WITH LOWNOX BURNER,64 MAJOR SOURCE** GRAINS/SCF (5) [RULE E193.16,
MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE H23.13
A/N: 455120 404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS,WITH LOWNOX
BURNER,16 TOTAL

FUGITIVEEMISSIONS, D2369 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 455120

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

SSyysstteem 77::AANNHHYYDDRROOUUSSAAMMMMOONNIIAASSTTOORRAAGGEEAANNDDVVAAPPOORRIIZZAATTIIOONN
STORAGETANK,PRESSURIZED,25C- D2339 E71.12,K67.13
23A, ANHYDROUSAMMONIA,WITH
PRV VENT TO ATMOSPHERESET TO
ATLEAST 265 PSIG, 500 GALS;
DIAMETER:3 FT 10 IN; LENGTH:4
FT 8 IN
A/N: 468904

STORAGETANK,PRESSURIZED,25C- D2340 E71.12,K67.13
23B, ANHYDROUSAMMONIA,WITH
PRV VENT TO ATMOSPHERESET TO
ATLEAST 265 PSIG, 500 GALS;
DIAMETER:3 FT 10 IN; LENGTH:4
FT 8 IN
A/N: 468905

PPrroocceessss5: CATALYTICREFO P13.15 : CATALYTICREFORRMMININGGUUNNITIT

System 1: PLATINUMREFORMERNO. 1 S4.1, S13.2,System 1 : PLATINUMREFORMERNO. 1 S15.1, S15.2,
S15.13

COLUMN,STABILIZER,20C-4, D237 HAP: (10) [40CFR63 Subpart
HEIGHT:114 FT; DIAMETER:7 FT UUU, #1,4-20-2006]

A/N: 280604

ACCUMULATOR, 20C-5,STABILIZER D238 HAP: (10) [40CFR63 Subpart
OVERHEAD,HEIGHT:15 FT; UUU, #1,4-20-2006]

DIAMETER:6 FT
A/N: 280604

VESSEL,SEPARATOR,HIGH D239 HAP: (10) [40CFR63 Subpart
PRESSURE,20C-10,HEIGHT:20 FT; UUU, #1,4-20-2006]

DIAMETER:10 FT
A/N: 280604

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : CATALYTICREFORMINGUNIT P13.1

VESSEL,SEPARATOR,LOW D240 HAP: (10) [40CFR63 Subpart
PRESSURE,20C-15,HEIGHT:20 FT; UUU, #1,4-20-2006]

DIAMETER:6 FT 6 IN
A/N: 280604

REACTOR,NO.1, 20C-23,DIAMETER: D241 HAP: (10) [40CFR63 Subpart
14 FT 2 IN UUU, #1,4-20-2006]

A/N: 280604

REACTOR,NO.2, 20C-24,DIAMETER: D242 HAP: (10) [40CFR63 Subpart
14 FT 2 IN UUU, #1,4-20-2006]

A/N: 280604

REACTOR,NO. 3, 20C-25,DIAMETER: D243 HAP: (10) [40CFR63 Subpart
14 FT 2 IN UUU, #1,4-20-2006]

A/N: 280604

REACTOR,NO. 7, 20C-29,DIAMETER: D244 HAP: (10) [40CFR63 Subpart
14 FT 2 IN UUU, #1,4-20-2006]

A/N: 280604

POT, 20C-33,AUXILIARYSEALOIL, D245 HAP: (10) [40CFR63 Subpart
HEIGHT:11 FT 3 IN; DIAMETER:4 FT UUU, #1,4-20-2006]

A/N: 280600

POT, 20C-34,CONTAMINATED SEAL D246 HAP: (10) [40CFR63 Subpart
OIL, HEIGHT:3 FT; DIAMETER:1 FT UUU, #1,4-20-2006]

8 IN
A/N: 280604

POT, 20C-35,CONTAMINATED SEAL D247 HAP: (10) [40CFR63 Subpart
OIL, HEIGHT:3 FT; DIAMETER:1 FT UUU, #1,4-20-2006]

8 IN
A/N: 280604

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : CATALYTICREFORMINGUNIT P13.1

COMPRESSOR,20K-1, RECYCLEGAS, D248
WITH OIL SEAL, STEAMTURBINE
DRIVE
A/N: 280604

FUGITIVEEMISSIONS, D1808 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 280604

SSyysstteem 22::PPLLAATTININUUMMRREFORMERN S4.1, S13.2,EFORMERNOO..22 S15.1, S15.2,
S15.13

REACTOR,STAGE1, 19C-1, D271 HAP: (10) [40CFR63 Subpart
DIAMETER:12 FT UUU, #1,4-20-2006]

A/N: 410629

REACTOR,STAGE2, 19C-2, D272 HAP: (10) [40CFR63 Subpart
DIAMETER:12 FT UUU, #1,4-20-2006]

A/N: 410629

REACTOR,STAGE3, 19C-3, D273 HAP: (10) [40CFR63 Subpart
DIAMETER:15 FT UUU, #1,4-20-2006]

A/N: 410629

REACTOR,STAGE4, 19C-4, D274 HAP: (10) [40CFR63 Subpart
DIAMETER:15 FT UUU, #1,4-20-2006]

A/N: 410629

TANK,REFORMERFEED SURGE, D275 HAP: (10) [40CFR63 Subpart
19C-5,HEIGHT:30 FT; DIAMETER:10 UUU, #1,4-20-2006]

FT
A/N: 410629

VESSEL,SEPARATOR,HIGH D276 HAP: (10) [40CFR63 Subpart
PRESSURE,19C-6,HEIGHT:20 FT; UUU, #1,4-20-2006]

DIAMETER:10 FT
A/N: 410629

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : CATALYTICREFORMINGUNIT P13.1

ACCUMULATOR, 19C-7, D277 HAP: (10) [40CFR63 Subpart
DEBUTANIZEROVERHEAD,HEIGHT: UUU, #1,4-20-2006]

20 FT; DIAMETER:10 FT
A/N: 410629

COLUMN,DEBUTANIZER,19C-11, D278 HAP: (10) [40CFR63 Subpart
HEIGHT:81 FT; DIAMETER:7 FT UUU, #1,4-20-2006]

A/N: 410629

COMPRESSOR,19K-1,HYDROGEN D300
RECYCLEGAS, ELLIOTT,MODEL
2MB4-3,CENTRIFUGALTYPE, 350 HP
STEAMTURBINEDRIVEN
A/N: 410629

FUGITIVEEMISSIONS, D1809 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 410629

SSyysstteem 44::PPLLAATTFFOORRMMEERRNNOO..11HHEEAATTIINNGGSSYYSSTTEEMM
HEATER,NO. 1 REFORMERREACTOR D922 C923 NOX:MAJOR CO: 2000 PPMV (5) [RULE D328.1,E313.1,
CHARGE,NON-OPERATED,20F-2, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 E315.1
NATURALGAS, REFINERYGAS, MAJOR SOURCE** GRAINS/SCF (5) [RULE
WITH LOWNOX BURNER,220 409,8-7-1981] ; PM: (9) [RULE
MMBTU/HR WITH 404,2-7-1986]

A/N: 372270

BURNER,NATURALGAS,
REFINERYGAS, MODEL JOHN
ZINK,WITH LOWNOX BURNER,
50 TOTAL;220 MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : CATALYTICREFORMINGUNIT P13.1

SELECTIVECATALYTICREDUCTION, C923 D922 NH3: 20 PPMV (4) [RULE D12.2,D12.8,
FOSTERWHEELER,FIXEDBED,, 1303(a)(1)-BACT,5-10-1996] D28.12,E71.7
CERAMICHONEYCOMBCATALYST,
169.8CU.FT.;WIDTH:8 FT 6 IN;
HEIGHT:14 FT; LENGTH:15 FT 2 IN
A/N: 258217

FUGITIVEEMISSIONS, D2370 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 372270

SSyysstteem 55::PPLLAATTFFOORRMMEERRNNOO..22HHEEAATTININGGSSYYSSTTEEMM
HEATER,PLATINUMREFORMERNO. D924 C301 NOX:MAJOR CO: 2000 PPMV (5) [RULE D328.1
2 REACTORCHARGE,19F-1, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1
NATURALGAS, REFINERYGAS, MAJOR SOURCE** GRAINS/SCF (5) [RULE
WITH LOWNOX BURNER,288 409,8-7-1981] ; PM: (9) [RULE
MMBTU/HR WITH 404,2-7-1986]

A/N: 278853

BURNER,FIFTY-TWOLO-NOX,
NATURALGAS, REFINERYGAS,
WITH LOWNOX BURNER,50
TOTAL;288 MMBTU/HR

SELECTIVECATALYTICREDUCTION, C301 D924 NH3: 20 PPMV (4) [RULE D12.2,D12.8,
FOSTERWHEELER,FIXEDBED, 1303(a)(1)-BACT,5-10-1996] D28.11,E71.7
LENGTH15 FT 6 IN,WIDTH 15 FT 2
IN, HEIGHT14 FT,CERAMIC
HONEYCOMBCATALYST,266.6CU FT
A/N: 258220

FUGITIVEEMISSIONS, D2371 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 278853

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 5 : CATALYTICREFORMINGUNIT P13.1

SSyysstteem 66::NNHH33(L(LIIQQUUIIDDAANNHHYYDDRROOUUSS))SSTTOORRAAGGEEAANNDDVVAAPPOORRIZIZAATTIOIONN
STORAGETANK,PRESSURIZED,20C- D2348
120, ANHYDROUSAMMONIA,WITH
PRV VENTEDTO ATMOSPHERESET
TO ATLEAST 265 PSIG, 1000 GALS;
DIAMETER:3 FT 6 IN; LENGTH:13
FT WITH
A/N: 466228

EVAPORATOR, AMMONIA,20E-33,
ELECTRICHEATER

PPrroocceessss66::HHYYDDRROOGGEENNPPRROODDUUCCTTIIOONNUUNNIITTSS
Sy S2.1, S4.1, S13.2,Sysstteem 11::HHYYDDRROOGGEENNPPLLAANNTTNNOO..11 S13.5, S15.1,

S15.2

KNOCKOUT POT, 4C-1,SOUR GAS, D344
HEIGHT:7 FT; DIAMETER:3 FT
A/N: 281309

VESSEL,HYDROTREATER,4C-2, D345
HEIGHT:16 FT; DIAMETER:9 FT 6 IN
A/N: 281309

VESSEL, 4C-3,ZINCOXIDEGUARD, D346
HEIGHT:14 FT 10 IN; DIAMETER:6
FT 6 IN
A/N: 281309

COLUMN,METHANATOR,4C-11, D348
LENGTH:14 FT 6 IN; DIAMETER:7
FT 6 IN
A/N: 281309

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : HYDROGENPRODUCTIONUNITS

COLUMN,LOW TEMPERATURE D349
METHANESHIFTCONVERTER,4C-13,
HEIGHT:15 FT 2 IN; DIAMETER:12
FT 6 IN
A/N: 281309

ABSORBER,MEA, 4C-15,HEIGHT:75 D350
FT; DIAMETER:10 FT 6 IN
A/N: 281309

FILTER,4C-23,FUELGAS, HEIGHT: D351
10 FT 10 IN; DIAMETER:1 FT 6 IN
A/N: 281309

VESSEL,SEPARATOR,4C-24,OIL, D352
HEIGHT:4 FT 8 IN; DIAMETER:1 FT
6 IN
A/N: 281309

COMPRESSOR,4K-1, FEEDGAS D355
A/N: 281309

COMPRESSOR,4K-1A, FEEDGAS D356
A/N: 281309

SCRUBBER,CAUSTIC,4C-6,HEIGHT: D357
79 FT; DIAMETER:3 FT 6 IN
A/N: 281309

TANK,SURGE, 4C-26,CAUSTIC, D358
LENGTH:13 FT; DIAMETER:6 FT
A/N: 281309

REGENERATOR,4C-14,MEA, D360
HEIGHT:71 FT; DIAMETER:14 FT
A/N: 281309

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : HYDROGENPRODUCTIONUNITS

ABSORBER,4C-16,MEA, HEIGHT:75 D1264
FT; DIAMETER:10 FT 6 IN
A/N: 281309

ACCUMULATOR, 4C-18, D1265
REGENERATOROVERHEAD,MEA,
HEIGHT:12 FT; DIAMETER:5 FT
A/N: 281309

FUGITIVEEMISSIONS, D1815 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 281309

System 2: HYDROGENPLANT NO. 2 S2.1, S4.1, S13.2,System 2 : HYDROGENPLANT NO. 2 S13.5, S15.1,
S15.2,S31.2

KNOCKOUT POT, 24C-2,FEEDGAS, D385
LENGTH:9 FT 6 IN; DIAMETER:4 FT
6 IN
A/N:

COMPRESSOR,24K-4A,FEEDGAS, 2 D390
TOTAL,4500-HPEACH
A/N:

REACTOR,ZINCOXIDE,LENGTH:19 D369
FT 6 IN; DIAMETER:10 FT
A/N:

REACTOR,HIGH TEMPERATURE D371
SHIFT,24C-14,HEIGHT:34 FT;
DIAMETER:12 FT 6 IN
A/N:

REACTOR,LTSREACTOR,24C-50, D1203
HEIGHT:21 FT; DIAMETER:13 FT
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : HYDROGENPRODUCTIONUNITS

KNOCKOUT POT, 24C-4,NO. 1 HTS D386
EFFLUENT,LENGTH:9 FT;
DIAMETER:10 FT
A/N:

KNOCKOUT POT, 24C-25,NO. 2 HTS D387
EFFLUENT,LENGTH:11 FT;
DIAMETER:7 FT
A/N:

ABSORBER,PRESSURESWING, 24C- D372
15 TO 24C-26,12 TOTAL,HEIGHT:34
FT; DIAMETER:12 FT 6 IN
A/N:

FILTER,24J-5A,PRODUCTGAS, 2 D392
TOTAL
A/N:

REACTOR,HDS, 24C-11,LENGTH:20 D368
FT 6 IN; DIAMETER:9 FT
A/N: 280605

REACTOR,24C-13,ZINCOXIDE, D370
HEIGHT:19 FT 6 IN; DIAMETER:10
FT
A/N: 280605

FILTER,24-J-13,FUELGAS D1266
A/N: 280605

FUGITIVEEMISSIONS, D1936 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 280605

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : HYDROGENPRODUCTIONUNITS

SSyysstteem 33::HHYYDDRROOGGEENNPPRROODDUUCCTTIOIONNUUNNIITTSSHHEEAATTEERRSS
HEATER,HYDROGENPLANT D367 S1971 S2021 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3, D90.12,
REFORMING,4F-1,NATURALGAS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 E193.16,
REFINERYGAS,WITH ZEECO MAJOR SOURCE** GRAINS/SCF (5) [RULE H23.13
BURNERMODELGLSFO10,527 409,8-7-1981] ; PM: (9) [RULE
MMBTU/HR WITH 404,2-7-1986]

A/N: 455133

BURNER,NATURALGAS,
REFINERYGAS, JOHNZINK,
MODELG0-33-40,WITH LOWNOX
BURNER,136 TOTAL;527
MMBTU/HR

STACK,EAST S1971 D367
A/N: 455133

STACK,WEST S2021 D367
A/N: 455133

HEATER,HYDROGENREFORMING, D925 C395 D926 NOX:MAJOR CO: 88.54 LBS/HR (7) [RULE A195.1, B61.1,
24F-1,WASTEHEAT(GAS TURBINE SOURCE**;SOX: 1303(b)(2)-O«set,5-10-1996] ; B61.3,C1.12,
24J-01 (DEVICED926) EXHAUST), MAJOR SOURCE** CO: 2000 PPMV (5) [RULE D28.22,D28.23,
NATURALGAS, PSA GAS, REFINERY 407,4-2-1982] ; NOX: 42 D82.1,D182.3,
GAS, 931 MMBTU/HR WITH LBS/HR (7) [RULE 2005,4-20- D182.4,
A/N: 440468 2001] E193.16,

H23.33,K171.5

NOX: 9 PPMV AT15 MINS.
(4) [RULE 2005,4-20-2001] ; PM:
0.1 GRAINS/SCF (5) [RULE
409,8-7-1981] ; PM: (9) [RULE
404,2-7-1986]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : HYDROGENPRODUCTIONUNITS

PM10: 24.94 LBS/HR (7)
[RULE 1303(b)(2)-O«set,5-10-
1996] ; ROG: 62.35 LBS/HR
(7) [RULE 1303(b)(2)-O«set,5-10-
1996]

SO2: 20 PPMV (8) [40CFR60
SubpartJ,6-24-2008; CONSENT

DECREECIVILCASENo. 05C

5809,12-13-2005] ; SOX: 17.03
LBS/HR (7) [RULE 2005,4-20-
2001]

BURNER,NATURALGAS, PSA
GAS, REFINERYGAS,WITH LOW
NOX BURNER,108 TOTAL;931
MMBTU/HR

STACK,COMMONTO GAS TURBINE S1732 C395
24J-01& HEATER24F-1
A/N: 440468

FUGITIVEEMISSIONS, D1807 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 440468

SSyysstteem 44::SSCCRRSSysytsetmemsseervrvininggHH22pprordoduucctitoionnpplalanntt##22uunnitithheaetaeterr
SELECTIVECATALYTICREDUCTION, C395 D925 S1732 NH3: 20 PPMV (4) [RULE D12.2,D12.8,
WITH FIXEDBED REACTORAND 1303(a)(1)-BACT,5-10-1996] D28.11,E71.7
HONEYCOMBTYPE CATALYST WITH
A/N: 301858

AMMONIA INJECTION

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : HYDROGENPRODUCTIONUNITS

SSyysstteem 55::NNHH33(L(Liqiquuidid©©ededaannhhyyddrorouuss))stsotorraaggee&&vavappoorrizizaatitoionn
STORAGETANK,PRESSURIZED,24C- D2232 E144.1,K67.13
27, ANHYDROUSAMMONIA,WITH A
VAPORBALANCESYSTEM,1000
GALS; DIAMETER:3 FT 6 IN;
LENGTH:13 FT WITH
A/N: 440469

EVAPORATOR, AMMONIA,24E-27,
ELECTRICHEATED

PPrroocceessss77::HHYYDDRROOCCRRAACCKKIINNGGUUNNIT P13.1IT

S S4.1, S13.2,Syysstteem 11::HHYYDDRROOCCRRAACCKKIINNGGUUNNIITT S15.1, S15.2,
S15.13

TANK,3C-1, FIRST STAGEFEED, D396
HEIGHT:30 FT; DIAMETER:13 FT
A/N: 376640

VESSEL,SEPARATOR,FIRST STAGE D397
HIGH PRESSURE,3C-3,HEIGHT:24
FT; DIAMETER:7 FT
A/N: 376640

VESSEL,SEPARATOR,SECOND D398
STAGEHIGH PRESSURE,3C-5,
HEIGHT:27 FT; DIAMETER:7 FT
A/N: 376640

TANK,3C-6,HEIGHT:18 FT; D399
DIAMETER:5 FT
A/N: 376640

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : HYDROCRACKINGUNIT P13.1

VESSEL,SEPARATOR,LOW D400
PRESSURE,3C-7,HEIGHT:44 FT;
DIAMETER:13 FT
A/N: 376640

COLUMN,STABILIZER,3C-8, D401
HEIGHT:115 FT 3 IN; DIAMETER:14
FT 6 IN
A/N: 376640

ACCUMULATOR, 3C-9,STABILIZER D402
OVERHEAD,HEIGHT:20 FT;
DIAMETER:8 FT
A/N: 376640

ACCUMULATOR, 3C-12,RECYCLE D403
SPLITTEROVERHEAD,LENGTH:36
FT; DIAMETER:9 FT
A/N: 376640

VESSEL,DEGASSER,3C-13,HEIGHT: D404
12 FT; DIAMETER:4 FT
A/N: 376640

KNOCKOUT POT, 3C-23, D411
REGENERATORGAS, HEIGHT:8 FT;
DIAMETER:2 FT
A/N: 376640

TANK,ABSORBENT,3C-25,HEIGHT: D412
10 FT; DIAMETER:2 FT 6 IN
A/N: 376640

TANK,ABSORBENT,3C-24,HEIGHT: D413
10 FT; DIAMETER:2 FT 6 IN
A/N: 376640

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : HYDROCRACKINGUNIT P13.1

REACTOR,FIRST STAGE,3C-2A, D425
HEIGHT:76 FT 6 IN; DIAMETER:6 FT
6 IN
A/N: 376640

REACTOR,FIRST STAGE,3C-2B, D426
HEIGHT:76 FT 6 IN; DIAMETER:6 FT
6 IN
A/N: 376640

COMPRESSOR,3K-3, FIRST STAGE D1915
HYDROGENRECYCLE,
CENTRIFUGAL,2500 HP, ELECTRIC
MOTORDRIVE
A/N: 376640

REACTOR,SECONDSTAGE,3C-4A, D427
HEIGHT:85 FT; DIAMETER:9 FT 6 IN
A/N: 376640

REACTOR,SECONDSTAGE,3C-4B, D428
HEIGHT:85 FT; DIAMETER:9 FT 6 IN
A/N: 376640

COMPRESSOR,3K-2C,OIL SEALS, D437
5000 HP, ELECTRICMOTORDRIVE
A/N: 376640

VESSEL,3C-26,STEAM,HEIGHT:8 D1269
FT; DIAMETER:3 FT 6 IN
A/N: 376640

COMPRESSOR,3K-1A, FIRSTAND D1276
SECONDSTAGEHYDROGEN
MAKEUP,FOR 3K-2C
A/N: 376640

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : HYDROCRACKINGUNIT P13.1

COMPRESSOR,3K-2A,OIL, 5,000 HP D1277
MOTORDRIVE
A/N: 376640

COMPRESSOR,3K-1B, FIRSTAND D1278
SECONDSTAGEHYDROGEN
MAKEUP
A/N: 376640

COMPRESSOR,3K-2B, 5,000 HP D1279
MOTORDRIVEAND RELIEFTO LP
ANDHP FLARE SYSTEM
A/N: 376640

COMPRESSOR,3K-1C,FIRSTAND D1280
SECONDSTAGEHYDROGEN
MAKEUP
A/N: 376640

ACCUMULATOR, 3C-12A,RECYCLE D1552
SPLITTEROVERHEAD,DIAMETER:
15 FT; LENGTH:28 FT.
A/N: 376640

FUGITIVEEMISSIONS, D1819 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 376640

SSyysstteem 22::HHYYDDRROOCCRRAACCKKIINNGGUUNNITITHHEEAATTEERRSS
HEATER,3F-1A,HYDROCRACKING D927 S1972 NOX: LARGE CO: 400 PPMV (5A) [RULE B61.3, D90.12,
UNIT FIRST STAGEREACTIONFEED, SOURCE**;SOX: 1146,11-17-2000] ; CO: 2000 D328.1,
NATURALGAS, REFINERYGAS, MAJOR SOURCE** PPMV (5) [RULE 407,4-2-1982] E193.16,
WITH LOWNOX BURNER,17.2 ; NOX: 40 PPMV (3) [RULE H23.13
MMBTU/HR WITH 2012,5-6-2005]

A/N: 455136

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : HYDROCRACKINGUNIT P13.1

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS, THREE STAGED
BURNERS,WITH LOWNOX
BURNER,3 TOTAL;17.2
MMBTU/HR

HEATER,3F-1B,HYDROCRACKING D928 S1972 NOX: LARGE CO: 400 PPMV (5A) [RULE B61.3, D90.12,
UNIT FIRST STAGEREACTIONFEED, SOURCE**;SOX: 1146,11-17-2000] ; CO: 2000 D328.1,
NATURALGAS, REFINERYGAS, MAJOR SOURCE** PPMV (5) [RULE 407,4-2-1982] E193.16,
WITH LOWNOX BURNER,17.2 ; NOX: 40 PPMV (3) [RULE H23.13
MMBTU/HR WITH 2012,12-5-2003

A/N: 455137

RULE 2012,1-7-2005]; PM:
0.1 GRAINS/SCF (5) [RULE
409,8-7-1981] ; PM: (9) [RULE
404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS,WITH LOWNOX
BURNER,STAGEDCOMBUSTION,
17.2 MMBTU/HR

HEATER,3F-2A,HYDROCRACKING D929 S1972 NOX: LARGE CO: 400 PPMV (5A) [RULE B61.3, D90.12,
UNIT SECONDSTAGEREACTION SOURCE**;SOX: 1146,11-17-2000] ; CO: 2000 D328.1,
FEED,NATURALGAS, REFINERY MAJOR SOURCE** PPMV (5) [RULE 407,4-2-1982] E193.16,
GAS,WITH LOWNOX BURNER,21.1 ; NOX: 40 PPMV (3) [RULE H23.13
MMBTU/HR WITH 2012,1-7-2005]

A/N: 455141

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : HYDROCRACKINGUNIT P13.1

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS, THREE STAGED
BURNERS,WITH LOWNOX
BURNER,21.1 MMBTU/HR

HEATER,3F-2B,HYDROCRACKING D1403 S1972 NOX: LARGE CO: 400 PPMV (5A) [RULE B61.3, D90.12,
UNIT SECONDSTAGEREACTION SOURCE**;SOX: 1146,11-17-2000] ; CO: 2000 D328.1,
FEED,NATURALGAS, REFINERY MAJOR SOURCE** PPMV (5) [RULE 407,4-2-1982] E193.16,
GAS,WITH LOWNOX BURNER,21.1 ; NOX: 40 PPMV (3) [RULE H23.13
MMBTU/HR WITH 2012,5-6-2005]

A/N: 455146

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS, THREE STAGED
BURNERS,WITH LOWNOX
BURNER,3 TOTAL;21.1
MMBTU/HR

STACK,COMMONTO D927, D928, S1972 D927D928
D929, ANDD1403 D929 D1403
A/N: 455136

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 7 : HYDROCRACKINGUNIT P13.1

HEATER,3F-3, HYDROCRACKER, D930 S1975 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3,C1.2,
STABILIZERREBOILER,NATURAL SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.12,D328.1,
GAS, REFINERYGAS,WITH LOW MAJOR SOURCE** GRAINS/SCF (5) [RULE E193.16,
NOX BURNER,129 MMBTU/HR WITH 409,8-7-1981] ; PM: (9) [RULE H23.13
A/N: 455142 404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS, STAGED,WITH
LOWNOX BURNER,STAGED
COMBUSTION,12 TOTAL;129
MMBTU/HR

HEATER,3F-4, HYDROCRACKER, D931 S1975 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3,C1.3,
SPLITTERREBOILER,NATURALGAS, SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D90.12,D328.1,
REFINERYGAS,WITH LOWNOX MAJOR SOURCE** GRAINS/SCF (5) [RULE E193.16,
BURNER,FLUEGAS 409,8-7-1981] ; PM: (9) [RULE H23.13
RECIRCULATION, 73MMBTU/HR 404,2-7-1986]

WITH
A/N: 455144

BURNER,EIGHT STAGEDLOW-
NOX BURNERS,WITH LOWNOX
BURNER,STAGEDCOMBUSTION,
73MMBTU/HR

STACK,COMMONTO D930 ANDD931 S1975 D930 D931
A/N: 455142

FUGITIVEEMISSIONS, D2372 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 455146

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process P13.1Process88::AALLKKYYLLAATTIIOONNUUNNIITT

SSyysstteem 11::MMODIF S4.1, S13.2,ODIFIIEEDDHHYYDDRROOFFLLUUOORRICICAACCIDIDAALLKKYYLLAATTIOIONNUUNNITIT S15.1,S15.2

TANK,5C-3,HYDROGENFLUORIDE D448
ACID,HEIGHT:45 FT; DIAMETER:15
FT
A/N: 413053

COLUMN,ISOSTRIPPER,5C-5, D449
HEIGHT:199 FT; DIAMETER:15 FT 6
IN
A/N: 413053

COLUMN,DEPROPANIZER,5C-45, D450
HEIGHT:102 FT; DIAMETER:10 FT
A/N: 413053

COLUMN,HYDROGENFLUORIDE D452
STRIPPER,5C-46,HEIGHT:42 FT 6 IN;
DIAMETER:5 FT
A/N: 413053

TOWER, 5C-48A,PROPANEKOH D453
TREATER,HEIGHT:16 FT;
DIAMETER:6 FT
A/N: 413053

TOWER, 5C-48B,PROPANEKOH D454
TREATER,HEIGHT: 16 FT;
DIAMETER:6 FT
A/N: 413053

COLUMN,ALKYLATESTABILIZER, D455
5C-16,HEIGHT:69 FT; DIAMETER:8
FT
A/N: 413053

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : ALKYLATIONUNIT P13.1

SETTLINGTANK,NO. 1, 5C-37,ACID, D458
LENGTH:52 FT; DIAMETER:13 FT
A/N: 413053

SETTLINGTANK,NO. 2, 5C-38,ACID, D459
LENGTH:52 FT; DIAMETER:13 FT
A/N: 413053

REGENERATOR,5C-8,NO. 1 ACID, D460
HEIGHT:19 FT; DIAMETER:3 FT
A/N: 413053

TOWER, 5C-41A,PROPANE D461
ALUMINA,HEIGHT:32 FT;
DIAMETER:9 FT
A/N: 413053

TANK,SETTLER,5C-10, D464
DEPROPANIZERFEED,LENGTH:20
FT; DIAMETER:7 FT 6 IN
A/N: 413053

VESSEL,RECEIVER,5C-12, D465
DEPROPANIZEROVERHEAD,
LENGTH:30 FT; DIAMETER:10 FT
A/N: 413053

VESSEL,RECEIVER,5C-6, D466
ISOSTRIPPEROVERHEAD,LENGTH:
53 FT; DIAMETER:14 FT
A/N: 413053

VESSEL,RECEIVER,5C-17, D467
ALKYLATESTABILIZEROVERHEAD,
LENGTH:20 FT; DIAMETER:5 FT
A/N: 413053

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : ALKYLATIONUNIT P13.1

VESSEL,REGENERATOR,5C-39,NO. D468
2 ACID,HEIGHT:31 FT; DIAMETER:3
FT 6 IN
A/N: 413053

TOWER, 5C-41B,PROPANEALUMINA, D469
HEIGHT:32 FT; DIAMETER:9 FT
A/N: 413053

FILTER,5J-15A/B,ALKYLATEFLUSH, D471
2 TOTAL,HEIGHT:10.75 IN;
DIAMETER:3 FT 7.375 IN
A/N: 413053

FILTER,5J-16A/B,ALKYLATEFLUSH, D472
HEIGHT:10.75 IN; DIAMETER:3 FT
7.375 IN
A/N: 413053

STORAGETANK,5C-31,ACID, D473
LENGTH:50 FT; DIAMETER:10 FT
A/N: 413053

REACTOR,NO. 1, 5E-30 D474
A/N: 413053

REACTOR,NO. 2, 5E-31 D475
A/N: 413053

FUGITIVEEMISSIONS, D1825 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 413053

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : ALKYLATIONUNIT P13.1

SSyysstteem 22::LLIQIQUUIIDDHHFFNNEEUUTTRRAALLIZIZAATTIIOONNUUNNIT S4.1, S13.2,IT S15.1,S15.2

SUMP,NEUTRALIZATIONBASIN, 5R- D480 C8.4
5,, TWO SECTIONS,COVERED,
WIDTH:11 FT 4 IN; DEPTH: 12 FT;
LENGTH:22 FT 8 IN
A/N: 328726

SCRUBBER,VENT,NEUTRALIZATION D481 C8.4
BASIN,WITH 3 WATERNOZZLES,
WITHMIST ELIMINATOR,HEIGHT:15
FT; DIAMETER:4 FT
A/N: 328726

FUGITIVEEMISSIONS, D2373 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 328726

SSyysste S7.2, S13.2,tem 33::AALLKKYYLLAATTEEWWAATTEERRWWAASSHHUUNNITIT S15.1,S15.2

TOWER, 10C-7,ALKYLATEWATER D1651
WASH,DIA: 7 FT / 10 FT; H: 43 FT / 17
FT
A/N: 328728

TOWER, 10C-8,ADDITIVE D1652
RECOVERY,DIA: 2 FT 6 IN / 5 FT; H:
15 FT / 10 FT
A/N: 328728

VESSEL,RECEIVER,10C-9, D1653
OVERHEAD,DIA: 2 FT-10 IN ; L: 9
FT-0 IN TT
A/N: 328728

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : ALKYLATIONUNIT P13.1

VESSEL,DRYER, 10C-10,DIA.: 1 FT / D1654
3 FT; L.: 21 FT-2 IN / 12 FT-7 IN
A/N: 328728

STORAGETANK,10D-1,ADDITIVE, D1655
LENGTH:22 FT; DIAMETER:6 FT 6
IN
A/N: 328728

EJECTOR,1ST STAGE,10H-1A/B,HF D1659
ADDITIVEDRYER, STEAM JET
A/N: 328728

EJECTOR,2ND STAGE,10H-2A/B,HF D1660
ADDITIVEDRYER, STEAM JET
A/N: 328728

FUGITIVEEMISSIONS, D1827 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 328728

System 4: DECANTER UNIT S7.3, S13.2,System 4 : DECANTER UNIT S15.1,S15.2

VESSEL, 5C-101,DECANTER,ASO / D1661 E204.4
ADDITIVE,LENGTH:16 FT;
DIAMETER:4 FT 6 IN
A/N: 328729

FUGITIVEEMISSIONS, D1828 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 328729

SSyysstteem 55::NN-B-BUUTTAANNEE(A(ALLKKYYLLAATTIIOONNPPRROODDUUCCTT))TTRREEAATING S7.5,S46.1TING
TOWER, ALUMINA,10C-1,HEIGHT: D1192
54 FT; DIAMETER:12 FT
A/N: 392990

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : ALKYLATIONUNIT P13.1

POT,VAPORIZER,10C-2, D1193
CONDENSATE,HEIGHT:3 FT;
DIAMETER:1 FT
A/N: 392990

VESSEL,TREATER,KOH, 10C-3 D1194
A/N: 392990

FUGITIVEEMISSIONS, D1957 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 392990

System 6: GASEOUSACID NEUTRALIZATIONUNIT S4.1, S13.2,System 6 : GASEOUSACID NEUTRALIZATIONUNIT S15.1,S15.2

SCRUBBER,RELIEFGAS, 5C-53 D933
A/N: 419695

SCRUBBER,EVACUATION, 5C-58 D934
A/N: 419695

TANK,5D-1, SPENTCAUSTIC,FIXED D935 C2250 VOC: 50 PPMV (4) [RULE
ROOF,HEIGHT:18 FT; DIAMETER:25 1303(a)-BACT,5-10-1996]

FT
A/N: 419695

CARBONADSORBER,ACTIVATED C2250 D935 D90.7,E153.5,
CARBON,2 IN SERIES, 200 LBS EACH E193.15,K67.17
A/N: 419695

TANK,ACIDDAY, 5D-5 D936
A/N: 419695

FUGITIVEEMISSIONS, D2374 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 419695

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 8 : ALKYLATIONUNIT P13.1

SSyysstteem 77::EEMMEERRGGEENNCCYYHHFFAACCIDIDDDEELLUUGGEE&&NNEEUUTTRRAALLIZIZAATTIOIONN
SUMP,SPILLCONTAINMENT, 14 D947
INCHHIGHCURBED,AREA AROUND
ACID PUMPSWITH OVERHEAD,H2O
SPRAYNOZZLES (108 PERIPHERAL@
52 GPM EACH& 4 TOP@ 105 GPM
EACH
A/N: 410760

ABRASIVEBLASTING,DELUGE D937
WATERCOLLECTION& CAUSTIC
NEUTRALIZATION,120,000GALS
CAPACITY, CONCRETEWITH LINER
A/N: 410760

FUGITIVEEMISSIONS, D1826 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 410760

SSyysstteem 88::EEMMEERRGGEENNCCYYHHFFAACCIDIDEEVVAACCUUAATTIOIONN&&NNEEUUTTRRAALLIZIZAATTIOIONN
TANK,ACIDEVACUATION, 5C-54, D939 C940
HEIGHT:40 FT; DIAMETER:14 FT
A/N: 410761

SCRUBBER,ACIDEVACUATION C940 D939 E193.3
SYSTEM(AES) RELIEFGAS, 5C-55,
LENGTH:67 FT 6 IN; DIAMETER:7
FT 6 IN
A/N: 410761

FUGITIVEEMISSIONS, D2383 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 410761

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9: GAS PRODUCTIONPROCESS P13.1Process 9 : GAS PRODUCTIONPROCESS

Sy S4.1, S13.2,Sysstteem 11::SSAATTUURRAATTEEGGAASSPPLLAANNTT S15.1, S15.2,
S15.8,S18.2

KNOCKOUT POT,FEEDGAS D482
COMPRESSOR,7C-1,HEIGHT:10 FT;
DIAMETER:4 FT
A/N: 280596

ABSORBER,ISOBUTANE,7C-2, D483
HEIGHT:113 FT; DIAMETER:5 FT 6
IN
A/N: 280596

ABSORBER,AMINE, 7C-5,HEIGHT:56 D484
FT; DIAMETER:4 FT
A/N: 280596

COLUMN,DEBUTANIZER,7C-6, D485
HEIGHT:75 FT; DIAMETER:12 FT
A/N: 280596

ACCUMULATOR, 7C-7, D486
DEBUTANIZEROVERHEAD,HEIGHT:
24 FT; DIAMETER:9 FT
A/N: 280596

TANK,SURGE, 7C-8,DEPROPANIZER D487
FEED,HEIGHT:18 FT; DIAMETER:8
FT
A/N: 280596

COLUMN,DEPROPANIZER,7C-9, D488
HEIGHT:109 FT; DIAMETER:11 FT
A/N: 280596

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : GAS PRODUCTIONPROCESS P13.1

ACCUMULATOR, 7C-10, D489
DEPROPANIZEROVERHEAD,
HEIGHT:20 FT; DIAMETER:12 FT
A/N: 280596

COLUMN,NAPHTHASPLITTER,7C- D490
11, HEIGHT:75 FT; DIAMETER:12 FT
A/N: 280596

ACCUMULATOR, 7C-12,NAPHTHA D491
SPLITTEROVERHEAD,HEIGHT:25
FT; DIAMETER:6 FT
A/N: 280596

TANK,SURGE, 7C-13,DIAMETER:18 D492
FT
A/N: 280596

VESSEL,DEA CONTACTOR,7C-15, D493
HEIGHT:40 FT; DIAMETER:8 FT
A/N: 280596

VESSEL,ROTARYDISCCONTACTOR, D494
7C-17,HEIGHT:37 FT 6 IN;
DIAMETER:7 FT
A/N: 280596

VESSEL,COALESCER,7C-19, D495
HEIGHT:8 FT; DIAMETER:2 FT 6 IN
A/N: 280596

KNOCKOUT POT, 7C-4,DRY GAS, D496
HEIGHT:7 FT; DIAMETER:3 FT 6 IN
A/N: 280596

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : GAS PRODUCTIONPROCESS P13.1

SETTLINGTANK,7C-18,OILWATER- D497
WASH,LENGTH:17 FT; DIAMETER:
10 FT 6 IN
A/N: 280596

VESSEL,PENTANESULFUR D1206 E204.3
EXTRACTOR,7C-47,HEIGHT:58 FT;
DIAMETER:4 FT 8 IN
A/N: 280596

POT,PENTANECOALESCER,7C-48, D1207 E204.3
LENGTH:8 FT; DIAMETER:5 FT 4 IN
A/N: 280596

VESSEL,CONTACTOR,7C-17,WITH D1287
7.5 HP DRIVE, HEIGHT:37 FT;
DIAMETER:7 FT
A/N: 280596

COMPRESSOR,7K-2, FEEDGAS, D1298
CENTRIFUGAL,AXIAL FLOWWITH
PACKEDGLAND, 800 HP MOTOR
A/N: 280596

TANK,7C-33,SODIUMSULFIDE D1299
SUPPLY, HEIGHT:6 FT; DIAMETER:3
FT
A/N: INACTIVE

FUGITIVEEMISSIONS, D1830 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 280596

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : GAS PRODUCTIONPROCESS P13.1

System 2: UNSATURATE GAS PLANT S4.1, S13.2,System 2 : UNSATURATE GAS PLANT S15.1,S15.2

VESSEL,RECEIVER,INTERSTAGE, D498
8C-1,HEIGHT:15 FT; DIAMETER:7
FT
A/N: 280597

VESSEL,RECEIVER,HIGH D499
PRESSURE,8C-2,HEIGHT:35 FT;
DIAMETER:13 FT
A/N: 280597

ABSORBER,AMINE, 8C-5,HEIGHT:53 D500
FT; DIAMETER:7 FT 6 IN
A/N: 280597

COLUMN,DEBUTANIZER,8C-6, D501
HEIGHT:90 FT 6 IN; DIAMETER:14
FT
A/N: 280597

ACCUMULATOR, 8C-7, D502
DEBUTANIZEROVERHEAD,HEIGHT:
25 FT; DIAMETER:10 FT
A/N: 280597

COLUMN,RERUN, 8C-8,HEIGHT:58 D503
FT; DIAMETER:12 FT
A/N: 280597

VESSEL,RECEIVER,RERUN D504
OVERHEAD,8C-9,HEIGHT:20 FT;
DIAMETER:10 FT
A/N: 280597

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : GAS PRODUCTIONPROCESS P13.1

VESSEL,DRYER-DEPROPANIZER, D505
8C-12,HEIGHT:74 FT; DIAMETER:8
FT
A/N: 280597

VESSEL,RECEIVER,DRYER- D506
DEPROPANIZEROVERHEAD,8C-13,
HEIGHT:15 FT; DIAMETER:6 FT 6 IN
A/N: 280597

SETTLINGTANK,8C-15,OILWATER D507
WASH,HEIGHT:30 FT; DIAMETER:
12 FT
A/N: 280597

VESSEL,RECEIVER,INTERSTAGE, D508
8C-23,HEIGHT:15 FT; DIAMETER:7
FT
A/N: 280597

ABSORBER,MAIN, 8C-33,HEIGHT: D509
131 FT 6 IN; DIAMETER:10 FT
A/N: 280597

COMPRESSOR,GAS, STEAMDRIVE, D525
8K-1
A/N: 280597

COMPRESSOR,8K-2, GAS, STEAM D542
DRIVE
A/N: 280597

VESSEL,TREATER,KPG KOH, 52-C-7, D543
HEIGHT:18 FT 6 IN; DIAMETER:4 FT
6 IN
A/N: 280597

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : GAS PRODUCTIONPROCESS P13.1

POT,FCCGASOLINEWATER D1208 E204.3
COALESCER,8C-37,LENGTH:15 FT;
DIAMETER:8 FT
A/N: 280597

POT,ABSORBERTOP PUMPDOWN D1209 E204.3
COALESCER,8C-38,HEIGHT:10 FT 1
IN; DIAMETER:5 FT
A/N: 280597

POT,ABSORBERMID PUMPDOWN D1210 E204.3
COALESCER,8C-39,HEIGHT:12 FT;
DIAMETER:7 FT
A/N: 280597

COLUMN,STRIPPER,8C-4,HEIGHT: D1303
54 FT 6 IN; DIAMETER:14 FT
A/N: 280597

FUGITIVEEMISSIONS, D1831 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 280597

SSystem 5: DEISOBUTANIZER S13.2, S15.1,ystem 5 : DEISOBUTANIZER S15.2

COLUMN,DEISOBUTANIZER,10C-4, D1195
HEIGHT:185 FT 6 IN; DIAMETER:9
FT
A/N: 280604

ACCUMULATOR, 10C-5, D1196
DEISOBUTANIZEROVERHEAD
ACCUMULATOR, LENGTH:27 FT;
DIAMETER:9 FT
A/N: 280604

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 9 : GAS PRODUCTIONPROCESS P13.1

FUGITIVEEMISSIONS, D1829 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 280604

SSyysstteem 66::ISISOOBBUUTTAANNEE(A(ALLKKYYLLAATTIOIONNFEED S13.2, S15.2,FEED))TTRREEAATTININGG S15.15, S31.2

VESSEL,COALESCER,11C-10, D479
ISOBUTANE,LENGTH:10 FT 9 IN;
DIAMETER:4 FT
A/N:

PPrroocceessss1111: TREATING/STRIPPIN P13.1: TREATING/STRIPPINGGPPRROOCCEESSS
SSyysstteem 11::LLPPGG(O(OLLEEFFININ--AALLKKYYLLAATTIIOONNFFEEEEDD))MMEERROOX TR S13.2, S15.1,X TREEAATTININGG S15.2

ABSORBER,9C-1,UNSATURATE D579
C3/C4AMINE,HEIGHT:60 FT;
DIAMETER:10 FT
A/N: 455998

VESSEL,PREWASH,9C-2, D580
UNSATURATE C3/C4,CAUSTIC,
HEIGHT:20 FT; DIAMETER:11 FT 6
IN
A/N: 455998

VESSEL,EXTRACTOR,9C-3, D581
UNSATURATE C3/C4,HEIGHT:58 FT;
DIAMETER:8 FT 6 IN
A/N: 455998

SETTLINGTANK,9C-4,UNSATURATE D582
C3/C4CAUSTIC,HEIGHT:29 FT 6 IN;
DIAMETER:7 FT 6 IN
A/N: 455998

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : TREATING/STRIPPINGPROCESS P13.1

FILTER,9C-5,UNSATURATE C3/C4 D583
SAND,HEIGHT:19 FT 6 IN;
DIAMETER:11 FT 6 IN
A/N: 455998

VESSEL,SEPARATOR,9C-7, D584
UNSATURATE C3/C4,DISULFIDE,
HEIGHT:20 FT 6 IN; DIAMETER:3 FT
A/N: 455998

VESSEL,SEPARATOR,9C-8, D585 SOX: 500 PPMV (5) [RULE E336.9
UNSATURATE C3/C4DISULFIDE, 407,4-2-1982]

HEIGHT:19 FT; DIAMETER:4 FT
A/N: 455998

FILTER,SAND, 9C-9,UNSATURATE D586
C3/C4DISULFIDE,HEIGHT:7 FT;
DIAMETER:2 FT
A/N: 455998

VESSEL,OXIDIZER,9C-12, D587
UNSATURATE C3/C4,HEIGHT:20 FT 6
IN; DIAMETER:2 FT 6 IN
A/N: 455998

VESSEL,SEPARATOR,9C-13, D594 SOX: 500 PPMV (5) [RULE E336.9
SATURATE C3/C4DISULFIDE, 407,4-2-1982]

HEIGHT:19 FT; DIAMETER:4 FT
A/N: 455998

FILTER,SAND, 9C-14,SATURATE D595
C3/C4DISULFIDE,HEIGHT:7 FT;
DIAMETER:2 FT
A/N: 455998

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : TREATING/STRIPPINGPROCESS P13.1

FUGITIVEEMISSIONS, D1983 VOC: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 455998

SSyyste S13.2, S15.1,stem 22::GGAASSOOLLININEEMMEERROOXXTTRREEAATTININGG S15.2

REACTOR,12C-1,MEROX,HEIGHT: D588
20 FT; DIAMETER:12 FT
A/N: 422179

POT,DRAIN, 12C-3,REACTOR, D2192
HEIGHT:3 FT; DIAMETER:1 FT 6 IN
A/N: 422179

REACTOR,12C-2,MEROX,HEIGHT: D589
20 FT; DIAMETER:12 FT
A/N: 422179

POT,DRAIN, 12C-4,REACTOR, D2193
HEIGHT:3 FT; DIAMETER:1 FT 6 IN
A/N: 422179

KNOCKOUT POT,FLARE, 12C-6, D590
HEIGHT:9 FT 9 IN; DIAMETER:3 FT
A/N: 422179

VESSEL,COALESCER,12J-4, FCCU D1311
GASOLINE,HEIGHT:6 FT 8 IN;
DIAMETER:3 FT 11 IN
A/N: 422179

VESSEL,COALESCER,12J-3, FCCU D2146
GASOLINE,HEIGHT:8 FT;
DIAMETER:5 FT 2 IN
A/N: 422179

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : TREATING/STRIPPINGPROCESS P13.1

FUGITIVEEMISSIONS, D1838 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 422179

SSyysstteem 33::FFUUEELLGGAASSTTRREEAATTIINNGG/M/MEEA ABSORPTION S4.1, S13.2,A ABSORPTION S15.1,S31.3

VESSEL, 27C-01A,OFF-GAS D1314
SEPARATOR(COKEROFF-GAS,
COKERWET GAS),LENGTH:23 FT 6
IN; DIAMETER:7 FT
A/N: 422300

VESSEL, 27C-01B,OFF-GAS D2214
SEPARATOR(COKEROFF-GAS,
COKERWET GAS),LENGTH:23 FT 6
IN; DIAMETER:7 FT
A/N: 422300

VESSEL, 27C-06A,NO. 1 AMINE D1318
CONTACTORS,HEIGHT:86 FT;
DIAMETER:6 FT
A/N: 422300

TANK,VENT,27C-12A,HEIGHT:6 FT; D1326
DIAMETER:4 FT 4 IN
A/N: 422300

VESSEL,NO. 2 AMINE,CONSISTING D1333
OF 2 SECTIONS WITH
A/N: 422300

VESSEL,CONTACTOR,27C-18A,
NO. 2, MEA, TOP SECTION,
HEIGHT:94 FT; DIAMETER:5 FT

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : TREATING/STRIPPINGPROCESS P13.1

VESSEL,KNOCKOUT POT, 27C-
4A, BOTTOM SECTION,HEIGHT:
11 FT; DIAMETER:5 FT

TANK,FLASH,27C-19A,RICHAMINE, D1335
HEIGHT:42 FT; DIAMETER:12 FT
A/N: 422300

SUMP,27D-3, RICHMEA, 3000 GALS; D2215 C2219 VOC: 500 PPMV (4) [RULE
DIAMETER:8 FT; DEPTH: 8 FT 1303(a)(1)-BACT,5-10-1996]

A/N: 422300

CARBONADSORBER,27J-5A/B, C2219 D2215 D90.1,E128.1,
CHARCOAL,DIA: 1 FT 10 IN, H: 2 FT E153.6,K171.6
10 IN, 2 IN PARALLEL,200 LBS
A/N: 422300

FILTER,27J-4, RICHMEA SUMP D2216
EFFLUENT,HEIGHT:8 FT 1 IN;
DIAMETER:1 FT 2 IN
A/N: 422300

FUGITIVEEMISSIONS, D1842 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 422300

SSyystem 4: S4.1, S13.2,stem 4 :MMEEAArregegeennereartaitoinon S15.1, S15.4,
S31.3

VESSEL,REGENERATOR,28C-50A, D2220
RICHMEA, HEIGHT:70 FT;
DIAMETER:7 FT 6 IN
A/N: 377122

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : TREATING/STRIPPINGPROCESS P13.1

VESSEL,REGENERATOROVERHEAD D2221
ACCUMULATOR/REFLUX,28C-51A,
HEIGHT:18 FT; DIAMETER:6 FT
A/N: 377122

TANK,SURGE, 28D-50A,LEANMEA, D2222 C2223 VOC: 500 PPMV (4) [RULE
1690 BBL; DIAMETER:22 FT; 1303(a)(1)-BACT,5-10-1996]

HEIGHT:25 FT
A/N: 377122

CARBONADSORBER,28J-57A/B, C2223 D2222 D90.1,E128.1,
CHARCOAL,DIA: 1 FT 10 IN, H: 2 FT E153.6,K171.6
10 IN, 2 IN SERIES, 200 LBS
A/N: 377122

FILTER,CARTRIDGETYPE, 28J-50A, D2224
LEANMEA SURGE TANKEFFLUENT,
PARTICULATE FILTER,HEIGHT:6 FT
5 IN; DIAMETER:3 FT 1 IN
A/N: 377122

FILTER,CHARCOAL,28J-51A,LEAN D2225
MEA SURGE TANKEFFLUENT,
HEIGHT:8 FT; DIAMETER:6 FT 6 IN
A/N: 377122

FILTER,GUARD, 28J-52A,LEANMEA D2226
SURGE TANKEFFLUENT,HEIGHT:7
FT; DIAMETER:2 FT 4 IN
A/N: 377122

FILTER,VANEMIST TYPE, 28J-54A, D2227
FOAM, RECLAIMEDMEA, HEIGHT:3
FT 11 IN; DIAMETER:1 FT 2 IN
A/N: 377122

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : TREATING/STRIPPINGPROCESS P13.1

SUMP,28D-52,RICHMEA, DEPTH: 8 D2228 C2229 VOC: 500 PPMV (4) [RULE
FT; DIAMETER:8 FT 1303(a)(1)-BACT,5-10-1996]

A/N: 377122

CARBONADSORBER,28J-56A/B, C2229 D2228 D90.1,E128.1,
CHARCOAL,DIA: 1 FT 10 IN, H: 2 FT E153.6,K171.6
10 IN, 2 IN SERIES, 200 LBS
A/N: 377122

FILTER,CARTRIDGETYPE, 28J-55, D2230
RICHMEA SUMP EFFLUENT,
HEIGHT:3 FT 4 IN; DIAMETER:1 FT
2 IN
A/N: 377122

FUGITIVEEMISSIONS, D2231 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 377122

System 5: DEA ABSORPTIONSYSTEM S13.2,S15.1System 5 : DEA ABSORPTIONSYSTEM
TANK,SURGE, 75C-201,LEAN D612
AMINE,LENGTH:30 FT; DIAMETER:
12 FT
A/N: 239651

KNOCKOUT POT, 75C-202,LENGTH: D613
10 FT; DIAMETER:4 FT 6 IN
A/N: 239651

ABSORBER,75C-203,AMINE, D614
HEIGHT:59 FT; DIAMETER:5 FT 6 IN
A/N: 239651

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : TREATING/STRIPPINGPROCESS P13.1

ABSORBER,75C-205,AMINE, D615
LENGTH:45 FT; DIAMETER:5 FT 6
IN
A/N: 239651

TANK,SURGE, 75C-206,RICHDEA, D616
LENGTH:63 FT; DIAMETER:12 FT
A/N: 239651

TANK,SURGE, 75C-209,RICHDEA, D617
LENGTH:63 FT; DIAMETER:15 FT
A/N: 239651

FUGITIVEEMISSIONS, D1840 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 239651

SSyysstteem 66::DDEEAARREEGGEENNEERRAATTIOIONN,,TTRAIN A S13.2, S15.1,RAIN A S15.4

COLUMN,REGENERATOR,28C-1A, D627
HEIGHT:66 FT; DIAMETER:11 FT
A/N: 171569

ACCUMULATOR, 28C-2A, D628
REGENERATOROVERHEAD,HEIGHT:
12 FT; DIAMETER:8 FT
A/N: 171569

TANK,SURGE, 28D-1,LEANDEA, D629
2000 BBL; DIAMETER:25 FT;
HEIGHT:24 FT
A/N: 171569

SUMP,28R-1,LEANDEA, LENGTH: D630
12 FT; DIAMETER:8 FT; DEPTH: 8 FT
A/N: 171569

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : TREATING/STRIPPINGPROCESS P13.1

SUMP,28R-8, DEA/CONDENSATE, D631
WIDTH:6 FT; DEPTH: 8 FT; LENGTH:
6 FT
A/N: 171569

FUGITIVEEMISSIONS, D1845 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 171569

Sy S13.2, S15.1,Sysstteem 77::DDEEAARREEGGEENNEERRAATTIIOONN,,TTRRAAININBB S15.4

COLUMN,REGENERATOR,28C-1B, D632
HEIGHT:66 FT; DIAMETER:11 FT
A/N: 154282

ACCUMULATOR, 28C-2B, D633
REGENERATOROVERHEAD,
LENGTH:12 FT; DIAMETER:8 FT
A/N: 154282

TANK,28D-3, SURGE,LEANDEA, D657
2000 BBL; DIAMETER:25 FT;
HEIGHT:24 FT
A/N: 154282

FUGITIVEEMISSIONS, D1987 VOC: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 154282

S S13.2,S15.1Syysstteem 88::SSOOUURRWWAATTEERRSSUURRGGEEAANNDDHHAANNDDLLININGG
TANK,SURGE, 75C-101,SOUR- D603
WATER,LENGTH:23 FT; DIAMETER:
9 FT
A/N: 275055

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : TREATING/STRIPPINGPROCESS P13.1

TANK,SURGE, 75C-204,SOUR- D606
WATER,LENGTH:30 FT; DIAMETER:
12 FT
A/N: 275055

VESSEL,PUMP SUCTION,75C-110, D608
SOURWATER,HEIGHT:9 FT;
DIAMETER:5 FT
A/N: 275055

TANK,EXTERNALFLOATINGROOF, D609 H23.2
SURGE, 300X-16,TREATEDWATER,
30000 BBL; DIAMETER:75 FT;
HEIGHT:43 FT WITH
A/N: 275055

FLOATINGROOF, PONTOON

PRIMARY SEAL

TANK,EXTERNALFLOATINGROOF, D610 H23.2
SURGE, 300X-17, TREATEDWATER,
30000 BBL; DIAMETER:75 FT;
HEIGHT:43 FT WITH
A/N: 275055

FLOATINGROOF, PONTOON

PRIMARY SEAL

FUGITIVEEMISSIONS, D1839 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 275055

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : TREATING/STRIPPINGPROCESS P13.1

SSyysstteem 99::SSOOUURRWWAATTER STR S13.2, S15.1,ER STRIIPPPPININGGUUNNIITTAA S15.4

COLUMN,SOURWATERSTRIPPERA, D636
28C-30A,HEIGHT:66 FT; DIAMETER:
6 FT
A/N:C12072

ACCUMULATOR, 28C-31A,SOUR D637
WATERSTRIPPERA OVERHEAD,
LENGTH:15 FT; DIAMETER:5 FT
A/N:C12072

SUMP,28R-30, SOURWATER,WIDTH: D638
6 FT; DEPTH: 8 FT; LENGTH:12 FT
A/N:C12072

FUGITIVEEMISSIONS, D1988 H23.34
MISCELLANEOUS
A/N:C12072

SSyysstteem 1100::SSOOUURRWWAATER STR S13.2, S15.1,TER STRIPIPPPIINNGGUUNNITITBB S15.4

COLUMN,SOURWATERSTRIPPERB, D639
28C-30B,HEIGHT:66 FT; DIAMETER:
6 FT
A/N:C12073

ACCUMULATOR, 28C-31B,SOUR D640
WATERSTRIPPERB OVERHEAD,
LENGTH:15 FT; DIAMETER:5 FT
A/N:C12073

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : TREATING/STRIPPINGPROCESS P13.1

SSyysstteem 1111::SSOOUURRWWAATTEERRSSTTRRIPIPPPI S13.2, S15.1,INNGGUUNNIITTCC S15.4

COLUMN,28C-36,SOURWATER D642
STRIPPERC, HEIGHT:87 FT;
DIAMETER:7 FT
A/N: 133679

ACCUMULATOR, 28C-37,SOUR D643
WATERSTRIPPERC OVERHEAD,
LENGTH:16 FT 6 IN; DIAMETER:5
FT 6 IN
A/N: 133679

System 12: Fuel gas treating Unit 27/MEROXmercaptan-extraction& oil absorption S13.2, S15.1,System 12 : Fuel gas treating Unit 27/MEROXmercaptan-extraction& oil absorption S31.3

COLUMN,27C-09A,COMBINATION, D1320
HEIGHT:132 FT 6 IN; DIAMETER:6
FT
A/N:

KNOCKOUT POT, 27C-05A,OIL D1316
ABSORBERFEED,HEIGHT:10 FT 6
IN; DIAMETER:5 FT
A/N:

VESSEL,OXIDIZERS,27C-10A, D1322
HEIGHT:34 FT; DIAMETER:2 FT 6 IN
A/N:

POT,ADDITION,27C-14A,CATALYST, D1330
HEIGHT:3 FT; DIAMETER:1 FT 10 IN
A/N:

VESSEL,SEPARATOR,27C-11A, D1324 C626
DISULFIDE
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : TREATING/STRIPPINGPROCESS P13.1

FILTER,SAND, 27C-27A, D1341
KEROSENE/DISULFIDE,HEIGHT:7
FT; DIAMETER:3 FT
A/N:

TANK,DEGASSING,27C-13A,SPENT D1328
CAUSTIC,HEIGHT:10 FT;
DIAMETER:2 FT 4 IN
A/N:

PPrroocceessss1122::SSUUL P13.1LFFUURRPPRROODDUUCCTTIIOONNPPRROOCCEESSS

SSyysstteem 11::CCLLAAUS TRAIN A S13.6, S15.1,US TRAIN A S15.2,S18.3

KNOCKOUT POT, 29C-05A,SOUR D651
WATERSTRIPPER,ACIDGAS,
HEIGHT:18 FT; DIAMETER:6 FT
A/N: 133675

KNOCKOUT POT, 29C-04A,AMINE D663
ACIDGAS, HEIGHT:22 FT 6 IN;
DIAMETER:5 FT 6 IN
A/N: 133675

FURNACE,29F-1A,REACTION, D666
NATURALGAS, FOR START-
UP/SHUTDOWNONLY, 41 MMBTU/HR
A/N: 133675

REACTOR,29C-06A,NATURALGAS, D2007
THREE STAGECLAUS,41 MMBTU/HR
A/N: 133675

BOILER,REACTIONFURNACE D1944
WASTEHEAT, 29E-01A
A/N: 133675

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : SULFUR PRODUCTIONPROCESS P13.1

HEATER,NO. 1 REHEATER,29F-2A, D667
FOR STARTUPS AND SHUTDOWNS,4
MMBTU/HR
A/N: 133675

CONDENSER,29E-02A,NO. 1, D1909
SULFUR,HEIGHT:20 FT; DIAMETER:
6 FT 8 IN
A/N: 133675

CONDENSER,29E-03A,NO. 2, D1910
SULFUR,HEIGHT:18 FT; DIAMETER:
6 FT 8 IN
A/N: 133675

CONDENSER,29E-05A,NO. 3, D1911
SULFUR,HEIGHT:18 FT; DIAMETER:
6 FT 8 IN
A/N: 133675

CONDENSER,29E-07A,NO.4, D1912 H2S: 10 PPMV (5) [RULE
SULFUR,HEIGHT:18 FT; DIAMETER: 468,10-8-1976] ; HAP: (10)
6 FT 8 IN [40CFR63 SubpartUUU, #4,4-

A/N: 133675 20-2006] ; SOX: 500 PPMV
(5A) [RULE 468,10-8-1976]

SOX: 250 PPMV (8) [40CFR
60 SubpartJ,6-24-2008] ; SOX:
500 PPMV (5) [RULE 407,4-2-
1982]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : SULFUR PRODUCTIONPROCESS P13.1

PIT,ACCUMULATOR, 29R-1A, D668 C952 H2S: 10 PPMV (5) [RULE
SULFUR,WIDTH:12 FT 6 IN; DEPTH: 468,10-8-1976] ; SOX: 500
8 FT; LENGTH:55 FT PPMV (5) [RULE 407,4-2-1982]
A/N: ; SOX: 500 PPMV (5A)

[RULE 468,10-8-1976]

FUGITIVEEMISSIONS, D1849 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 133675

SSyyssttem 2: CLAUS TRAIN B S13.6, S15.1,em 2 : CLAUS TRAIN B S15.2,S18.3

KNOCKOUT POT, 29C-05B,SOUR D652
WATERSTRIPPER,ACIDGAS,
HEIGHT:18 FT; DIAMETER:6 FT
A/N: 133676

KNOCKOUT POT, 29C-04B,AMINE D664
ACIDGAS, HEIGHT:22 FT 6 IN;
DIAMETER:5 FT 6 IN
A/N: 133676

FURNACE,REACTION,29F-1B, D669
NATURALGAS, FOR STARTUPAND
SHUTDOWN,41 MMBTU/HR
A/N: 133676

REACTOR,29C-06B,NATURALGAS, D2008
THREE STAGECLAUS,41 MMBTU/HR
A/N: 133676

BOILER,REACTIONFURNACE D1945
WASTEHEAT, 29E-01B
A/N: 133676

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : SULFUR PRODUCTIONPROCESS P13.1

HEATER,NO. 1 REHEATER,29F-2B, D670
FOR STARTUP AND SHUTDOWN,5
MMBTU/HR
A/N: 133676

CONDENSER,29E-02B,NO. 1, D1913
SULFUR,HEIGHT:20 FT; DIAMETER:
6 FT 8 IN
A/N: 133676

CONDENSER,29E-03B,NO. 2, D1914
SULFUR,HEIGHT:18 FT; DIAMETER:
6 FT 8 IN
A/N: 133676

CONDENSER,29E-05B,NO. 3, D1942
SULFUR,HEIGHT:18 FT; DIAMETER:
6 FT 8 IN
A/N: 133676

CONDENSER,29E-07B,NO. 4, D1943 H2S: 10 PPMV (5) [RULE
SULFUR,HEIGHT:18 FT; DIAMETER: 468,10-8-1976] ; HAP: (10)
6 FT 8 IN [40CFR63 SubpartUUU, #4,4-

A/N: 133676 20-2006] ; SOX: 500 PPMV
(5A) [RULE 468,10-8-1976]

SOX: 250 PPMV (8) [40CFR
60 SubpartJ,6-24-2008] ; SOX:
500 PPMV (5) [RULE 407,4-2-
1982]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : SULFUR PRODUCTIONPROCESS P13.1

PIT,ACCUMULATOR, 29R-1B, D671 C952 H2S: 10 PPMV (5) [RULE
SULFUR,WIDTH:12 FT 6 IN; DEPTH: 468,10-8-1976] ; SOX: 500
8 FT; LENGTH:55 FT PPMV (5) [RULE 407,4-2-1982]
A/N: ; SOX: 500 PPMV (5A)

[RULE 468,10-8-1976]

FUGITIVEEMISSIONS, D1850 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 133676

Sys S15.1,S18.12Systteem 33::TTAAILILGGAASSUUNNITITSSEERRVVIINNGGCCLLAAUUSSTTRRAAININAA,,RREEDDUUCCTTIOIONNCCOONNTTRROOLL
CONDENSER,DIRECTCONTACT D655
SUPERHEATER,29C-01A,HEIGHT:60
FT; DIAMETER:9 FT 6 IN
A/N: 179158

GENERATOR,REDUCINGGAS, 29F- D1947
03A,NATURALGAS
A/N: 179158

REACTOR, D1946
HYDROGENATION/HYDROLYSIS,-
29C-07A,HEIGHT:18 FT; DIAMETER:
12 FT
A/N: 179158

VESSEL,CONTACTOR,29C-02A, D653 C952 SOX: 500 PPMV (5) [RULE
AMINE , HEIGHT:69 FT 6 IN; 407,4-2-1982]

DIAMETER:9 FT
A/N: 179158

REGENERATOR,29-C-03A,AMINE, D1366
HEIGHT:65 FT; DIAMETER:5 FT 6 IN
A/N: 179158

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : SULFUR PRODUCTIONPROCESS P13.1

VESSEL, 29-C-12A,REGENERATOR D1368
REFLUX,HEIGHT:8 FT; DIAMETER:
3 FT 6 IN
A/N: 179158

TANK,SURGE, 29D-01A,LEAN D661
AMINE,HEIGHT:20 FT; DIAMETER:
13 FT
A/N: 179158

SUMP,AMINE, 29D-04A,LENGTH:6 D1949
FT; DIAMETER:6 FT
A/N: 179158

STORAGETANK,CAUSTIC,29D-02, D1948
HEIGHT:12 FT; DIAMETER:12 FT
A/N: 179158

FUGITIVEEMISSIONS, D1851 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 179158

SSyysstteem 55::TTAAILILGGAASSININCCININEERRAATTOORRSS
OXIDIZER,THERMAL,29F-4, C952 D653D668 NOX:MAJOR CO: 2000 PPMV (5) [RULE C8.8,D28.25,
PROCESSGAS, REFINERYGAS,WITH D671 S1953 SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D82.1,H23.13
LOWNOX BURNERS,100 MMBTU/HR MAJOR SOURCE** GRAINS/SCF (5) [RULE
A/N: 409,8-7-1981] ; PM: (9) [RULE

404,2-7-1986]

STACK S1953 C952
A/N:

FUGITIVEEMISSIONS, D1853 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : SULFUR PRODUCTIONPROCESS P13.1

S S15.5Syysstteem 66::SSUULLFFUURRSSTTOORRAAGGEE
PIT,STORAGE, 28R- 137, SULFUR D1375 SOX: 500 PPMV (5) [RULE
A/N: 407,4-2-1982]

PPrroocceessss1133::LLOOAADDININGG/UNLOADINGPROCE P13.1/UNLOADINGPROCESSS
System 1: LPG/LSRRAIL CAR LOADING/UNLOADINGRACK S7.5, S15.1,System 1 : LPG/LSRRAIL CAR LOADING/UNLOADINGRACK S15.2,S31.2

LOADINGANDUNLOADINGARM, D675 E193.5,E336.2,
51J-12A-H,LIQUIFIEDPETROLEUM K67.5
GAS, 16 TOTAL;DIAMETER:2 IN
A/N:

SSyysstteem 22::LLPPGGTTAANNKKTRUCK S15.1,S15.2TRUCKLLOOAADDIINNGG/U/UNNLLOOAADDININGGRRAACCKK
LOADINGARM, LIQUIFIED D1470
PETROLEUMGAS, 2 TOTAL
A/N: A21946

FUGITIVEEMISSIONS, D1955 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: A21946

System 3: GASOLINELOADINGRACKNO. 1 S7.5, S13.7,System 3 : GASOLINELOADINGRACKNO. 1 S15.1, S15.2,
S31.2

LOADINGARM, BOTTOM,LOADING D1526 TOC: 35 MG/L (8) [40CFR60
RACKNO. 1, GASOLINE,WITH SubpartXX,12-19-2003] ; VOC:
DRYBREAKCOUPLERS,6 TOTAL; 0.08 LBS/1000GAL (5)
DIAMETER:4 IN [RULE 462,5-14-1999]

A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : LOADING/UNLOADINGPROCESS P13.1

FUGITIVEEMISSIONS, D1527 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 44::GGAASSOOLLIINNEELLOOAADDININGGRRAACCKKNNOO. 3 S7.5, S13.7,. 3 S15.1, S15.2,
S31.2

LOADINGARM, TANKTRUCK, D1520 HAP: 35 MG/L (8) [40CFR60
LOADINGRACKNO. 3, GASOLINE,6 SubpartXX,12-19-2003] ; VOC:
TOTAL;DIAMETER:4 IN 0.08 LBS/1000GAL (5)
A/N: [RULE 462,5-14-1999]

FUGITIVEEMISSIONS, D1956 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

SSyysstteem 55::SSPPEENNTTCCAAUUSSTTICICLLOOAADDIINNGG&&CCOONNTTRROOLLSSYYSSTTEEMMSS
LOADINGARM, SPENTCAUSTIC, D1474 D1560 VOC: 500 PPMV (5) [RULE
RAILCAR/TANKTRUCK,2 TOTAL 1303(a)(1)-BACT,5-10-1996]

A/N: 376079

FUGITIVEEMISSIONS, D1475 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 376079

KNOCKOUT POT,CONDENSIBLES, D1560 D1474C1561
500 GALLON,CAUSTIC
A/N: 376079

CARBONADSORBER, C1561 D1560 D90.1,E128.1,
CONDENSIBLES,CAUSTIC E153.2
A/N: 376079

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : LOADING/UNLOADINGPROCESS P13.1

System 6: LIQ S15.5System 6 : LIQUUIIDDSSUULLFFUURRTTRRUUCCKKLLOOAADDININGG
LOADINGARM, TOP, ONE 2" D644 C626 SOX: 500 PPMV (5) [RULE
OVERHEADSWING-TYPE,WITH 3" 407,4-2-1982]

FLEXIBLEVAPORRECOVERYHOSE,
DIAMETER:2 IN
A/N:

FUGITIVEEMISSIONS, D1847 HAP: (10) [40CFR63 Subpart H23.10
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

System 7: S S15.6,S18.4System 7 : SUULLFFUURRVVAAPPOORRCCOOLLLLEECCTTIOIONNSSYYSSTTEEMM
EDUCTOR,STEAM,28H-5, SULFUR D2390
STORAGEPIT 28R-137& TRUCK
LOADING,350 SCFM
A/N:

System 8: APC SYSTEM S18.5System 8 : APC SYSTEM
INCINERATOR,28F-11, PROCESSGAS, C626 D644 D1324 NOX:MAJOR CO: 2000 PPMV (5) [RULE C8.3,D29.5,
REFINERYGAS, 60 MMBTU/HR WITH S1766 SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D328.1
A/N: MAJOR SOURCE** GRAINS/SCF (5) [RULE

409,8-7-1981] ; PM: (9) [RULE
404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS, 4 TOTAL;60
MMBTU/HR

STACK,HEIGHT:150 FT; DIAMETER: S1766 C626
6 FT 6 IN
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : LOADING/UNLOADINGPROCESS P13.1

FUGITIVEEMISSIONS, D1844 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:

PPrroocceessss1144::WWAASSTTEEWWAATTEERRSSEEPPAARRAATTIIOONNPPRROCES P13.1OCESS

System 1: WASTEWATER TREATMENT SYSTEM S13.9System 1 : WASTEWATER TREATMENT SYSTEM
SCREEN,CLASSIFYING,BAR SCREEN D1773 HAP: (10) [40CFR63 Subpart E336.8,H23.1
SCRAPER,72R-100,WIDTH:10 FT; CC, #4,5-25-2001] ; VOC: 500
DEPTH: 14 FT 7 IN; LENGTH:44 FT PPMV (5) [RULE 1176,9-13-
WITH 1996]

A/N: 358111

PIT, IMPOUNDPUMP,WIDTH:6
FT; DEPTH: 14 FT 7 IN; LENGTH:
19 FT

OILWATERSEPARATOR,FIXED D680 HAP: (10) [40CFR63 Subpart E336.11,H23.5,
ROOF,COVERED,API SEPARATOR, CC, #4,5-25-2001] ; VOC: 500 H23.24,H23.30
72R-66,WIDTH:25 FT; DEPTH: 12 FT; PPMV (5) [RULE 1176,9-13-
LENGTH:100 FT 1996;40CFR 60 SubpartQQQ,10-

A/N: 358111 17-2000]

TANK,FIXEDROOF, SURGE, 250X9, D681 HAP: (10) [40CFR63 Subpart E336.11,H23.2,
NITROGENBLANKETED,SLOTTED CC, #4,5-25-2001] ; VOC: 500 H23.5,H23.24
PIPE SKIMMER(72D-3),25000 BBL; PPMV (5) [RULE 1176,9-13-
DIAMETER:60 FT; HEIGHT:48 FT 1996]

WITH
A/N: 358111

POT,EFFLUENTWEIR BOX

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 14 : WASTEWATER SEPARATIONPROCESS P13.1

TANK,FIXEDROOF, STILLING,72D- D683 HAP: (10) [40CFR63 Subpart E336.11,H23.2,
17,WASTEWATER,WITH TWO CC, #4,5-25-2001] ; VOC: 500 H23.5,H23.24
SLOTTEDPIPE SKIMMERS,HEIGHT: PPMV (5) [RULE 1176,9-13-
24 FT; DIAMETER:70 FT 1996]

A/N: 358111

VESSEL,DEHYDRATOR,170X1 D689 VOC: 500 PPMV (5) [RULE E336.11,H23.5
A/N: 358111 1176,9-13-1996]

TANK,GAS FLOATATION,NO. 1, 72J- D684 HAP: (10) [40CFR63 Subpart E336.8,H23.24,
5, COVERED,NITROGEN CC, #4,5-25-2001] ; VOC: 500 H23.30
BLANKETED,WIDTH:16 FT; DEPTH: PPMV (5) [RULE 1176,9-13-
8 FT; LENGTH:64 FT 1996]

A/N: 358111

TANK,GAS FLOATATION,NO. 2, 72J-6 D685 HAP: (10) [40CFR63 Subpart E336.8,H23.24,
COVERED,NITROGENBLANKETED, CC, #4,5-25-2001] ; VOC: 500 H23.30
WIDTH:20 FT; DEPTH: 9 FT; PPMV (5) [RULE 1176,9-13-
LENGTH:100 FT 1996]

A/N: 358111

PIT,FIXEDROOF,FLOCCULATION, D705 HAP: (10) [40CFR63 Subpart H23.24
80000 BBL; DIAMETER:117 FT; CC, #4,5-25-2001] ; VOC: 500
HEIGHT:42 FT PPMV (5) [RULE 1176,9-13-
A/N: 358111 1996]

DRAIN SYSTEMCOMPONENT D1907 HAP: (10) [40CFR61 Subpart H23.5,H23.24
A/N: 358111 FF_01,12-4-2003;40CFR 63

SubpartCC, #4,5-25-2001]

FUGITIVEEMISSIONS, D1860 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 358111

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 14 : WASTEWATER SEPARATIONPROCESS P13.1

SSyysstteem 22::AAPC SY S13.11, S18.7PC SYSSTTEEMMSSEERRVVIINNGGWWAASSTTEEWWAATTEERRTTRREEAATTMMEENNTTSSYYSSTTEEMM
KNOCKOUT POT, 72C-8 D688
A/N: 358113

BLOWER,EXHAUST,72K-3A, 7.5 HP D1376
A/N: 358113

KNOCKOUT POT, 72C-22 D1775 H23.1
A/N: 358113

BLOWER,EXHAUST,72K-3B,7.5 HP D1377
A/N: 358113

INCINERATOR,DIRECTGAS-FIRED, C686 S2018 NOX: PROCESS CO: 2000 PPMV (5) [RULE A72.1,C8.1,
72F-2,NATURALGAS, PROCESSGAS, UNIT**; SOX: 407,4-2-1982] ; PM: 0.1 D28.13,E440.1,
2.5 MMBTU/HR PROCESSUNIT** GRAINS/SCF (5) [RULE H23.13
A/N: 358112 409,8-7-1981] ; PM: (9) [RULE

404,2-7-1986]

STACK S2018 C686
A/N: 358112

INCINERATOR,DIRECTGAS-FIRED, C687 S2019 NOX: PROCESS CO: 2000 PPMV (5) [RULE A72.1,C8.1,
72F-4,NATURALGAS, PROCESSGAS, UNIT**; SOX: 407,4-2-1982] ; PM: 0.1 D28.13,E440.1,
SPARE, 2.5 MMBTU/HR PROCESSUNIT** GRAINS/SCF (5) [RULE H23.13
A/N: 358113 409,8-7-1981] ; PM: (9) [RULE

404,2-7-1986]

STACK S2019 C687
A/N: 358113

FUGITIVEEMISSIONS, D1938 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 358113

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:97
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 14 : WASTEWATER SEPARATIONPROCESS P13.1

SSyysstteem 33::SSUUMMPP
SUMP,VACUUMTRUCKWASHOUT D1671 VOC: 500 PPMV (5) [RULE H23.1
A/N:NR 1176,9-13-1996]

PPrrooccees P13.1sss1155::PPEETTRROOLLEEUUMMSSTTOORRAAGGEE
SSyysstteem 11::FFIXIXEEDDRROOOOFFOORRGGAANNICICSSTTOORAGE S13.4RAGE
STORAGETANK,FIXEDROOF, D690 E336.1,H23.32,
20X1011,SPENTCAUSTIC,HEIGHT: K67.2
23 FT 11 IN; DIAMETER:25 FT
A/N: A75828

STORAGETANK,FIXEDROOF, D691 VOC: 500 PPMV (8) [40CFR E336.1,H23.4,
50X126, 5000 BBL; DIAMETER:35 FT; 60 SubpartKb,10-15-2003] K67.2
HEIGHT:30 FT 3 IN
A/N: 155609

STORAGETANK,FIXEDROOF, D692 VOC: 500 PPMV (8) [40CFR B22.1,C1.6,
50X125, 5000 BBL; DIAMETER:35 FT; 60 SubpartKb,10-15-2003] D182.5,D182.6,
HEIGHT:30 FT 3 IN E336.1,H23.4
A/N: 159406

STORAGETANK,FIXEDROOF, D693 VOC: 500 PPMV (8) [40CFR C1.62,E336.1,
150X101,SLOP OIL, 15000 BBL; 60 SubpartKb,10-15-2003;40CFR H23.4,H23.24
DIAMETER:60 FT; HEIGHT:30 FT 61 SubpartFF,12-4-2003]

A/N: 392448

STORAGETANK,FIXEDROOF, D694 VOC: 500 PPMV (8) [40CFR C1.62,E336.1,
150X102,SLOP OIL, 15000 BBL; 60 SubpartKb,10-15-2003;40CFR H23.4,H23.24
DIAMETER:60 FT; HEIGHT:30 FT 61 SubpartFF,12-4-2003]

A/N: 392587

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,FIXEDROOF, D695 E336.1,H23.32,
200X10, 20000 BBL; DIAMETER:60 K67.2
FT; HEIGHT:41 FT
A/N:C12326

STORAGETANK,FIXEDROOF, D696 E336.1,H23.32,
200X11,HEIGHT:41 FT; DIAMETER: K67.2
60 FT
A/N:C12325

STORAGETANK,FIXEDROOF, D697 HAP: (10) [40CFR63 Subpart K67.2
200X35, DIESELFUEL, 840000 GALS; CC, #2,5-25-2001]

DIAMETER:60 FT; HEIGHT:40 FT 3
IN
A/N: 192438

STORAGETANK,FIXEDROOF, D698 HAP: (10) [40CFR63 Subpart K67.2
200X36, DIESELFUEL, 840000 GALS; CC, #2,5-25-2001]

DIAMETER:60 FT; HEIGHT:40 FT 3
IN
A/N: 192440

STORAGETANK,FIXEDROOF, D699 E336.1,H23.32,
300X27, 30000 BBL; DIAMETER:75 K67.2
FT; HEIGHT:41 FT
A/N: A34940

STORAGETANK,FIXEDROOF, D700 E336.1,H23.32,
300X28, 30000 BBL; DIAMETER:75 K67.2
FT; HEIGHT:41 FT
A/N: A34941

STORAGETANK,FIXEDROOF, D702 B59.2,E336.1,
550X70, 55000 BBL; DIAMETER:100 K67.2
FT 6 IN; HEIGHT:40 FT
A/N: 466677

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,FIXEDROOF, D704 HAP: (10) [40CFR63 Subpart K67.2
550X95,DIESELFUEL, 55000 BBL; CC, #2,5-25-2001]

DIAMETER:100 FT; HEIGHT:39 FT
A/N: 192435

STORAGETANK,FIXEDROOF, D706 E336.1,H23.32,
800X121, 80000 BBL; DIAMETER:117 K67.2
FT; HEIGHT:41 FT 11 IN
A/N: A69739

STORAGETANK,FIXEDROOF, D708 B22.5,C1.50,
800X122, 80000 BBL; DIAMETER:110 D182.5,E336.1,
FT 6 IN; HEIGHT:48 FT 11 IN H23.4
A/N: 410654

STORAGETANK,FIXEDROOF, D709 E336.1,K67.2
800X129, 80000 BBL; DIAMETER:117
FT; HEIGHT:39 FT
A/N:NR

STORAGETANK,FIXEDROOF, D710 E336.1,H23.32,
800X125, 80000 BBL; DIAMETER:117 K67.2
FT; HEIGHT:39 FT
A/N:NR

STORAGETANK,FIXEDROOF, D711 E336.1,H23.32,
800X130, 80000 BBL; DIAMETER:118 K67.2
FT; HEIGHT:40 FT
A/N: A34944

STORAGETANK,FIXEDROOF, D712 E336.1,H23.32,
800X131, 80000 BBL; DIAMETER:120 K67.2
FT; HEIGHT:40 FT
A/N: A34945

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,FIXEDROOF, D713 E336.1,H23.32,
800X135, 80000 BBL; DIAMETER:120 K67.2
FT; HEIGHT:40 FT
A/N: A34946

STORAGETANK,FIXEDROOF, D714 E336.1,H23.32,
800X136, 80000 BBL; DIAMETER:120 K67.2
FT; HEIGHT:40 FT
A/N: A79242

STORAGETANK,FIXEDROOF, D715 C1.37,D182.6,
800X137, 80000 BBL; DIAMETER:110 E336.1,H23.32,
FT; HEIGHT:48 FT K67.2
A/N: 213010

STORAGETANK,FIXEDROOF, D716 HAP: (10) [40CFR63 Subpart B22.9,C1.7,
800X205, 80000 BBL; DIAMETER:117 CC, #2,5-25-2001] D182.5,D182.6
FT 2 IN; HEIGHT:41 FT 5 IN
A/N: 242599

STORAGETANK,FIXEDROOF, D718 HAP: (10) [40CFR63 Subpart K67.2
800X244,VACUUMGAS OIL, 80000 CC, #2,5-25-2001]

BBL; DIAMETER:119 FT; HEIGHT:40
FT
A/N: 192427

STORAGETANK,FIXEDROOF, D719 HAP: (10) [40CFR63 Subpart B22.9,D182.5,
800X245, 80000 BBL; DIAMETER:119 CC, #2,5-25-2001] K67.2
FT; HEIGHT:40 FT
A/N: 192433

STORAGETANK,FIXEDROOF, 900X1, D720 E336.1,H23.32,
90000 BBL; DIAMETER:120 FT; K67.2
HEIGHT:44 FT
A/N:C12526

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,FIXEDROOF, 900X2, D721 E336.1,H23.32,
90000 BBL; DIAMETER:120 FT; K67.2
HEIGHT:43 FT 6 IN
A/N: Z02801

STORAGETANK,FIXEDROOF, 900X3, D722 E336.1,H23.32,
90000 BBL; DIAMETER:120 FT; K67.2
HEIGHT:44 FT
A/N:C12527

STORAGETANK,FIXEDROOF, D723 H23.32,K67.2
1340X112, 134000 BBL; DIAMETER:
140 FT; HEIGHT:46 FT
A/N:NR

STORAGETANK,FIXEDROOF, D724 VOC: 500 PPMV (8) [40CFR C1.10,D182.6,
1340X113,NAPHTHA,134000 BBL; 60 SubpartKb,10-15-2003] E336.1,H23.4
DIAMETER:142 FT; HEIGHT:48 FT
A/N: 259332

STORAGETANK,FIXEDROOF, D726 HAP: (10) [40CFR63 Subpart C1.13,D182.6
1340X247,DIESELFUEL, 134000 BBL; CC, #2,5-25-2001]

DIAMETER:143 FT; HEIGHT:48 FT
A/N: 239934

STORAGETANK,FIXEDROOF, D727 C1.61,E336.1,
3000X1, ATMOSPHERICRESIDUUM, H23.6
VACUUMRESIDUUM,,FCC
PRODUCTS(CLARIFIED& LIGHT
CYCLEOIL), HYDRODESULFURIZED
MIDDLEDISTILLATE,300000 BBL;
DIAMETER:198 FT; HEIGHT:56 FT
A/N: 464936

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,FIXEDROOF, D728 C1.59,E336.1,
5000X1, ATMOSPHERICRESIDUUM, H23.6
VACUUMRESIDUUM,FCCPRODUCT
(CLARIFIED& LIGHTCYCLEOIL),
HYDRODESULFURIZEDMIDDLE
DISTILLATE,500000 BBL; DIAMETER:
275 FT; HEIGHT:48 FT 4 IN
A/N: 464938

STORAGETANK,FIXEDROOF, D915 VOC: 500 PPMV (8) [40CFR C1.45,D182.6,
150X103, RECOVEREDOIL, 15108 60 SubpartKb,10-15-2003] E336.1,H23.4
BBL; DIAMETER:60 FT; HEIGHT:30
FT
A/N: 376740

STORAGETANK,FIXEDROOF, 9X6, D1417 E336.1,H23.32,
SPENTCAUSTIC,900 BBL; K67.2
DIAMETER:18 FT; HEIGHT:20 FT
A/N: 106339

STORAGETANK,FIXEDROOF, D1419 E336.9,H23.32,
STEAMHEATED,200X37, 20000 BBL; K67.2
DIAMETER:80 FT; HEIGHT:24 FT
A/N: 410391

STORAGETANK,FIXEDROOF, D1428 E336.1,H23.32,
50X123, RECOVEREDOIL, 5000 BBL; K67.2
DIAMETER:35 FT; HEIGHT:30 FT 3
IN
A/N: A77446

STORAGETANK,FIXEDROOF, D1437 E336.1,H23.32,
50X124, RECOVEREDOIL, 5000 BBL; K67.2
DIAMETER:35 FT; HEIGHT:30 FT 3
IN
A/N: A77445

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,FIXEDROOF, D1685 VOC: 500 PPMV (8) [40CFR C1.18,D182.6,
1340X123,VACUUMGAS OIL, SLOP 60 SubpartKb,10-15-2003;40CFR E336.1,H23.4,
OIL, THERMALCRACKEDPRODUCTS 61 SubpartFF,12-4-2003] H23.24
(LIGHT,HEAVY, NAPHTHA,GAS
OIL), 134000 BBL; DIAMETER:143 FT;
HEIGHT:48 FT
A/N: 392193

FUGITIVEEMISSIONS, D1862 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 367473

STORAGETANK,FIXEDROOF, D1897 C1.46,D182.6
800X216,VACUUMGAS OIL, LIGHT
CYCLEOIL,CLARIFIEDSLURRYOIL,
FUELOIL,CUTTEROIL, 80000 BBL;
DIAMETER:120 FT; HEIGHT:40 FT
A/N: 361848

STORAGETANK,FIXEDROOF, D1898 C1.46,D182.6
800X206,VACUUMGAS OIL, LIGHT
CYCLEOIL,CLARIFIEDSLURRYOIL,
FUELOIL,CUTTEROIL, 80000 BBL;
DIAMETER:117 FT 1 IN; HEIGHT:39
FT 3 IN
A/N: 361847

STORAGETANK,FIXEDROOF, D1924 C1.44,D182.6,
550X71,CLARIFIEDSLURRYOIL, E336.1
ACID SOLLUBLEOIL, LIGHTCYCLE
OIL, DIESEL,GAS OIL, 55000 BBL;
DIAMETER:114 FT; HEIGHT:29 FT
A/N: 376739

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,FIXEDROOF, D1425 K67.2
STEAMHEATED,51D-10,GASOLINE
ADDITIVE,10000 GALS; DIAMETER:
11 FT 6 IN; HEIGHT:13 FT
A/N:

TANK,9X7, SPENTCAUSTIC,860 D1925 C1.19,D182.6,
BBL; DIAMETER:18 FT; HEIGHT:20 E336.1,H23.32
FT
A/N: 377346

STORAGETANK,FIXEDROOF, D1787 C1.49,D182.6,
SPENTLAB SAMPLES,LABORATORY E336.1
CONTAINMENT, 2000 GALS;
DIAMETER:6 FT; LENGTH:10 FT
A/N: 367473

System 2: EXTERNAL FLOATINGROOF STORAGE S13.4System 2 : EXTERNAL FLOATINGROOF STORAGE
STORAGETANK,EXTERNAL D703 HAP: (10) [40CFR63 Subpart K67.2
FLOATINGROOF, 550X94,DIESEL CC, #2,5-25-2001]

FUEL,WELDED,55000 BBL;
DIAMETER:100 FT; HEIGHT:39 FT
WITH
A/N: 438813

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:105
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,EXTERNAL D725 HAP: (10) [40CFR63 Subpart C1.58
FLOATINGROOF, 1340X246,LCC CC, #2,5-25-2001]

DISTILLATE,DIESELFUEL,
WELDED,134000 BBL; DIAMETER:
143 FT; HEIGHT:48 FT WITH
A/N: 392426

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIM MOUNTED

STORAGETANK,EXTERNAL D730 HAP: (10) [40CFR63 Subpart B22.1,C1.41,
FLOATINGROOF, 50X286, 210000 CC, #2,5-25-2001] D182.5,D182.6,
GALS; DIAMETER:30 FT 1 IN; H23.18
HEIGHT:40 FT WITH
A/N: 127244

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,EXTERNAL D731 HAP: (10) [40CFR63 Subpart H23.18,K67.2
FLOATINGROOF, 50X287, CC, #2,5-25-2001]

RECOVEREDOIL, 5000 BBL;
DIAMETER:30 FT 1 IN; HEIGHT:40
FT WITH
A/N: 133707

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER PER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D732 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 200X17, 20000 BBL; CC, #2,5-25-2001]

DIAMETER:60 FT; HEIGHT:40 FT 6
IN WITH
A/N:C18561

FLOATINGROOF, PONTOON,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:107
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,EXTERNAL D733 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 200X18, 20000 BBL; CC, #2,5-25-2001]

DIAMETER:60 FT; HEIGHT:40 FT 6
IN WITH
A/N:C19360

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D736 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 300X12, 30000 BBL; CC, #2,5-25-2001]

DIAMETER:78 FT; HEIGHT:38 FT
WITH
A/N: A25817

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYB OR
BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D737 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 300X15, 30000 BBL; CC, #2,5-25-2001]

DIAMETER:75 FT; HEIGHT:42 FT
WITH
A/N: A25818

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYB OR
BETTERPER RULE 219(C)(4),
WIPER TYPE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D738 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 300X23, 30000 BBL; CC, #2,5-25-2001]

DIAMETER:75 FT; HEIGHT:42 FT
WITH
A/N: A25819

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYB OR
BETTERPER RULE 219(C)(4),
WIPER TYPE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D739 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 300X24, 30000 BBL; CC, #2,5-25-2001]

DIAMETER:75 FT; HEIGHT:44 FT
WITH
A/N: A25820

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYB OR
BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D741 H23.18,K67.2
FLOATINGROOF, 300X239, 30000
BBL; DIAMETER:78 FT; HEIGHT:38
FT WITH
A/N: 443172

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D748 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 800X132, 80000 CC, #2,5-25-2001]

BBL; DIAMETER:120 FT; HEIGHT:40
FT WITH
A/N: 239647

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D749 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 800X133, 80000 CC, #2,5-25-2001]

BBL; DIAMETER:120 FT; HEIGHT:40
FT WITH
A/N: 239650

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,EXTERNAL D750 HAP: (10) [40CFR63 Subpart C1.60,H23.32
FLOATINGROOF, 800X134, JET CC, #2,5-25-2001]

KEROSENE,WELDED,80000 BBL;
DIAMETER:120 FT; HEIGHT:40 FT
WITH
A/N: 392590

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:111
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D751 B22.8,C1.42,
FLOATINGROOF, 800X250,WASTE D182.5,D182.6,
WATER,80000 BBL; DIAMETER:110 H23.18
FT; HEIGHT:52 FT 3 IN WITH
A/N: 257632

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D765 HAP: (10) [40CFR63 Subpart B22.10,D182.5,
FLOATINGROOF, 1340X69, 134000 CC, #2,5-25-2001] H23.32,K67.2
BBL; DIAMETER:144 FT; HEIGHT:46
FT WITH
A/N: 443178

FLOATINGROOF, PONTOON,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D766 HAP: (10) [40CFR63 Subpart E71.10,H23.32,
FLOATINGROOF, 1340X70, 134000 CC, #2,5-25-2001] K67.2
BBL; DIAMETER:144 FT; HEIGHT:46
FT WITH
A/N: 443336

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

GUIDEPOLE,SLOTTED,
GASKETEDCOVER,WITH FLOAT,
SLEEVE,WIPER

STORAGETANK,EXTERNAL D767 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 1340X71, 134000 CC, #2,5-25-2001]

BBL; DIAMETER:144 FT; HEIGHT:46
FT WITH
A/N:C19376

FLOATINGROOF, PONTOON

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D769 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 1340X74, 134000 CC, #2,5-25-2001]

BBL; DIAMETER:140 FT; HEIGHT:48
FT WITH
A/N: T00203

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

STORAGETANK,EXTERNAL D770 HAP: (10) [40CFR63 Subpart E71.10,H23.32,
FLOATINGROOF, 1340X76, 134000 CC, #2,5-25-2001] K67.2
BBL; DIAMETER:144 FT; HEIGHT:46
FT WITH
A/N: 443337

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

GUIDEPOLE,SLOTTED,
GASKETEDCOVER,WITH FLOAT,
SLEEVE,WIPER

STORAGETANK,EXTERNAL D771 HAP: (10) [40CFR63 Subpart E71.10,H23.32,
FLOATINGROOF, 1340X77, 134000 CC, #3A,5-25-2001] K67.2
BBL; DIAMETER:144 FT; HEIGHT:46
FT WITH
A/N: 443338

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER,RIMMOUNTED

GUIDEPOLE,SLOTTED,
GASKETEDCOVER,WITH FLOAT,
SLEEVE,WIPER

STORAGETANK,EXTERNAL D772 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 1340X78, 134000 CC, #2,5-25-2001]

BBL; DIAMETER:144 FT; HEIGHT:46
FT WITH
A/N:C19373

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

FLOATINGROOF, PONTOON,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D773 HAP: (10) [40CFR63 Subpart B22.1,C1.11,
FLOATINGROOF, 1340X79, 134000 CC, #2,5-25-2001] D182.5,D182.6,
BBL; DIAMETER:144 FT; HEIGHT:46 H23.32
FT WITH
A/N:C19372

FLOATINGROOF, PONTOON,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D774 HAP: (10) [40CFR63 Subpart B22.1,C1.11,
FLOATINGROOF, 1340X80, 134000 CC, #2,5-25-2001] D182.5,D182.6,
BBL; DIAMETER:144 FT; HEIGHT:46 H23.32
FT WITH
A/N:C19371

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

FLOATINGROOF, PONTOON,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D830 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 550X96, 55000 BBL; CC, #2,5-25-2001]

DIAMETER:100 FT; HEIGHT:41 FT 6
IN WITH
A/N: 386850

FLOATINGROOF, PONTOON

PRIMARY SEAL,METALLICSHOE

STORAGETANK,EXTERNAL D831 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 550X97, 55000 BBL; CC, #2,5-25-2001]

DIAMETER:100 FT; HEIGHT:41 FT 6
IN WITH
A/N: 386853

FLOATINGROOF, PONTOON

PRIMARY SEAL,METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,EXTERNAL D832 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 550X101, 55000 CC, #2,5-25-2001]

BBL; DIAMETER:100 FT; HEIGHT:41
FT 6 IN WITH
A/N: 386849

FLOATINGROOF, PONTOON

PRIMARY SEAL,METALLICSHOE

STORAGETANK,EXTERNAL D1743 HAP: (10) [40CFR63 Subpart B22.11,C1.32,
FLOATINGROOF, 300X11,WELDED, CC, #2,5-25-2001] D182.5,H23.4
KEROSENE,STRAIGHTRUN LIGHT
GAS OIL, SOURWATER,FULL
RANGEHYTROTREATEDGAS OIL,
30000 BBL; DIAMETER:78 FT;
HEIGHT:38 FT WITH
A/N: 459457

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
LIQUIDMOUNTED,
MECHANICALSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYA

GUIDEPOLE,SLOTTED,
GASKETEDCOVER,WITH FLOAT,
WIPER

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,EXTERNAL D1747 HAP: (10) [40CFR63 Subpart B22.11,C1.32,
FLOATINGROOF, 300X20,WELDED, CC, #2,5-25-2001] D182.5,H23.4
KEROSENE,STRAIGHTRUN LIGHT
GAS OIL, SOURWATER,FULL
RANGEHYTROTREATEDGAS OIL,
30000 BBL; DIAMETER:75 FT;
HEIGHT:42 FT WITH
A/N: 459458

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
LIQUIDMOUNTED,
MECHANICALSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

STORAGETANK,EXTERNAL D1751 HAP: (10) [40CFR63 Subpart B22.11,C1.32,
FLOATINGROOF, 300X22,WELDED, CC, #2,5-25-2001] D182.5,H23.4
KEROSEN,STRAIGHTRUN GAS OIL,
SOURWATER,AND FULLRANGE
HYDROTREATEDGAS OIL, 30000
BBL; DIAMETER:75 FT; HEIGHT:42
FT WITH
A/N: 459459

FLOATINGROOF, PONTOON

PRIMARY SEAL,LIQUID
MOUNTED,MECHANICALSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

SECONDARYSEAL, RIM
MOUNTED,RIMMOUNTED,
CATEGORYB

GUIDEPOLE,SLOTTED,
GASKETEDCOVER,WITH FLOAT,
WIPER

STORAGETANK,EXTERNAL D1755 HAP: (10) [40CFR63 Subpart B22.11,C1.32,
FLOATINGROOF, 300X21,WELDED, CC, #2,5-25-2001] D182.5,H23.4
KEROSENE,STRAIGHTRUN LIGHT
GAS OIL, SOURWATER,FULL
RANGEHYDROTREATEDGAS OIL,
30000 BBL; DIAMETER:75 FT;
HEIGHT:42 FT WITH
A/N: 459460

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
LIQUIDMOUNTED,
MECHANICALSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

GUIDEPOLE,SLOTTED,
GASKETEDCOVER,WITH FLOAT,
WIPER

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

FUGITIVEEMISSIONS, D1863 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 459460

S S13.3,S15.16Syysstteem 33::PPRREESSSUURRIIZZEEDDSSTTOORRAAGGEE
STORAGETANK,PRESSURIZED, D780 C12.3,E336.16
5X815, LIQUIFIEDPETROLEUMGAS,
21000 GALS; DIAMETER:8 FT 2 IN;
HEIGHT:58 FT
A/N: 457520

STORAGETANK,PRESSURIZED, D781 C12.3,E336.16
11X21, LIQUIFIEDPETROLEUMGAS,
46200 GALS; DIAMETER:10 FT;
HEIGHT:76 FT
A/N: 457522

STORAGETANK,PRESSURIZED, D782 C12.3,E336.16
11X22, LIQUIFIEDPETROLEUMGAS,
46200 GALS; DIAMETER:10 FT;
HEIGHT:76 FT
A/N: 457523

STORAGETANK,PRESSURIZED, D783 C12.3,E336.16
11X27,LIQUIFIEDPETROLEUMGAS,
46200 GALS; DIAMETER:10 FT;
HEIGHT:76 FT
A/N: 457524

STORAGETANK,PRESSURIZED, D784 C12.3,E336.16
11X28, LIQUIFIEDPETROLEUMGAS,
46200 GALS; DIAMETER:10 FT;
HEIGHT:76 FT
A/N: 450319

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,PRESSURIZED, D785 C12.3,E336.16
11X33, LIQUIFIEDPETROLEUMGAS,
46200 GALS; DIAMETER:10 FT;
HEIGHT:76 FT
A/N: 457525

STORAGETANK,PRESSURIZED, D42 C12.3,E336.16
28X4, LIQUIFIEDPETROLEUMGAS,
117600 GALS; DIAMETER:31 FT
A/N: 457526

STORAGETANK,PRESSURIZED, D786 C12.3,E336.16
28X5, LIQUIFIEDPETROLEUMGAS,
117600 GALS; DIAMETER:31 FT
A/N: 457527

STORAGETANK,PRESSURIZED, D787 C12.3,E336.16
28X6, LIQUIFIEDPETROLEUMGAS,
117600 GALS; DIAMETER:31 FT
A/N: 457528

STORAGETANK,PRESSURIZED, D788 C12.3,E336.16
28X7, LIQUIFIEDPETROLEUMGAS,
117600 GALS; DIAMETER:31 FT
A/N: 457529

STORAGETANK,PRESSURIZED, D789 C12.3,E336.16
28X8, LIQUIFIEDPETROLEUMGAS,
117600 GALS; DIAMETER:31 FT
A/N: 457530

STORAGETANK,PRESSURIZED, D790 C12.3,E336.16
28X9, LIQUIFIEDPETROLEUMGAS,
117600 GALS; DIAMETER:31 FT
A/N: 457531

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,PRESSURIZED, D791 C12.3,E336.16
28X12, LIQUIFIEDPETROLEUMGAS,
117600 GALS; DIAMETER:31 FT
A/N: 457532

STORAGETANK,PRESSURIZED, D792 C12.3,E336.16
28X13, LIQUIFIEDPETROLEUMGAS,
117600 GALS; DIAMETER:31 FT
A/N: 457533

STORAGETANK,PRESSURIZED, D793 C12.3,E336.16
28X14, LIQUIFIEDPETROLEUMGAS,
117600 GALS; DIAMETER:31 FT
A/N: 457534

STORAGETANK,PRESSURIZED, D794 C12.3,E336.16
28X15, LIQUIFIEDPETROLEUMGAS,
117600 GALS; DIAMETER:31 FT
A/N: 457535

STORAGETANK,PRESSURIZED, D795 C12.3,E336.16
28X16, LIQUIFIEDPETROLEUMGAS,
117600 GALS; DIAMETER:31 FT
A/N: 457536

STORAGETANK,PRESSURIZED, D796 C12.3,E336.16
28X17, LIQUIFIEDPETROLEUMGAS,
117600 GALS; DIAMETER:31 FT
A/N: 457537

STORAGETANK,PRESSURIZED, D797 C12.3,E336.16
28X18, LIQUIFIEDPETROLEUMGAS,
117600 GALS; DIAMETER:31 FT
A/N: 457538

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,PRESSURIZED, D798 C12.3,E336.16
28X19, LIQUIFIEDPETROLEUMGAS,
117600 GALS; DIAMETER:31 FT
A/N: 457539

STORAGETANK,PRESSURIZED, D799 C12.3,E336.16
50X130,LIQUIFIEDPETROLEUMGAS,
210000 GALS; DIAMETER:39 FT 10 IN
A/N: 457540

STORAGETANK,PRESSURIZED, D800 C12.3,E336.16
50X183,LIQUIFIEDPETROLEUMGAS,
210000 GALS; DIAMETER:39 FT 10 IN
A/N: 457541

STORAGETANK,PRESSURIZED, D801 E336.3
400X30,LIGHT STRAIGHTRUN
NAPHTHA(LSR),LIGHT
HYDROCRACKERNAPHTHA(LHC),
SPHERICALVESSEL, 40000BBL;
DIAMETER:76 FT
A/N: 250379

STORAGETANK,PRESSURIZED, D802 E336.3
400X31,LIGHTHYDROCRACKER
NAPHTHA(LHC),LIGHT STRAIGHT
RUN NAPHTHA(LSR),SPHERICAL
VESSEL, 40000 BBL; DIAMETER:76
FT
A/N: 250378

STORAGETANK,PRESSURIZED, D1379 E336.4
510X4, BUTANE,NODED SPHEROID,
51000 BBL; DIAMETER:102 FT;
HEIGHT:40 FT
A/N: 023228

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,PRESSURIZED, D1418 C12.3,E336.16
11X41, 1100 BBL; DIAMETER:9 FT 9
IN; HEIGHT:76 FT 3 IN
A/N: 457542

STORAGETANK,PRESSURIZED, D1439 E336.5
500X1, BUTANE,50000 BBL;
DIAMETER:90 FT; HEIGHT:45 FT
A/N: A86995

FUGITIVEEMISSIONS, D1864 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 250378

STORAGETANK,PRESSURIZED, D2005 C1.52,D182.6,
200X1, LIGHT STRAIGHTRUN E193.8,E336.16
NAPHTHA,DIAMETER:65 FT
A/N: 457543

SSyysstteem 55: INTERNAL FLOATIN S13.4: INTERNAL FLOATINGGRROOOOFF
STORAGETANK,INTERNAL D1763 B22.3,C1.17,
FLOATINGROOF, 1340X87, C6.1,D182.5,
UNTREATEDWASTE D182.6,H23.18
WATER/TREATEDWASTEWATER,
134000 BBL; DIAMETER:140 FT;
HEIGHT:48 FT WITH
A/N: 343183

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

FUGITIVEEMISSIONS, D1865 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 343183

SSyysstteem 66::DDOOMMEEDDEEXXTTEERRNNAALLFFLLOOAATTININGGROOF STORA S13.10ROOF STORAGGEE
STORAGETANK,DOMEDEXTERNAL D729 HAP: (10) [40CFR63 Subpart C6.3, K67.2,
FLOATINGROOF, 50X284, 5000 BBL; CC, #3A,5-25-2001] K171.1
DIAMETER:30 FT; HEIGHT:40 FT
WITH
A/N: 471234

GUIDEPOLE,SLOTTED,
GASKETEDCOVER,WITH FLOAT,
SLEEVE,WIPER

DOME COVER,GEODESICDOME

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
LIQUIDMOUNTEDMETALLIC
SHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,DOMEDEXTERNAL D744 HAP: (10) [40CFR63 Subpart K67.2, K171.1
FLOATINGROOF, 800X104, 80000 CC, #3A,5-25-2001]

BBL; DIAMETER:110 FT; HEIGHT:48
FT WITH
A/N: 460192

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

GUIDEPOLE,SLOTTED,
GASKETEDCOVER,WITH FLOAT,
SLEEVE,WIPER

DOME COVER,GEODESICDOME

STORAGETANK,DOMEDEXTERNAL D747 HAP: (10) [40CFR63 Subpart B22.1,C1.59,
FLOATINGROOF, 800X93, GASOLINE, CC, #3A,5-25-2001] H23.32
RIVETED,80000 BBL; DIAMETER:120
FT; HEIGHT:41 FT WITH
A/N: 409767

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

DOME COVER,GEODESIC

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,DOMEDEXTERNAL D752 HAP: (10) [40CFR63 Subpart C1.65,C6.3,
FLOATINGROOF, 1340X53, CC, #3A,5-25-2001] H23.31,K171.1
GASOLINEBLENDING
COMPONENTS,WELDED,134000
BBL; DIAMETER:143 FT; HEIGHT:48
FT WITH
A/N: 471233

GUIDEPOLE,SLOTTED,
GASKETEDCOVER,WITH
SLEEVE,WIPER, FLOAT

DOME COVER,GEODESICDOME

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
LIQUIDMOUNTEDMETALLIC
SHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D753 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 1340X52, 134000 CC, #3A,5-25-2001]

BBL; DIAMETER:140 FT; HEIGHT:48
FT WITH
A/N:

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,DOMEDEXTERNAL D754 HAP: (10) [40CFR63 Subpart K67.2, K171.1
FLOATINGROOF, 1340X1, 134000 CC, #3A,5-25-2001]

BBL; DIAMETER:144 FT; HEIGHT:50
FT WITH
A/N: 460191

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

GUIDEPOLE,SLOTTED,
GASKETEDCOVER,WITH FLOAT,
SLEEVE,WIPER

DOME COVER,GEODESICDOME

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,DOMEDEXTERNAL D768 HAP: (10) [40CFR63 Subpart C6.3, K67.2,
FLOATINGROOF, 1340X75, 134000 CC, #2,5-25-2001] K171.1
BBL; DIAMETER:144 FT; HEIGHT:48
FT 9 IN WITH
A/N: 471235

GUIDEPOLE,SLOTTED,
GASKETEDCOVER,WITH FLOAT,
SLEEVE,WIPER

DOME COVER,GEODESICDOME

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

STORAGETANK,DOMEDEXTERNAL D776 HAP: (10) [40CFR63 Subpart B22.1,C1.8,
FLOATINGROOF, 2500X1, 250000 CC, #3A,5-25-2001] D182.5,D182.6,
BBL; DIAMETER:193 FT; HEIGHT:52 H23.6, K67.2,
FT 10 IN WITH K171.1
A/N: 465905

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

GUIDEPOLE,SLOTTED
GASKETEDCOVER,WITH FLOAT,
SLEEVE,WIPER

DOME COVER,GEODESICDOME

STORAGETANK,DOMEDEXTERNAL D778 HAP: (10) [40CFR63 Subpart B22.1,C1.9,
FLOATINGROOF, 2500X3, GASOLINE CC, #3A,5-25-2001] D182.5,D182.6,
BLENDINGCOMPONENTS,250000 H23.4, K171.1
BBL; DIAMETER:193 FT; HEIGHT:53
FT WITH
A/N: 465908

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

GUIDEPOLE,SLOTTED
GASKETEDCOVER,WITH FLOAT,
SLEEVE,WIPER

DOME COVER,GEODESICDOME

STORAGETANK,DOMEDEXTERNAL D779 HAP: (10) [40CFR63 Subpart B22.1,C1.9,
FLOATINGROOF, 2500X4, GASOLINE CC, #3A,5-25-2001] D182.5,D182.6,
BLENDINGCOMPONENTS,250000 H23.4, K171.1
BBL; DIAMETER:193 FT; HEIGHT:53
FT WITH
A/N: 454700

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

GUIDEPOLE,SLOTTED
GASKETEDCOVER,WITH,
FLOAT, SLEEVE,WIPER

DOME COVER,GEODESICDOME

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,DOMEDEXTERNAL D757 HAP: (10) [40CFR63 Subpart C1.30,H23.4
FLOATINGROOF, 1340X56, CC, #3A,5-25-2001]

GASOLINE,WELDED,134000 BBL;
DIAMETER:142 FT 3 IN; HEIGHT:51
FT 9.75 IN WITH
A/N: 409768

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
WIPER TYPE

DOME COVER,GEODESIC

STORAGETANK,DOMEDEXTERNAL D777 HAP: (10) [40CFR63 Subpart C1.64,H23.6
FLOATINGROOF, 2500X2, GASOLINE, CC, #3A,5-25-2001]

250000 BBL; DIAMETER:193 FT;
HEIGHT:53 FT WITH
A/N: 409765

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER,WIPER TYPE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

DOME COVER,GEODESIC

STORAGETANK,EXTERNAL D764 HAP: (10) [40CFR63 Subpart C1.51,H23.32
FLOATINGROOF, 1340X67, CC, #3A,5-25-2001]

GASOLINE,134000 BBL; DIAMETER:
140 FT; HEIGHT:48 FT WITH
A/N:

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,DOMEDEXTERNAL D1220 HAP: (10) [40CFR63 Subpart C1.31,H23.4
FLOATINGROOF, 1340X44, CC, #3A,5-25-2001]

GASOLINE,134000 BBL; DIAMETER:
143 FT; HEIGHT:48 FT WITH
A/N: 409766

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,METALLICSHOE

SECONDARYSEAL, RIM
MOUNTED

DOME COVER,GEODESIC

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,EXTERNAL D755 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 1340X54, 134000 CC, #3A,5-25-2001]

BBL; DIAMETER:144 FT; HEIGHT:46
FT WITH
A/N:

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D756 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 1340X55, 134000 CC, #3A,5-25-2001]

BBL; DIAMETER:144 FT; HEIGHT:46
FT WITH
A/N:

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,EXTERNAL D746 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 800X92, 80000 BBL; CC, #3A,5-25-2001]

DIAMETER:117 FT; HEIGHT:42 FT
WITH
A/N:

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIM MOUNTED

STORAGETANK,EXTERNAL D745 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 800X95, 80000 BBL; CC, #3A,5-25-2001]

DIAMETER:120 FT; HEIGHT:40 FT
WITH
A/N:

FLOATINGROOF,DOUBLEDECK,
RIVETEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,EXTERNAL D701 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 300X33, 30000 BBL; CC, #3A,5-25-2001]

DIAMETER:67 FT; HEIGHT:48 FT
WITH
A/N:

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIM MOUNTED

STORAGETANK,EXTERNAL D740 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 300X34, 30000 BBL; CC, #3A,5-25-2001]

DIAMETER:67 FT; HEIGHT:48 FT
WITH
A/N:

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYC OR
BETTERPER RULE 219(C)(4),
LIQUIDFILLED

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,EXTERNAL D758 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 1340X57, 134000 CC, #3A,5-25-2001]

BBL; DIAMETER:144 FT; HEIGHT:46
FT WITH
A/N:

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D775 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 1340X61, 134000 CC, #3A,5-25-2001]

BBL; DIAMETER:140 FT; HEIGHT:48
FT WITH
A/N:

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,DOMEDEXTERNAL D763 HAP: (10) [40CFR63 Subpart K67.2, K171.1
FLOATINGROOF, 1340X68,WELDED, CC, #3A,5-25-2001]

134000 BBL; DIAMETER:140 FT;
HEIGHT:48 FT WITH
A/N: 456389

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

DOME COVER,GEODESIC

GUIDEPOLE,ONE SLOTTED,
GASKETEDSLIDINGCOVER,
WITH FLOAT, SLEEVE&WIPER

STORAGETANK,INTERNAL D761 HAP: (10) [40CFR63 Subpart B59.1,C1.48,
FLOATINGROOF, 1340X66, CC, #3A,5-25-2001] C6.1,D182.6,
(GEODESICDOME ROOF), 134000 H23.4
BBL; DIAMETER:140 FT; HEIGHT:48
FT WITH
A/N: 389535

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,DOMEDEXTERNAL D762 HAP: (10) [40CFR63 Subpart B59.1,C1.48,
FLOATINGROOF, 1340X63, 134000 CC, #3A,5-25-2001] C6.1,D182.6,
BBL; DIAMETER:143 FT; HEIGHT:52 H23.4
FT WITH
A/N: 443177

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

DOME COVER,GEODESIC

STORAGETANK,EXTERNAL D742 HAP: (10) [40CFR63 Subpart C1.29,H23.32
FLOATINGROOF, 400X11, GASOLINE, CC, #3A,5-25-2001]

40000 BBL; DIAMETER:95 FT 5 IN;
HEIGHT:32 FT WITH
A/N:

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D743 HAP: (10) [40CFR63 Subpart C1.29,H23.32
FLOATINGROOF, 400X12, GASOLINE, CC, #3A,5-25-2001]

40000 BBL; DIAMETER:94 FT 1 IN;
HEIGHT:32 FT WITH
A/N:

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D734 HAP: (10) [40CFR63 Subpart C1.33,H23.32
FLOATINGROOF, 300X9, GASOLINE, CC, #3A,5-25-2001]

30000 BBL; DIAMETER:78 FT;
HEIGHT:38 FT WITH
A/N:

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D735 HAP: (10) [40CFR63 Subpart C1.33,H23.32
FLOATINGROOF, 300X10, GASOLINE, CC, #3A,5-25-2001]

30000 BBL; DIAMETER:78 FT;
HEIGHT:38 FT WITH
A/N:

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D759 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 1340X60, 134000 CC, #3A,5-25-2001]

BBL; DIAMETER:140 FT; HEIGHT:48
FT WITH
A/N:

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

STORAGETANK,EXTERNAL D760 HAP: (10) [40CFR63 Subpart H23.32,K67.2
FLOATINGROOF, 1340X62, 134000 CC, #3A,5-25-2001]

BBL; DIAMETER:144 FT; HEIGHT:46
FT WITH
A/N:

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

FUGITIVEEMISSIONS, D2375 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 443177

SSyysstteem 77::FFIIXXEEDDRROOOOFFSSTTOORRAAGGEETTAANNKKSS,,OOTTHHEERR
STORAGETANK,#213339,WATER D1916 C1.54,D182.6
TREATINGAGENT,
DIMETHYLAMINOPROPYLAMINE
(DMAPA),METHOXYPROPYLAMINE
(MPA),2000 GALS; DIAMETER:5 FT 4
IN; LENGTH:12 FT
A/N: 400885

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,#213340,WATER D1917 C1.25,D182.6
TREATINGAGENT,
DIETHYLHYDROXYLAMINE(DEHA),
HYDROXYPROPYLHYDROXYLAMIN-
E (HPHA),1025 GALS; DIAMETER:4
FT; LENGTH:12 FT 4 IN
A/N: 400884

STORAGETANK,#M-8, FGT ANTI- D1918 C1.26,D182.6
FOAMAGENT,2000 GALS;
DIAMETER:6 FT 2 IN; HEIGHT:9 FT
A/N: 377329

STORAGETANK,#N79393, D1919 C1.27,D182.6
CORROSIONINHIBITOR,2000 GALS;
DIAMETER:5 FT 4 IN; HEIGHT:12 FT
8 IN
A/N: 377333

STORAGETANK,#213338,WATER D1920 C1.54,D182.6
TREATINGAGENT,
DIMETHYLAMINOPROPYLAMINE
(DMAPA),METHOXYPROPYLAMINE
(MPA),2000 GALS; DIAMETER:5 FT 4
IN; LENGTH:12 FT
A/N: 400883

STORAGETANK,M-10, BPR 45120, D1926 C1.20,D182.6
SILICONEANTI-FOAMAGENT,1000
GALS; DIAMETER:4 FT; LENGTH:10
FT 1 IN
A/N: 377347

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,M-12, BPR 45120 D1927 C1.21,D182.6
SILICONEANTI-FOAMAGENT,350
GALS;WIDTH:3 FT 6 IN; HEIGHT:3
FT 4.8 IN; LENGTH:4 FT
A/N: 377350

STORAGETANK,M-14, TOLAD 3920- D1928 C1.22,D182.6
ANTI-FOAM/ANTI-OXIDA-NT, 1000
GALS; DIAMETER:5 FT 4 IN;
LENGTH:6 FT
A/N: 377352

STORAGETANK,M-1, BPR 82300 D1929 C1.22,D182.6
NEUTRALIZER,2000 GALS;
DIAMETER:6 FT; LENGTH:10 FT
A/N: 400723

STORAGETANK,#143158, BOILER D1930 C1.23,D182.6
WATERTREATMENT, 340 GALS;
WIDTH: 4 FT; HEIGHT: 4 FT;
LENGTH:4 FT
A/N: 377358

STORAGETANK,21D-6 (COKER), D1554 K67.2
CHEMICAL,ANTI-FOAMINGAGENT,
3000 GALS; DIAMETER:8 FT;
HEIGHT:8 FT
A/N: 265329

STORAGETANK,#201219,WATER D2023 C1.56,D182.6
TREATINGAGENT,
DIETHYLHYDROXYLAMINE(DEHA),
HYDROXYPROPYLHYDROXYLAMIN-
E (HPHA),500 GALS; DIAMETER:4
FT; LENGTH:5 FT
A/N: 400886

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,#201218,WATER D2024 C1.56,D182.6
TREATINGAGENT,
DIETHYLHYDROXYLAMINE(DEHA),
HYDROXYPROPYLHYDROXYLAMIN-
E (HPHA),500 GALS; DIAMETER:4
FT; LENGTH:5 FT
A/N: 400887

STORAGETANK,#213337,WATER D2025 C1.54,D182.6
TREATINGAGENT,
DIMETHYLAMINOPROPYLAMINE
(DMAPA),METHOXYPROPYLAMINE
(MPA),2000 GALS; DIAMETER:5 FT 4
IN; LENGTH:12 FT
A/N: 400888

STORAGETANK,# 66D-3,WATER D2026 C1.57,D182.6
TREATINGAGENT,
DIMETHYLAMINOPROPYLAMINE
(DMAPA),METHOXYPROPYLAMINE
(MPA),560 GALS; DIAMETER:4 FT;
LENGTH:6 FT
A/N: 407801

FUGITIVEEMISSIONS, D2376 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 407801

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:146
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss1166::SSTTEEAAMMGGEENNEERRAATTIIOONNPPRROOCCEESSS

SSyysstteem 11::UUTTILILIITTYYBBOOILILEERRSS
BOILER,AUXILIARY,2F-4,NATURAL D803 NOX:MAJOR CO: 2000 PPMV (5) [RULE A327.2,D328.1
GAS, REFINERYGAS, 309 MMBTU/HR SOURCE**;SOX: 407,4-2-1982] ; PM: 11 LBS/HR
WITH MAJOR SOURCE** (5B) [RULE 476,10-8-1976] ;
A/N: 145248 PM: 0.1 GRAINS/SCF (5)

[RULE 409,8-7-1981]

PM: 0.01 GRAINS/SCF (5A)
[RULE 476,10-8-1976]

BURNER,NATURALGAS,
REFINERYGAS, COEN,MODEL
DAF29, 4 BURNERS,WITH LOW
NOX BURNER,4 TOTAL;309
MMBTU/HR

BOILER,UTILITY,75F-1,NATURAL D805 NOX:MAJOR CO: 2000 PPMV (5) [RULE A327.2,D328.1
GAS, REFINERYGAS, BABCOCKAND SOURCE**;SOX: 407,4-2-1982] ; PM: 11 LBS/HR
WILCOX,WITH LOWNOX BURNER, MAJOR SOURCE** (5B) [RULE 476,10-8-1976] ;
291 MMBTU/HR WITH PM: 0.1 GRAINS/SCF (5)
A/N: 145246 [RULE 409,8-7-1981]

PM: 0.01 GRAINS/SCF (5A)
[RULE 476,10-8-1976]

BURNER,NATURALGAS, COEN,
MODELDAF-26,THREE,WITH
LOWNOX BURNER,STEAMOR
WATERINJECTION,3 TOTAL;291
MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : STEAM GENERATIONPROCESS

BOILER,UTILITYA-TRAIN,30F-1, D1236 C1238 NOX:MAJOR CO: 10.1 LBS/HR (7) [RULE A327.2, B61.1,
LIQUIFIEDPETROLEUMGAS, SOURCE**;SOX: 1303(b)(2)-O«set,5-10-1996] ; C1.14,D29.2,
REFINERYGAS, ABCO INDUSTRIES, MAJOR SOURCE** CO: 2000 PPMV (5) [RULE D328.1,H23.19
MODEL "D" TYPE, 340 MMBTU/HR 407,4-2-1982] ; NOX: 0.2
WITH LBS/MMBTU (8) [40CFR60
A/N: 281304 SubpartDb,11-16-2006]

NOX: 0.01 LBS/MMBTU (7)
[RULE 2005,4-20-2001] ; PM:
0.1 LBS/MMBTU (8) [40CFR
60 SubpartDb,10-1-2001] ; PM:
11 LBS/HR (5A) [RULE
476,10-8-1976]

PM: 0.01 GRAINS/SCF (5B)
[RULE 476,10-8-1976] ; PM: 5.3
LBS/HR (7) [RULE 1303(b)(2)-
O«set,5-10-1996] ; ROG: 1.77
LBS/HR (7) [RULE 1303(b)(2)-
O«set,5-10-1996]

SO2: 20 PPMV (8) [40CFR60
SubpartJ,6-24-2008]

BURNER,LIQUIFIEDPETROLEUM
GAS, REFINERYGAS, COEN,
MODELDAF-36,WITH LOWNOX
BURNER,2 TOTAL;340
MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionD Page:148
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : STEAM GENERATIONPROCESS

SELECTIVECATALYTICREDUCTION, C1238 D1236 NH3: 20 PPMV (4) [RULE D12.2,D12.8,
HITACHIZOSEN, FIXEDBED, 1303(a)(1)-BACT,5-10-1996] D28.11,E71.7,
CERAMICCATALYST,212 CU FT K40.3
A/N: 281303

BOILER,UTILITYB-TRAIN,30F-2, D1239 C1241 NOX:MAJOR CO: 2000 PPMV (5) [RULE A327.2, B61.1,
LIQUIFIEDPETROLEUMGAS, SOURCE**;SOX: 407,4-2-1982] ; CO: 10.1 C1.14,D29.2,
NATURALGAS, REFINERYGAS, MAJOR SOURCE** LBS/HR (4) [RULE 1303(b)(2)- D328.1,H23.19
ABCO,MODEL "D" TYPE, 340 O«set,5-10-1996] ; NOX: 0.2
MMBTU/HR WITH LBS/MMBTUNATURALGAS
A/N: 281305 (8) [40CFR60 SubpartDb,11-16-

2006]

NOX: 0.2 LBS/MMBTU (8)
[40CFR60 SubpartD,10-4-1991] ;
NOX: 0.01 LBS/MMBTU (4)
[RULE 2005,4-20-2001] ; PM:
0.01 GRAINS/SCF (5A)
[RULE 476,10-8-1976]

PM: 11 LBS/HR (5B) [RULE
476,10-8-1976] ; PM: 0.1
LBS/MMBTU (8) [40CFR60
SubpartD,10-4-1991] ; PM: 5.3
LBS/HR (4) [RULE 1303(b)(2)-
O«set,5-10-1996]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; ROG:
1.77 LBS/HR (5) [RULE
1303(b)(2)-O«set,5-10-1996] ;
SO2: 20 PPMV (8) [40CFR60
SubpartJ,6-24-2008]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 16 : STEAM GENERATIONPROCESS

BURNER,LIQUIFIEDPETROLEUM
GAS,NATURALGAS, REFINERY
GAS, COEN,MODELDAF-36,
WITH LOWNOX BURNER,2
TOTAL;340 MMBTU/HR

SELECTIVECATALYTICREDUCTION, C1241 D1239 NH3: 20 PPMV (4) [RULE D12.2,D12.8,
SERVINGBOILER 30F-2 1303(a)(1)-BACT,5-10-1996] D28.11,E71.7,
A/N: 281302 K40.3

FUGITIVEEMISSIONS, D2009 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 281305

SSyysstteem 22::AANNHHYYDDRROOUUSSAAMMMMOONNIAIASSTTOORRAAGGEEAANNDDVVAAPPOORRIZIZAATTIOIONN
STORAGETANK,PRESSURIZED,30C- D2341 E71.12,K67.13
3, ANHYDROUSAMMONIA,WITH
PRV VENT TO ATMOSPHERESET TO
ATLEAST 265 PSIG, 1000 GALS;
DIAMETER:3 FT 5 IN; LENGTH:13
FT WITH
A/N: 468906

EVAPORATOR, 30E-5, AMMONIA,
ELECTRICHEATED

PPrroocceessss1177::PPEETTRROOLLEEUUMMMMIISSCCEELLLLAANNEEOOUUSSPPRROOCCEESSSEESS

SSyysstteem 22::JEJETTFFUUEELLFFININIISSHHIINNGGSSYYSSTTEEMM
PUMP,55G-88, JET SHIPPING,100 HP D1681
A/N: 280595

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : PETROLEUMMISCELLANEOUSPROCESSES

FUGITIVEEMISSIONS, D1877 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 280595

SSyysstteem 33::EEMMEERRGGEENNCCYYFFIRIREE-W-WAATTEERRSSUUPPPPLLYYSSYYSSTTEEMM
INTERNALCOMBUSTIONENGINE, D955 NOX: PROCESS NOX: 469 LBS/1000GAL B61.2,C1.15,
EMERGENCYFIRE, 67J-6,DIESEL UNIT**; SOX: DIESEL (1) [RULE 2012,5-6- D12.4,D135.1,
FUEL,CATERPILLAR,MODEL #3408, PROCESSUNIT** 2005] ; PM: (9) [RULE 404,2- K67.1
WITH TURBOCHARGER,510 HP 7-1986] ; SOX: 6.24 LBS/1000
A/N: 219444 GAL DIESEL (1) [RULE

2011,5-6-2005]

INTERNALCOMBUSTIONENGINE, D957 NOX: PROCESS NOX: 469 LBS/1000GAL B61.2,C1.15,
EMERGENCYFIRE, 67J-8,DIESEL UNIT**; SOX: DIESEL (1) [RULE 2012,1-7- D12.4,D135.1,
FUEL,CATERPILLAR,MODEL #3408, PROCESSUNIT** 2005] ; PM: (9) [RULE 404,2- K67.1
WITH TURBOCHARGER,510 HP 7-1986] ; SOX: 6.24 LBS/1000
A/N: 219446 GAL DIESEL (1) [RULE

2011,1-7-2005]

INTERNALCOMBUSTIONENGINE, D959 NOX: PROCESS NOX: 469 LBS/1000BBLS B61.2,C1.15,
EMERGENCYFIRE, 67J-4,DIESEL UNIT**; SOX: DIESEL (1) [RULE 2012,5-6- D12.4,D135.1,
FUEL,CUMMINS,MODELNT-855-F1, PROCESSUNIT** 2005] ; PM: (9) [RULE 404,2- K67.1
WITH AFTERCOOLER, 7-1986] ; SOX: 6.24 LBS/1000
TURBOCHARGER,250 HP BBLSDIESEL (1) [RULE
A/N: 178647 2011,5-6-2005]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : PETROLEUMMISCELLANEOUSPROCESSES

INTERNALCOMBUSTIONENGINE, D961 NOX: PROCESS NOX: 469 LBS/1000GAL B61.2,C1.15,
EMERGENCYFIRE, 67J-7, DIESEL UNIT**; SOX: DIESEL (1) [RULE 2012,5-6- D12.4,D135.1,
FUEL,CATERPILLAR,MODEL #3408, PROCESSUNIT** 2005] ; PM: (9) [RULE 404,2- K67.1
WITH AFTERCOOLER, 7-1986] ; SOX: 6.24 LBS/1000
TURBOCHARGER,510 HP GAL DIESEL (1) [RULE
A/N: 219445 2011,5-6-2005]

INTERNALCOMBUSTIONENGINE, D1500 NOX: PROCESS NOX: 469 LBS/1000GAL B61.2,C1.15,
EMERGENCYFIRE, DIESELFUEL, UNIT**; SOX: DIESEL (3) [RULE 2012,5-6- D12.4,D135.1,
CUMMINS,MODELNT-855-F1, PROCESSUNIT** 2005] ; PM: (9) [RULE 404,2- K67.1
SERIALNO. 10470524, 285 BHP 7-1986] ; SOX: 6.24 LBS/1000
A/N: 192385 GAL DIESEL (1) [RULE

2011,5-6-2005]

INTERNALCOMBUSTIONENGINE, D1785 NOX: PROCESS CO: 2.5 GRAM/BHP-HR B61.2,C1.15,
EMERGENCYFIRE, DIESELFUEL, UNIT**; SOX: DIESEL (4) [RULE 1303(a)(1)- D12.4,D135.1,
CATERPILLAR,MODEL 3406CDITA, PROCESSUNIT** BACT,5-10-1996] ; NOX: 469 K67.1
460 BHP LBS/1000GAL DIESEL (1)
A/N: 364686 [RULE 2012,1-7-2005]

NOX: 6.9 GRAM/BHP-HR
DIESEL (4) [RULE 2005,4-20-
2001] ; PM: (9) [RULE 404,2-
7-1986] ; PM10: 0.38
GRAM/BHP-HRDIESEL (4)
[RULE 1303(a)(1)-BACT,5-10-

1996]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : PETROLEUMMISCELLANEOUSPROCESSES

SO2: 6.24 LBS/1000GAL
DIESEL (1) [RULE 2011,1-7-
2005] ; VOC: 1 GRAM/BHP-
HR DIESEL (4) [RULE
1303(a)(1)-BACT,5-10-1996]

SSyysstteem 44::RREESSIIDDRREECCIRIRCCUULLAATTIIOONN
HEATER,RESID RECIRCULATION, D833 NOX: LARGE CO: 400 PPMV (5A) [RULE B61.3, D90.12,
50F-1, INFREQUENTLYOPERATED, SOURCE**;SOX: 1146,11-17-2000] ; CO: 2000 D328.1,
NATURALGAS, REFINERYGAS, MAJOR SOURCE** PPMV (5) [RULE 407,4-2-1982] E193.16,
WITH 5 S-6 GAS BURNER,12 ; NOX: 40 PPMV (3) [RULE E318.1,H23.13
MMBTU/HR WITH 2012,5-6-2005]

A/N: 455159

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: (9)
[RULE 404,2-7-1986]

BURNER,NATURALGAS,
REFINERYGAS,WITH LOWNOX
BURNER,3 TOTAL;12
MMBTU/HR

FUGITIVEEMISSIONS, D2377 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 455159

SSyysstteem 55::RREEFFININEERRY FUEL GAS SYSTEM S13.2,S15.1Y FUEL GAS SYSTEM
VESSEL, 64C-4,FUELGASMIX, D838
HEIGHT:10 FT; DIAMETER:10 FT
A/N: 314183

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : PETROLEUMMISCELLANEOUSPROCESSES

FILTER,REFINERYFUELGAS, OFF D868
PLOT,11 TOTAL,HEIGHT:6 FT 6 IN;
DIAMETER:1 FT 8 IN
A/N: 314183

FUGITIVEEMISSIONS, D869 H23.10,H23.34
MISCELLANEOUS
A/N: 314183

ABSORBER,53C-19,EDISONDRYERS D1675
A/N: 314183

ABSORBER,53C-20,EDISONDRYERS D1676
A/N: 314183

SSyysstteem 66::EEMMEERRGGEENNCCYYPPOOWWEERRGGEENNEERRAATTIIOONN
INTERNALCOMBUSTIONENGINE, D394 NOX: PROCESS NOX: 469 LBS/1000GAL B61.2,C1.15,
EMERGENCYPOWER, 24J-06 , DIESEL UNIT**; SOX: DIESEL (1) [RULE 2012,5-6- D12.4,D135.1,
FUEL,CATERPILLAR,MODEL 3306DI, PROCESSUNIT** 2005] ; PM: (9) [RULE 404,2- K67.1
WITH AFTERCOOLER, 7-1986] ; SOX: 6.24 LBS/1000
TURBOCHARGER,345 HP GAL DIESEL (1) [RULE
A/N: 273519 2011,5-6-2005]

INTERNALCOMBUSTIONENGINE, D1686 NOX: PROCESS NOX: 469 LBS/1000GAL B61.2,C1.15,
EMERGENCYPOWER, 29J-5,DIESEL UNIT**; SOX: DIESEL (1) [RULE 2012,5-6- D12.4,D135.1,
FUEL,CATERPILLAR,MODEL 3306 PROCESSUNIT** 2005] ; PM: (9) [RULE 404,2- K67.1
DJ, CATERPILLAR,WITH 7-1986] ; SOX: 6.24 LBS/1000
AFTERCOOLER,TURBOCHARGER, GAL DIESEL (1) [RULE
245 HP 2011,5-6-2005]

A/N: 316831

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : PETROLEUMMISCELLANEOUSPROCESSES

INTERNALCOMBUSTIONENGINE, D1786 NOX: PROCESS CO: 0.78 GRAM/BHP-HR B61.2,C1.15,
EMERGENCYPOWER,DIESELFUEL, UNIT**; SOX: DIESEL (4) [RULE 1303(a)(1)- D12.4,D135.1,
GENERACCORPOARATION,MODEL PROCESSUNIT** BACT,5-10-1996] ; NOX: 469 K67.1
40DTA-SD075,WITH AFTERCOOLER, LBS/1000GAL DIESEL (1)
TURBOCHARGER,114 BHP [RULE 2012,5-6-2005]

A/N: 366928

NOX: 5.884 GRAM/BHP-HR
DIESEL (4) [RULE 2005,4-20-
2001] ; PM: 0.328
GRAM/BHP-HRDIESEL (4)
[RULE 1303(a)(1)-BACT,5-10-

1996]

PM: (9) [RULE 404,2-7-1986] ;
SOX: 6.24 LBS/1000GAL
DIESEL (1) [RULE 2011,5-6-
2005] ; SOX: 0.184
GRAM/BHP-HRDIESEL (4)
[RULE 2005,4-20-2001]

VOC: 0.648 GRAM/BHP-HR
DIESEL (4) [RULE 1303(a)(1)-
BACT,5-10-1996]

SSyysstteem 77::PPRROOPPAANNEETTRRAANNSSFFEERRFFAACCIILLITITYY
FUGITIVEEMISSIONS, D1888 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 225029

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : PETROLEUMMISCELLANEOUSPROCESSES

SSyysstteem 88::OOddoroirziizninggSSyystsetmemSSeerrvivninggLLPPGGRRaaililCCaarraannd Ta S15.1,S15.2d TannkkTTrruuckckRRaacckk
TANK,HOLDING,64C-5,ODORANT, D2195 E144.1
250 GALS; DIAMETER:2 FT 6 IN;
LENGTH:7 FT 10 IN
A/N: 391812

TANK,HOLDING,52C-107,ETHYL D2196 E144.1
MERCAPTAN,SERVINGLPG TANK
TRUCKRACK, 500 GALS; DIAMETER:
3 FT 1.4 IN; LENGTH:9 FT 11 IN
A/N: 391813

TANK,HOLDING,51C-111,ETHYL D2197 E144.1
MERCAPTAN,250 GALS; DIAMETER:
2 FT 6 IN; LENGTH:7 FT 10 IN
A/N: 391814

FUGITIVEEMISSIONS, D1889 H23.14,H23.34
MISCELLANEOUS
A/N: 391812

SSyysstteem 1111::PPRROODDUUCCTTTTRRAANNSSFFERRING S15.1,S15.2ERRING
KNOCKOUT POT, 30C-22 D1598
A/N: 280595

FUGITIVEEMISSIONS, D1890 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 280595

SSyysstteem 1122::SSLLUUDDGGEETTRRAANNSSFFEERROODDOORRCCOONNTTRROOLL
CARBONADSORBER,55-GALLON C1729 E71.5
DRUM, SERVINGVACUUMTRUCKAT
API SEPARATOR
A/N: 380822

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 17 : PETROLEUMMISCELLANEOUSPROCESSES

SSyysstteem 1133::FFUUEELLSSTTOORRAAGGEEAANNDDDDISISPPEENNSSIINNGG
STORAGETANK,80D-6,MOTOR D963 C1.35,E193.1,
GASOLINE,2000 GALS; DIAMETER:6 J109.1
FT; LENGTH:10 FT
A/N: 381031

FUELDISPENSINGNOZZLE, D965 D182.1,D182.2,
BALANCETYPE PHASE II CONTROL, D330.1,E193.1,
GASOLINE,2 TOTAL J110.1, J373.1
A/N: 381031

PIT,PHASE II VAPORRECOVERY D966
LINECONDENSATETRAP
A/N: 381031

FUGITIVEEMISSIONS, D2010 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 381031

SSyysstteem 1177::SSUUMMPP,,CCOOVVEERREEDD&&CCOONNTTRROOLLLLEEDD
SUMP,NO. 1 PUMP PAD,WIDTH:9 D1783 C1784
FT 11 IN; DEPTH: 11 FT 4 IN;
LENGTH:9 FT 11 IN
A/N: 361854

TANK,WITH 6075 GALLONFLEXIBLE C1784 D1783
CONTAINMENTBLADDER,LENGTH:
16 FT 2 IN; DIAMETER:8 FT
A/N: 361852

FUGITIVEEMISSIONS, D1794 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 361854

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss1188::EELLEECCTTRRICICIITTYYGGEENNEERRAATTIOIONN

SSyysstteem 11::CCOOGGEENNEERRAATTIOIONNSSYYSST S15.1,S31.2TEEMM
TURBINE,24J-01,COGENERATION D926 D925 NOX:MAJOR CO: 2000 PPMV (5) [RULE A327.1, B61.6,
SYSTEM,BUTANE,LIQUIFIED SOURCE**;SOX: 407,4-2-1982] ; NOX: 210 D82.3, H23.15
PETROLEUMGAS,NATURALGAS, MAJOR SOURCE** PPMV (8) [40CFR60 Subpart
REFINERYGAS, GEMODEL 52614P, GG,2-24-2006] ; PM: 11
DRIVINGA 22.83MW GENERATOR, LBS/HR (5A) [RULE 475,10-8-
316 MMBTU/HR 1976

A/N:

RULE 475,8-7-1978] ; PM: 0.1
GRAINS/SCF (5B) [RULE
409,8-7-1981] ; PM: 0.01
GRAINS/SCF (5) [RULE
475,10-8-1976

RULE 475,8-7-1978] ; SO2:
150 PPMV (8) [40CFR60
SubpartGG,2-24-2006] ; SO2: 20
PPMV (8A) [40CFR60 Subpart
J,6-24-2008]

FUGITIVEEMISSIONS, D1811 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 298671

PPrroocceessss1199::AAIIRRPPOOLLLLUUTTIOIONNCCOONNTTRROOLLPPRROOCCEESSS

SSyysstteem 11::RE S13.2,S18.1REFFININEERRYYEEMMEERRGGEENNCCYYRREELLIIEEFFSSYYSSTTEEMM
FLARE,ELEVATEDWITH STEAM C891 D895 D1591 CO: 2000 PPMV (5) [RULE B61.5,D12.6,
INJECTION,WEST,65F-3, HEIGHT: D1592 407,4-2-1982] ; PM: 0.1 D323.2,E193.2,
200 FT; DIAMETER:4 FT GRAINS/SCF (5) [RULE H23.35, I1.1
A/N: INACTIVE 409,8-7-1981]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 19 : AIR POLLUTIONCONTROLPROCESS

FLARE,ELEVATEDWITH STEAM C892 D896 D1591 CO: 2000 PPMV (5) [RULE B61.5,D12.6,
INJECTION,EAST,65F-4,HEIGHT:200 D1592 407,4-2-1982] ; PM: 0.1 D323.2,E193.2,
FT; DIAMETER:4 FT GRAINS/SCF (5) [RULE H23.35, I1.1
A/N: 383364 409,8-7-1981]

FLARE, GROUNDFLARE,ZTOF 65F- C894 D1384 D1591 CO: 2000 PPMV (5) [RULE B61.5,D12.10,
8, NO. 2, EMERGENCY,PRIMARY, D1592 407,4-2-1982] ; PM: 0.1 D323.2,E193.2,
AUTOMATICSTEAMCONTROLS, GRAINS/SCF (5) [RULE H23.35, I1.1
JOHNZINK, FOUR STAGE,HEIGHT: 409,8-7-1981]

125 FT; DIAMETER:42 FT
A/N:

KNOCKOUT POT,WEST ELEVATED D895 C891
FLARE, 65C-7,FLARE STACKBASE,
HEIGHT:25 FT; DIAMETER:12 FT
A/N: 431863

KNOCKOUT POT,EAST ELEVATED D896 C892
FLARE, 65C-8,FLARE STACKBASE,
HEIGHT:33 FT; DIAMETER:12 FT
A/N: 383364

KNOCKOUT POT,FLARE, 65C-17, D897
(H2S),OUT OF SERVICE,HEIGHT:22
FT; DIAMETER:7 FT
A/N: 364405

TANK,FLARE, 65C-21,HIGH D898
PRESSURESURGE, HEIGHT:64 FT 4
IN; DIAMETER:10 FT
A/N: 364405

TANK,FLARE, 65C-22,LOW D899
PRESSURESURGE, HEIGHT:64 FT 4
IN; DIAMETER:10 FT
A/N: 364405

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 19 : AIR POLLUTIONCONTROLPROCESS

KNOCKOUT POT,STANDBYFLARE, D1383
65C-2,OUT OF SERVICE,LENGTH:40
FT; DIAMETER:10 FT 2 IN
A/N: 364405

POT, 65C-14,PRIMARY SEAL D1384 C894
MOLECULARSEAL, HEIGHT:14 FT 6
IN; DIAMETER:6 FT
A/N: 364405

KNOCKOUT POT,FLARE, 65C-19, D1591 C891C892
(HYDROCARBON),HEIGHT:76 FT; C894
DIAMETER:10 FT
A/N: 364405

KNOCKOUT POT,FLARE, 65C-20, D1592 C891C892
(HYDROCARBON),HEIGHT:76 FT; C894
DIAMETER:10 FT
A/N: 364405

FUGITIVEEMISSIONS, D1891 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 364405

SSyysstteem 33::CCookkeerrOO««ggaass/C/Cenentrtraal lVVapapoorrRRececovoevreyryCCoommpprreessosrorSSyystem S7.5, S13.2,stem S15.1, S15.14,
S18.8

COMPRESSOR,COKEROFF-GAS, D980
22K-32, 4500 HP MOTORDRIVER
A/N: 450318

COMPRESSOR,22K-36,VAPOR D981 E71.6
RECOVERYGAS, RECIPROCATING,
1500 HP MOTOR
A/N:

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 19 : AIR POLLUTIONCONTROLPROCESS

COMPRESSOR,22K-37,VAPOR D982 E71.6
RECOVERYGAS, RECIPROCATING,
1500 HP MOTOR
A/N:

COMPRESSOR,22K-38,VAPOR D983 E71.6
RECOVERYGAS, RECIPROCATING,
1500 HP MOTOR
A/N:

COMPRESSOR,22K-39,VAPOR D984 E71.6
RECOVERYGAS, RECIPROCATING,
1500 HP MOTOR
A/N:

COMPRESSOR,22K-40,COKER D985
BLOWDOWNGAS, RECIPROCATING,
1500 HP MOTOR
A/N: 465674

COMPRESSOR,22K-41,COKER D986
BLOWDOWNGAS, RECIPROCATING,
1500 HP MOTOR
A/N: 465674

FUGITIVEEMISSIONS, D1892 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 465674

SSyysstteem 55::EEAASSTTBBUUTTAANNEERREEFFRRIIGGEERRAATTIOIONNSSYYSSTTEEMM
ACCUMULATOR, BUTANE,LENGTH: D1555
8 FT; DIAMETER:3 FT
A/N: 422367

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 19 : AIR POLLUTIONCONTROLPROCESS

COMPRESSOR,55K-1, FULLER D1556
MODELCB30,ELECTRICMOTOR, 15
HP, 60,000CU.FT./DAY,WITH
NITROGENBARRIERFLUIDSEAL
SYSTEM
A/N: 422367

FUGITIVEEMISSIONS, D2378 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 422367

SSyysstteem 66::CCLLEEAANNSSEERRVVICICEEFFLLAARREESSYYSSTTEEMM
KNOCKOUT POT, 55C-2,CLEAN D1557 C1558
SERVICEFLARE
A/N: 386647

FLARE, 55F-1,CLEANSERVICE, C1558 D1557D1559 CO: 2000 PPMV (5) [RULE B61.5,D12.6,
JOHNZINK,MODEL STF-S-10 407,4-2-1982] ; PM: 0.1 E193.2,H23.35
A/N: 386647 GRAINS/SCF (5) [RULE

409,8-7-1981]

KNOCKOUT POT, 55C-18,LENGTH: D1559 C1558
20 FT; DIAMETER:5 FT
A/N: 386647

FUGITIVEEMISSIONS, D2379 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 386647

SSyysstteem 77::WWEESSTTBUT S13.2BUTAANNEERREEFFRRIGIGEERRAATTIOIONNSSYYSSTTEEMM
COMPRESSOR,200 HP, 2 TOTAL D1939
A/N: A86996

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 19 : AIR POLLUTIONCONTROLPROCESS

ACCUMULATOR, BUTANE,50 CU. FT D1940
CAPACITY
A/N: A86996

CONDENSER,SERVINGTANK500X1 D1382
A/N: A86996

FUGITIVEEMISSIONS, D2380 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: A86996

PPrroocceessss2200::G 3GA P1 .1ASSOOLLININEEBBLLEENNDDIINNGG

SSyysstteem 11::ININ-L-LININEEGGAASSOOLLININEEBBLLEENNDDIINNGG
TANK,56C-10,PROTO FUEL, HEIGHT: D1639
7 FT; DIAMETER:3 FT
A/N: 257498

TANK,56C-11,PROTO FUEL, HEIGHT: D1640
7 FT; DIAMETER:3 FT
A/N: 257498

TANK,56C-12,PROTO FUEL, HEIGHT: D1641
7 FT; DIAMETER:3 FT
A/N: 257498

TANK,56C-13,PROTO FUEL, HEIGHT: D1642
7 FT; DIAMETER:3 FT
A/N: 257498

TANK,56C-14,PROTO FUEL, HEIGHT: D1643
7 FT; DIAMETER:3 FT
A/N: 257498

TANK,55D-10,ADDITIVEFEED, 500 D1644
BBL
A/N: 257498

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 20 : GASOLINEBLENDING P13.1

TANK,55D-11,ADDITIVEFEED, 500 D1645
BBL
A/N: 257498

TANK,56D-12,EXCESSFUEL D1646
UNDERGROUND,280 GALS
A/N: 257498

FUGITIVEEMISSIONS, D1895 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 257498

PPrroocceessss2211::RR-2-12919EExxeemmppttEEqquuipipmmeennttSSuubbjejecctttotoSSoouurrccee-S-Sppeecci©i©ccRRuuleless
RULE 219 EXEMPTEQUIPMENT,AIR E1899 H23.7
CONDITIONINGUNITS

RULE 219 EXEMPTEQUIPMENT, E1900 H23.7
REFRIGERATIONUNITS

RULE 219 EXEMPTEQUIPMENT, E1901 H23.8
COOLINGTOWERS

RULE 219 EXEMPTEQUIPMENT, E1902 H23.26
REFRIGERANTRECOVERYAND/OR
RECYCLINGUNITS,

RULE 219 EXEMPTEQUIPMENT, E1904 VOC: (9) [RULE 1107,11-9-
COATINGEQUIPMENT,LOW USE OR 2001;RULE1171,11-7-2003;RULE

EMISSIONS 1171,5-6-2005]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 21 : R-219 Exempt Equipment Subject to Source-Speci© c Rules
RULE 219 EXEMPTEQUIPMENT, E1905 VOC: (9) [RULE 1113,11-8- K67.3
COATINGEQUIPMENT,PORABLE, 1996;RULE1113,7-9-2004;RULE

ARCHITECTURALCOATINGS 1171,11-7-2003;RULE1171,5-6-

2005]

RULE 219 EXEMPTEQUIPMENT, E2022 VOC: (9) [RULE 1171,11-7- H23.27
CLEANINGEQUIPMENT 2003;RULE1171,5-6-2005]

RULE 219 EXEMPTEQUIPMENT,FIRE E1906 H23.9
EXTINGUISHINGEQUIPMENTUSING
HALONS

RULE 219 EXEMPTEQUIPMENT, E2020 VOC: (9) [RULE 1168,10-3- H23.29
LAMINATINGEQUIPMENT,LOW USE 2003;RULE1168,1-7-2005;RULE

OR EMISSIONS 1171,11-7-2003;RULE1171,5-6-

2005]

PPrroocceesss 22: GROUN P13.1s 22 : GROUNDDWWAATTEERR(G(GWW))TTRREEAATTMMEENNTT

SSyysstteem 22::4242SS/T/T,,TTooppLLayayererGGWW/F/FrreeeHHydydrroocacrarbboonnPro S4.2ProdduuctcstsRReecocovvereryy
STORAGETANK,FIXEDROOF, #1, D2027 C2028 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:3 FT; LENGTH:4 FT 5 IN
A/N: 404816

CARBONADSORBER,ACTIVATED C2028 D2027 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404816

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

STORAGETANK,FIXEDROOF, #2, D2029 C2033 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:3 FT; LENGTH:4 FT 5 IN
A/N: 404817

CARBONADSORBER,ACTIVATED C2033 D2029 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404817

STORAGETANK,FIXEDROOF, #3, D2030 C2034 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:3 FT; LENGTH:4 FT 5 IN
A/N: 404819

CARBONADSORBER,ACTIVATED C2034 D2030 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404819

STORAGETANK,FIXEDROOF, #4, D2031 C2035 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:3 FT; LENGTH:4 FT 5 IN
A/N: 404820

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

CARBONADSORBER,ACTIVATED C2035 D2031 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404820

STORAGETANK,FIXEDROOF, #5, D2032 C2036 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:3 FT; LENGTH:4 FT 5 IN
A/N: 404821

CARBONADSORBER,ACTIVATED C2036 D2032 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404821

STORAGETANK,FIXEDROOF, #6, D2037 C2051 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404822

CARBONADSORBER,ACTIVATED C2051 D2037 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404822

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

STORAGETANK,FIXEDROOF, #7, D2038 C2052 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404823

CARBONADSORBER,ACTIVATED C2052 D2038 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404823

STORAGETANK,FIXEDROOF, #8, D2039 C2053 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404825

CARBONADSORBER,ACTIVATED C2053 D2039 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404825

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

STORAGETANK,FIXEDROOF, #9, D2040 C2054 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404826

CARBONADSORBER,ACTIVATED C2054 D2040 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404826

STORAGETANK,FIXEDROOF, #10, D2041 C2055 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404827

CARBONADSORBER,ACTIVATED C2055 D2041 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404827

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

STORAGETANK,FIXEDROOF, #11, D2042 C2056 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404828

CARBONADSORBER,ACTIVATED C2056 D2042 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404828

STORAGETANK,FIXEDROOF, #12, D2043 C2057 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404829

CARBONADSORBER,ACTIVATED C2057 D2043 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404829

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

STORAGETANK,FIXEDROOF, #13, D2044 C2058 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404832

CARBONADSORBER,ACTIVATED C2058 D2044 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404832

STORAGETANK,FIXEDROOF, #14, D2045 C2059 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404833

CARBONADSORBER,ACTIVATED C2059 D2045 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404833

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

STORAGETANK,FIXEDROOF, #15, D2046 C2060 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404834

CARBONADSORBER,ACTIVATED C2060 D2046 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404834

STORAGETANK,FIXEDROOF, #16, D2047 C2061 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404835

CARBONADSORBER,ACTIVATED C2061 D2047 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404835

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

STORAGETANK,FIXEDROOF, #17, D2048 C2062 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404837

CARBONADSORBER,ACTIVATED C2062 D2048 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404837

STORAGETANK,FIXEDROOF, #18, D2049 C2063 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404839

CARBONADSORBER,ACTIVATED C2063 D2049 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404839

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

STORAGETANK,FIXEDROOF, #19, D2050 C2064 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404841

CARBONADSORBER,ACTIVATED C2064 D2050 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404841

STORAGETANK,FIXEDROOF, #20, D2065 C2068 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404842

CARBONADSORBER,ACTIVATED C2068 D2065 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404842

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

STORAGETANK,FIXEDROOF, #21, D2066 C2069 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404843

CARBONADSORBER,ACTIVATED C2069 D2066 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404843

STORAGETANK,FIXEDROOF, #22, D2067 C2070 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404844

CARBONADSORBER,ACTIVATED C2070 D2067 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404844

STORAGETANK,FIXEDROOF, #23, D2071 C2072 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:3 FT; LENGTH:4 FT 5 IN
A/N: 404845

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

CARBONADSORBER,ACTIVATED C2072 D2071 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404845

STORAGETANK,FIXEDROOF, #24, D2073 C2079 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:3 FT; LENGTH:4 FT 5 IN
A/N: 404847

CARBONADSORBER,ACTIVATED C2079 D2073 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404847

STORAGETANK,FIXEDROOF, #25, D2074 C2080 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:3 FT; LENGTH:4 FT 5 IN
A/N: 404848

CARBONADSORBER,ACTIVATED C2080 D2074 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404848

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

STORAGETANK,FIXEDROOF, #26, D2075 C2081 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:3 FT; LENGTH:4 FT 5 IN
A/N: 404849

CARBONADSORBER,ACTIVATED C2081 D2075 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404849

STORAGETANK,FIXEDROOF, #27, D2076 C2082 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:3 FT; LENGTH:4 FT 5 IN
A/N: 404850

CARBONADSORBER,ACTIVATED C2082 D2076 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404850

STORAGETANK,FIXEDROOF, #28, D2077 C2083 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:3 FT; LENGTH:4 FT 5 IN
A/N: 404851

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

CARBONADSORBER,ACTIVATED C2083 D2077 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404851

STORAGETANK,FIXEDROOF, #29, D2078 C2084 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:3 FT; LENGTH:4 FT 5 IN
A/N: 404853

CARBONADSORBER,ACTIVATED C2084 D2078 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404853

STORAGETANK,FIXEDROOF, #30, D2085 C2086 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404854

CARBONADSORBER,ACTIVATED C2086 D2085 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404854

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

STORAGETANK,FIXEDROOF, #31, D2087 C2093 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404855

CARBONADSORBER,ACTIVATED C2093 D2087 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404855

STORAGETANK,FIXEDROOF, #32, D2088 C2094 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404856

CARBONADSORBER,ACTIVATED C2094 D2088 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404856

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

STORAGETANK,FIXEDROOF, #33, D2089 C2095 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404858

CARBONADSORBER,ACTIVATED C2095 D2089 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404858

STORAGETANK,FIXEDROOF, #34, D2090 C2096 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404859

CARBONADSORBER,ACTIVATED C2096 D2090 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404859

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

STORAGETANK,FIXEDROOF, #35, D2091 C2097 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404860

CARBONADSORBER,ACTIVATED C2097 D2091 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404860

STORAGETANK,FIXEDROOF, #36, D2092 C2098 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404862

CARBONADSORBER,ACTIVATED C2098 D2092 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404862

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

STORAGETANK,FIXEDROOF, #37, D2099 C2105 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404863

CARBONADSORBER,ACTIVATED C2105 D2099 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404863

STORAGETANK,FIXEDROOF, #38, D2100 C2106 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404864

CARBONADSORBER,ACTIVATED C2106 D2100 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404864

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

STORAGETANK,FIXEDROOF, #39, D2101 C2107 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404865

CARBONADSORBER,ACTIVATED C2107 D2101 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404865

STORAGETANK,FIXEDROOF, #40, D2102 C2108 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404866

CARBONADSORBER,ACTIVATED C2108 D2102 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404866

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

STORAGETANK,FIXEDROOF, #41, D2103 C2109 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404868

CARBONADSORBER,ACTIVATED C2109 D2103 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404868

STORAGETANK,FIXEDROOF, #42, D2104 C2110 BENZENE: 5 PPMV (4) C1.63
PORTABLE,BOTTOMFILLING,TOP [RULE 1303(a)(1)-BACT,5-10-

LAYERGROUNDWATER(FREE 1996] ; VOC: 50 PPMV (4)
HYDROCARBONPRODUCT), [RULE 1303(a)(1)-BACT,5-10-

EXTRACTEDFROMWELL UTILIZING 1996] ; VOC: 500 PPMV (8)
A SKIMMERPUMP,240 GALS; [40CFR61 SubpartFF,12-4-2003]

DIAMETER:2 FT 10 IN; LENGTH:5
FT 2 IN
A/N: 404869

CARBONADSORBER,ACTIVATED C2110 D2104 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404869

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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EXXONMOBILOIL CORPORATION

SECTIOND: DEVICE ID INDEX

The following sub-section provides an index
to the devices that make up the facility

description sorted by device ID.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D1 1 1 1

D2 1 1 1

D3 2 1 2

D4 4 1 4

D5 1 1 1

D6 2 1 2

D7 2 1 2

D8 2 1 2

D21 4 1 4

D22 5 1 4

D23 1 1 1

D35 2 1 2

D42 121 15 3

D57 7 2 1

D58 7 2 1

D59 7 2 1

D60 8 2 1

D61 8 2 1

D62 8 2 1

D63 8 2 1

D64 8 2 1

D65 8 2 1

D66 8 2 1

D68 9 2 1

D71 9 2 1

D83 14 2 6

D84 14 2 6

D85 15 2 6

D86 9 2 2

D87 9 2 2

D88 9 2 2

D89 10 2 2

D90 10 2 2

D91 10 2 2

D92 10 2 2

D93 10 2 2
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D94 10 2 2

D95 10 2 2

D96 10 2 2

D97 11 2 2

D98 11 2 2

D116 11 2 2

D119 11 2 2

D120 15 2 6

D121 11 2 2

D129 11 2 3

D130 13 2 3

D137 13 2 4

D138 13 2 4

D141 13 2 5

D142 14 2 5

D143 14 2 5

D151 20 3 1

D152 25 3 5

D153 25 3 5

D154 25 3 5

D155 19 3 1

D156 19 3 1

D163 26 3 5

C164 22 3 2

C165 23 3 2

C166 23 3 2

D167 23 3 3

D168 24 3 3

D169 28 4 1

D170 28 4 1

D171 28 4 1

D172 28 4 1

D173 28 4 1

D174 28 4 1

D175 28 4 1

D176 29 4 1
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D177 29 4 1

D178 29 4 1

D188 29 4 1

D189 29 4 1

D190 29 4 1

D191 29 4 1

D192 29 4 1

D193 29 4 1

D194 30 4 1

D196 30 4 1

D197 30 4 1

D198 30 4 1

D200 30 4 1

D201 30 4 1

D202 30 4 1

D206 30 4 1

D221 30 4 1

D224 31 4 1

D225 31 4 1

D227 31 4 1

D228 31 4 1

D229 31 4 1

D230 31 4 1

D231 32 4 2

D232 32 4 2

C233 33 4 2

D234 33 4 2

D235 33 4 2

C236 34 4 2

D237 42 5 1

D238 42 5 1

D239 42 5 1

D240 43 5 1

D241 43 5 1

D242 43 5 1

D243 43 5 1
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D244 43 5 1

D245 43 5 1

D246 43 5 1

D247 43 5 1

D248 44 5 1

D269 37 4 4

D270 37 4 4

D271 44 5 2

D272 44 5 2

D273 44 5 2

D274 44 5 2

D275 44 5 2

D276 44 5 2

D277 45 5 2

D278 45 5 2

D300 45 5 2

C301 46 5 5

D302 34 4 3

D303 34 4 3

D304 34 4 3

D305 35 4 3

D306 35 4 3

D307 35 4 3

D308 35 4 3

D309 35 4 3

D312 35 4 3

D313 35 4 3

D314 35 4 3

D329 36 4 3

D330 36 4 3

D331 36 4 3

D344 47 6 1

D345 47 6 1

D346 47 6 1

D348 47 6 1

D349 48 6 1
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D350 48 6 1

D351 48 6 1

D352 48 6 1

D355 48 6 1

D356 48 6 1

D357 48 6 1

D358 48 6 1

D360 48 6 1

D367 51 6 3

D368 50 6 2

D369 49 6 2

D370 50 6 2

D371 49 6 2

D372 50 6 2

D385 49 6 2

D386 50 6 2

D387 50 6 2

D390 49 6 2

D392 50 6 2

D394 153 17 6

C395 52 6 4

D396 53 7 1

D397 53 7 1

D398 53 7 1

D399 53 7 1

D400 54 7 1

D401 54 7 1

D402 54 7 1

D403 54 7 1

D404 54 7 1

D411 54 7 1

D412 54 7 1

D413 54 7 1

D425 55 7 1

D426 55 7 1

D427 55 7 1
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D428 55 7 1

D437 55 7 1

D448 60 8 1

D449 60 8 1

D450 60 8 1

D452 60 8 1

D453 60 8 1

D454 60 8 1

D455 60 8 1

D458 61 8 1

D459 61 8 1

D460 61 8 1

D461 61 8 1

D464 61 8 1

D465 61 8 1

D466 61 8 1

D467 61 8 1

D468 62 8 1

D469 62 8 1

D471 62 8 1

D472 62 8 1

D473 62 8 1

D474 62 8 1

D475 62 8 1

D479 73 9 6

D480 63 8 2

D481 63 8 2

D482 67 9 1

D483 67 9 1

D484 67 9 1

D485 67 9 1

D486 67 9 1

D487 67 9 1

D488 67 9 1

D489 68 9 1

D490 68 9 1
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D491 68 9 1

D492 68 9 1

D493 68 9 1

D494 68 9 1

D495 68 9 1

D496 68 9 1

D497 69 9 1

D498 70 9 2

D499 70 9 2

D500 70 9 2

D501 70 9 2

D502 70 9 2

D503 70 9 2

D504 70 9 2

D505 71 9 2

D506 71 9 2

D507 71 9 2

D508 71 9 2

D509 71 9 2

D525 71 9 2

D542 71 9 2

D543 71 9 2

D557 38 4 5

D558 38 4 5

D559 38 4 5

D560 38 4 5

D561 38 4 5

D562 38 4 5

D563 38 4 5

D564 38 4 5

D565 39 4 5

D567 39 4 5

D568 39 4 5

D569 39 4 5

D570 39 4 5

D571 39 4 5
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D572 39 4 5

D574 40 4 5

D575 40 4 5

D576 40 4 5

D579 73 11 1

D580 73 11 1

D581 73 11 1

D582 73 11 1

D583 74 11 1

D584 74 11 1

D585 74 11 1

D586 74 11 1

D587 74 11 1

D588 75 11 2

D589 75 11 2

D590 75 11 2

D594 74 11 1

D595 74 11 1

D603 81 11 8

D606 82 11 8

D608 82 11 8

D609 82 11 8

D610 82 11 8

D612 79 11 5

D613 79 11 5

D614 79 11 5

D615 80 11 5

D616 80 11 5

D617 80 11 5

C626 93 13 8

D627 80 11 6

D628 80 11 6

D629 80 11 6

D630 80 11 6

D631 81 11 6

D632 81 11 7
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D633 81 11 7

D636 83 11 9

D637 83 11 9

D638 83 11 9

D639 83 11 10

D640 83 11 10

D642 84 11 11

D643 84 11 11

D644 93 13 6

D651 85 12 1

D652 87 12 2

D653 89 12 3

D655 89 12 3

D657 81 11 7

D661 90 12 3

D663 85 12 1

D664 87 12 2

D666 85 12 1

D667 86 12 1

D668 87 12 1

D669 87 12 2

D670 88 12 2

D671 89 12 2

D675 91 13 1

D680 94 14 1

D681 94 14 1

D683 95 14 1

D684 95 14 1

D685 95 14 1

C686 96 14 2

C687 96 14 2

D688 96 14 2

D689 95 14 1

D690 97 15 1

D691 97 15 1

D692 97 15 1
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D693 97 15 1

D694 97 15 1

D695 98 15 1

D696 98 15 1

D697 98 15 1

D698 98 15 1

Device Index For SectionD

Device ID SectionD Page No. Process System

D699 98 15 1

D700 98 15 1

D701 136 15 6

D702 98 15 1

D703 104 15 2

D704 99 15 1

D705 95 14 1

D706 99 15 1

D708 99 15 1

D709 99 15 1

D710 99 15 1

D711 99 15 1

D712 99 15 1

D713 100 15 1

D714 100 15 1

D715 100 15 1

D716 100 15 1

D718 100 15 1

D719 100 15 1

D720 100 15 1

D721 101 15 1

D722 101 15 1

D723 101 15 1

D724 101 15 1

D725 105 15 2

D726 101 15 1

D727 101 15 1
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D728 102 15 1

D729 125 15 6

D730 105 15 2

D731 106 15 2

D732 106 15 2

D733 107 15 2

D734 140 15 6

D735 141 15 6

D736 107 15 2

D737 107 15 2

D738 108 15 2

D739 108 15 2

D740 136 15 6

D741 109 15 2

D742 139 15 6

D743 140 15 6

D744 125 15 6

D745 135 15 6

D746 135 15 6

D747 126 15 6

D748 109 15 2

D749 110 15 2

D750 110 15 2

D751 111 15 2

D752 127 15 6

D753 127 15 6

D754 128 15 6

D755 134 15 6

D756 134 15 6

D757 132 15 6

D758 137 15 6

D759 141 15 6

D760 142 15 6

D761 138 15 6

D762 139 15 6

D763 138 15 6
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D764 133 15 6

D765 111 15 2

D766 112 15 2

D767 112 15 2

D768 129 15 6

D769 113 15 2

D770 113 15 2

D771 114 15 2

D772 114 15 2

D773 115 15 2

D774 115 15 2

D775 137 15 6

D776 129 15 6

D777 132 15 6

D778 130 15 6

D779 131 15 6

D780 120 15 3

D781 120 15 3

D782 120 15 3

D783 120 15 3

D784 120 15 3

D785 121 15 3

D786 121 15 3

D787 121 15 3

D788 121 15 3

D789 121 15 3

D790 121 15 3

D791 122 15 3

D792 122 15 3

D793 122 15 3

D794 122 15 3

D795 122 15 3

D796 122 15 3

D797 122 15 3

D798 123 15 3

D799 123 15 3
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D800 123 15 3

D801 123 15 3

D802 123 15 3

D803 146 16 1

D805 146 16 1

D830 116 15 2

D831 116 15 2

D832 117 15 2

D833 152 17 4

D838 152 17 5

D868 153 17 5

D869 153 17 5

C891 157 19 1

C892 158 19 1

C894 158 19 1

D895 158 19 1

D896 158 19 1

D897 158 19 1

D898 158 19 1

D899 158 19 1

D913 5 1 6

D914 5 1 6

D915 102 15 1

C916 6 1 6

D917 16 2 6

D918 16 2 6

D919 13 2 3

D920 25 3 4

D922 45 5 4

C923 46 5 4

D924 46 5 5

D925 51 6 3

D926 157 18 1

D927 56 7 2

D928 57 7 2

D929 57 7 2
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D930 59 7 2

D931 59 7 2

D933 65 8 6

D934 65 8 6

D935 65 8 6

D936 65 8 6

D937 66 8 7

D939 66 8 8

C940 66 8 8

D947 66 8 7

D949 41 4 6

D950 41 4 6

C952 90 12 5

D955 150 17 3

D957 150 17 3

D959 150 17 3

D961 151 17 3

D963 156 17 13

D965 156 17 13

D966 156 17 13

D980 159 19 3

D981 159 19 3

D982 160 19 3

D983 160 19 3

D984 160 19 3

D985 160 19 3

D986 160 19 3

S1010 34 4 2

D1192 64 8 5

D1193 65 8 5

D1194 65 8 5

D1195 72 9 5

D1196 72 9 5

D1202 36 4 3

D1203 49 6 2

D1204 36 4 3
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D1206 69 9 1

D1207 69 9 1

D1208 72 9 2

D1209 72 9 2

D1210 72 9 2

D1220 133 15 6

D1236 147 16 1

C1238 148 16 1

D1239 148 16 1

C1241 149 16 1

D1244 36 4 3

D1250 4 1 3

D1256 31 4 1

D1260 31 4 1

D1264 49 6 1

D1265 49 6 1

D1266 50 6 2

D1269 55 7 1

D1276 55 7 1

D1277 56 7 1

D1278 56 7 1

D1279 56 7 1

D1280 56 7 1

D1287 69 9 1

D1298 69 9 1

D1299 69 9 1

D1303 72 9 2

D1311 75 11 2

D1314 76 11 3

D1316 84 11 12

D1318 76 11 3

D1320 84 11 12

D1322 84 11 12

D1324 84 11 12

D1326 76 11 3

D1328 85 11 12
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D1330 84 11 12

D1333 76 11 3

D1335 77 11 3

D1341 85 11 12

D1366 89 12 3

D1368 90 12 3

D1375 91 12 6

D1376 96 14 2

D1377 96 14 2

D1379 123 15 3

D1382 162 19 7

D1383 159 19 1

D1384 159 19 1

D1403 58 7 2

D1417 102 15 1

D1418 124 15 3

D1419 102 15 1

D1425 104 15 1

D1428 102 15 1

D1437 102 15 1

D1439 124 15 3

D1470 91 13 2

D1474 92 13 5

D1475 92 13 5

D1500 151 17 3

D1511 21 3 1

D1520 92 13 4

D1526 91 13 3

D1527 92 13 3

D1552 56 7 1

D1554 144 15 7

D1555 160 19 5

D1556 161 19 5

D1557 161 19 6

C1558 161 19 6

D1559 161 19 6
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D1560 92 13 5

C1561 92 13 5

D1589 19 3 1

C1590 22 3 2

D1591 159 19 1

D1592 159 19 1

D1598 155 17 11

D1636 20 3 1

D1639 162 20 1

D1640 162 20 1

D1641 162 20 1

D1642 162 20 1

D1643 162 20 1

D1644 162 20 1

D1645 163 20 1

D1646 163 20 1

D1651 63 8 3

D1652 63 8 3

D1653 63 8 3

D1654 64 8 3

D1655 64 8 3

D1659 64 8 3

D1660 64 8 3

D1661 64 8 4

D1671 97 14 3

D1675 153 17 5

D1676 153 17 5

D1681 149 17 2

D1685 103 15 1

D1686 153 17 6

C1729 155 17 12

S1731 6 1 6

S1732 52 6 3

S1739 22 3 1

D1740 26 3 5

D1741 40 4 5
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D1742 40 4 5

D1743 117 15 2

D1747 118 15 2

D1751 118 15 2

D1755 119 15 2

D1763 124 15 5

S1766 93 13 8

D1773 94 14 1

D1775 96 14 2

D1783 156 17 17

C1784 156 17 17

D1785 151 17 3

D1786 154 17 6

D1787 104 15 1

D1788 2 1 1

D1789 6 1 6

D1790 9 2 1

D1791 11 2 2

D1792 13 2 4

D1793 14 2 5

D1794 156 17 17

D1800 22 3 1

D1803 32 4 1

D1805 34 4 2

D1807 52 6 3

D1808 44 5 1

D1809 45 5 2

D1810 36 4 3

D1811 157 18 1

D1815 49 6 1

D1819 56 7 1

D1825 62 8 1

D1826 66 8 7

D1827 64 8 3

D1828 64 8 4

D1829 73 9 5
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D1830 69 9 1

D1831 72 9 2

D1834 40 4 5

D1838 76 11 2

D1839 82 11 8

D1840 80 11 5

D1842 77 11 3

D1844 94 13 8

D1845 81 11 6

D1847 93 13 6

D1849 87 12 1

D1850 89 12 2

D1851 90 12 3

D1853 90 12 5

D1860 95 14 1

Device Index For SectionD

Device ID SectionD Page No. Process System

D1862 103 15 1

D1863 120 15 2

D1864 124 15 3

D1865 125 15 5

D1877 150 17 2

D1888 154 17 7

D1889 155 17 8

D1890 155 17 11

D1891 159 19 1

D1892 160 19 3

D1895 163 20 1

D1897 103 15 1

D1898 103 15 1

E1899 163 21 0

E1900 163 21 0

E1901 163 21 0

E1902 163 21 0

E1904 163 21 0
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E1905 164 21 0

E1906 164 21 0

D1907 95 14 1

D1909 86 12 1

D1910 86 12 1

D1911 86 12 1

D1912 86 12 1

D1913 88 12 2

D1914 88 12 2

D1915 55 7 1

D1916 142 15 7

D1917 143 15 7

D1918 143 15 7

D1919 143 15 7

D1920 143 15 7

D1924 103 15 1

D1925 104 15 1

D1926 143 15 7

D1927 144 15 7

D1928 144 15 7

D1929 144 15 7

D1930 144 15 7

D1936 50 6 2

D1937 3 1 2

D1938 96 14 2

D1939 161 19 7

D1940 162 19 7

D1942 88 12 2

D1943 88 12 2

D1944 85 12 1

D1945 87 12 2

D1946 89 12 3

D1947 89 12 3

D1948 90 12 3

D1949 90 12 3

S1953 90 12 5
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D1955 91 13 2

D1956 92 13 4

D1957 65 8 5

S1971 51 6 3

S1972 58 7 2

S1975 59 7 2

D1983 75 11 1

D1987 81 11 7

D1988 83 11 9

D2005 124 15 3

D2007 85 12 1

D2008 87 12 2

D2009 149 16 1

D2010 156 17 13

S2018 96 14 2

S2019 96 14 2

E2020 164 21 0

S2021 51 6 3

E2022 164 21 0

D2023 144 15 7

D2024 145 15 7

D2025 145 15 7

D2026 145 15 7

D2027 164 22 2

C2028 164 22 2

D2029 165 22 2

D2030 165 22 2

D2031 165 22 2

D2032 166 22 2

C2033 165 22 2

C2034 165 22 2

C2035 166 22 2

C2036 166 22 2

D2037 166 22 2

D2038 167 22 2

D2039 167 22 2
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D2040 168 22 2

D2041 168 22 2

D2042 169 22 2

D2043 169 22 2

D2044 170 22 2

D2045 170 22 2

D2046 171 22 2

D2047 171 22 2

D2048 172 22 2

D2049 172 22 2

D2050 173 22 2

C2051 166 22 2

C2052 167 22 2

C2053 167 22 2

C2054 168 22 2

C2055 168 22 2

C2056 169 22 2

C2057 169 22 2

C2058 170 22 2

C2059 170 22 2

C2060 171 22 2

C2061 171 22 2

C2062 172 22 2

C2063 172 22 2

C2064 173 22 2

D2065 173 22 2

D2066 174 22 2

D2067 174 22 2

C2068 173 22 2

C2069 174 22 2

C2070 174 22 2

D2071 174 22 2

C2072 175 22 2

D2073 175 22 2

D2074 175 22 2

D2075 176 22 2
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D2076 176 22 2

D2077 176 22 2

D2078 177 22 2

C2079 175 22 2

C2080 175 22 2

C2081 176 22 2

C2082 176 22 2

C2083 177 22 2

C2084 177 22 2

D2085 177 22 2

C2086 177 22 2

D2087 178 22 2

D2088 178 22 2

D2089 179 22 2

D2090 179 22 2

D2091 180 22 2

D2092 180 22 2

C2093 178 22 2

C2094 178 22 2

C2095 179 22 2

C2096 179 22 2

C2097 180 22 2

C2098 180 22 2

D2099 181 22 2

D2100 181 22 2

D2101 182 22 2

D2102 182 22 2

D2103 183 22 2

D2104 183 22 2

C2105 181 22 2

C2106 181 22 2

C2107 182 22 2

C2108 182 22 2

C2109 183 22 2

C2110 183 22 2

D2137 2 1 2
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D2138 3 1 2

D2139 3 1 2

D2140 3 1 2

D2141 3 1 2

D2142 3 1 2

D2143 3 1 2

D2144 3 1 2

D2145 4 1 3

D2146 75 11 2

D2192 75 11 2

D2193 75 11 2

D2194 2 1 1

D2195 155 17 8

D2196 155 17 8

D2197 155 17 8

D2214 76 11 3

D2215 77 11 3

D2216 77 11 3

C2219 77 11 3

D2220 77 11 4

D2221 78 11 4

D2222 78 11 4

C2223 78 11 4

D2224 78 11 4

D2225 78 11 4

D2226 78 11 4

D2227 78 11 4

D2228 79 11 4

C2229 79 11 4

D2230 79 11 4

D2231 79 11 4

D2232 53 6 5

C2250 65 8 6

D2255 4 1 3

D2256 4 1 3

D2257 6 1 7
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D2258 6 1 7

D2259 6 1 7

D2291 16 2 7

D2292 17 2 7

D2293 17 2 7

D2294 17 2 7

D2295 17 2 7

D2296 17 2 7

D2297 17 2 7

D2298 17 2 7

D2299 18 2 8

D2300 18 2 8

D2301 18 2 8

D2302 18 2 8

D2303 18 2 8

D2305 20 3 1

D2307 20 3 1

D2309 21 3 1

D2310 21 3 1

D2311 21 3 1

D2312 21 3 1

D2313 21 3 1

C2314 22 3 2

D2316 24 3 3

C2317 24 3 3

D2320 24 3 4

D2321 26 3 5

D2322 26 3 5

D2323 26 3 5

D2324 26 3 6

D2325 27 3 6

D2328 27 3 7

D2329 27 3 7

D2330 27 3 7

D2331 18 2 7

D2332 18 2 7
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SECTIOND: DEVICE ID INDEX

Device Index For SectionD

Device ID SectionD Page No. Process System

D2333 18 2 8

D2334 19 2 8

D2335 19 2 8

D2336 7 1 8

D2339 42 4 7

D2340 42 4 7

D2341 149 16 2

D2348 47 5 6

D2366 16 2 6

D2367 25 3 4

D2368 37 4 4

D2369 41 4 6

D2370 46 5 4

D2371 46 5 5

D2372 59 7 2

D2373 63 8 2

D2374 65 8 6

D2375 142 15 6

D2376 145 15 7

D2377 152 17 4

D2378 161 19 5

D2379 161 19 6

D2380 162 19 7

D2383 66 8 8

D2384 12 2 3

D2385 12 2 3

D2386 12 2 3

D2388 12 2 3

D2389 12 2 3

D2390 93 13 7
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

FACILITYCONDITIONS

F9.1 Except for open abrasive blasting operations, the operator shall not discharge into the atmosphere from any single
source of emissions whatsoever any air contaminant for a period or periods aggregatingmore than three minutes
in any one hourwhich is:

(a) As dark or darker in shade as that designatedNo.1 on the Ringelmann Chart, as published by the United
States Bureau of Mines; or

(b) Of such opacity as to obscure an observer'sview to a degree equal to or greater than does smoke described
in subparagraph (a) of this condition.

[RULE 401, 3-2-1984; RULE 401, 11-9-2001]

F14.1 The operator shall not purchase diesel fuel containing sulfur compounds in excess of 15 ppm by weight as
suppliedby the supplier.

This condition shall become e«ective on or after June 1, 2004.

[RULE 431.2, 5-4-1990]

F24.1 Accidental release preventionrequirementsof Section 112(r)(7):

a). The operator shall comply with the accidental release prevention requirementspursuant to 40 CFR Part 68
and shall submit to the ExecutiveO¬cer, as a part of an annual compliance certi©cation, a statement that certi©es
compliance with all of the requirements of 40 CFR Part 68, including the registration and submission of a risk
managementplan (RMP).

b). The operator shall submit any additional relevant information requested by the Executive O¬cer or
designatedagency.

[40CFR 68 - AccidentalReleasePrevention,5-24-1996]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

F25.1 The permit holder of this facility shall not install, alter, or operate a re©nery process unit or other non-Rule 219
exempt equipmentwithout a valid RECLAIM/TitleV permit issued by the AQMD pursuant to Rule 201 - Permit
to Construct, Rule 203 - Permit to Operate, Rule 2004 - Requirements, and Rule 3002 - Requirements, as
applicable.

Notwithstanding the above, the provisions of Rules 201, 203, 2004, and 3002 shall not apply to installations or
alterations that involve only the equipment listed in Table 1 below, nor shall they apply to the operation of
equipment listed in Table1, when directly associatedwith permitted process units or other permitted equipment.

Notwithstanding the above, all new equipment listed in Table 1, including associated fugitive components
installed with such equipment, shall have Best Available Control Technology installed in conformance with the
Best AvailableControlTechnologyGuidelines in e«ect at the time of the installation.

TABLE1

(a) Heat Exchanger (includingair-cooler,reboiler, cooler, condenser,and shell and tube exchanger)

(b) In-lineMixer

(c) Pump

(d) Knockout Pot - Compressorinlet (immediate inlet) and interstage

(e) Knockout Pot - Fuel Gas System (downstreamof fuel gas mix drums)

This condition applies only to the facility that processes petroleum as de©ned in the Standard Industrial
Classi©cation Manual as IndustryNo. 2911 - PetroleumRe©ning, as well as its directly associated sulfur recovery
plantwhichmay be located outside of the facility.

[RULE 2004, 5-11-2001]

F34.1 The operator shall not sell re©nery gas containing sulfur compounds in excess of 40 ppmv, calculated as hydrogen
sul©de, averagedover 4-hour period.

[RULE 431.1, 6-12-1998]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

F52.1 This facility is subject to the applicable requirementsof the followingrules or regulation(s):

40CFR79
40CFR80
CaliforniaCode of Regulations,Title 13,Division 3, Chapter 5

[40CFR 79, 7-1-1999; 40CFR 80, 7-1-1999; CCR Title 13, 9-24-1999]

F52.2 This facility is subject to the applicable requirementsof the followingrules or regulation(s):

CONSENT DECREE CIVIL CASE No. 05 C 5809. The facility shall send the District a copy of the
semiannual updates sent to the EPA of the speci©c requirementof emission standardsand limitations from the
ConsentDecree as well as dates of compliance for the requirementnot yet ful©lled

40CFR60,SubpartA

40CFR61 SubpartA

40CFR63, SubpartA

[40CFR 60 Subpart A, 5-16-2007; 40CFR 61 Subpart A, 5-16-2007; 40CFR 63 Subpart A, 5-16-2007;
CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

F60.1 The emission limits identi©ed in Section D and H of the permit shall be de©ned as emissions discharged to the
atmosphere from the originatingequipment.

PROCESSCONDITIONS



SectionD Page:214
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

P13.1 All devices under this process are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

HAPs 40CFR61,SUBPART FF

[40CFR 61 Subpart FF, 12-4-2003]

[Processessubject to this condition : 1, 2, 3, 4, 5, 7, 8, 9, 11, 12, 13, 14, 15, 20, 22, 23]

P13.2 All devices under this process are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

HAPs 40CFR63, SUBPART UUU

[40CFR 63 SubpartUUU, #2, 4-20-2006]

[Processessubject to this condition : 3, 23]

SYSTEM CONDITIONS



SectionD Page:215
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S1.2 The operator shall limit the production rate to no more than 1.4e+06 ton(s) in any one year.

The purpose(s)of this condition is to limit production rate without increasing the maximum allowable PM10
emissions based on existing production capacity and not triggering New Source Review. This production
limitation shall be reassessed if a di«erent emission factor for PM10 is deemed more apprpriate for this
process by the District.

The purpose(s) of this condition is to limit the coke production for both North and South Delayed Coking
Units at 1400000 dry tons/yr.

The purpose(s) of this condition is to require Mobil to maintain production records on a monthly basis on
site, and available forDistrict inspection.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process2, System 1 , 2]

S1.3 The operator shall limit the throughput to no more than 300000 barrel(s) in any one month.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process13, System 9]

S1.4 The operator shall limit the throughput to no more than 1400000 ton(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process2, System 3]

S1.5 The operator shall limit the throughput to no more than 8000 ton(s) in any one day.

Throughput shall be de©ned as coke materialwith a moisture content of 10 % or less

[RULE 1303, 5-10-1996]

[Systems subject to this condition : Process2, System 7]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S2.1 The operator shall limit emissions from this system as follows

CONTAMINANT EMISSIONSLIMIT

VOC Less than 2.5 lbs/mmscfof hydrogen produced

[RULE 1189, 1-21-2000]

[Systems subject to this condition : Process6, System 1 , 2]

S4.1 The following condition(s) shall apply to all a«ected devices listed under Section D of this system for fugitive
emissionsof volatile organic compounds (VOC):

All new valves in VOC service except those speci©cally exempted by Rule 1173, shall be bellow-sealed
valves for 2-inch and smaller sizes, except in the following applciations: heavy liquid service, control valve,
instrumentpiping/tubing, applicationsrequiring torsional valve stem motion, applicationswhere valve failure
could pose safety hazard (e.g. drain valves with valve stems in horizontal position), and retro©ts with space
limitations.

All new valves greater than 2-inch size and major components in VOC service as de©ned by Rule 1173,
except those speci©cally exempted by Rule 1173 shall be distinctly identi©ed from other components through
their tag numbers (e.g. numbers ending in the letter "N"), and shall be noted in the records.

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges shall be inspected
quarterlyusing EPA referencemethod 21

All new valves& ªanges in VOC service except those speci©cally exempted by Rule 1173, shall be inspected
monthly using EPA Method 21. The operatormay revert to quarterly inspection uponDistrict approval,after
2 consecutivemonthly inspecitons in which only 2 percent or less are found to be leaking above 500 ppmv.
For leaks greater than 500 ppmv, repair shall be attempted within 5 days of detection.Repair or replacement
shall be completedwithin 15 days, unless demonstratedotherwise

[RULE 1173, 5-13-1994; RULE 1173, 12-6-2002;RULE 1303(a)(1)-BACT,5-10-1996]

[Systems subject to this condition : Process 3, System 1 , 5; Process 4, System 1; Process 5, System 1 , 2;
Process 6, System 1 , 2; Process 7, System 1; Process8, System 1 , 2 , 6; Process9, System 1 , 2; Process11,
System 3 , 4; Process23, System 1]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S4.2 The following condition(s) shall apply to all a«ected devices listed under Section D of this system for fugitive
emissionsof volatile organic compounds (VOC):

The operator shall monitor the groundwater extraction well caps, pumps (except submerged pump(s)),
©ttings, and hatches with no detectableVOC leak emissionsof greater than 500 ppmv

The operator shall monitor the emissions quarterly after the ©rst three (3) monthly monitoring events. All
VOC leak emissionsgreater than 500 ppmv shall be repairedwithin 14 days of detection

The operator shall keep records of each inspection,subsequent repair, and reinspection,in a manner approved
by the District

[RULE 1303(a)(1)-BACT,5-10-1996]

[Systems subject to this condition : Process22, System 2]

S4.3 The following condition(s) shall apply to all a«ected devices listed under Section H of this system for fugitive
emissionsof volatile organic compounds (VOC):

The operator shall keep records of each inspection,subsequent repair, and reinspection,in a manner approved
by the District

The operator shall monitor the pumps (except submergedpump(s)) and valves located before the liquid phase
activated carbon, the groundwater extraction well caps, and process drains with no detectable VOC leak
emissionsof greater than 500 ppmv

The operator shall monitor the emissions quarterly after the ©rst three (3) monthly monitoring events. All
VOC leak emissionsgreater than 500 ppmv shall be repairedwithin 14 days of detection

[RULE 1303(a)(1)-BACT,5-10-1996]

[Systems subject to this condition : Process22, System 1]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S7.2 The followingconditions shall apply to all re©nery operation and related devices from this system:

The operator shall not operate this equipment unless the vessel receiver (10C-9), additive storage tank (10D-
1) and the two steam ejectors (10H-1A/B and 10H-2A/B) are vented to a vapor recovery system whenever
they are in use.

For all valves in VOC service, except those speci©cally exempted by Rule 1173, bellows seal valves shall be
used for two inches and smaller service, except in the following applications: heavy liquid service, control
valves, instrument piping/tubing, applications requiring torsional valve stem motion, applications where
failures could pose safety hazards (e.g., drain valves with valve stems in horizontal position), and retro©ts
with space limitations.

All new valves and ªanges in VOC services except bellow sealed valves and those speci©cally exempted by
Rule 1173 shall be inspected monthly using EPA ReferenceMethod 21. If 98 percent or greater of the new
valve and ªange population inspected is found to leak gaseous or liquid VOCs at a rate less than 500 ppm,
then the operatormay revert to a quarterly inspectionprogramwith the approval of the ExecutiveO¬cer.

All new components in VOC service as de©ned by Rule 1173, except those speci©cally exempt by Rule 1173,
shall be identi©ed by listing or tag numbers from other components. All new major components shall have
distinct tag numbers (e.g., numbers ending in the letter "N"), and shall be noted in the records.

All new components in VOC service, except pressure relief devices for which a leak in excess of 200 ppm,
shall be repairedwithin 5 days of detection.A leak greater than 500 ppm but less than 1000 ppmmeasured as
methane above background by EPAMethod 21 shall be repairedwithin 14 days of detection.

[RULE 1173, 5-13-1994;RULE 1173, 12-6-2002;RULE 1303(a)(1)-BACT,5-10-1996]

[Systems subject to this condition : Process8, System 3]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S7.3 The followingconditions shall apply to all re©nery operation and related devices from this system:

All new components in VOC service as de©ned by Rule 1173, except those speci©cally exempt by Rule 1173,
shall be identi©ed by listing or tag numbers from other components. All new major components shall have
distinct tag numbers (e.g., numbers ending in the letter "N"), and shall be noted in the records.

For all valves in VOC service, except those speci©cally exempted by Rule 1173, bellows seal valves shall be
used for two inches and smaller service, except in the following applications: heavy liquid service, control
valves, instrument piping/tubing, applications requiring torsional valve stem motion, applications where
failures could pose safety hazards (e.g., drain valves with valve stems in horizontal position), and retro©ts
with space limitations.

All new valves and ªanges in VOC services except bellow sealed valves and those speci©cally exempted by
Rule 1173 shall be inspected monthly using EPA ReferenceMethod 21. If 98 percent or greater of the new
valve and ªange population inspected is found to leak gaseous or liquid VOCs at a rate less than 500 ppm,
then the operatormay revert to a quarterly inspectionprogramwith the approval of the ExecutiveO¬cer.

All new components in VOC service, except pressure relief devices for which a leak in excess of 200 ppm,
shall be repairedwithin 5 days of detection.A leak greater than 500 ppm but less than 1000 ppmmeasured as
methane above background by EPAMethod 21 shall be repairedwithin 14 days of detection.

[RULE 1173, 5-13-1994; RULE 1173, 12-6-2002;RULE 1303(a)(1)-BACT,5-10-1996]

[Systems subject to this condition : Process8, System 4]

S7.5 The followingconditions shall apply to all re©nery operation and related devices from this system:

The operator shall only operate this equipment if it complies with all applicable mitigation measures
stipulated in the "MitigationMonitoringPlan" documentwhich is part of the AQMD Certi©ed Environmental
Impact Report dated 12-October-2001.

The operator shallmaintain records in a manner approvedby the District, to demonstrate compliancewith the
applicablemeasures stipulated in the "MitigationMonitoringPlan" document.

[CA PRC CEQA, 11-23-1970]

[Systems subject to this condition : Process8, System 5; Process 13, System 1 , 3 , 4 , 11; Process 19, System
3]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S7.6 The followingconditions shall apply to all re©nery operation and related devices from this system:

The operator shall not use this system to processwastewater havingVOC content of 5 mg per liter or more as
determinedby test method speci©ed in District Rule 1176.

[RULE 1176, 9-13-1996]

[Systems subject to this condition : Process14, System 4]

S7.9 The followingconditions shall apply to all re©nery operation and related devices from this system:

The operator shall only inject the SOx reducing catalyst (GRACE Davison Super DESOX) into the
regeneratoras research catalyst duringR441 experimentalperiod

The operator shall keep records, in a manner approvedby the District, for the usage of SOx reducing catalyst
(GRACEDavison SuperDESOX) during the experimentalperiod

The AQMD shall be noti©ed at least 3 days prior to the start date of each trial

The operator shall provide to the District an experimental report including, but not limited to, the SOx
emission data, no later than 45 days after each trial

The operator shall provide to the District an experimental report including, but not limited to, the NOx
emission data, no later than 45 days after each trial

This Rule 441 research shall expire November 26, 2009, or sooner if the research has been completed.
Should extension be necessary, a written request shall be submitted to the AQMD by October 26, 2009,
stating the length and reason for the extension

[RULE 441, 5-7-1976]

[Systems subject to this condition : Process23, System 1]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S13.1 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

PM District Rule 1158

[RULE 1158, 6-11-1999]

[Systems subject to this condition : Process2, System 3 , 7 , 8]

S13.2 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1123

[RULE 1123, 12-7-1990]

[Systems subject to this condition : Process 1, System 1 , 2 , 4 , 7; Process 2, System 1 , 2 , 4 , 5; Process 3,
System 1 , 5 , 7; Process 4, System 1 , 3 , 5; Process 5, System 1 , 2; Process 6, System 1 , 2; Process 7,
System 1; Process8, System 1 , 2 , 3 , 4 , 6; Process 9, System 1 , 2 , 5 , 6; Process 11, System 1 , 2 , 3 , 4 ,
5 , 6 , 7 , 8 , 9 , 10 , 11 , 12; Process 17, System 5; Process 19, System 1 , 3 , 7; Process 22, System 1;
Process23, System 1]

S13.3 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

VOC District Rule 463

[RULE 1149, 7-14-1995; RULE 463, 5-6-2005]

[Systems subject to this condition : Process15, System 3]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S13.4 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1178

[RULE 1178, 4-7-2006;RULE 463, 5-6-2005]

[Systems subject to this condition : Process15, System 1 , 2 , 5]

S13.5 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1189

[RULE 1189, 1-21-2000]

[Systems subject to this condition : Process6, System 1 , 2]

S13.6 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

SOX 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008]

[Systems subject to this condition : Process12, System 1 , 2]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S13.7 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 462

VOC 40CFR60,SUBPART XX

[RULE 462, 5-14-1999;40CFR 60 Subpart XX, 12-19-2003]

[Systems subject to this condition : Process13, System 3 , 4]

S13.8 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 462

[RULE 462, 5-14-1999]

[Systems subject to this condition : Process13, System 9]

S13.9 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

[RULE 1176, 9-13-1996]

[Systems subject to this condition : Process1, System 3; Process14, System 1]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S13.10 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1149

VOC District Rule 1178

For Rule 463 applicability,only division (d) in the 11 March 1994 amendment, or equivalent requirements in
the future amendments, shall apply to the domed external ªoating roof tanks. This does not preclude any
requirementsspeci©ed in Rule 1178.

[RULE 1149, 7-14-1995;RULE 1178, 4-7-2006;RULE 463, 5-6-2005]

[Systems subject to this condition : Process15, System 6]

S13.11 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

VOC 40CFR60,SUBPART QQQ

[RULE 1176, 9-13-1996; 40CFR 60 SubpartQQQ, 10-17-2000]

[Systems subject to this condition : Process14, System 2]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S15.1 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All emergency vent gases shall be directed to a blowdown ªare system except Devices IDs D35, D1250,
D2145, D57 TO D62, D71, D68, D86-D91,D98, D152, D237, D349, D360, D629, D630, D631, D657,
D638,D668,D671,D1503-D1505,D1507 that vent to the atmosphere.

This process/systemshall not be operated unless the blowdown ªare system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process 1, System 1 , 2 , 3 , 4 , 7; Process 2, System 1 , 2 , 4 , 5; Process
3, System 1 , 5 , 7; Process 4, System 1 , 3 , 5; Process 5, System 1 , 2; Process 6, System 1 , 2; Process 7,
System 1; Process8, System 1 , 2 , 3 , 4 , 6; Process 9, System 1 , 2 , 5; Process 11, System 1 , 2 , 3 , 4 , 5 ,
6 , 7 , 8 , 9 , 10 , 11 , 12; Process 12, System 1 , 2 , 3 , 4; Process 13, System 1 , 2 , 3 , 4; Process 17,
System 5 , 8 , 11; Process18, System 1; Process19, System 3; Process23, System 1]

S15.2 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to a vapor recovery system.

This process/system shall not be operated unless the vapor recovery system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process 1, System 1 , 2; Process 2, System 4 , 5; Process 3, System 5;
Process 4, System 1 , 3 , 5; Process 5, System 1 , 2; Process 6, System 1 , 2; Process 7, System 1; Process 8,
System 1 , 2 , 3 , 4 , 6; Process 9, System 1 , 2 , 5 , 6; Process 11, System 1 , 2; Process 12, System 1 , 2;
Process13, System 1 , 2 , 3 , 4; Process17, System 8 , 11]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S15.4 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All acid gases under normal operating conditions shall be directed to the sulfur recoveryunit(s).

This process/systemshall not be operated unless the sulfur recovery unit is in full use and has a valid permit
to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Systems subject to this condition : Process11, System 4 , 6 , 7 , 9 , 10 , 11]

S15.5 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to a sulfur vapor collection system.

This process/systemshall not be operated unless the vapor collection system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process12, System 6; Process13, System 6]

S15.6 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to a vapor control system.

This process/systemshall not be operated unless the vapor control system is in full use and has a valid permit
to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process13, System 7 , 9]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S15.7 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to a vapor recovery system except devices
IDs 57 to 62, 71, 86 to 91, and 98 that vent to the atmosphere.

This process/system shall not be operated unless the vapor recovery system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process2, System 1 , 2]

S15.8 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the absorber located within this system.

This process/systemshall not be operated unless the absorber is in full use and has a valid permit to receive
vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process9, System 1]

S15.9 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the absorber located within this system or the absorber located in the
Product (Jet Fuel/Diesel/Other)HydrodesulfurizationUnit (P4/S5).

This process/systemshall not be operated unless the absorber is in full use and has a valid permit to receive
vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process4, System 1]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S15.10 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the absorber located in the SaturateGas Plant (P9/S1), the UnsaturateGas
Plant (P9/S2),or the DEA AbsorptionSystem (P11/S5).

This process/systemshall not be operated unless the absorber is in full use and has a valid permit to receive
vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process1, System 1; Process4, System 5]

S15.11 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the absorber located in the Unsaturate Gas Plant (P9/S2) or the DEA
AbsorptionSystem (P11/S5).

This process/systemshall not be operated unless the absorber is in full use and has a valid permit to receive
vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process 3, System 5]

S15.12 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the absorber located in the SaturateGas Plant (P9/S1), the UnsaturateGas
Plant (P9/S2), the Product (Jet Fuel/Diesel/Other) Hydrodesulfurization Unit (P4/S5), or the DEA
AbsorptionSystem (P11/S5).

This process/systemshall not be operated unless the absorber is in full use and has a valid permit to receive
vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process4, System 3]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S15.13 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the absorber located in the Saturate Gas Plant (P9/S1), the Product (Jet
Fuel/Diesel/Other)HydrodesulfurizationUnit (P4/S5),or the DEA AbsorptionSystem (P11/S5).

This process/systemshall not be operated unless the absorber is in full use and has a valid permit to receive
vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process5, System 1 , 2; Process 7, System 1]

S15.14 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the absorber located in the Fuel Gas TreatingUnit (P11/S3), the Unsaturate
Gas Plant (P9/S2),or the DEA AbsorptionSystem (P11/S5).

This process/systemshall not be operated unless the absorber is in full use and has a valid permit to receive
vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process19, System 3]

S15.15 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All emergencyvent gases shall be directed to the vapor recovery system and/orªare.

This process/system shall not be operated unless the vapor recovery system is in full use and has a valid
permit to receive vent gases from this system.

This process/systemshall not be operated unless the ªare is in full use and has a valid permit to receive vent
gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process9, System 6]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S15.16 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All blowdownwater shall be directed to the vapor recovery system.

This process/system shall not be operated unless the vapor recovery system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process15, System 3]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S18.1 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Loading/Unloading Process (Process:13, System: 1, 2, 3 & 4)

HydrogenProduction (Process:6, System: 1 & 2)

Gas Production Process (Process:9, System: 1, 2, 5 & 6)

CatalyticReforming (Process:5, System: 1 & 2)

Treating/StrippingProcess (Process:11, System: 1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11 & 12)

Fluid CatalyticCrackingUnit (Process:3, System: 1, 5 & 7)

PetroleumMiscellaneousProcess (Process:17, System: 5, 8 & 11)

Hydrocracking Unit (Process:7, System: 1)

Air PollutionControl Process (Process:19, System: 3)

Crude DistillationUnit (Process:1, System: 1, 2, 3, 4 & 7)

Coking and Residual Conditioning (Process:2, System: 1, 2, 4,& 5)

HydrotreatingProcess (Process:4, System: 1, 3 & 5)

AlkylationUnit (Process:8, System: 1, 2, 3, 4 & 6)

Sulfur Production Process (Process:12, System: 1, 2, 3 & 4)

ElectricityGeneration (Process:18, System: 1)

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process19, System 1]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S18.2 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Hydrocracking Unit (Process:7, System: 1)

PlatinumReformerUnit (Process:5, System: 1 & 2)

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process9, System 1]

S18.3 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Treating/StrippingUnits (Process:11, System: 6, 7, 9, 10 & 11)

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process12, System 1 , 2]

S18.4 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Sulfur Storage (Process:12, System: 6)

Sulfur Loading (Process:13, System: 6)

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process13, System 7]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S18.5 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

SulfurVapor Collection System (Process:13, System: 7)

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process13, System 8]

S18.6 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Resid Loading Sytem (Process:13, System: 9)

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process13, System 10]

S18.7 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

WastewaterTreatmentSystem (Process:14, System: 1)

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process14, System 2]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S18.8 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Loading/Unloading Process (Process:13, System: 1, 2, 3 & 4)

Catalyst RegenerationProcess (Process:10, System: 1)

HydrogenProduction (Process:6, System: 1 & 2)

GasolineBlending (Process:20, System: 1)

Gas Production Process (Process:9, System: 1, 2, 5 & 6)

CatalyticReforming (Process:5, System: 1 & 2)

Treating/StrippingProcess (Process:11, System: 1, 2, 3 & 5)

Fluid CatalyticCrackingUnit (Process:3, System: 1 & 5)

PetroleumMiscellaneousProcess (Process:17, System: 5, 8 & 11)

Hydrocracking Unit (Process:7, System: 1)

Crude DistillationUnit (Process:1, System: 1, 2, 3 & 4)

Coking and Residual Conditioning (Process:2, System: 1, 2, 4,& 5)

HydrotreatingProcess (Process:4, System: 1, 3 & 5)

AlkylationUnit (Process:8, System: 1, 2, 3 & 4)

DehydratorUnit (Process:17, System: 16)

Pressurizedstorage tanks (Process:15, System: 3)

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process19, System 3]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S18.12 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Sulfur Production, Claus TrainsA & B (Process:12, System: 1 & 2)

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process12, System 3 , 4]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S31.2 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by application number(s) 384499, 385155, 389291, 389292, 411508, 411586, 422931, 435110
& 435111:

All valves shall be bellow-sealedexcept in the following applications: valves in heavy liquid service, control
valves, instrument piping/tubing valves, valves requiring torsional stem motion, situations where valve
failure could pose safety hazard (e.g., drain valves with stems in the horizontal position), retro©t/special
application valves with space limitation and valves not commercially available. District shall approve all
exceptions to this requirement.

All valves and new major components shall be physically identi©ed in the ©eld with special markings that
distinguish the components from non-BACT components. Additionally, all new components shall be
identi©ed as BACT components in the record.

All valves shall be inspectedmonthly using EPA ReferenceMethod 21. The operatormay revert to quarterly
inspection upon District approval, after two consecutive monthly inspections in which only two percent or
less are found to be leaking above 500 ppmv.For leaks greater than 500 ppmv above background, repair shall
be attempted within ©ve (5) days of detection. Repair or replacement shall be completed within 15 days,
unless demonstratedotherwise.

The operator shall keep records of the monthly inspections,subsequent repairs and reinspections, if any, in a
manner approvedby the District.

The operator shall provide the following information to the District no later than 60 days after initial startup
of the equipment in the system:

a) Piping and instrumentationdiagrams (or some other equivalentDistrict-approveddiagrams) that identify all
valves. The operator shall also provide a listing of all valves (bellows and non-bellows) categorized by
location, type, size, accessibility,and service; and

b) Recalculation of fugitive emissions based on actual fugitive components installed and removed from
service. All valves shall be categorized by tag number, type, size, body material, service, and reason(s)why
bellow seal valves were not used.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process4, System 1 , 3; Process 6, System 2; Process 9, System 6; Process
13, System 1 , 3 , 4 , 11; Process18, System 1]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S31.3 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)435112 & subsequent applicationnumber 475236:

All valves shall be bellow-sealedexcept in the following applications: valves in heavy liquid service, control
valves, instrument piping/tubing valves, valves requiring torsional stem motion, situations where valve
failure could pose safety hazard (e.g., drain valves with stems in the horizontal position), retro©t/special
application valves with space limitation and valves not commercially available. District shall approve all
exceptions to this requirement.

All valves and new major components shall be physically identi©ed in the ©eld with special markings that
distinguish the components from non-BACT components. Additionally, all new components shall be
identi©ed as BACT components in the record.

All valves shall be inspectedmonthly using EPA ReferenceMethod 21. The operatormay revert to quarterly
inspection upon District approval, after two consecutive monthly inspections in which only two percent or
less are found to be leaking above 500 ppmv.For leaks greater than 500 ppmv above background, repair shall
be attempted within ©ve (5) days of detection. Repair or replacement shall be completed within 15 days,
unless demonstratedotherwise.

The operator shall keep records of the monthly inspections,subsequent repairs and reinspections, if any, in a
manner approvedby the District.

The operator shall provide the following information to the District no later than 60 days after initial startup
of the equipment in the system:

a) Piping and instrumentationdiagrams (or some other equivalentDistrict-approveddiagrams) that identify all
valves. The operator shall also provide a listing of all valves (bellows and non-bellows) categorized by
location, type, size, accessibility,and service; and

b) Recalculation of fugitive emissions based on actual fugitive components installed and removed from
service. All valves shall be categorized by tag number, type, size, body material, service, and reason(s)why
bellow seal valves were not used.

The operator shall provide the following information to the District prior to converting AN 435112 and
subsequent AN 475236 from PC to PO (Process11, System 12):

Recalculationof fugitive emissions based on actual fugitive components installed in Process 11, Systems 3 &
4 (ANs 422300 & 377122), which were combined with System 12 in the previously issued permit, for NSR
adjustment

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process11, System 3 , 4 , 12]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S31.4 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)448496:

All valves shall be bellow-sealedexcept in the following applications: valves in heavy liquid service, control
valves, instrument piping/tubing valves, valves requiring torsional stem motion, situations where valve
failure could pose safety hazard (e.g., drain valves with stems in the horizontal position), retro©t/special
application valves with space limitation and valves not commercially available. District shall approve all
exceptions to this requirement.

All valves and new major components shall be physically identi©ed in the ©eld with special markings that
distinguish the components from non-BACT components. Additionally, all new components shall be
identi©ed as BACT components in the record.

All valves shall be inspectedmonthly using EPA ReferenceMethod 21. The operatormay revert to quarterly
inspection upon District approval, after two consecutive monthly inspections in which only two percent or
less are found to be leaking above 500 ppmv.For leaks greater than 500 ppmv above background, repair shall
be attempted within ©ve (5) days of detection. Repair or replacement shall be completed within 15 days,
unless demonstratedotherwise.

The operator shall keep records of the monthly inspections,subsequent repairs and reinspections, if any, in a
manner approvedby the District.

The operator shall provide the following information to the District no later than 60 days after initial startup
of the equipment in the system:

a) Piping and instrumentationdiagrams (or some other equivalentDistrict-approveddiagrams) that identify all
valves. The operator shall also provide a listing of all valves (bellows and non-bellows) categorized by
location, type, size, accessibility,and service; and

b) Recalculation of fugitive emissions based on actual fugitive components installed and removed from
service. All valves shall be categorized by tag number, type, size, body material, service, and reason(s)why
bellow seal valves were not used.

The operator shall provide the following information to the District prior to convertingAN 448496 from PC
to PO (Process1, System 4):

Recalculationof fugitive emissionsbased on actual fugitive components installed in Process 1, Systems 1 & 4
(ANs 431770 & 448496), which were combined with System 1 in the previously issued permit, for NSR
adjustment

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process1, System 4]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S42.2 The operator shall not operate the FCCU unless the operator complies with the emission limits of the following
rule by May 30, 2009 or 90 days from the date of start up of the FCCU from turnaround, whichever is earlier:

Contaminant Rule Rule/Subpart

PM10 District Rule 1105.1

NH3 District Rule 1105.1

If the operator fails to complywith any of the terms and conditions listed below, the operator shall be subject
to the compliancedeadlines as speci©ed in Rule 1105.1(d)(1).

1. Award contract(s) to construct and install the control technology by May 1, 2007

2. Begin construction of the control technology permitted by the AQMD for compliance with Rule
1105.1(d)(1) by October 1, 2007, or within 30 days of receiving all necessary permits, whichever is later.
These dates may be extended in writing by the Executive O¬cer upon request by ExxonMobil if the CEQA
document is not ©nalized by July 1, 2007. Any such extension(s) shall not be for a period of more than ©ve
months after the original dealine listed in this paragraph.

3. Start operationof at least one (1) new ESP (i.e., either C2283 or C2284) alongwith two (2) existing ESPs,
C165 and C166) to ensure compliance with Rule 1105.1(d)(1) by March 1, 2009 with the startup of the
FCCU. If one (1) new ESP is operated, the inlet ªowrate to the ESP shall not exceed 160,000 dscfm

4. Comply with all Rule 1105.1(d)(1) requirementsno later than May 30, 2009, or 90 days after the startup
of the FCCU, whichever is earlier

[RULE 1105.1, 11-7-2003]

[Systems subject to this condition : Process 3, System 1; Process23, System 1]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

S46.1 The followingconditions shall apply to VOC service fugitive components in this system:

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

For the purpose of this condition, existing component shall be de©ned as any component that was installed
under a permit to construct/operate that was issued prior to June 1, 1993. New component shall be de©ned as
any component that was installed or modi©ed under a permit to construct that triggered BACT for VOCs
issued between June 1, 1993 and December 27, 2001.

All new valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in the following applications: heavy liquid service, control valves, instrument
piping/tubing, applications requiring torsional valve stem motion, applications where failures could pose
safety hazards (e.g. drain valves with valve stems in horizontal position), retro©ts with space limitations, and
valves not commerciallyavailable.

All new valves and new major components, as de©ned in Rule 1173, shall be physically identi©ed in the ©eld
with special marking that distinguishes the components from existing. Additionallyall new components shall
be distinctly identi©ed from existing components through their tag numbers (e.g. numbers ending in the letter
"N"), and shall be noted in the records.

All new components in VOC service with a leak greater than 500 ppm but less than 1,000 ppm, as methane,
measured above background using EPA Method 21, shall be repaired within 14 days of detection. A leak
greater than 1,000 ppm shall be repaired according to Rule 1173.

All new pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All new sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process8, System 5]

DEVICE CONDITIONS

A. Emission Limits
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

A63.3 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

Visible emissions Less than 10 Percent opacity

The emission limit applies for dischargesof durationof greater than 3 minutes in any one hour

[RULE 1158, 6-11-1999]

[Devices subject to this condition : D129, D130, D919, D2291, D2292, D2293, D2294, D2295, D2296,
D2297,D2298,D2299,D2300,D2301,D2302,D2303,D2331,D2332,D2333,D2334,D2335,D2389]

A63.4 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

Visible emissions Less than or equal to 30 Percent opacity

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D151]

A72.1 The operator shallmaintain this equipment to achieve a minimum overall control e¬ciency of 95 percent for VOC
during the normal operationof the equipment it vents.

[RULE 1176, 9-13-1996;40CFR 60 SubpartQQQ, 10-17-2000]

[Devices subject to this condition : C686, C687]

A195.1 The 9 PPMVNOX emission limit(s) is averagedover 15 minutes corrected to 15% excess oxygen, dry basis.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D925]
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The operator shall comply with the terms and conditions set forth below:

A327.1 For the purposeof determiningcompliancewith District Rule 475, combustioncontaminantemissionsmay exceed
the concentrationlimit or the mass emission limit listed, but not both limits at the same time.

[RULE 475, 10-8-1976; RULE 475, 8-7-1978]

[Devices subject to this condition : D926]

A327.2 For the purposeof determiningcompliancewith District Rule 476, combustioncontaminantemissionsmay exceed
the concentrationlimit or the mass emission limit listed, but not both limits at the same time.

[RULE 476, 10-8-1976]

[Devices subject to this condition : D803,D805,D1236,D1239]

B.Material/FuelTypeLimits

B22.1 The operator shall not use this equipment with materials having a(n) true vapor pressure of 11 psia or greater
under actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D692,D730,D747,D773,D774,D776,D778,D779]

B22.3 The operator shall only use this equipment with materials having a(n) true vapor pressure of 5.23 psia or less
under actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1763]

B22.5 The operator shall not use this equipment with materials having a(n) Reid vapor pressure of 13 psia or greater
under actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D708]
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The operator shall comply with the terms and conditions set forth below:

B22.8 The operator shall not use this equipmentwithmaterials having a(n) true vapor pressure of 1 psia or greater under
actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D751]

B22.9 The operator shall not use this equipment with materials having a(n) true vapor pressure of 0.1 psia or greater
under actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D716,D719]

B22.10 The operator shall not use this equipmentwithmaterials having a(n) true vapor pressure of 4 psia or greater under
actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D765]

B22.11 The operator shall not use this equipmentwith materials having a(n) true vapor pressure of 1.13 psia or greater
under actual operating conditions.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1743,D1747,D1751,D1755]

B59.1 The operator shall only use the followingmaterial(s) in this device :

Finished Gasoline, Oxygenated gasoline additives, Dehexanizer overhead/bottoms, Alkylate, Light/Heavy
FCC, Light/heavy hydrocracked naphtha, Reformate, Light straight run, Hydrotreated naphtha,
Isooctane/isooctene, Ra¬nate, Cat poly gasoline,RBOB

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1401, 6-15-2001]

[Devices subject to this condition : D761,D762]
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The operator shall comply with the terms and conditions set forth below:

B59.2 The operator shall only use the followingmaterial(s) in this device :

Diesel fuel, acid soluble oil, clari©ed slurry oil, vacuum gas oil, light vacuum gas oil, full range vacuum gas
oil, heavy vacuum gas oil, ligh cycle oil

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D702]

B61.1 The operator shall only use fuel gas containing the following speci©ed compounds:

Compound ppm by volume

total sulfur calculated as H2S less than 100

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D925,D1236,D1239]

B61.2 The operator shall only use diesel fuel containing the following speci©ed compounds:

Compound weight percent

Sulfur less than or equal to 0.05

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D394,D955,D957,D959,D961,D1500,D1686,D1785,D1786]
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The operator shall comply with the terms and conditions set forth below:

B61.3 The operator shall not use fuel gas containing the following speci©ed compounds:

Compound ppm by volume

H2S greater than 160

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D83, D84, D85, D120, C164, D231, D232, D234, D235, D270, D367,
D833,D913,D914,D917,D918,D920,D925,D927,D928,D929,D930,D931,D949,D950,D1403]

B61.5 The operator shall not use (or combust) vent gas containing the following speci©ed compounds:

Compound ppm by volume

H2S greater than 160

The 160 ppmv limit is averaged over three hours, excluding any vent gas resulting from an emergency,
shutdown, startup, process upset or relief valve leakage

[RULE 1118, 11-4-2005]

[Devices subject to this condition : C891, C892, C894, C1558]

B61.6 The operator shall not use fuel gas containing the following speci©ed compounds:

Compound ppm by volume

H2S greater than 160

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D926]
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The operator shall comply with the terms and conditions set forth below:

C. Throughput or OperatingParameter Limits

C1.1 The operator shall limit the ©ring rate to no more than 108MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D920]

C1.2 The operator shall limit the ©ring rate to no more than 129MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D930]

C1.3 The operator shall limit the ©ring rate to no more than 73MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D931]

C1.4 The operator shall limit the fuel usage to no more than 1.6 MM cubic feet per day.

For the purposeof this condition, fuel usage shall be de©ned as gas usage.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D917]

C1.5 The operator shall limit the ©ring rate to no more than 64 MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D950]
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The operator shall comply with the terms and conditions set forth below:

C1.6 The operator shall limit the number of turnovers to no more than 146 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D692]

C1.7 The operator shall limit the number of turnovers to no more than 39 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D716]

C1.8 The operator shall limit the throughput to no more than 5000000 barrels in any one calendar year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D776]

C1.9 The operator shall limit the throughput to no more than 9250000 barrels in any one calendar year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D778,D779]

C1.10 The operator shall limit the number of turnovers to no more than 34 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D724]

C1.11 The operator shall limit the number of turnovers to no more than 41 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D773,D774]
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The operator shall comply with the terms and conditions set forth below:

C1.12 The operator shall limit the ©ring rate to no more than 931MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 2005, 5-6-2005]

[Devices subject to this condition : D925]

C1.13 The operator shall limit the number of turnovers to no more than 40 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D726]

C1.14 The operator shall limit the ©ring rate to no more than 340MM Btu per hour.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1236,D1239]

C1.15 The operator shall limit the operating time to no more than 199 hour(s) in any one year.

[RULE 1110.2, 2-1-2008; RULE 1304(a)-Modelingand O«set Exemption, 6-14-1996]

[Devices subject to this condition : D394,D955,D957,D959,D961,D1500,D1686,D1785,D1786]

C1.17 The operator shall limit the throughput to no more than 1.59505e+07 barrel(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1763]

C1.18 The operator shall limit the number of turnovers to no more than 24.5 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1685]
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The operator shall comply with the terms and conditions set forth below:

C1.19 The operator shall limit the throughput to no more than 216720 gallon(s)permonth.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1925]

C1.20 The operator shall limit the throughput to no more than 1000 gallon(s)permonth.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1926]

C1.21 The operator shall limit the throughput to no more than 1517 gallon(s)permonth.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1927]

C1.22 The operator shall limit the throughput to no more than 8333 gallon(s)permonth.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1928,D1929]

C1.23 The operator shall limit the throughput to no more than 1473 gallon(s)permonth.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1930]

C1.25 The operator shall limit the throughput to no more than 4442 gallon(s)permonth.

To comply with this condition, the operator shall maintain purchase records in a manner approved by the
District. Such records shall be made available to District personnel upon request.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1917]
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The operator shall comply with the terms and conditions set forth below:

C1.26 The operator shall limit the throughput to no more than 2000 gallon(s)permonth.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1918]

C1.27 The operator shall limit the throughput to no more than 1474 gallon(s)permonth.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1919]

C1.29 The operator shall limit the throughput to no more than 220000 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way roof
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the roof. For the purpose of this condition, continuous recording is de©ned
as once per every 15 minutes.

The operator shall calculate the total one-way roofmovement, in feet, on a daily and monthly basis.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank levelmeasurementby more than 1.0 inch or 0.8 percent,whichever
is greater, the ATLG shall be repaired and put back into service within 10 days.While the ATLG is being
repaired, the throughput shall be determinedby the hourly tank level data averaged from the previous30 days
prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance.While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D742,D743]
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The operator shall comply with the terms and conditions set forth below:

C1.30 The operator shall limit the throughput to no more than 737000 barrel(s) in any one month.

The operator shall complywith the following throughputmeasurementpractices.

The operator shall calculate the throughput, in barrels, by the following equation: V / H(subscript: t) x
H(subscript: a), where V is the volume of the tank in barrels based on the most recent version of API
Standard 2550, H(subscript: t) is the height of the tank based on tank strapping chart and H(subscript: a) is
the total vertical one-way liquid surface level travel in feet permonth.

The operator shall calculate the total one-way liquid surface levelmovement, in feet, on a monthly basis.

An automatic tank level gauge (ATLG) shall be used to continuously measure the liquid surface level
movement. The ATLG shall be veri©ed once per quarter by comparing against a manual tank level
measurement. If the ATLG di«ers from the manual tank level measurement by more than 0.8 percent, the
ATLG shall be repaired.While the ATLG is being repaired, throughput shall be determined by hourly tank
level data averaged for the previous30 days, prior to the discoveryof the discrepancy.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D757]

C1.31 The operator shall limit the throughput to no more than 703500 barrel(s) in any one month.

The operator shall complywith the following throughputmeasurementpractices.

The operator shall calculate the throughput, in barrels, by the following equation: V/H (subscript: t) x H
(subscript: a), where V is the volume of the tank in barrels based on the most recent version of API Standard
2550, H (subscript: t) is the height of the tank based on the tank strapping chart and H (subscript: a) is the
total vertical one-way liquid surface level travel in feet permonth..

The operator shall calculate the total one-way liquid surface levelmovement, in feet, on a monthly basis..

An automatic tank level gauge (ATLG) shall be used to continuously measure the liquid surface level
movement. The ATLG shall be veri©ed once per quarter by comparing against a manual tank level
measurement. If the ATLG di«ers from the manual tank level measurement by more than .8 percent, the
ATLG shall be repaired.While the ATLG is being repaired, throughput shall be determined by hourly tank
level data averaged for the previous30 days, prior to the discoveryof the discrepancy..

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1220]
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The operator shall comply with the terms and conditions set forth below:

C1.32 The operator shall limit the throughput to no more than 270000 barrel(s) in any one calendarmonth.

The operator shall complywith the following throughputmeasuringpractices:.

The operator shall calculate the throughput, in barrels, by the following equation: V/H (subscript: t) x H
(subscript: a), where V is the volume of the tank in barrels based on the most recent version of the API
Standard2550,H (subscript:t) is the height of the tank based on the tank strapping chart and H (subscript:a)
is the total vertical one-way liquid surface level travel in feetmonth.

The operator shall calculate the total one-way liquid surface levelmovement, in feet, on a monthly basis.

An automatic tank level gauge (ATLG) shall be used to continuously measure the liquid surface level
movement and record the liquid level reading every 15 minutes.The ATLG shall be veri©ed once per quarter
by comparing against a manual tank level measurement. If the ATLG di«ers from the manual tank level
measurementby more than 0.8 percent, the ATLG shall be repaired.

While the ATLG is being repaired, throughput shall be determinedby the hourly tank level data averaged for
the previous30 days, prior to the discoveryof the discrepancy.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1743,D1747,D1751,D1755]
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The operator shall comply with the terms and conditions set forth below:

C1.33 The operator shall limit the throughput to no more than 145000 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way roof
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continously
record the vertical movement of the roof. For the purpose of this condition, continuous recording is de©ned
as once per every 15 minutes.

The operator shall calculate the total one-way roofmovement, in feet, on a daily and monthly basis.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank levelmeasurementby more than 1.0 inch or 0.8 percent,whichever
is greater, the ATLG shall be repaired and put back into service within 10 days.While the ATLG is being
repaired, the throughput shall be determinedby the hourly tank level data averaged from the previous30 days
prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance.While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D734,D735]

C1.35 The operator shall limit the gasoline dispensed to no more than 45000 gallon(s)permonth.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D963]

C1.37 The operator shall limit the number of turnovers to no more than 50 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D715]
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The operator shall comply with the terms and conditions set forth below:

C1.41 The operator shall limit the number of turnovers to no more than 26 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D730]

C1.42 The operator shall limit the number of turnovers to no more than 10 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D751]

C1.44 The operator shall limit the throughput to no more than 439342 barrel(s) in any one month.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1924]

C1.45 The operator shall limit the throughput to no more than 135972 barrel(s) in any one month.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D915]

C1.46 The operator shall limit the throughput to no more than 46666 barrel(s) in any one calendarmonth.

For the purposeof this condition, throughput shall be de©ned as throughput of fuel oil.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1897,D1898]

C1.48 The operator shall limit the throughput to no more than 457833 barrel(s) in any one month.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D761,D762]
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The operator shall comply with the terms and conditions set forth below:

C1.49 The operator shall limit the number of turnovers to no more than 52 in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1787]

C1.50 The operator shall limit the throughput to no more than 240000 barrel(s) in any one month.

For the purpose of this condition, throughput shall be de©ned as throughput of gasoline, light gas oil, light
vacuum gas oil, heavy gas oil, heavy vacuum gas oil, hydrotreated kerosene, hydrotreated vacuum gas oil,
hydrodesulfurizedmiddle distillate, and straight run gas oil combined.

The operator shall complywith the following throughputmeasurementpractices.

The operator shall calculate the throughput, in barrels, by the following equation: V/H (subscript: t) x H
(subscript: a), where V is the volume of the tank in barrels based on the most recent version of the API
Standard2550,H (subscript:t) is the height of the tank based on the tank strapping chart and H (subscript:a)
is the total vertical one-way liquid surface level travel in feetmonth.

The operator shall calculate the total one-way liquid surface levelmovement, in feet, on a monthly basis.

An automatic tank level gauge (ATLG) shall be used to continuously measure the liquid surface level
movement and record the liquid level reading every 15 minutes.The ATLG shall be veri©ed once per quarter
by comparingagainst a manual tank levelmeasurement.

If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch 0.8 percent whichever is
greater, the ATLG shall be repaired and put back into service within 10 days of the time that the ATLG failed
or was removed from service for maintenance.While the ATLG is being repaired, the throughput shall be
determined by the hourly tank level data averaged from the previous 30 days prior to the discovery of the
discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service.While the
ATLG is being repaired, throughput shall be determined by hourly tank level data averaged for the prior 30
days, prior to the discoveryof the discrepancy.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D708]
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The operator shall comply with the terms and conditions set forth below:

C1.51 The operator shall limit the throughput to no more than 670000 barrel(s) in any one month.

For the purposeof this condition, throughput shall be de©ned as throughput of gasoline, light vacuum gas oil,
heavy vacuum gas oil, kerosene,hydrodesulfurizedmiddle distillate, and straight run gas oil combined.

The operator shall complywith the following throughputmeasurementpractices.

The operator shall calculate the throughput, in barrels, by the following equation: V/H (subscript: t) x H
(subscript: a), where V is the volume of the tank in barrels based on the most recent version of the API
Standard2550,H (subscript:t) is the height of the tank based on the tank strapping chart and H (subscript:a)
is the total vertical one-way liquid surface level travel in feetmonth.

The operator shall calculate the total one-way liquid surface levelmovement, in feet, on a monthly basis.

An automatic tank level gauge (ATLG) shall be used to continuously measure the liquid surface level
movement and record the liquid level reading every 15 minutes.The ATLG shall be veri©ed once per quarter
by comparingagainst a manual tank levelmeasurement.

If the ATLG di«ers from the manual tank level measurement by more than 1.0 inch 0.8 percent whichever is
greater, the ATLG shall be repaired and put back into service within 10 days. While the ATLG is being
repaired, the throughput shall be determinedby the hourly tank level data averaged from the previous 30 days
prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service.While the
ATLG is being repaired, throughput shall be determined by hourly tank level data averaged for the prior 30
days, prior to the discoveryof the discrepancy.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D764]

C1.52 The operator shall limit the throughput to no more than 428333 barrel(s) in any one calendarmonth.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2005]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.54 The operator shall limit the throughput to no more than 8667 gallon(s) in any one calendarmonth.

To comply with this condition, the operator shall maintain purchase records in a manner approved by the
District. Such records shall be made available to District personnel upon request.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1916,D1920,D2025]

C1.56 The operator shall limit the throughput to no more than 2167 gallon(s) in any one calendarmonth.

To comply with this condition, the operator shall maintain purchase records in a manner approved by the
District. Such records shall be made available to District personnel upon request.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2023,D2024]

C1.57 The operator shall limit the throughput to no more than 2427 gallon(s) in any one calendarmonth.

To comply with this condition, the operator shall maintain purchase records in a manner approved by the
District. Such records shall be made available to District personnel upon request.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2026]



SectionD Page:258
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.58 The operator shall limit the throughput to no more than 446667 barrel(s) in any one month.

The operator shall complywith the following throughputmeasurementpractices.

The operator shall calculate the throughput, in barrels, by the following equation: V / H(subscript: t) x
H(subscript: a), where V is the volume of the tank in barrels based on the most recent version of API
Standard 2550, H(subscript: t) is the height of the tank based on tank strapping chart and H(subscript: a) is
the total vertical one-way liquid surface level travel in feet permonth.

The operator shall calculate the total one-way liquid surface levelmovement, in feet, on a monthly basis.

Automatic tank level gauge (ATLG) shall be used to continuous measure the liquid surface level movement.
The ATLG shall be veri©ed once per quarter by comparing against a manual tank level measurement. If the
ATLG di«ers from the manual tank levelmeasurementby more than 0.8 percent, the ATLG shall be repaired.
While the ATLG is being repaired, throughput shall be determinedby hourly tank level data averaged for the
previous30 days, prior to the discoveryof the discrepancy.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D725]

C1.59 The operator shall limit the throughput to no more than 500000 barrel(s) in any one month.

The operator shall calculate the total one-way liquid surface levelmovement, in feet, on a monthly basis.

The operator shall complywith the following throughputmeasurementpractices.

The operator shall calculate the throughput, in barrels, by the following equation: V / H(subscript: t) x
H(subscript: a), where V is the volume of the tank in barrels based on the most recent version of API
Standard 2550, H(subscript: t) is the height of the tank based on tank strapping chart and H(subscript: a) is
the total vertical one-way liquid surface level travel in feet permonth.

An automatic tank level gauge (ATLG) shall be used to continuously measure the liquid surface level
movement. The ATLG shall be veri©ed once per quarter by comparing against a manual tank level
measurement. If the ATLG di«ers from the manual tank level measurement by more than 0.8 percent, the
ATLG shall be repaired.While the ATLG is being repaired, throughput shall be determined by hourly tank
level data averaged for the previous30 days, prior to the discoveryof the discrepancy.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D728,D747]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.60 The operator shall limit the throughput to no more than 1200000 barrel(s) in any one month.

The operator shall complywith the following throughputmeasurementpractices.

The operator shall calculate the throughput, in barrels, by the following equation: V / H(subscript: t) x
H(subscript: a), where V is the volume of the tank in barrels based on the most recent version of API
Standard 2550, H(subscript: t) is the height of the tank based on tank strapping chart and H(subscript: a) is
the total vertical one-way liquid surface level travel in feet permonth.

The operator shall calculate the total one-way liquid surface levelmovement, in feet, on a monthly basis.

Automatic tank level gauge (ATLG) shall be used to continuous measure the liquid surface level movement.
The ATLG shall be veri©ed once per quarter by comparing against a manual tank level measurement. If the
ATLG di«ers from the manual tank levelmeasurementby more than 0.8 percent, the ATLG shall be repaired.
While the ATLG is being repaired, throughput shall be determinedby hourly tank level data averaged for the
previous30 days, prior to the discoveryof the discrepancy.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D750]

C1.61 The operator shall limit the throughput to no more than 525000 barrel(s) in any one month.

The operator shall complywith the following throughputmeasurementpractices.

The operator shall calculate the throughput, in barrels, by the following equation: V / H(subscript: t) x
H(subscript: a), where V is the volume of the tank in barrels based on the most recent version of API
Standard 2550, H(subscript: t) is the height of the tank based on tank strapping chart and H(subscript: a) is
the total vertical one-way liquid surface level travel in feet permonth.

The operator shall calculate the total one-way liquid surface levelmovement, in feet, on a monthly basis.

Automatic tank level gauge (ATLG) shall be used to continuous measure the liquid surface level movement.
The ATLG shall be veri©ed once per quarter by comparing against a manual tank level measurement. If the
ATLG di«ers from the manual tank levelmeasurementby more than 0.8 percent, the ATLG shall be repaired.
While the ATLG is being repaired, throughput shall be determinedby hourly tank level data averaged for the
previous30 days, prior to the discoveryof the discrepancy.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D727]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.62 The operator shall limit the throughput to no more than 165000 barrel(s) in any one month.

The operator shall complywith the following throughputmeasurementpractices.

The operator shall calculate the throughput, in barrels, by the following equation: V / H(subscript: t) x
H(subscript: a), where V is the volume of the tank in barrels based on the most recent version of API
Standard 2550, H(subscript: t) is the height of the tank based on tank strapping chart and H(subscript: a) is
the total vertical one-way liquid surface level travel in feet permonth.

The operator shall calculate the total one-way liquid surface levelmovement, in feet, on a monthly basis.

Automatic tank level gauge (ATLG) shall be used to continuous measure the liquid surface level movement.
The ATLG shall be veri©ed once per quarter by comparing against a manual tank level measurement. If the
ATLG di«ers from the manual tank levelmeasurementby more than 0.8 percent, the ATLG shall be repaired.
While the ATLG is being repaired, throughput shall be determinedby hourly tank level data averaged for the
previous30 days, prior to the discoveryof the discrepancy.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D693,D694]

C1.63 The operator shall limit the throughput to no more than 7200 gallon(s) in any one calendarmonth.

The operator shall complywith the following throughputmeasurementpractices.

A handheld electronic interface probe shall be used to periodicallymeasure the depth (D) of the stored liquid
from the bottom of the storage tank to the stored liquid/air interface.

The operator shall measure the D before the storage tank is emptied by the vacuum truck and calculate the
throughput in gallons,whichwill be totaled at the end of a calendarmonth.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2027, D2029, D2030, D2031, D2032, D2037, D2038, D2039, D2040,
D2041, D2042, D2043, D2044, D2045, D2046, D2047, D2048, D2049, D2050, D2065, D2066, D2067,
D2071, D2073, D2074, D2075, D2076, D2077, D2078, D2085, D2087, D2088, D2089, D2090, D2091,
D2092,D2099,D2100,D2101,D2102,D2103,D2104]



SectionD Page:261
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.64 The operator shall limit the throughput to no more than 416670 barrel(s) in any one month.

The operator shall complywith the following throughputmeasurementpractices..

The operator shall calculate the throughput, in barrels, by the following equation: V/H (subscript: t) x H
(subscript: a), where V is the volume of the tank in barrels based on the most recent version of the API
Standard2550,H (subscript:t) is the height of the tank based on the tank strapping chart and H (subscript:a)
is the total vertical one-way liquid surface level travel in feet permonth..

The operator shall calculate the total one-way liquid surface levelmovement, in feet, on a monthly basis..

An automatic tank level gauge (ATLG) shall be used to continuously measure the liquid surface level
movement. The ATLG shall be veri©ed once per quarter by comparing against a manual tank level
measurement. If the ATLG di«ers from the manual tank level measurement by more than .8 percent, the
ATLG shall be repaired.While the ATLG is being repaired, throughput shall be determined by hourly tank
level data averaged for the previous30 days, prior to the discoveryof the discrepancy..

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D777]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C1.65 The operator shall limit the throughput to no more than 457834 barrel(s) in any one month.

The operator shall complywith the following throughputmeasurementpractices.

The operator shall calculate the throughput, in barrels, by the following equation: V/H (subscript: t) x H
(subscript: a), where V is the volume of the tank in barrels based on the most recent version of the API
Standard2550,H (subscript:t) is the height of the tank based on the tank strapping chart and H (subscript:a)
is the total vertical one-way liquid surface level travel in feet permonth.

The operator shall calculate the total one-way liquid surface levelmovement, in feet, on a monthly basis.

An automatic tank level gauge (ATLG) shall be used to continuously measure the liquid surface level
movement. The ATLG shall be veri©ed once per quarter by comparing against a manual tank level
measurement. If the ATLG di«ers from the manual tank level measurement by more than 0.8 percent, the
ATLG shall be repaired.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance.While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D752]

C1.68 The operator shall limit the throughput to no more than 2000 ton(s) in any one day.

[RULE 1303, 5-10-1996]

[Devices subject to this condition : D2293]

C6.1 The operator shall use this equipment in such a manner that the hydrocarbon concentration being monitored, as
indicated below, does not exceed 30 percent of the Lower ExplosiveLimit.

The operator shall use a lower explosivemeter to monitor the hydrocarbon concentration.

[RULE 463, 5-6-2005]

[Devices subject to this condition : D761,D762,D1763]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C6.3 The operator shall use this equipment in such a manner that the hydrocarbon concentration being monitored, as
indicated below, does not exceed 30 percent of the Lower ExplosiveLimit.

The operator shall use a lower explosimeter to monitor the hydrocarbon concentration.

[RULE 1178, 4-7-2006]

[Devices subject to this condition : D729,D752,D768]

C8.1 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 1200Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature reading device to
accurately indicate the temperature in the ©rebox or in the ductwork immediatly downstream from the

©rebox.

The measuringdevice or gauge shall be accurate to within plus or minus 50 degrees F. It shall be calibrated
once every 12 months.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C686, C687]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C8.3 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 900Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature reading device to
accurately indicate the temperature in the ©rebox or in the ductwork immediatly downstream from the
©rebox.

The measuringdevice or gauge shall be accurate to within plus or minus 50 degrees F. It shall be calibrated
once every 12 months.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 2005, 5-6-2005; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C626]

C8.4 The operator shall use this equipment in such a manner that the pH being monitored, as indicated below, is not
less than 8 of the pH scale.

The operator shall determine and record the parameter beingmonitoreddaily during each 12-hour shift.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : D480,D481]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C8.8 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 1000Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature reading device to
accurately indicate the temperature in the ©rebox or in the ductwork immediatly downstream from the
©rebox.

The measuringdevice or gauge shall be accurate to within plus or minus 50 degrees F. It shall be calibrated
once every 12 months.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 2005, 5-6-2005; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C952]

C12.1 The operator shall use this equipment in such a manner that the daily average secondary voltage and current (or
total power input) and total primary current being monitored as indicated below are greater than or equal to the
values in the most recent source test which demonstratedcompliancewith the emission limits.

The operator shall install and maintain a continuous monitoring and recording system to accurately measure
and record the:

1. primary and secondarycurrent

2. primary and secondaryvoltage

3. spark rate

at each ESP ©eld. In addition, the operator shall keep records, in a manner approvedby the District, for each
of these parameters.

If the daily averageESP total power input falls below the level measured in the most recent source test which
demonstratedcompliance with the emission limit, a source test shall be performedwithin 90 days at the new
minimum daily average ESP total power level. The source test shall be performed for the FCCU regenerator
(Device D151) according to the requirementsspeci©ed in Permit ConditionD29.3

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001; RULE
404, 2-7-1986; RULE 405, 2-7-1986; RULE 409, 8-7-1981]

[Devices subject to this condition : C165, C166]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

C12.3 The operator shall use this equipment in such a manner that the pressure being monitored as indicated below is
less than the pressure setting of the pressure relief device (PRD) for the equipment except during emergencies.

For this condition, the operator shall calculate the pressure of the liquid commodity using Antoine equation
with the temperaturemeasured as indicatedbelow and Antoine constantsof the commodity
The operator shall install and maintain a continuous monitoring and recording system to accurately measure
and record the:

1. Temperature of the storedLPG commodity

The operator shall also keep a record of the LPG commodity being stored in the tank. In addition, the
operator shall keep records, in a manner approvedby the District, for a minimum of three years.

The operator shall keep records of the PRD pressure setting for this equipment.

The operator shall be allowed to blow down/remove water from each device listed under this system at a rate
of two times per shift for a total of three shifts per day.

The operator shall keep records of the amount in gallons per day for each device under this system vented to
to the vapor recovery system

[RULE 463, 5-6-2005]

[Devices subject to this condition : D42, D780, D781, D782, D783, D784, D785, D786, D787, D788, D789,
D790,D791,D792,D793,D794,D795,D796,D797,D798,D799,D800,D1418]

D.Monitoring/TestingRequirements

D12.2 The operator shall install and maintain a(n) pressure gauge to accurately indicate the di«erential pressure across
the SCR bed.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : C233, C236, C301, C395, C916, C923, C1238,C1241]
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FACILITYPERMIT TO OPERATE
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D12.3 The operator shall install and maintain a(n) ªow meter to accurately indicate the fuel usage in the heater.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D917]

D12.4 The operator shall install and maintain a(n) non-resettable elapsed time meter to accurately indicate the elapsed
operating time of the engine.

[RULE 1304(a)-Modeling and O«set Exemption, 6-14-1996; RULE 3004(a)(4)-PeriodicMonitoring, 12-12-
1997]

[Devices subject to this condition : D394,D955,D957,D959,D961,D1500,D1686,D1785,D1786]

D12.6 The operator shall install and maintain a(n) infraredªame detector to accurately indicate the presence of a ªame at
the pilot light.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 3004(a)(4)-Periodic Monitoring, 12-12-1997; 40CFR 63 Subpart A, 5-16-2007; CONSENT
DECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : C891, C892, C1558]

D12.8 The operator shall install and maintain a(n) temperature reading device to accurately indicate the temperature at
the SCR inlet.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : C233, C236, C301, C395, C916, C923, C1238,C1241]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D12.10 The operator shall install and maintain a(n) thermocouple to accurately indicate the presence of a ªame at the pilot
light.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 3004(a)(4)-Periodic Monitoring, 12-12-1997; 40CFR 60 Subpart A, 5-16-2007; CONSENT
DECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : C894]

D28.11 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conductedannually to determine the NH3 emission.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C233, C236, C301, C395, C916, C1238,C1241]

D28.12 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted annually, once this equipment is operated that it is no longer be classi©ed as non-
operational,to determine the NH3 emission.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C923]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D28.13 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conductedonce every three years to determine the CO, PM, and VOC emissions at the outlet
and the VOC control e¬ciency of the thermal oxidizer.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C686, C687]

D28.20 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted within 90 days of the permit issuance date to determine the NH3 emission. The
test report shall also include the NOx emissions from CEMS during the testing period. Any source test
conducted6 months immediately preceding the date of the permit issuance, to complywith variance condition
& approvedby the District, can satisfy this condition requirement.

The test shall be conducted in accordancewith the District approvedprotocol.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C233, C236]
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D28.22 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conductedwithin 90 days from the completemodi©cation of the fuel gas optimizationproject
using the test protocol approvedby the District.

The test shall be conducted to determine the CO, NOx, SOx, SO2 & O2 concentrationat the outlet.

The test shall be conducted to determine the NH3 emissions at the outlet.

The test shall be conducted to determine the emission rates (lb/hr) of ROG, CO, PM, NOx & SOx emissions
at the outlet.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 2005, 5-6-2005; RULE 3004(a)(4)-PeriodicMonitoring, 12-12-
1997]

[Devices subject to this condition : D925]

D28.23 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted yearly after the initial performance test using the test protocol approved by the
District.

The test shall be conducted to determine the emission rates (lb/hr) of ROG, CO & PM emissions at the outlet.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D925]

D28.25 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conductedonce every three years to determine the CO & PM emissions at the outlet.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C952]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D29.2 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

PM emissions ApprovedDistrict 1 hour Outlet of the SCR
method serving this equipment

ROG emissions ApprovedDistrict District-approved Outlet of the SCR
method averaging time serving this equipment

The test(s) shall be conductedat least once every three years.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D1236,D1239]



SectionD Page:272
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D29.3 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

PM emissions ApprovedDistrict 1 hour Outlet of the SCR
method

The test(s) shall be conductedat least annually.

The test shall be conductedwhen the equipment is operatingunder normal conditions.

Source test result shall be submitted to the District no later than 60 days after the source test was conducted

Source test results shall include the following parameters: FCCU feed rate; catalyst recirculation rate; coke
burn rate; oxygen content of exhaust gases; exhaust ªow rate; exhaust gas moisture content; the ªue gas
temperatureat the outlet of the ESP; and the average current, voltage, and spark rate at each of the ESP ©elds

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 404, 2-7-1986; RULE 405, 2-7-1986; RULE 409,
8-7-1981]

[Devices subject to this condition : D151]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D29.5 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

PM emissions ApprovedDistrict 1 hour Outlet
method

The test(s) shall be conductedat least once every three years.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 404, 2-7-1986;RULE 409, 8-7-1981]

[Devices subject to this condition : C626]

D82.1 The operator shall install and maintain a CEMS to measure the followingparameters:

SOX concentrationin ppmv

Oxygen concentrationin percent volume

[RULE 2011, 5-6-2005; 40CFR 60 Subpart J, 6-24-2008; CONSENT DECREE CIVIL CASE No. 05 C
5809, 12-13-2005]

[Devices subject to this condition : D925, C952]

D82.2 The operator shall install and maintain a CEMS to measure the followingparameters:

CO concentrationin ppmv

Oxygen concentrationin percent volume

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D151]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D82.3 The operator shall install and maintain a CEMS to measure the followingparameters:

SOX concentrationin ppmv

Oxygen concentrationin percent volume

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D926]

D90.1 The operator shall periodically monitor the hydrocarbon concentration at the outlet of the carbon canister
according to the following speci©cations:

The operator shallmonitor once every month.

The operator shallmonitor the hydrocarbon concentrationaccording to EPAMethod 21.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : C1561,C2219,C2223, C2229]

D90.4 The operator shall continuouslymonitor the opacity at stack according to the following speci©cations:

The operator shall use opacitymeter to monitor the parameter.

The operator shall also install and maintain a device to continuously record the parameter beingmonitored.

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D151]
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The operator shall comply with the terms and conditions set forth below:

D90.5 The operator shall periodicallymonitor the volatile organic compounds and benzene emissions at the outlet of the
primary carbon canister according to the following speci©cations:

The operator shall monitor once every week during tank ©lling operations utilizing EPA Method 21 for
volatile organic compounds and Draeger indicating tube for benzene.

The operator shall monitor volatile organic compounds at times when there is actual ªow to the carbon
canister (at tank ©lling period)

The operator shall calibrate the instrumentused to monitor the parameter in ppmvmethane

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : C2028, C2033, C2034, C2035, C2036, C2051, C2052, C2053, C2054,
C2055, C2056, C2057, C2058, C2059, C2060, C2061, C2062, C2063, C2064, C2068, C2069, C2070, C2072,
C2079, C2080, C2081, C2082, C2083, C2084, C2086, C2093, C2094, C2095, C2096, C2097, C2098, C2105,
C2106,C2107, C2108,C2109,C2110]

D90.7 The operator shall periodicallymonitor the hydrocarbon concentrationat the outlet of the primary and secondary
carbon canisters according to the following speci©cations:

The operator shall monitor once every week, while Tank D935 (5D-1) is being ©lled or out-breathing.
Measurementsshall not be takenwhen TankD935 is inbreathingor emptying.

If breakthrough occurs in two consecutive weeks, the operator shall monitor on a daily basis, and provide
noti©cation to the District.

Weekly monitoring may be resumed after 3 months, provided breakthrough does not occur within any
consecutive14 day period.

The operator shallmonitor the VOC concentrationaccording to EPA ReferenceMethod 21.

The operator shall calibrate the instrument used to monitor the VOC concentration in PPMV with a
calibrationgas that is C4 or lighter.

The operator shall keep records for a minimum of ©ve years, in a manner approved by the District, for the
measuredVOC concentrations.

[RULE 1176, 9-13-1996; RULE 1303, 5-10-1996]

[Devices subject to this condition : C2250]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D90.12 The operator shall continuously monitor the H2S concentration in the fuel gases before being burned in this
device according to the following speci©cations:

The operator shallmonitor the H2S concentrationat the outlet of the fuel gas mix drum 64C-4 (Device D838)
for fuel combustiondevices.

The operator shall use Gas Chromatography (GC 34) meeting the requirements of 40CFR60 Subpart J,
Method 11 to monitor the parameter.

The operator shall also install and maintain a device to continuously record the parameter beingmonitored.

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D83, D84, D85, D120, C164, D231, D232, D234, D235, D270, D367,
D833,D913,D914,D917,D918,D920,D927,D928,D929,D930,D931,D949,D950,D1403]

D94.1 The operator shall install, maintain and operate a sampling line at the inlet and outlet of the carbon canisters to
allowmeasurementof the volatile organic compounds

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C2028, C2033, C2034, C2035, C2036, C2051, C2052, C2053, C2054,
C2055, C2056, C2057, C2058, C2059, C2060, C2061, C2062, C2063, C2064, C2068, C2069, C2070, C2072,
C2079, C2080, C2081, C2082, C2083, C2084, C2086, C2093, C2094, C2095, C2096, C2097, C2098, C2105,
C2106,C2107, C2108,C2109,C2110]

D135.1 The operator shall inspect, adjust, and certify the ignition or fuel injection timing of this engine a minimum of
once every 3 years of operation. Inspections, adjustments, and certi©cations shall be performed by a quali©ed
mechanic and performed in accordancewith the engine manufacturer'sspeci©cations and procedures.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D394,D955,D957,D959,D961,D1500,D1686,D1785,D1786]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

D182.1 The operator shall test this equipment in accordancewith the following speci©cations:

The operator shall conduct a static pressure leak decay test to demonstrate that the storage tank(s), the remote
and/or nozzle vapor recovery check valves, associated vapor return piping and ©ttings are free from vapor
leaks.

The test shall be conducted in accordance with CARB Test ProcedureMethod TP-201.3. Results shall be
submitted to the AQMDO¬ce of Engineeringand compliancewithin 48 hours of test.

The frequency for the above-mentioned test shall be in accordancewith the most recent Rule 461 amendment
or CARB ExecutiveOrder requirements,whichever is more stringent.

The AQMD shall be noti©ed by e-mail at R461testing@aqmd.gov or at tel. no. (909) 396-3886 at least 72
hours prior to testing. Such noti©cation shall include the name of the owner or operator; the name of the
contractors; location of the facility; and scheduled start and completiondates of the static pressure leak decay
test.

[RULE 461, 6-3-2005]

[Devices subject to this condition : D965]

D182.2 The operator shall test this equipment in accordancewith the following speci©cations:

If the CARB ExecutiveOrder requires installation of a liquid removal device, a liquid removal rate test shall
be conducted to demonstrate the removal of gasoline from the vapor passage of the coaxial hose.

The test shall be conducted in accordance with CARB Test ProcedureMethod TP-201. 6. Results shall be
submitted to the AQMD, O¬ce of Engineeringand Compliance,within 48 hours of test.

The District shall be noticed by email at r461testing@aqmd.gov or at telephone number (909) 306-3886 at
least 72 hours prior to the testing. This noti©cation shall include, but not limited to, the following items: the
name of the owner or operator; the name of the contractors; the location of the facility; and the scheduled
start and completiondates of the liquid removal test.

The frequency for the above-mentioned test shall be in accordancewith the most recent Rule 461 amendment
or CARB Executiveorder requirements,whichever is more stringent

[RULE 461, 6-3-2005]

[Devices subject to this condition : D965]
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The operator shall comply with the terms and conditions set forth below:

D182.3 The operator shall test this equipment in accordancewith the following speci©cations:

To determine the control e¬ciency of the SCR, after June 29, 2006, the operator shall, prior to the ©rst
physical modi©cation where a permit to construct is required, ©le a permit application for that modi©cation
and includewith the applicationa method for determiningthe control e¬ciency of the SCR

Such method may include, sampling port at the inlet of the SCR, monitor/analyzer for NOx concentration at
the inlet of the SCR, or other equivalentmethod to determine SCR e¬ciency as approved by the Executive
O¬cer

Until the above method(s) is approved, the operator shall keep record of the ammonia injection rate and shall
make it available upon AQMD request

Once the above method(s) is approved, the operator shall conduct the SCR control e¬ciency determination
and annually thereafter

[RULE 2005, 5-6-2005;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D925]

D182.4 The operator shall test this equipment in accordancewith the following speci©cations:

To determine the PM10 emissions, after June 29, 2006, the operator shall, prior to the ©rst physical
modi©cation where a permit to construct is required, ©le a permit application for that modi©cation and
includewith the applicationa method for determining the PM10 emissions. Suchmethod shall be provided in
compliancewith EPA or SCAQMD source test method

Until such time that a permit is issued for the modi©cation, the PM10 emissions are assumed to equal to the
PM emissions

Once the above method(s) is approved, the operator shall conduct the PM10 emissions determination and
annually thereafter

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D925]
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The operator shall comply with the terms and conditions set forth below:

D182.5 The operator shall test this equipment in accordancewith the following speci©cations:

The operator shall determine the true vapor pressure (VP) by one of the followingmethods: 1)sample and test
the material stored, 2)derive the VP using engineering calculations, or 3)maintain on ©le a copy of the
Material SafetyData Sheet (MSDS) of the material stored

Records of material stored, and their MSDS if applicable, shall be retained for a period of ©ve years and
made available to the ExecutiveO¬cer upon request

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D692,D708,D716,D719,D730,D751,D765,D773,D774,D776,D778,
D779,D1743,D1747,D1751,D1755,D1763]

D182.6 The operator shall test this equipment in accordancewith the following speci©cations:

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
measure and record the liquid surface level movement. The throughput, in barrels, shall be calculated using
the following equation: 0.14 x D x D x L, where D is the diameter of the tank in feet based on the tank
strapping chart and L is the total vertical one-way liquid surface level travel in feet per month. For the
purposeof this condition, continuous recording is de©ned as once per hour

Alternately, for tanks which do not have an ATLG device, the throughput shall be derived by using
engineering calculations using parameters obtained from process records, shipping invoices, manual tank
level gauging, etc.

Records of throughput shall be retained for a period of ©ve years and made available to the ExecutiveO¬cer
upon request

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D692,D715,D716,D724,D726,D730,D751,D761,D762,D773,D774,
D776, D778, D779, D915, D1685, D1763, D1787, D1897, D1898, D1916, D1917, D1918, D1919, D1920,
D1924,D1925,D1926,D1927,D1928,D1929,D1930,D2005,D2023,D2024,D2025,D2026]
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The operator shall comply with the terms and conditions set forth below:

D323.1 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on an semi-annual basis, at least, unless the equipment did not operate during the entire semi-annual period.
The routine semi-annual inspection shall be conducted while the equipment is in operation and during daylight
hours. If any visible emissions (not including condensed water vapor) are detected that last more than three
minutes in any one hour, the operator shall either.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD. in accordancewith the reportingrequirements in Section K of this permit.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : D129, D130, D167, D168, D919, C1590, D2291,D2292,D2293,D2294,
D2295, D2296, D2297, D2298, D2299, D2300, D2301, D2302, D2303, C2314, D2316, C2317, D2331,
D2332,D2333,D2334,D2335,D2384,D2385,D2386,D2388,D2389]
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The operator shall comply with the terms and conditions set forth below:

D323.2 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a bi-weekly basis, at least, unless the equipment did not operate during the entire bi-weekly period. The
routine bi-weekly inspection shall be conductedwhile the equipment is in operation and during daylight hours. If
any visible emissions (not including condensedwater vapor) are detected that last more than three minutes in any
one hour, the operator shall either.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD. in accordancewith the reportingrequirements in Section K of this permit.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C891, C892, C894]
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The operator shall comply with the terms and conditions set forth below:

D328.1 The operator shall determine compliancewith the CO emission limit(s) either: (a) conducting a source test at least
once every ©ve years using AQMD Method 100.1 or 10.1; or (b) conducting a test at least annually using a
portable analyzer and AQMD-approvedtest method.The test shall be conductedwhen the equipment is operating
under normal conditions to demonstrate compliance with the emission limits. The operator shall comply with all
general testing, reporting,and recordkeeping requirements in SectionsE and K of this permit.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : D83, D84, D85, D120, D231, D232, D234, D235, D269, D270, C626,
D803, D805, D833, D913, D914, D917, D918, D920, D922, D924, D927, D928, D929,D930,D931,D949,
D950,D1236,D1239,D1403]

D330.1 The operator shall have a person that has been trained in accordance with Rule 461(d)(5) conduct a semi-annual
inspection of the gasoline transfer and dispensing equipment. The ©rst inspection shall be in accordance with
Rule 461, Attachment B, the second inspection shall be in accordance with Rule 461, Attachment C, and the
subsequent inspections shall alternate protocols. The operator shall keep records of the inspection and the repairs
in accordance to Rule 461 and Section K of this Permit.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 461, 6-3-2005; RULE 461, Universal Conditions,
3-7-2008]

[Devices subject to this condition : D965]

E. EquipmentOperation/ConstructionRequirements

E71.5 The operator shall only use this equipment to control odors from miscellaneous sources at the re©nery. This
equipment does not qualify as air pollution control equipment for compliance with SCAQMD, State, or Federal
air pollution rules and regulations except for SCAQMD Rule 402 and Health & Safety Code 41700. The operator
shall keep all spent carbon in a tightly covered container which shall remain closed except when it is being
transferred into or out of the container.

[RULE 402, 5-7-1976]

[Devices subject to this condition : C1729]
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The operator shall comply with the terms and conditions set forth below:

E71.6 The operator shall only maintain a vacuum pressure of 4 inches Hg or higher in this equipment during normal
operations.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D981,D982,D983,D984]

E71.7 The operator shall only inject NH3 into this equipment if the ªue gas inlet temperature is at least 550 degreesF.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C301, C395, C916, C923, C1238,C1241]

E71.9 The operator shall only inject NH3 into this equipment if the ªue gas inlet temperature is at least 500 degreesF.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C233, C236]

E71.10 The operator shall only use this equipment for the storage of any of the followingmaterials/commodities:Crude
oil of more than 97% by volume.

[RULE 1178, 12-21-2001]

[Devices subject to this condition : D766,D770,D771]

E71.11 The operator shall only vent this equipment to the water sump whenever it is being ©lled. The operator shall not
©ll this silo unless the air/steam ejector is utilized and the vent gas is sparged at least 6 inches below the water
surface of the sump.

[RULE 404, 2-7-1986;RULE 405, 2-7-1986]

[Devices subject to this condition : D167,D168,D2316]
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The operator shall comply with the terms and conditions set forth below:

E71.12 The operator shall not use this equipment to store anhydrous ammonia unless the pressure relief valve is set at 265
psig or higher.

[RULE 1401, 3-4-2005]

[Devices subject to this condition : D2336,D2339,D2340,D2341]

E102.2 The operator shall dischargedust collected in this equipmentonly into closed containers.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C165, C166, C2314]

E128.1 The operator shall keep all spent carbon in a tightly covered containerwhich shall remain closed exceptwhen it is
being transferred into or out of the container.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C1561, C2028, C2033, C2034, C2035, C2036, C2051, C2052, C2053,
C2054, C2055, C2056, C2057, C2058, C2059, C2060, C2061, C2062, C2063, C2064, C2068, C2069, C2070,
C2072, C2079, C2080, C2081, C2082, C2083, C2084, C2086, C2093, C2094, C2095, C2096, C2097, C2098,
C2105,C2106,C2107, C2108,C2109,C2110,C2219,C2223, C2229]

E144.1 The operator shall vent this equipment,during©lling, only to the vessel fromwhich it is being ©lled.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2195,D2196,D2197,D2232]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E153.1 The operator shall change over the spent carbonwith activated carbon,within 24 hours, in the adsorberwhenever
breakthrough occurs.

The operator shall replace the carbon as follows: The primary carbon canister shall be replaced with either a
fresh carbon canister or the secondary canister, and the secondary canister shall be replaced with a fresh
carbon canister

For the purpose of this condition, breakthrough shall be de©ned as any organic compound reading of 50
ppmv or more, or any benzene reading of 5 ppmv or more.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2028, C2033, C2034, C2035, C2036, C2051, C2052, C2053, C2054,
C2055, C2056, C2057, C2058, C2059, C2060, C2061, C2062, C2063, C2064, C2068, C2069, C2070, C2072,
C2079, C2080, C2081, C2082, C2083, C2084, C2086, C2093, C2094, C2095, C2096, C2097, C2098, C2105,
C2106,C2107, C2108,C2109,C2110]

E153.2 The operator shall change over the carbon in the adsorberwhenever breakthrough occurs.

For the purpose of this condition, breakthrough occurs when the hydrocarbon monitor reading indicates a
concentrationof 500 ppmv at the outlet of the canister.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C1561]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E153.5 The operator shall change over the carbon in the adsorberwhenever breakthrough occurs.

For the purpose of this condition, breakthrough occurs when the hydrocarbon monitor reading indicates a
concentrationof 500 ppmv or greater at the outlet of the primary canister.

A change over shall consist of the following:Removal or regenerationof the primary carbon adsorptionunit.
Promotion of the secondary unit to the primary position, provided breakthrough has not occurred on the
secondary unit. Installation of a new or regenerated adsorption canister at the secondary position. Both
canisters shall be replaced or regenerated if breakthrough has occurred at the second canister.

Records shall be kept for a period of ©ve years indicating the date and time when a carbon canister is
replaced.

[RULE 1176, 9-13-1996;RULE 1303, 5-10-1996;RULE 1303, 12-6-2002]

[Devices subject to this condition : C2250]

E153.6 The operator shall change over the carbon in the adsorberwhenever breakthrough occurs.

For the purpose of this condition, breakthrough occurs when the hydrocarbon monitors reading indicates a
concentration of 500 ppmv at the outlet of the canister in service or the last canister (when two canister are
operated in series)

[RULE 1303(a)-BACT,5-10-1996]

[Devices subject to this condition : C2219,C2223, C2229]

E193.1 The operator shall construct,operate, and maintain this equipment according to the following speci©cations:

All Phase I and Phase II vapor recovery equipment shallmeet all CaliforniaAir ResourcesBoard Certi©cation
requirements

[RULE 461, 1-9-2004;RULE 461, 6-3-2005]

[Devices subject to this condition : D963,D965]
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EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E193.2 The operator shall operate and maintain this equipment according to the following speci©cations:

The operator shall complywith all applicable requirementsspeci©ed in SubpartA of the 40CFR60

[40CFR 60 SubpartA, 5-16-2007; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : C891, C892, C894, C1558]

E193.3 The operator shall operate and maintain this equipment according to the following speci©cations:

The circulating caustic solution in the relief gas scrubber must be recharged to the 4 percent by weight.
NaOH strength immediately following an alkylation unit upset necessitating the deinventory of any HF acid
to the acid evacuationdrum, 5C-54

The relief gas scrubber (RGS) system shall be in full and continuous operation whenever the HF alkylation
unit is in operation

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C940]

E193.5 The operator shall operate and maintain this equipment according to the following speci©cations:

The District shall be noti©ed seven days prior to ©rst starting the spray ©lling operation

The operator shall monitor and record the initial, midpoint, and ©nal temperature in the railcar, and the
product line pressureduring the spray ©lling operation

The operator shall use a hydrocarbon analyzer to monitor the equipment daily for fugitive leaks during the
spray ©lling operation

The product line pressure shall not exceed 225 psig during the spray ©lling operation

The operator shall install and maintain a temperature and pressure gauge to accurately indicate product
temperatureand product line pressureduring the ©lling operation

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D675]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E193.8 The operator shall operate and maintain this equipment according to the following speci©cations:

The operator shall only operate this equipment if it complies with all applicable mitigation measures
stipulated in the "MitigationMonitoringPlan" documentwhich is part of the AQMD Certi©ed EIR dated 12-
October-2001.

The operator shallmaintain records in a manner approvedby the District, to demonstrate compliancewith the
applicablemeasures stipulated in the "MitigationMonitoringPlan" document.

[CA PRC CEQA, 11-23-1970]

[Devices subject to this condition : D2005]

E193.15The operator shall construct,operate, and maintain this equipment as follows:

Install and maintain sampling ports for the measurement of VOC emissions at an intermediary point between
the ©rst and second stage carbon adsorptioncanisters.

[RULE 1303, 5-10-1996; RULE 1303, 12-6-2002]

[Devices subject to this condition : C2250]

E193.16The operator shall operate and maintain this equipment according to the following speci©cations:

The operator shall complywith all applicable requirementsspeci©ed in SubpartA of the 40CFR60

[40CFR 60 SubpartA, 5-16-2007; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D83, D84, D85, D120, C164, D231, D232, D234, D235, D270, D367,
D833,D913,D914,D917,D918,D920,D925,D927,D928,D929,D930,D931,D949,D950,D1403]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E204.1 The operator shall tag the valves according to the following speci©cations:

This condition applies to all new valves greater than 2 inches in size, and major components in VOC service
as de©ned by Rule 1173, except those speci©cally exempt by Rule 1173.

The a«ected valves shall be distinctly identi©ed from other components through their tag numbers (e.f.
numbers ending in the letter "N"), and shall be noted in the records.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1202,D1204]

E204.3 The operator shall repair the valves according to the following speci©cations:

For all new components in VOC service, a leak greater than 500 ppm but less than 1000 ppm measured as
methane above background by EPAMethod 21 shall be repairedwithin 14 days of detection.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1202,D1204,D1206,D1207,D1208,D1209,D1210]

E204.4 The operator shall inspect the valves and ªanges according to the following speci©cations:

All new valves and ªanges in VOC services except bellow sealed valves and those speci©cally exempted by
Rule 1173 shall be inspected monthly using EPA reference method 21. If 98 percent or greater of the new
valve and ªange population inspected is found to leak gaseousor liquid volatile organic compound(s) at a rate
less than 500 ppm, then the operator may revert to a quarterly inspection programwith the approval of the
ExecutiveO¬cer.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1661]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E313.1 This device is classi©ed as a non-operated major SOx and NOx source as de©ned under Rules 2011 and 2012 and
shall not be operated unless the Facility Permit holder provides written noti©cation to the Executive O¬cer 30
days prior to starting operation. In order to maintain the non-operational classi©cation, the Facility Permit holder
shall:

(a) Remove a section of the fuel feed line(s) to the device and place a blind ªange on both ends of the fuel feed
line(s); and

(b) Remove a section of the process feed line(s) and place a blind ªange on both ends of the process feed
line(s).

Removal of parts or components solely to qualify the device for non-operated classi©cation pursuant to this
condition, or replacement of the same removed parts or components resulting in the device no longer being
classi©ed as non-operated shall not be deemed to a«ect the potential to emit within the meanings of Rule 2005,
RegulationXIII and RegulationXXX.

[RULE 2011, 5-6-2005; RULE 2012, 5-6-2005]

[Devices subject to this condition : D922]

E315.1 Once this device is operated, it shall no longer be classi©ed as non-operational. This device shall also meet the
monitoring requirements of Rules 2011 and 2012, subparagraph (c)(2)(A) or (c)(2)(B) no later than 30 calendar
days after the start of operation except as provided in Rule 2011, paragraph (c)(11) and Rule 2012, paragraph
(c)(10).

[RULE 2011, 5-6-2005;RULE 2012, 5-6-2005]

[Devices subject to this condition : D922]

E318.1 This major SOx source shall no longer be considered an infrequently-operated major SOx source once it is
operated in excess of 30 days in any complianceyear. This device shallmeet the monitoringrequirementsof Rule
2011, subparagraph (c)(2)(A) or (c)(2)(B) on and after the thirty-©rst day of operation in any compliance year
unless it quali©es for a one-time only CEMS certi©cation period as provided in Rule 2011, subparagraph (c)(11).

[RULE 2011, 5-6-2005]

[Devices subject to this condition : D833]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E336.1 The operator shall vent the vent gases from this equipment as follows:

All vent gases during normal operationsshall be vented to a vapor recovery system.

This equipment shall not be operated unless the blowdown vapor recovery equipment is in full use and has a
valid permit to receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 463, 5-6-2005]

[Devices subject to this condition : D690,D691,D692,D693,D694,D695,D696,D699,D700,D702,D706,
D708,D709,D710,D711,D712,D713,D714,D715,D720,D721,D722,D724,D727,D728,D915,D1417,
D1428,D1437,D1685,D1787,D1924,D1925]

E336.2 The operator shall vent the vent gases from this equipment as follows:

This equipment shall not be operated unless the vapor recovery system, when no spray ©lling takes place, is
in full use and has a valid permit to receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D675]

E336.3 The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal operating conditions shall be directed to the clean service ªare system (Process
19, System 6) and that under emergency conditions shall be vented to the atmoshere.

This equipment shall not be operated unless the vapor recovery system is in full use and has a valid permit to
receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D801,D802]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E336.4 The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal operating conditions shall be directed to the East butane refrigeration system
(Process19, System 5) and that under emergency conditions shall be vent to the atmosphere.

This equipment shall not be operated unless the vapor recovery system is in full use and has a valid permit to
receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1379]

E336.5 The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal operating conditions shall be directed to the West butane refrigeration system
(Process 19, System 7) or re©nery vapor recovery system (Process 19, System 3) and that under emergency
conditions shall be vent to the atmosphere.

This equipment shall not be operated unless the vapor recovery system(s) is in full use and has a valid permit
to receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1439]

E336.8 The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal operating conditions shall be directed to the Air PollutionControl (APC) system
(Process14, System 2).

This equipment shall not be operated unless the APC system is in full use and has a valid permit to receive
vent gases from this equipment.

[RULE 1176, 9-13-1996; RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D684,D685,D1773]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E336.9 The operator shall vent the vent gases from this equipment as follows:

All vent gases during normal operationsshall be vented to a vapor recovery system.

This equipment shall not be operated unless the vapor recovery system is in full use and has a valid permit to
receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D155,D156,D585,D594,D1250,D1419,D2145]

E336.11The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal operating conditions shall be directed to the Air PollutionControl (APC) system
(Process14, System 2).

This equipment shall not be operated unless the APC system is in full use and has a valid permit to receive
vent gases from this equipment.

[RULE 1176, 9-13-1996; RULE 1303(a)(1)-BACT,5-10-1996; 40CFR 60 SubpartQQQ, 5-5-1989]

[Devices subject to this condition : D680,D681,D683,D689]

E336.12The operator shall vent the vent gases from this equipment as follows:

All emergencyvent gases shall be directed to a VRS/ªare system except three PRV (PSV01-002, PSV01-003,
and PSV01-045) set at 38 psig that vent to the atmosphere.

This equipment shall not be operated unless the VRS/ªare system is in full use and has a valid permit to
receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

E336.13The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal operating conditions shall be directed to the ªame zone of the heater(s) (Devices
D232 & D234, Process4, System 2)

This equipment shall not be operated unless the heater(s) is in full use and has a valid permit to receive vent
gases from this equipment.

[40CFR 63 SubpartCC, 5-25-2001]

[Devices subject to this condition : D176,D178]

E336.16The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal depressurizingor degassing operations shall be directed to the vapor recovery
system.

This equipment shall not be operated unless the vapor recovery system is in full use and has a valid permit to
receive vent gases from this equipment.

[RULE 1149, 7-14-1995]

[Devices subject to this condition : D42, D780, D781, D782, D783, D784, D785, D786, D787, D788, D789,
D790,D791,D792,D793,D794,D795,D796,D797,D798,D799,D800,D1418,D2005]

E440.1 The operator shall operate and maintain this equipment according to the following speci©cations:

The closed vent system shall be operatedwith no detectableVOC emissions, as indicate by an instrument reading
of less than 500 ppm above background, as determined during the initial and semiannual inspections by methods
speci©ed in 40 CFR 60.696

[40CFR 60 SubpartQQQ, 10-17-2000]

[Devices subject to this condition : C686, C687]

H. ApplicableRules
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.1 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

[RULE 1176, 9-13-1996]

[Devices subject to this condition : D1671,D1773,D1775]

H23.2 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1178

[RULE 1178, 4-7-2006;RULE 463, 5-6-2005]

[Devices subject to this condition : D609,D610,D681,D683]

H23.4 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

VOC 40CFR60,SUBPART Kb

[RULE 1149, 7-14-1995; 40CFR 60 SubpartKb, 10-15-2003]

[Devices subject to this condition : D691,D692,D693,D694,D708,D724,D757,D761,D762,D778,D779,
D915,D1220,D1685,D1743,D1747,D1751,D1755]
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SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.5 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART QQQ

[40CFR 60 SubpartQQQ, 10-17-2000]

[Devices subject to this condition : D680,D681,D683,D689,D1907]

H23.6 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

VOC 40CFR60,SUBPART Ka

[RULE 1149, 7-14-1995;40CFR 60 SubpartKa, 12-14-2000]

[Devices subject to this condition : D727,D728,D776,D777]

H23.7 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Refrigerants District Rule 1415

Refrigerants 40CFR82,SUBPART F

[RULE 1415, 10-14-1994; 40CFR 82 Subpart F, 5-14-1993]

[Devices subject to this condition : E1899,E1900]



SectionD Page:297
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

H23.8 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Chromium,Hexavalent District Rule 1404

[RULE 1404, 4-6-1990]

[Devices subject to this condition : E1901]

H23.9 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Halon District Rule 1418

[RULE 1418, 9-10-1999]

[Devices subject to this condition : E1906]

H23.10 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1173

[RULE 1173, 5-13-1994;RULE 1173, 6-1-2007]

[Devices subject to this condition : D869, D1475, D1527, D1790, D1792, D1794, D1808, D1809, D1810,
D1815, D1819, D1830, D1834, D1839, D1840, D1844, D1846, D1847, D1860, D1862, D1863, D1864,
D1865, D1877, D1888, D1890, D1891, D1892, D1894, D1895, D1938, D1955, D1956, D2009, D2010,
D2366, D2367, D2368, D2369, D2370, D2371, D2372, D2373, D2374, D2375, D2376, D2377, D2378,
D2379,D2380,D2383]
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The operator shall comply with the terms and conditions set forth below:

H23.11 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 465

Sulfur compounds District Rule 465

[RULE 465, 8-13-1999]

[Devices subject to this condition : D7,D8,D2137,D2138,D2139,D2140,D2141,D2142,D2143,D2144]

H23.13 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

H2S 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D83, D84, D85, D120, C164, D231, D232, D234, D235, D270, D367,
C686, C687, D833, D913, D914, D917, D918, D920, D927, D928, D929, D930, D931, D949, D950, C952,
D1403]
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The operator shall comply with the terms and conditions set forth below:

H23.14 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1173

VOC 40CFR60,SUBPART GGG

[RULE 1173, 5-13-1994;RULE 1173, 6-1-2007; 40CFR 60 SubpartGGG, 6-2-2008]

[Devices subject to this condition : D1740, D1788, D1789, D1791, D1793, D1800, D1803, D1805, D1807,
D1811, D1825, D1826, D1827, D1828, D1829, D1831, D1838, D1842, D1845, D1849, D1850, D1851,
D1853,D1889,D1936,D1937,D1957,D1983,D1987,D2231,D2256,D2259,D2330]

H23.15 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

NOX 40CFR60,SUBPART GG

SOX 40CFR60,SUBPART GG

SOX 40CFR60,SUBPART J

[40CFR 60 SubpartGG, 2-24-2006; 40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D926]
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The operator shall comply with the terms and conditions set forth below:

H23.17 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

CO 40CFR60,SUBPART J

PM 40CFR60,SUBPART J

Visible Emissions 40CFR60,SUBPART J

SOX 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D151]

H23.18 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART QQQ

VOC District Rule 1149

[RULE 1149, 7-14-1995; 40CFR 60 SubpartQQQ, 10-17-2000]

[Devices subject to this condition : D730,D731,D741,D751,D1763]
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The operator shall comply with the terms and conditions set forth below:

H23.19 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

H2S 40CFR60,SUBPART J

NOX 40CFR60,SUBPART Db

NOX 40CFR60,SUBPART D

PM 40CFR60,SUBPART D

Visible Emissions 40CFR60,SUBPART D

[40CFR 60 SubpartD, 10-4-1991; 40CFR 60 SubpartDb, 11-16-2006; 40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D1236,D1239]

H23.24 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

HAPs 40CFR61,SUBPART FF

[40CFR 61 Subpart FF, 12-4-2003]

[Devices subject to this condition : D680, D681, D683, D684, D685, D693, D694, D705, D1685, D1907,
D2255]
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The operator shall comply with the terms and conditions set forth below:

H23.26 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

Refrigerants District Rule 1411

Refrigerants 40CFR82,SUBPART B

[RULE 1411, 3-1-1991; 40CFR 82 Subpart B, 7-14-1992]

[Devices subject to this condition : E1902]

H23.27 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1122

[RULE 1122, 10-1-2004]

[Devices subject to this condition : E2022]

H23.29 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 109

[RULE 109, 5-2-2003]

[Devices subject to this condition : E2020]
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The operator shall comply with the terms and conditions set forth below:

H23.30 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 464

[RULE 464, 12-7-1990]

[Devices subject to this condition : C236,D680,D684,D685,D1250,D2145]

H23.31 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART Kb

[40CFR 60 SubpartKb, 10-15-2003]

[Devices subject to this condition : D752]

H23.32 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

[RULE 1149, 7-14-1995]

[Devices subject to this condition : D690,D695,D696,D699,D700,D701,D706,D710,D711,D712,D713,
D714, D715, D720, D721, D722, D723, D732, D733, D734, D735, D736, D737, D738,D739,D740,D742,
D743,D745,D746,D747, D748, D749, D750, D753, D755, D756, D758, D759, D760, D764, D765, D766,
D767, D769, D770, D771, D772, D773, D774, D775, D830, D831, D832, D1417, D1419, D1428, D1437,
D1925]
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The operator shall comply with the terms and conditions set forth below:

H23.33 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

SOX 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D925]

H23.34 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART GGG

[40CFR 60 SubpartGGG, 6-2-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D869, D1475, D1527, D1740, D1788, D1789, D1790, D1791, D1792,
D1793, D1794, D1800, D1803, D1805, D1807, D1808, D1809, D1810, D1811, D1815, D1819, D1825,
D1826, D1827, D1828, D1829, D1830, D1831, D1834, D1838, D1839, D1840, D1842, D1844, D1845,
D1849, D1850, D1851, D1853, D1860, D1862, D1863, D1864, D1865, D1877, D1888, D1889, D1890,
D1891, D1892, D1895, D1936, D1937, D1938, D1955, D1956, D1957, D1983, D1987, D1988, D2009,
D2010, D2231, D2256, D2259, D2330, D2366, D2367, D2368, D2369, D2370, D2371, D2372, D2373,
D2374,D2375,D2376,D2377,D2378,D2379,D2380,D2383]
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The operator shall comply with the terms and conditions set forth below:

H23.35 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

SOX District Rule 1118

[RULE 1118, 11-4-2005]

[Devices subject to this condition : C891, C892, C894, C1558]

I. Administrative

I1.1 The operator shall comply with all the requirements of the variance dated July 15, 2008, Case No. 1183-414 in
accordance with the Findings and Decisions of the Hearing Board or as subsequently modi©ed by the Hearing
Board. The operator shall submit progress reports at least semi-annually, or more frequently if speci©ed in the
Findings and Decisions. The progress reports shall contain dates for achieving activities, milestones or
compliance required in the schedule of compliance and dates when such activities,milestones or compliance were
achieved; and an explanation of why any dates in the schedule of compliance were not, or will not be met, and
any preventativeor correctivemeasures adopted.

[RULE 3004(a)(10)(C),12-12-1997; RULE 518, 8-11-1995]

[Devices subject to this condition : C891, C892, C894]

J. Rule 461

J109.1 The operator shall use, except for diesel transfer, the phase I vapor recovery system in full operation whenever
this equipment is in use. This system shall be installed, operated and maintained to meet all CARB certi©cation
requirements.

[RULE 461, 6-3-2005]

[Devices subject to this condition : D963]
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The operator shall comply with the terms and conditions set forth below:

J110.1 The operator shall use, except for diesel transfer, the phase II vapor recovery system in full operationwhenever
gasoline from this equipment is dispensed to motor vehicles as de©ned in Rule 461. This system shall be installed,
operated and maintained to meet all CARB certi©cation requirements.

[RULE 461, 6-3-2005]

[Devices subject to this condition : D965]

J373.1 The operator shall complywith the followinggasoline transfer and dispensingrequirements:

a). The Phase II vapor recovery systems shall be installed, operated, and maintained such that the maximum
allowable pressure through the system including nozzle, vapor hose, swivels, and underground piping does
not exceed the dynamic back pressures described by the California Air Resources Board (CARB) Executive
Order by which the systemwas certi©ed:

NitrogenFlowrates (CFH) DynamicBack Pressure (InchesofWater)

20 0.15

40 0.16

60 0.35

80 0.62

100 0.95

As required by AQMD Rule 461 or CARB ExecutiveOrder, dynamic back pressure tests shall be conducted
to determine the Phase II system vapor recovery back pressures. The tests shall be conducted in accordance
with CARB Test ProcedureMethod TP-201.4. Results shall be submitted to the AQMD, Engineering and
Compliance,within 48 hours of tests.

The AQMD shall be noti©ed by e-mail at R461testing@aqmd.govor by facsimile at telephone number (909)
396-3606 at least seventy two (72) hours prior to testing. Such noti©cation shall include the name of the
owner or operator; the name of the contractors; the location of the facility; and the scheduled start and
completiondates of the dynamic back pressure test.

The test shall be conducted as frequently as that required by the most recent amendment to Rule 461 or
CARB ExecutiveOrder requirements,whichever is more stringent.

[RULE 461, 6-3-2005]

[Devices subject to this condition : D965]
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The operator shall comply with the terms and conditions set forth below:

K. RecordKeeping/Reporting

K40.3 The operator shall provide to the District a source test report in accordancewith the following speci©cations:

Emission data shall be expressed in terms of concentration(ppmv), corrected to 3 percent oxygen, dry basis.

Emission data shall be expressed in terms of mass rate (lbs/hr). In addition, solid PM emissions, if required
to be tested, shall also be reported in terms of grains per DSCF.

Source test results shall also include the heat input (in mmbtu/hr) and the fuel ªow rate (in mmscf/hr) of the
boiler underwhich the test was conducted.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C1238,C1241]

K67.1 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

the date of operation

the elapsed time in hours

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D394,D955,D957,D959,D961,D1500,D1686,D1785,D1786]
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The operator shall comply with the terms and conditions set forth below:

K67.2 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Throughput or turnoverand vapor pressureof stored liquid.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 463, 5-6-2005]

[Devices subject to this condition : D690,D691,D695,D696,D697,D698,D699,D700,D701,D702,D703,
D704, D706, D709, D710, D711, D712, D713, D714, D715, D718, D719, D720, D721,D722,D723,D729,
D731,D732,D733,D736, D737, D738, D739, D740, D741, D744, D745, D746, D748, D749, D753, D754,
D755, D756, D758, D759, D760, D763, D765, D766, D767, D768, D769, D770, D771,D772,D775,D776,
D830,D831,D832,D1417,D1419,D1425,D1428,D1437,D1554]

K67.3 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

For architectural applications where no thinners, reducers, or other VOC containing materials are added,
maintain semi-annual records for all coating consisting of (a) coating type, (b) VOC content as supplied in
grams per liter (g/l) of materials for low-solids coatings, (c) VOC content as supplied in g/l of coating, less
water and exempt solvent, for other coatings.

For architectural applications where thinners, reducers, or other VOC containing materials are added,
maintain daily records for each coating consisting of (a) coating type, (b) VOC content as applied in grams
per liter (g/l) of materials used for low-solids coatings, (c) VOC content as applied in g/l of coating, less
water and exempt solvent, for other coatings.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1113, 11-8-1996; RULE 1113, 7-13-2007;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : E1905]
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The operator shall comply with the terms and conditions set forth below:

K67.5 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

For spray ©lling only: product loaded; line pressure; and rail car initial, midpoint, and ©nal temperature;
number and magnitudeof leaks found

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D675]

K67.11 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Catalystmanagement includingperiodic addition/replacement

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C233]

K67.13 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Daily inspections& maintenanceof all the valves at this facility

[RULE 1401, 3-4-2005]

[Devices subject to this condition : D2232,D2324,D2325,D2336,D2339,D2340,D2341]

K67.16 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Truckouthaulsof the hopper

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : C2314]



SectionD Page:310
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIOND: FACILITYDESCRIPTION AND EQUIPMENT SPECIFIC CONDITIONS

The operator shall comply with the terms and conditions set forth below:

K67.17 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

VOC concentrationat the outlet of the primary carbon adsorber.

VOC concentrationat the outlet of the secondaryadsorber.

Date and time the VOC measurementswere taken.

[RULE 1303(a)-BACT,5-10-1996]

[Devices subject to this condition : C2250]

K171.1 The operator shall provide to the District the following items:

Final drawings and/or speci©cations of the geodesic dome cover, slotted guidepole and wiper and other tank
appurtenances upgrades to be installed/constructed shall be submitted to the district within 60 days after
construction.

[RULE 1178, 12-21-2001]

[Devices subject to this condition : D729,D744,D752,D754,D763,D768,D776,D778,D779]

K171.5 The operator shall provide to the District the following items:

Final designedP&ID within 60 days after constructionis completed including, but not limited to heating rate
and fuel lines for heater 24F-1

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D925]
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The operator shall comply with the terms and conditions set forth below:

K171.6 The operator shall provide to the District the following items:

Final designeddata sheets within 60 days after constructionof the fuel gas optimizationproject is completed

[RULE 1301, 12-7-1995]

[Devices subject to this condition : C2219,C2223, C2229]

K171.9 The operator shall provide to the District the following items:

Update P&ID drawings of the desalter tailwater handling system, including normal and emergency vents, the
drain system for brine water and brine oily water, update function of Tanks 72D-10 & 72D-11, and the
removal of the oily water sump, shall be submitted to the districtwithin 60 days after permit issuance date

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1250,D2145]

K171.10Theoperator shall provide to the District the following items:

Update P&ID drawings of the heater, including the ©ring rate in MMBtu/hr, fuel gas/utility system, removal
of all miscellaneousprocess gases (fume/wastegas) feed lines and their knockout pots (e.g., Vessels 1C-9 &
1D-7), shall be submitted to the districtwithin 60 days after permit issuance date

ExxonMobil shall maintain records demonstrating the non-operation status of the above equipment and shall
submit to the district upon request

[RULE 2011, 5-6-2005; 40CFR 60 Subpart J, 10-4-1991]

[Devices subject to this condition : D913]
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The operator shall comply with the terms and conditions set forth below:

K171.11Theoperator shall provide to the District the following items:

Update P&ID drawings of the fuel gas ©lter separators and associated reservoirs including emergency vents
shall be submitted to the districtwithin 60 days after permit issuance date

Final design data sheet of the ©lter separators (Vessels1J-2 & 1J-3) including the internal ©lter elements shall
be submitted to the Districtwithin 60 days after permit issuance date

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D2257,D2258]

K171.14Theoperator shall provide to the District the following items:

Update and complete P&ID drawings of the equipment shall be submitted to the district within 60 days after
permit issuance date

Operating and maintenancedescription

[RULE 404, 2-7-1986; RULE 405, 2-7-1986]

[Devices subject to this condition : D2316,C2317]

K171.15Theoperator shall provide to the District the following items:

Update P&ID drawings of the heater, including the ©ring rate in MMBtu/hr, fuel gas/utility system, removal
of miscellaneous process gases (fume/waste gas) feed line(s) and their knockout pots (e.g., Vessel 2C-20),
shall be submitted to the Districtwithin 60 days after permit issuance date

[RULE 2011, 5-6-2005; 40CFR 60 Subpart J, 10-4-1991]

[Devices subject to this condition : D920]
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The operator shall comply with the terms and conditions set forth below:

K171.16Theoperator shall provide to the District the following items:

Update P&ID drawingsof the particulates/©nes knockout pot including emergency vents shall be submitted to
the Districtwithin 60 days after permit issuance date

Final design data sheet of the knockout pot (Vessel 2C-22) shall be submitted to the District within 60 days
after permit issuance date

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D2321]

K171.17Theoperator shall provide to the District the following items:

Update P&ID drawings of the fuel gas ©lter separators and associated reservoirs including emergency vents
shall be submitted to the districtwithin 60 days after permit issuance date

Final design data sheet of the ©lter separator shall be submitted to the District within 60 days after permit
issuance date

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D2328,D2329]
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The operating conditions in this section shall apply to all permitted equipment
at this facility unless superseded by condition(s) listed elsewhere in this permit.

1. The permit shall remain effective unless this permit is suspended, revoked,
modified, reissued, denied, or it is expired for nonpayment of permit
processing or annual operating fees. [201, 203, 209, 301]

a. The permit must be renewed annually by paying annual operating fees, and
the permit shall expire if annual operating fees are not paid pursuant to
requirements of Rule 301(d). [301(d)]

b. The Permit to Construct listed in Section H shall expire one year from the
Permit to Construct issuance date, unless a Permit to Construct extension
has been granted by the ExecutiveOfficer or unless the equipment has been
constructed and the operator has notified the ExecutiveOfficer prior to
the operation of the equipment, in which case the Permit to Construct
serves as a temporary Permit to Operate. [202, 205]

c. The TitleV permit shall expire as specified under Section K of the Title
V permit. The permit expiration date of the TitleV facility permit does
not supercede the requirements of Rule 205. [205, 3004]

2. The operator shall maintain all equipment in such a manner that ensures
proper operation of the equipment. [204]

3. This permit does not authorize the emissions of air contaminants in excess
of those allowed by Division 26 of the Health and Safety Code of the State
of California or the Rules and Regulations of the AQMD. This permit cannot
be considered as permission to violate existing laws, ordinances,
regulations, or statutes of other governmental agencies. [204]

4. The operator shall not use equipment identified in this facility permit as
being connected to air pollution control equipment unless they are so vented
to the identified air pollution control equipment which is in full use and
which has been included in this permit. [204]

5. The operator shall not use any equipment having air pollution control
device(s) incorporated within the equipment unless the air pollution control
device is in full operation. [204]

6. The operator shall maintain records to demonstrate compliance with rules or
permit conditions that limit equipment operating parameters, or the type or
quantity of material processed. These records shall be made available to
AQMD personnel upon request and be maintained for at least: [204]
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a. Three years for a facility not subject to TitleV; or
b. Five years for a facility subject to TitleV.

7. The operator shall maintain and operate all equipment to ensure compliance
with all emission limits as specified in this facility permit. Compliance
with emission limits shall be determined according to the following
specifications, unless otherwise specified by AQMD rules or permit
conditions: [204]

a. For internal combustion engines and gas turbines, measured concentrations
shall be corrected to 15 percent stack-gas oxygen content on a dry basis
and be averaged over a period of 15 consecutive minutes; [1110.2, 1134,
204]

b. For other combustion devices, measured concentrations shall be corrected
to 3 percent stack-gas oxygen content on a dry basis and be averaged over
a period of 15 consecutive minutes; [1146, 1146.1, 204]

c. For a large NOx source, compliance with a RECLAIM concentration limit
shall be measured over a continuous 60 minutes for that source; [2012]

d. For non-combustion sources, compliance with emission limits shall be
determined and averaged over a period of 60 minutes; [204]

e. For the purpose of determining compliance with Rule 407, carbon monoxide
(CO) shall be measured on a dry basis and be averaged over 15 consecutive
minutes, and sulfur compoundswhich would exist as liquid or gas at
standard conditions shall be calculated as sulfur dioxide (SO2) and be
averaged over 15 consecutive minutes; [407]

f. For the purpose of determining compliance with Rule 409, combustion
contaminant emission measurements shall be corrected to 12 percent of
carbon dioxide (CO2) at standard conditions and averaged over 15
consecutive minutes. [409]

g. For the purpose of determining compliance with Rule 475, combustion
contaminant emission measurements shall be corrected to 3 percent of
oxygen (O2) at standard conditions and averaged over 15 consecutive
minutes or any other averaging time specified by the ExecutiveOfficer.
[475]

8. All equipment operating under the RECLAIM program shall comply concurrently
with all provisions of AQMD Rules and Regulations, except those listed in
Table 1 of Rule 2001 for NOx RECLAIM sources and Table 2 of Rule 2001 for
SOx RECLAIM sources. Those provisions listed in Tables 1 or 2 shall not
apply to NOx or SOx emissions after the date the facility has demonstrated
compliance with all monitoring and reporting requirements of Rules 2011 or
2012, as applicable. Provisions of the listed AQMD rules in Tables 1 or 2
which have initial implementation dates in 1994 shall not apply to a RECLAIM
NOx or SOx source, respectively. [2001]
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9. The operator shall, when a source test is required by AQMD, provide a source
test protocol to AQMD no later than 60 days before the proposed test date.
The test shall not commence until the protocol is approved by AQMD. The test
protocol shall contain the following information: [204, 304]

a. Brief description of the equipment tested.
b. Brief process description, including maximum and normal operating

temperatures, pressures, through-put, etc.
c. Operating conditions under which the test will be performed.
d. Method of measuring operating parameters, such as fuel rate and process

weight. Process schematic diagram showing the ports and sampling
locations, including the dimensions of the ducts/stacks at the sampling
locations, and distances of flow disturbances, (e,g. elbows, tees, fans,
dampers) from the sampling locations (upstream and downstream).

e. Brief description of sampling and analytical methods used to measure each
pollutant, temperature, flow rates, and moisture.

f. Description of calibration and quality assurance procedures.
g. Determination that the testing laboratory qualifies as an "independent

testing laboratory" under Rule 304 (no conflict of interest).

10. The operator shall submit a report no later than 60 days after conducting a
source test, unless otherwise required by AQMD Rules or equipment-specific
conditions. The report shall contain the following information: [204]

a. The results of the source test.
b. Brief description of the equipment tested.
c. Operating conditions under which test will be performed.
d. Method of measuring operating parameters, such as fuel rate and process

weight. Process schematic diagram showing the ports and sampling
locations, including the dimensions of the ducts/stacks at the sampling
locations, and distances of flow disturbances, (e.g. elbows, tees, fans,
dampers) from the sampling locations (upstream and downstream).

e. Field and laboratory data forms, strip charts and analyses.
f. Calculations for volumetric flow rates, emission rates, control

efficiency, and overall control efficiency.

11. The operator shall, when a source test is required, provide and maintain
facilities for sampling and testing. These facilities shall comply with the
requirements of AQMD Source TestMethod 1.1 and 1.2. [217]
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12. Whenever required to submit a written report, notification or other
submittal to the ExecutiveOfficer, AQMD, or the District, the operator
shall mail or deliver the material to: Deputy ExecutiveOfficer, Engineering
and Compliance, AQMD, 21865 E. Copley Drive, Diamond Bar, CA 91765-4182.
[204]
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SECTION F: RECLAIMMONITORING AND SOURCE TESTING REQUIREMENTS

The Facility shall comply with all applicable monitoring and source testing requirements in
RegulationXX. These requirements may include but are not limited to the following:

I. NOxMonitoringConditions

A. The Operator of a NOxMajor Source, as defined in Rule 2012, shall, as applicable:

1. Install, maintain, and operate an AQMD certified direct or time-shared
monitoring device or an approved alternative monitoring device for each
major NOx source to continuously measure the concentration of NOx
emissions and all other applicable variables specified in Rule 2012, Table
2012-1 and Rule 2012,Appendix A, Table 2-A to determine the NOx emissions
rate from each source. The time-sharing of CEMS among NOx sources may be
allowed by the ExecutiveOfficer in accordance with the requirements for
time sharing specified in Appendix A. [2012]

2. Install, maintain, and operate a totalizing fuel meter approved by the
ExecutiveOfficer for each major source. [2012]

3. If the facility is operating existing CEMS and fuel meters, continue to
follow recording and reporting procedures required by AQMD Rules and
Regulations in effect prior to October 15, 1993 until the CEMS is
certified pursuant to Rule 2012. [2012]

4. Use valid data collected by an AQMD certified or provisionally certified
CEMS in proper operation that meets all the requirements of Appendix A of
Rule 2012, unless final certification of the CEMS is denied, to determine
mass emissions for all purposes, including, but not limited to,
determining: [2012]

a. compliance with the annual Allocation;
b. excess emissions;
c. the amount of penalties; and
d. fees.

5. Follow missing data procedures as specified in Rule 2012Appendix A
whenever valid data is not available or collected to determine mass
emissions for all purposes, including, but not limited to, determining:
[2012]

a. compliance with the annual Allocation;
b. excess emissions;
c. the amount of penalties; and
d. fees.
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B. The Operator of a NOx Large Source, as defined in Rule 2012, shall, as applicable:

1. Install, maintain, and operate a totalizing fuel meter and any device
specified by the ExecutiveOfficer as necessary to determine monthly fuel
usage or other applicable variables specified in Rule 2012,Appendix A,
Table 3-A. The sharing of totalizing fuel meter may be allowed by the
ExecutiveOfficer if the fuel meter serves large sources which have the
same emission factor, concentration limit, or emission rate. The sharing
of totalizing fuel meters shall not be allowed for large sources which are
required to comply with an annual heat input limit. [2012]

2. Comply at all timeswith the specified NOx concentration limit in PPM
measured over any continuous 60 minutes for that source or establish an
equipment-specific emission rate that is reliable, accurate,
representative of that sources emissions, and in accordance with the
requirements specified in Rule 2012,Appendix A, Chapter 5. [2012]

C. The Operator of a NOx Process Unit, as defined in Rule 2012, shall, as applicable:

1. Install, maintain, and operate a totalizing fuel meter or any device
approved by the ExecutiveOfficer to measure quarterly fuel usage or other
applicable variables specified in Rule 2012, Table 2012-1, and Rule 2012,
Appendix A, Table 4-A. The sharing of totalizing fuel meters may be
allowed by the ExecutiveOfficer if the fuel meter serves process units
which have the same emission factor or emission rate. The sharing of
totalizing meter shall not be allowed for process unitswhich are required
to comply with an annual heat input limit. [2012]

II. NOx Source Testing and Tune-up Conditions

1. The operator shall conduct all required NOx source testing in compliance
with an AQMD-approved source test protocol. [2012]

2. The operator shall, as applicable, conduct source tests for every large
NOx source no later than December 31, 1996 and every 3 years thereafter.
The source test shall include the determination of NOx concentration and a
relative accuracy audit of the exhaust stack flow determination (e.g.
in-stack flow monitor or fuel flow monitor based F-factor calculation).
Such source test results shall be submitted per the schedule described by
APEP. In lieu of submitting the first source test report, the facility
permit holder may submit the results of a source test not more than 3
years old which meets the requirements when conducted. [2012]
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3. All NOx large sources and NOx process units shall be tuned-up in
accordance with the schedule specified in Rule 2012,Appendix A, Chapter
5, Table 5-B. [2012]

III. SOxMonitoringConditions

D. The Operator of a SOxMajor Source, as defined in Rule 2011, shall, as applicable:

1. Install, maintain, and operate an AQMD certified direct or time-shared
monitoring device or an approved alternative monitoring device for each
major SOx source to continuously measure the concentration of SOx
emissions or fuel sulfur content and all other applicable variables
specified in Rule 2011, Table 2011-1 and Rule 2011,Appendix A, Table 2-A
to determine the SOx emissions rate from each source. The time-sharing of
CEMS among SOx sources may be allowed by the ExecutiveOfficer in
accordance with the requirements for time sharing specified in Appendix A.
[2011]

2. Install, maintain, and operate a totalizing fuel meter approved by the
ExecutiveOfficer for each major source. [2011]

3. If the facility is operating existing CEMS and fuel meters, continue to
follow recording and reporting procedures required by AQMD Rules and
Regulations in effect prior to October 15, 1993 until the CEMS is
certified pursuant to Rule 2011. [2011]

4. Use valid data collected by an AQMD certified or provisionally certified
CEMS in proper operation that meets all the requirements of Appendix A of
Rule 2011, unless final certification of the CEMS is denied, to determine
mass emissions for all purposes, including, but not limited to,
determining: [2011]

a. compliance with the annual Allocation;
b. excess emissions;
c. the amount of penalties; and
d. fees.

5. Follow missing data procedures as specified in Rule 2011Appendix A
whenever valid data is not available or collected to determine mass
emissions for all purposes, including, but not limited to, determining:
[2011]

a. compliance with the annual Allocation;
b. excess emissions;
c. the amount of penalties; and
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d. fees.

E. The Operator of a SOx Process Unit, as defined in Rule 2011, shall, as applicable:

1. Install, maintain, and operate a totalizing fuel meter or any device
approved by the ExecutiveOfficer to measure quarterly fuel usage or other
applicable variables specified in Rule 2011, Table 2011-1, and Rule 2011,
Appendix A, Table 3-A. The sharing of totalizing meters shall be allowed
for process units except those using fuelswith different sulfur contents.
[2011]

IV. SOx Source Testing Conditions

1. The operator shall conduct all required SOx source testing in compliance
with an AQMD-approved source test protocol. [2011]
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The Facility shall comply with all applicable reporting and recordkeeping requirements in
RegulationXX. These requirements may include but are not limited to the following:

I. Recordkeeping Requirements for all RECLAIM Sources

1. The operator shall maintain all monitoring data required to be measured
or reported pursuant to Rule 2011 and Rule 2012, whichever is
applicable. All records shall be made available to AQMD staff upon
request and be maintained for at least:

a. Three years after eachAPEP report is submitted to AQMD for a
facility not subject to TitleV, unless a different time period is
required in Rule 2011 or Rule 2012 [2011& 2012]; or

b. Five years after eachAPEP report is submitted to AQMD for a
facility subject to TitleV. [3004(a)(4)(E)]

c. Notwithstanding the above, all data gathered or computed for
intervals of less than 15 minutes shall only be maintained a minimum
of 48 hours. [2011& 2012]

2. The operator shall store on site and make available to the Executive
Officer upon request: records used to determine emissions, maintenance
records, sources test reports, relative accuracy test audit reports,
relative accuracy audit reports and fuel meter calibration records.
[2011& 2012]

II. Reporting Requirements for all RECLAIM Sources

1. The operator shall submit a quarterly certification of emissions
including the facility's total NOx or SOx emissions, whichever is
applicable, for the quarter within 30 days after the end of the first
three quarters and 60 days after the end of the fourth quarter of a
compliance year. [2011& 2012]

NOx Reporting Requirements

A. The Operator of a NOxMajor Source, as defined in Rule 2012, shall, as applicable:

1. No later than 12 months after entry into the RECLAIM program or after
the initial operation of a new major source, whichever is later,
install, maintain, and operate a reporting device to electronically
report everyday to the AQMD central station for each major NOx source,
the total daily mass emissions of NOx and daily status codes. Such data
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shall be transmitted by 5:00 p.m. of the following day. If the facility
experiences a power, computer, or other system failure that prevents the
submittal of the daily report, the Facility Permit holder shall be
granted 24 hours extension to submit the report. [2012]

2. Calculate NOx emissions pursuant to missing data procedures set forth in
Appendix A, Chapter 2 of Rule 2012 if the Facility Permit holder fails
to meet the deadline for submitting the daily report. [2012]

3. Submit an electronic report within 15 days following the end of each
month totaling NOX emissions from all major NOx sources during the
month. [2012]

4. For those facilitieswith existing CEMS and fuel meters as of October
15, 1993, continue to follow recording and reporting procedures required
by AQMD Rules and Regulations in effect until the CEMS is certified
pursuant to Rule 2011 and/or Rule 2012, as applicable. [2012]

B. The Operator of a NOx Large Source, as defined in Rule 2012, shall:

1. Install, maintain and operate a modem or any reporting device approved
by the ExecutiveOfficer to report, to the AQMD, the total monthly NOx
mass emissions from each large NOx source. The Operator shall comply
with this requirement within 12 months of the date of entry to the
RECLAIM Program. Such data shall be reported within 15 days after the
end of each calendar month. [2012]

C. The Operator of a NOx Process Unit, as defined in Rule 2012, shall:

1. Electronically report the calculated quarterly NOx emissions for each
NOx process unit. The Operator shall comply with this requirement
within 12 months of the date of entry to the RECLAIM Program. [2012]
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SOx Reporting Requirements

D. The Operator of a SOxMajor Source, as defined in Rule 2011, shall, as applicable:

1. No later than 12 months after entry into the RECLAIM program or after
the initial operation of a new major source, whichever is later,
install, maintain, and operate a reporting device to electronically
report everyday to the AQMD central station for each major SOx source,
the total daily mass emissions of SOx and daily status codes. Such data
shall be transmitted by 5:00 p.m. of the following day. If the facility
experiences a power, computer, or other system failure that prevents the
submittal of the daily report, the Facility Permit holder shall be
granted 24 hours extension to submit the report. [2011]

2. Calculate SOx emissions pursuant to missing data procedures set forth in
Appendix A, Chapter 2 of Rule 2011 if the Facility Permit holder fails
to meet the deadline for submitting the daily report. [2011]

3. Submit an electronic report within 15 days following the end of each
month totaling SOX emissions from all major SOx sources during the
month. [2011]

4. For those facilitieswith existing CEMS and fuel meters as of October
15, 1993, continue to follow recording and reporting procedures required
by AQMD Rules and Regulations in effect until the CEMS is certified
pursuant to Rule 2011 and/or Rule 2012, as applicable. [2011]

E. The Operator of a SOx Process Unit, as defined in Rule 2011, shall:

1. Electronically report the calculated quarterly SOx emissions for each
SOx process unit. [2011]
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss11::CCRRUUDDEEDDISISTTIILLLLAATTIOIONNUNIT P13.1UNIT
SSyysstteem 11::CRU S13.2, S15.1,CRUDDEEAATTMMOOSSPPHHEERRICICDDISISTTILILLLAATTIOIONN S15.2,S15.10

COLUMN,ATMOSPHERICCRUDE D1
DISTILLATION,1C-1,CRUDEOIL,
HEIGHT:159 FT; DIAMETER:21 FT 6
IN
A/N:

System 4: CRUDE UNIT FEED DESALTER S13.2, S15.1,System 4 : CRUDE UNIT FEED DESALTER S31.4

TANK,SURGE, 1C-5,WASH D4
(DESALTER)WATER,HEIGHT:17 FT 6
IN; DIAMETER:7 FT
A/N: 448496
Permit to Construct Issued: 10/18/06

VESSEL,DESALTER,1ST STAGE,1C- D2251 SOX: 500 PPMV (5) [RULE E193.17,
6C,CRUDEOIL,WITH 407,4-2-1982] E336.9,K171.8
WATER&MUDWASH
DISTRIBUTION&3ELECTRICAL
GRIDS, IN PARALLELWITH 1C-6D&
IN SERIESWITH 1C-6A,LENGTH:85
FT; DIAMETER:13 FT
A/N: 448496
Permit to Construct Issued: 10/18/06

VESSEL,DESALTER,2ND STAGE, D21 SOX: 500 PPMV (5) [RULE E336.9,K171.8
1C-6A,CRUDEOIL,WITH FIVE 407,4-2-1982]

SEDIMENTELIMINATORS,IN
PARALLELWITH 1C-6B& IN SERIES
WITH 1C-6C,LENGTH:86 FT;
DIAMETER:12 FT
A/N: 448496
Permit to Construct Issued: 10/18/06

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 1 : CRUDE DISTILLATIONUNIT P13.1

VESSEL,DESALTER,1ST STAGE,1C- D2252 SOX: 500 PPMV (5) [RULE E193.17,
6D, CRUDEOIL,WITH 407,4-2-1982] E336.9,K171.8
WATER&MUDWASH
DISTRIBUTION&3ELECTRICAL
GRIDS, IN PARALLELWITH 1C-6C&
IN SERIESWITH 1C-6B,LENGTH:85
FT; DIAMETER:13 FT
A/N: 448496
Permit to Construct Issued: 10/18/06

VESSEL,DESALTER,2ND STAGE, D22 SOX: 500 PPMV (5) [RULE E336.9,K171.8
1C-6B,CRUDEOIL,WITH FIVE 407,4-2-1982]

SEDIMENTELIMINATORS,IN
PARALLELWITH 1C-6A& IN SERIES
WITH 1C-6D,LENGTH:86 FT;
DIAMETER:12 FT
A/N: 448496
Permit to Construct Issued: 10/18/06

DRAIN SYSTEMCOMPONENT D2253 HAP: (10) [40CFR61 Subpart H23.24
A/N: 448496 FF_01,12-4-2003;40CFR 63

Permit to Construct Issued: 10/18/06 SubpartCC, #4,5-25-2001]

FUGITIVEEMISSIONS, D2254 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 448496
Permit to Construct Issued: 10/18/06

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionH Page:3
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss22::CCOOKKININGGAANNDDRREESSIDIDUAL C P13.1UAL COONNDDITITIIOONNININGG

Sys S1.2, S13.2,Systteem 11::NNOORRTTHHDDEELLAAYYEEDDCCOOKKIINNGGUUNNIITT S15.1,S15.7

DRUM, 21C-1,COKE,HEIGHT:59 FT; D57 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT 6 IN CC, #2,5-25-2001] ; PM: (9)
A/N: 358122 [RULE 405,2-7-1986]

Permit to Construct Issued: 09/29/99

DRUM, 21C-2,COKE,HEIGHT:59 FT; D58 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT 6 IN CC, #2,5-25-2001] ; PM: (9)
A/N: 358122 [RULE 405,2-7-1986]

Permit to Construct Issued: 09/29/99

DRUM, 21C-3,COKE,HEIGHT:59 FT; D59 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT 6 IN CC, #2,5-25-2001] ; PM: (9)
A/N: 358122 [RULE 405,2-7-1986]

Permit to Construct Issued: 09/29/99

DRUM, 21C-4,COKE,HEIGHT:59 FT; D60 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT 6 IN CC, #2,5-25-2001] ; PM: (9)
A/N: 358122 [RULE 405,2-7-1986]

Permit to Construct Issued: 09/29/99

DRUM, 21C-5,COKE,HEIGHT:59 FT; D61 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT 6 IN CC, #2,5-25-2001] ; PM: (9)
A/N: 358122 [RULE 405,2-7-1986]

Permit to Construct Issued: 09/29/99

DRUM, 21C-6,COKE,HEIGHT: 59 FT; D62 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT 6 IN CC, #2,5-25-2001] ; PM: (9)
A/N: 358122 [RULE 405,2-7-1986]

Permit to Construct Issued: 09/29/99

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 2 : COKINGAND RESIDUAL CONDITIONING P13.1

SSyysstteem 22::SSOOUUTTHHD S1.2, S13.2,DEELLAAYYEEDDCCOOKKININGGUUNNITIT S15.1,S15.7

DRUM, 22C-9,COKE,HEIGHT:59 FT; D88 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT 6 IN CC, #2,5-25-2001] ; PM: (9)
A/N: 358440 [RULE 405,2-7-1986]

Permit to Construct Issued: 09/29/99

DRUM, 22C-10,COKE,HEIGHT:59 FT; D89 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT 6 IN CC, #2,5-25-2001] ; PM: (9)
A/N: 358440 [RULE 405,2-7-1986]

Permit to Construct Issued: 09/29/99

DRUM, 22C-11,COKE,HEIGHT:59 FT; D90 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT 6 IN CC, #2,5-25-2001] ; PM: (9)
A/N: 358440 [RULE 405,2-7-1986]

Permit to Construct Issued: 09/29/99

DRUM, 22C-12,COKE,HEIGHT:59 FT; D91 HAP: (10) [40CFR63 Subpart
DIAMETER:18 FT 6 IN CC, #2,5-25-2001] ; PM: (9)
A/N: 358440 [RULE 405,2-7-1986]

Permit to Construct Issued: 09/29/99

PPrroocceessss33::FFluluididCCaatatlayltyitcicCCrarcackkininggUUnnitit(F(FCCCCUU) P13.1, P13.2)
SSyysstteem 11::FFCCCCUU,,CCrraackckining S4.1, S13.2,gSSysytsetemm S15.1,S42.2

REGENERATOR,2C-3,HEIGHT:45 FT; D151 C164C165 NOX:MAJOR CO: 500 PPMV (8) [40CFR60 A63.4, A99.1,
DIAMETER:37 FT 2 IN WITH C166C1590 SOURCE**;SOX: SubpartJ,6-24-2008; CONSENT A99.2, A99.3,
A/N: 485908 C1772C2283 MAJOR SOURCE** DECREECIVILCASENo. 05C A195.2,A195.3,
Permit to Construct Issued: 12/09/08 C2284 5809,12-13-2005] ; CO: 2000 A195.4,A195.5,

PPMV (5) [RULE 407,4-2-1982] A195.6,A195.7,
A195.8,D29.3,
D82.2,

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : Fluid CatalyticCracking Unit (FCCU) P13.1, P13.2

HAP: (10) [40CFR63 Subpart D82.5,D90.4,
UUU, #2,2-9-2005] ; NH3: 10 E193.18,
PPMV (5) [RULE 1105.1,11-7- E193.20,
2003] ; NOX: 20 PPMV (8) [ E448.2,H23.17,
CONSENTDECREECIVILCASE K67.14,K67.15
No. 05C 5809,12-13-2005]

NOX: 40 PPMV (8A) [
CONSENTDECREECIVILCASE

No. 05C 5809,12-13-2005] ;
NOX: 140 PPMV (8B) [
CONSENTDECREECIVILCASE

No. 05C 5809,12-13-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: 1
LB(S)/1000LBS (8) [40CFR60
SubpartJ,6-24-2008] ; PM: (9)
[RULE 404,2-7-1986

RULE 405,2-7-1986]; PM10:
0.005 GRAINS/SCF (5)
[RULE 1105.1,11-7-2003] ;
PM10: 2.8 LBS/1000BBLS
(5A) [RULE 1105.1,11-7-2003]

PM10: 3.6 LBS/HR (5B)
[RULE 1105.1,11-7-2003] ; SOX:
25 PPMV (8) [ CONSENT

DECREECIVILCASENo. 05C

5809,12-13-2005]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : Fluid CatalyticCracking Unit (FCCU) P13.1, P13.2

SOX: 50 PPMV (8A) [40CFR
60 SubpartJ,6-24-2008;

CONSENTDECREECIVILCASE

No. 05C 5809,12-13-2005]

INJECTOR,FCCUCYCLE
OIL/HYDROTREATEDGAS OIL

INJECTOR,HOPPER,CO
PROMOTERCATALYST,2G-19, D:
2 FT,H: 4 FT 4 IN

VESSEL,ABRASIVE D2278 C164 C1.66,E175.2
CHARGE/INJECTION,2C-X,CRUSHED
WALNUTSHELLS,LOCATED
UPSTREAMOF THE EXPANDER,
HEIGHT:4 FT 1 IN; DIAMETER:2 FT
2 IN
A/N: 485908
Permit to Construct Issued: 12/09/08

STACK,2F-7,WITH EMERGENCY S1739 C1772
BYPASSDUCTING,(CONNECTING
ESP& BYPASSSCR,WASTEHEAT
BOILER& ID FAN),HEIGHT:89 FT;
DIAMETER:11 FT 4 IN
A/N: 485908
Permit to Construct Issued: 12/09/08

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : Fluid CatalyticCracking Unit (FCCU) P13.1, P13.2

SSyysstteem 22::FFCCCCUUAAIIRRPPOOLLLLUUTTIOIONNCCOONNTTRROOLLSSYYSSTTEEMM
BOILER, 2F-3,CARBONMONOXIDE C164 D151 D2278 NOX:MAJOR CO: 2000 PPMV (5) [RULE B61.3, D90.12,
WASTEHEAT, NATURALGAS, D2404 SOURCE**;SOX: 407,4-2-1982] ; PM: 11 LBS/HR E193.16,
REFINERYGAS,WITH LOWNOX MAJOR SOURCE** (5B) [RULE 476,10-8-1976] ; E448.2,H23.13,
BURNER,464 MMBTU/HR WITH PM: 0.1 GRAINS/SCF (5) K67.14
A/N: 458744 [RULE 409,8-7-1981]

Permit to Construct Issued: 03/27/07

PM: 0.01 GRAINS/SCF (5A)
[RULE 476,10-8-1976]

BURNER,NATURALGAS,
REFINERYGAS, FOUR LO-NOX,
WITH LOWNOX BURNER,464
MMBTU/HR

ELECTROSTATIC PRECIPITATOR, 2D- C166 D151 D2404 HAP: (10) [40CFR63 Subpart C12.1,C12.2,
2, PLATE-WIRE,DRY,NEGATIVE UUU, #2,2-9-2005] D29.4,D90.8,
CORONA,2 CHAMBERS,3 FIELDS,3 D90.9,D90.10,
T/R SETS, 12 CELLS,BUELL, IN D90.11,D323.1,
SERIESWITH 2D-1, IDLEMODE, 18 E102.2,
FT L, 57 FT 6 INW, 30 FT H, 300 KVA E193.10,
WITH E193.19,K40.6,
A/N: 485909 K67.10,K67.16
Permit to Construct Issued: 12/09/08

AMMONIA INJECTION,GRID 1,
UPSTREAMOF ESP 2D-1

HOPPER,CATALYSTDUST,8
TOTAL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : Fluid CatalyticCracking Unit (FCCU) P13.1, P13.2

ELECTROSTATIC PRECIPITATOR, 2D- C165 D151 D2404 HAP: (10) [40CFR63 Subpart C12.1,C12.2,
1, PLATE-WIRE,DRY,NEGATIVE UUU, #2,4-20-2006] D29.4,D90.8,
CORONA,2 CHAMBERS,2 FIELDS,2 D90.9,D90.10,
T/R SETS, 12 CELLS,BUELL, IN D90.11,D323.1,
SERIESWITH 2D-2, IDLEMODE,18FT E102.2,
L, 37 FT 6 INW, 30 FT H, 140 KVA E193.10,
WITH E193.19,K40.6,
A/N: 485909 K67.10,K67.16
Permit to Construct Issued: 12/09/08

AMMONIA INJECTION,GRID 1,
UPSTREAMOF ESP 2D-1

HOPPER,CATALYSTDUST,8
TOTAL

ELECTROSTATIC PRECIPITATOR, 2D- C2283 D151 D2404 HAP: (10) [40CFR63 Subpart C12.2,D29.4,
3X, PLATE-RED,DRY,NEGATIVE UUU, #2,4-20-2006] D90.8,D90.9,
CORONA,2 CHAMBERS,6 FIELDS,12 D90.10,D90.11,
T/R SETS, 24 CELLS,HRC, IN D323.1,E102.2,
PARALELWITH 2D-4X, 54 FT L, 80 FT E193.18,
W, 36 FT H, 1380 KVA WITH E193.19,K67.16
A/N: 485910
Permit to Construct Issued: 12/09/08

AMMONIA INJECTION,GRID 2,
UPSTREAMOF ESPS 2D-3X& 2D-
4X

HOPPER,CATALYSTDUST,24
TOTAL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : Fluid CatalyticCracking Unit (FCCU) P13.1, P13.2

ELECTROSTATIC PRECIPITATOR, 2D- C2284 D151 D2404 HAP: (10) [40CFR63 Subpart C12.2,D29.4,
4X, PLATE-RED,DRY,NEGATIVE UUU, #2,4-20-2006] D90.8,D90.9,
CORONA,2 CHAMBERS,6 FIELDS,12 D90.10,D90.11,
T/R SETS, 24 CELLS,HRC, IN D323.1,E102.2,
PARALELWITH 2D-3X, 54 FT L, 80 FT E193.18,
W, 36 FT H, 1380 KVA WITH E193.19,K67.16
A/N: 485911
Permit to Construct Issued: 12/09/08

AMMONIA INJECTION,GRID 2,
UPSTREAMOF ESPS 2D-3X& 2D-
4X

HOPPER,CATALYSTDUST,24
TOTAL

SELECTIVECATALYTICREDUCTION, C1772 D151 S1739 NH3: 10 PPMV (5) [RULE A195.2,D12.1,
FIXEDBED REACTOR,WITH D2404 1105.1,11-7-2003] D12.2,D28.1,
MITSUBISHIVANADIUMPENTOXIDE D28.4,D29.4,
HONEYCOMBTYPE CATALYST, K40.4, K171.12,
WIDTH:27 FT; HEIGHT:56 FT; K171.13
LENGTH:31 FT WITH
A/N: 458745
Permit to Construct Issued: 03/23/07

AMMONIA INJECTION,GRID 3

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : Fluid CatalyticCracking Unit (FCCU) P13.1, P13.2

SSyysstteem 88::FFCCCCUUBBaaseseCCaatatlaylysst/tC/CataatalylsytstAAddditiitviveessInInjejecctitninggSSyystsetemm
BULKMATERIALLOADINGSTATION, D2395 C2397 PM: (9) [RULE 404,2-7- B27.1,C1.67,
MULTI-LOADINGSYSTEM,CABINET, 1986;RULE405,2-7-1986] E71.13, K171.18
GRACEDAVISONMODELMLS-2452-
AWC,SERIAL # LL130,WITH
AUTOMATICPROGRAMMABLE
LOGICCONTROLLER,W: 6 FT,L: 10
FT,H: 9 FT WITH
A/N: 483504
Permit to Construct Issued: 11/26/08

EDUCTOR,VACUUMPRODUCER,
4 HOSES TO DRAWCATALYST
FROM STORAGEBIN TO
CATALYSTCOLLECTOR,WITH 2
DUST FILTERS

SCREEN,DUST/CATALYST
COLLECTOR,OPEN/CLOSE
VALVE TO DIRECTCATALYSTTO
TRANSFERPOT

POT,TRANSFER,PRESSURIZED,
PRD SET AT125 PSIG, 6 CF
CAPACITY,WITH 3 CATALYST
LOAD CELLSFORWEIGHT
MEASURING& RECORDING,
WITH SUPPORTLEGS

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 3 : Fluid CatalyticCracking Unit (FCCU) P13.1, P13.2

EJECTOR,PRESSURIZING
CATALYSTFROMTRANSFERPOT
TO REGENERATORVIA A
COMMONHOSE

FILTER,CARTRIDGETYPE, C2397 D2395 C6.4,D29.6,
CATALYSTDUST,2 IN PARALLEL, D322.3,D323.1,
CLEMTEX,MODEL FA376094,EACH E102.1
OD:1 FT 2 IN, ID:9 FT 6 IN, H:2 FT 6
IN,WITH AUTOMATICAIR PULSE
CLEANING,260 SQ.FT.
A/N: 483504
Permit to Construct Issued: 11/26/08

PPrroocceessss44::HHYYDDROTR P13.1ROTREEAATTININGGPPRROOCCEESSS

SSyyssttem S4.1, S13.2,em11::FFCCCCUUFFEEEEDD(G(GAASSOOILIL))HHYYDDRROODDEESSUULLFFUURRIZIZAATTIIOONNUUNNITIT S15.1, S15.2,
S15.9,S31.2

TURBINE,HIGH TEMPERATURE D169
SEPARATORPOWER RECOVERY,25J-
1A
A/N: 422931
Permit to Construct Issued: 01/07/05

TURBINE,HIGH TEMPERATURE D170
SEPARATORPOWER RECOVERY,25J-
1B
A/N: 422931
Permit to Construct Issued: 01/07/05

TURBINE,RICHDEA POWER D171
RECOVERY,25J-02,SERVING25G-5A
A/N: 422931
Permit to Construct Issued: 01/07/05

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

EJECTOR,25J-22A,STEAM JET D2184
A/N: 422931
Permit to Construct Issued: 01/07/05

SUMP,25D-1,AMINE,LENGTH:10 D2185
FT,WIDTH:10 FT,DEPTH: 7 FT 6 IN
A/N: 422931
Permit to Construct Issued: 01/07/05

VESSEL, 25C-51,CONDENSATE D2187
RECEIVER
A/N: 422931
Permit to Construct Issued: 01/07/05

EJECTOR,25J-22B,STEAM JET D2188
A/N: 422931
Permit to Construct Issued: 01/07/05

ABSORBER,HIGH PRESSUREAMINE, D172
25C-10,HEIGHT:77 FT 6 IN;
DIAMETER:8 FT
A/N: 422931
Permit to Construct Issued: 01/07/05

COLUMN,STRIPPER,PRODUCT,25C- D173
11, HEIGHT:66 FT; DIAMETER:13 FT
A/N: 422931
Permit to Construct Issued: 01/07/05

ABSORBER,LOW PRESSUREAMINE, D174
25C-13,HEIGHT:57 FT; DIAMETER:3
FT
A/N: 422931
Permit to Construct Issued: 01/07/05

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

FRACTIONATOR, 25C-15,HEIGHT:116 D175
FT; DIAMETER:14 FT 6 IN
A/N: 422931
Permit to Construct Issued: 01/07/05

COLUMN,STRIPPER/DRYER,25C-17, D176 D232 D234 E336.13
KEROSENE,HEIGHT:64 FT 6 IN;
DIAMETER:4 FT
A/N: 422931
Permit to Construct Issued: 01/07/05

COLUMN,STRIPPER,25C-18,LIGHT D177
GAS OIL, HEIGHT:35 FT; DIAMETER:
5 FT 6 IN
A/N: 422931
Permit to Construct Issued: 01/07/05

VESSEL,VACUUMDRYER, 25C-27, D178 D232 D234 E336.13
LIGHTGAS OIL, HEIGHT:32 FT;
DIAMETER:5 FT
A/N: 422931
Permit to Construct Issued: 01/07/05

TANK,SURGE, 25C-04,COLDFEED D188
A/N: 422931
Permit to Construct Issued: 01/07/05

VESSEL,SURGE, 25C-05,HOT FEED D189
A/N: 422931
Permit to Construct Issued: 01/07/05

VESSEL,SEPARATOR,HIGH D190
TEMPERATURE,25C-7A
A/N: 422931
Permit to Construct Issued: 01/07/05

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

VESSEL,SEPARATOR,HIGH D191
TEMPERATURE,25C-7B
A/N: 422931
Permit to Construct Issued: 01/07/05

VESSEL,SEPARATOR,LOW D192
TEMPERATURE,25C-8,LENGTH:38
FT; DIAMETER:11 FT
A/N: 422931
Permit to Construct Issued: 01/07/05

KNOCKOUT POT, 25C-9,RECYCLE D193
GAS, LENGTH:14 FT; DIAMETER:7
FT
A/N: 422931
Permit to Construct Issued: 01/07/05

ACCUMULATOR, 25C-12,STRIPPER D194
OVERHEAD,LENGTH:27 FT;
DIAMETER:6 FT 6 IN
A/N: 422931
Permit to Construct Issued: 01/07/05

ACCUMULATOR, 25C-16, D196
FRACTIONATOR OVERHEAD,
LENGTH:25 FT; DIAMETER:8 FT
A/N: 422931
Permit to Construct Issued: 01/07/05

TANK,SURGE, 25C-19,CONDENSATE, D197
HEIGHT:14 FT; DIAMETER:4 FT
A/N: 422931
Permit to Construct Issued: 01/07/05

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionH Page:15
Facility I.D.: 800089
Revision #: DRAFT
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

TANK,SURGE, 25C-20,DEA, HEIGHT: D198
22 FT; DIAMETER:6 FT
A/N: 422931
Permit to Construct Issued: 01/07/05

VESSEL, 25C-24, D200
DIMETHYLDISULFIDE,HEIGHT:16
FT; DIAMETER:4 FT
A/N: 422931
Permit to Construct Issued: 01/07/05

KNOCKOUT POT, 25C-26,OFFGAS, D201
HEIGHT:9 FT 6 IN; DIAMETER:2 FT
A/N: 422931
Permit to Construct Issued: 01/07/05

KNOCKOUT POT,VACUUM,25C-28, D202
LENGTH:11 FT; DIAMETER:2 FT
A/N: 422931
Permit to ConstructIssued: 01/07/05

KNOCKOUT POT, 25C-50,FUMEGAS D206
A/N: 422931
Permit to Construct Issued: 01/07/05

COMPRESSOR,25K-1A/1B/1C, D221
MAKEUPHYDROGEN,6000-HPEACH,
3 TOTAL
A/N: 422931
Permit to Construct Issued: 01/07/05

COMPRESSOR,25K-2, RECYCLE D224
HYDROGEN
A/N: 422931
Permit to Construct Issued: 01/07/05

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

COMPRESSOR,25K-3A/3B,STRIPPER D225
OFFGAS, 400-HP,514 RPM, EACH,2
TOTAL,2 TOTAL
A/N: 422931
Permit to Construct Issued: 01/07/05

REACTOR,HYDROTREATERGUARD, D227
25C-40A,HEIGHT:31 FT; DIAMETER:
13 FT 6 IN
A/N: 422931
Permit to Construct Issued: 01/07/05

REACTOR,HYDROTREATERGUARD, D228
25C-40B,HEIGHT:31 FT; DIAMETER:
13 FT 6 IN
A/N: 422931
Permit to Construct Issued: 01/07/05

REACTOR,HYDROTREATERMAIN, D229
25C-41A, HEIGHT: 31 FT; DIAMETER:
13 FT 6 IN
A/N: 422931
Permit to Construct Issued: 01/07/05

REACTOR,HYDROTREATERMAIN, D230
25C-41B,HEIGHT:31 FT; DIAMETER:
13 FT 6 IN
A/N: 422931
Permit to Construct Issued: 01/07/05

VESSEL,SEPARATOR,25-C-08,LOW- D1256
TEMPERATURE,HEIGHT:38 FT;
DIAMETER:10 FT 1 IN
A/N: 422931
Permit to Construct Issued: 01/07/05

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

FILTER,25-J-06A/B, FUELGAS, 2 D1260
TOTAL
A/N: 422931
Permit to Construct Issued: 01/07/05

FUGITIVEEMISSIONS, D1803 HAP: (10) [40CFR63 Subpart
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 422931
Permit to Construct Issued: 01/07/05

SSyysstteem 33::RREEFFOORRMMEERRFFEEEEDD(N(NAAPPHHTTHHAA))HHYYDDRROOTREATE S13.2, S15.1,TREATERR S15.2, S15.12,
S31.2

COLUMN,STRIPPER,20C-1,HEIGHT: D302
108 FT 7 IN; DIAMETER:7 FT 6 IN
A/N: 411586
Permit to Construct Issued: 01/07/05

TANK,OIL SURGE, 20C-21, D2183
DIAMETER:6 FT,HEIGHT:17 FT 6.75
IN
A/N: 411586
Permit to Construct Issued: 01/07/05

COLUMN,DEHEXANIZER,20C-3, D303
HEIGHT:85 FT 6 IN; DIAMETER:11
FT
A/N: 411586
Permit to Construct Issued: 01/07/05

ACCUMULATOR, 20C-11, D304
DEHEXANIZEROVERHEAD,
LENGTH:20 FT; DIAMETER:7 FT 6
IN
A/N: 411586
Permit to Construct Issued: 01/07/05

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

VESSEL,SEPARATOR,HIGH D305
PRESSURE,20C-2,LENGTH:27 FT;
DIAMETER:6 FT
A/N: 411586
Permit to Construct Issued: 01/07/05

VESSEL,SEPARATOR,LOW D306
PRESSURE,20C-18,LENGTH:24 FT;
DIAMETER:6 FT
A/N: 411586
Permit to Construct Issued: 01/07/05

KNOCKOUT POT, 20C-30,RECYCLE D307
GAS, LENGTH:9 FT; DIAMETER:5 FT
6 IN
A/N: 411586
Permit to Construct Issued: 01/07/05

ACCUMULATOR, 20C-31,STRIPPER D308
OVERHEAD,LENGTH:12 FT;
DIAMETER:5 FT
A/N: 411586
Permit to Construct Issued: 01/07/05

TANK,20C-36,STRAIGHTRUN D309
NAPHTHACHARGEDRUM,LENGTH:
20 FT; DIAMETER:7 FT
A/N: 411586
Permit to Construct Issued: 01/07/05

REACTOR,NO. 4, PRE-TREATER, D312
20C-26,HEIGHT:29 FT; DIAMETER:6
FT
A/N: 411586
Permit to Construct Issued: 01/07/05

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

REACTOR,NO. 5, PRE-TREATER, D313
20C-27,HEIGHT:25 FT; DIAMETER:6
FT
A/N: 411586
Permit to Construct Issued: 01/07/05

REACTOR,NO. 6, PRE-TREATER, D314
20C-28,DIAMETER:14 FT
A/N: 411586
Permit to Construct Issued: 01/07/05

TANK,SURGE, 20C-63,NAPHTHA D1202 E204.1,E204.3
FEED,HEIGHT:21 FT; DIAMETER:7
FT 6 IN
A/N: 411586
Permit to Construct Issued: 01/07/05

FILTER,GAS FILTER,20J-3 D2182
A/N: 411586
Permit to ConstructIssued: 01/07/05

COMPRESSOR,20K-3A,RECYCLE D329
GAS, RECIPROCATING, PACKED
GLAND, 150-HP,CONDENSATEPOT,
DIAMETER:6 IN; HEIGHT:1 FT 6 IN
A/N: 411586
Permit to Construct Issued: 01/07/05

COMPRESSOR,20K-3B,RECYCLE D330
GAS, RECIPROCATING, PACKED
GLAND,,150-HP,CONDENSATEPOT,
DIAMETER:6 IN; HEIGHT:1 FT 6 IN
A/N: 411586
Permit to Construct Issued: 01/07/05

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

COMPRESSOR,20K-3C,RECYCLE D331
GAS, RECIPROCATING, PACKED
GLAND,,400-HP,CONDENSATEPOT,
DIAMETER:6 IN; HEIGHT:1 FT 6 IN
A/N: 411586
Permit to Construct Issued: 01/07/05

COMPRESSOR,20K-3D,RECYCLE D1244
GAS, RECIPROCATING, PACKED
GLAND, 400-HP
A/N: 411586
Permit to Construct Issued: 01/07/05

FUGITIVEEMISSIONS, D1810 HAP: (10) [40CFR63 Subpart
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 411586
Permit to Construct Issued: 01/07/05

SSyysstteem 55::PPRROODDUUCCTT(J(JeettFFuueel/lD/Dieiessele/lO/Oththeer)r)HHYYDDRROODDEESSUULLFFUURRIIZZAATTIOIONNUUNIT S13.2, S15.1,NIT S15.2,S15.10

FILTER,COALESCER,6C-29 D2179
A/N: 409565
Permit to Construct Issued: 01/07/05

TANK,HOLDING,6C-1, FEED SURGE, D557
LENGTH:30 FT; DIAMETER:12 FT
A/N: 409565
Permit to Construct Issued: 01/07/05

COLUMN,FEED STRIPPER,6C-2, D558
HEIGHT:50 FT 3 IN; DIAMETER:8 FT
A/N: 409565
Permit to Construct Issued: 01/07/05

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

ABSORBER,AMINE, 6C-3,HEIGHT:69 D559
FT; DIAMETER:4 FT
A/N: 409565
Permit to Construct Issued: 01/07/05

VESSEL,RECYCLECOMPRESSOR D560
SUCTION,6C-4,HEIGHT:8 FT;
DIAMETER:3 FT
A/N: 409565
Permit to Construct Issued: 01/07/05

REACTOR,6C-5,HEIGHT:32 FT 9 IN; D561
DIAMETER:11 FT
A/N: 409565
Permit to Construct Issued: 01/07/05

TANK,FLASH,6C-6,COLD,LENGTH: D562
20 FT; DIAMETER:5 FT
A/N: 409565
Permit to ConstructIssued: 01/07/05

VESSEL,FLASH,6C-7,HOT,HEIGHT: D563
16 FT; DIAMETER:6 FT
A/N: 409565
Permit to Construct Issued: 01/07/05

COLUMN,PRODUCTSTRIPPER,6C-8, D564
HEIGHT:72 FT 2 IN; DIAMETER:11
FT 6 IN
A/N: 409565
Permit to Construct Issued: 01/07/05

FILTER,FUELGAS, 6J-1 D2180
A/N: 409565
Permit to Construct Issued: 01/07/05

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

FILTER,6J-12,CLAYTREATER,700 D2181
GPM CAPACITY, DIAMETER:10 FT;
HEIGHT:20 FT
A/N: 409565
Permit to Construct Issued: 01/07/05

ACCUMULATOR, 6C-9, PRODUCT D565
STRIPPEROVERHEAD,LENGTH:16
FT; DIAMETER:5 FT
A/N: 409565
Permit to Construct Issued: 01/07/05

VESSEL,FLASH,6C-11,FOUL D567
WATER,HEIGHT:6 FT; DIAMETER:2
FT 6 IN
A/N: 409565
Permit to Construct Issued: 01/07/05

VESSEL,BOOSTERCOMPRESSOR D568
SUCTION,6C-12,HEIGHT: 8 FT;
DIAMETER:3 FT
A/N: 409565
Permit to Construct Issued: 01/07/05

VESSEL,LOW PRESSUREGAS D570
COMPRESSOR1ST INTERSTAGE,6C-
14, HEIGHT:8 FT; DIAMETER:2 FT 6
IN
A/N: 409565
Permit to Construct Issued: 01/07/05

TOWER, 6C-25/26/27,CLAYTREATER, D571
3 TOTAL,HEIGHT:20 FT; DIAMETER:
10 FT
A/N: 409565
Permit to Construct Issued: 01/07/05

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

COMPRESSOR,RECYCLE,6K-1, D572 E336.10
RECIPROCATING TYPEWITH
PACKEDGLAND, 400 HP MOTOR
A/N: 409565
Permit to Construct Issued: 01/07/05

COMPRESSOR,6K-2,LOW PRESSURE D574 E336.10
GAS, RECIPROCATING TYPEWITH
PACKEDGLAND, 600 HP MOTOR
A/N: 409565
Permit to Construct Issued: 01/07/05

COMPRESSOR,BOOSTER,6K-3A, D575 E336.10
RECIPROCATING TYPEWITH
PACKEDGLAND, 700 HP MOTOR
A/N: 409565
Permit to Construct Issued: 01/07/05

COMPRESSOR,6K-3B, D576 E336.10
RECIPROCATING TYPEWITH
PACKEDGLAND, 700 HP MOTOR,
SPARE
A/N: 409565
Permit to Construct Issued: 01/07/05

FILTER,6J-14A/B/C,HYDROGEN D1741
MEMBRANE,TOTALCOUNT3,
LENGTH:1 FT 8 IN; DIAMETER:9.5
IN
A/N: 409565
Permit to Construct Issued: 01/07/05

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 4 : HYDROTREATINGPROCESS P13.1

FILTER,6J-15A/B/C,HYDROGEN D1742
MEMBRANE,TOTALCOUNT3,
LENGTH:1 FT 8 IN; DIAMETER:9.5
IN
A/N: 409565
Permit to Construct Issued: 01/07/05

FUGITIVEEMISSIONS, D1834 HAP: (10) [40CFR63 Subpart H23.10
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 409565
Permit to Construct Issued: 01/07/05

PPrroocceessss66::HHYYDDRROOGGEENNPPRROODDUUCCTTIOIONNUUNNITITSS
System 2: HYDROGENPLANT NO. 2 S2.1, S4.1, S13.2,System 2 : HYDROGENPLANT NO. 2 S13.5, S15.1,

S15.2,S31.2

KNOCKOUT POT, 24C-1,FUELGAS D2234 K171.7
(INLINEMIXEDNATURALGAS &
REFINERYGASES),COMMONTO GAS
TURBINECOMBUSTOR(FUELGAS)&
H2 PLANTREACTOR(FEEDGAS),
HEIGHT:9 FT 6 IN; DIAMETER:6 FT
A/N: 435110
Permit to Construct Issued: 06/28/06

KNOCKOUT POT, 24C-2,FEEDGAS D385
(INLINEMIXEDNATURALGAS,
REFINERYGAS, H2 GAS), HEIGHT:9
FT 6 IN; DIAMETER:4 FT 6 IN
A/N: 435111
Permit to Construct Issued: 06/28/06

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : HYDROGENPRODUCTIONUNITS

VESSEL,SEPARATOR/FILTER,24J-19, D2241
OIL/FEEDGAS, HEIGHT:4 FT;
DIAMETER:1 FT 8 IN
A/N: 435111
Permit to Construct Issued: 06/28/06

COMPRESSOR,24K-4A/B, D2235 E336.15,
RECIPROCATING, 2 TOTAL IN H23.14,K171.7
PARALLEL,4500-HPEACH,1ST
STAGE,COMMONTO GAS TURBINE
(FUELGAS)& H2 PLANT (FEEDGAS)
A/N: 435110
Permit to Construct Issued: 06/28/06

COMPRESSOR,24K-4A/B,H2 PLANT D390 K171.7
REFORMERREACTORFEEDGAS,
RECIPROCATING, 2 TOTAL IN
PARALLEL,4500-HPEACH,2ND
STAGE,EQUIPPEDWITHCLOSED
VENT SYSTEMVENTINGTO
VRS/FLARE
A/N: 435111
Permit to Construct Issued: 06/28/06

REACTOR,24C-12,ZINCOXIDE, D369
REFORMINGREACTORFEED
TREATMENT, LENGTH:19 FT 6 IN;
DIAMETER:10 FT
A/N: 435111
Permit to Construct Issued: 06/28/06

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : HYDROGENPRODUCTIONUNITS

REACTOR,24F-1(R),STEAM/HC D2242
REFORMING,TUBULARTYPE,
INTERNALLYINTEGRATEDWITH
FURNACE24F-1
A/N: 435111
Permit to Construct Issued: 06/28/06

REACTOR,HIGH TEMPERATURE D371
SHIFT,24C-14,HEIGHT:21 FT;
DIAMETER:13 FT
A/N: 435111
Permit to Construct Issued: 06/28/06

REACTOR,LOW TEMPERATURE D1203
SHIFT,24C-50,HEIGHT:16 FT 6 IN;
DIAMETER:3 FT
A/N: 435111
Permit to Construct Issued: 06/28/06

KNOCKOUT POT, 24C-4,NO. 1 LOW D386
TEMPERATURESHIFTREACTOR
EFFLUENT,LENGTH:9 FT;
DIAMETER:10 FT
A/N: 435111
Permit to Construct Issued: 06/28/06

KNOCKOUT POT, 24C-5,NO. 2 LOW D387
TEMPERATURESHIFTREACTOR
EFFLUENT,LENGTH:11 FT;
DIAMETER:7 FT
A/N: 435111
Permit to Construct Issued: 06/28/06

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : HYDROGENPRODUCTIONUNITS

ADSORBER,PRESSURESWING, 24C- D372
15 TO 24C-26,12 TOTAL,HEIGHT:34
FT; DIAMETER:12 FT 6 IN
A/N: 435111
Permit to Construct Issued: 06/28/06

FILTER,24J-5A/B,H2 PRODUCTGAS, D392
2 TOTAL,LENGTH:8 FT; DIAMETER:
1 FT 6 IN
A/N: 435111
Permit to Construct Issued: 06/28/06

VESSEL, 24C-7, PSA GAS SURGE, D2243
HEIGHT:67 FT 1 IN; DIAMETER:12
FT 6 IN
A/N: 435111
Permit to Construct Issued: 06/28/06

VESSEL, 24C-6,PSA GASMIX, D2244
HEIGHT: 93 FT 8 IN; DIAMETER:12
FT 6 IN
A/N: 435111
Permit to Construct Issued: 06/28/06

VESSEL,DEAERATOR,24C-10,VENT D2245
TO ATMOSPHERE,HEIGHT:10 FT;
DIAMETER:10 FT
A/N: 435111
Permit to Construct Issued: 06/28/06

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 6 : HYDROGENPRODUCTIONUNITS

SSyysstteem 33::HHYYDDRROOGGEENNPPRROODDUUCCTTIIOONNUUNNITITSSHHEEAATTEERRSS
FURNACE,HYDROGENPLANT D367 S1971 S2021 NOX:MAJOR CO: 2000 PPMV (5) [RULE D28.8, K40.4
REFORMING,4F-1,LIQUIFIED SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1
PETROLEUMGAS,NATURALGAS, MAJOR SOURCE** GRAINS/SCF (5A) [RULE
REFINERYGAS,WITH ZEECO 409,8-7-1981] ; PM: (9) [RULE
BURNERSMODELGLSF10,WITH 404,2-7-1986]

LOWNOX BURNER,527MMBTU/HR
WITH
A/N:

BURNER,LO-NOX,NATURAL
GAS, REFINERYGAS, ZEECO ,
MODELGLSF10,WITH LOW NOX
BURNER,136 TOTAL;527
MMBTU/HR

Process 8 P13.1Process 8::AALLKKYYLLAATTIOIONNUUNNIITT
SSyysstteem 55::NN-B-BUUTTAANNEE(A(ALLKKYYLLAATION PR S7.5,S46.1TION PROODDUUCCTT))TTRREEAATTININGG
TOWER, 10C-11,ALUMINA D1995
A/N: 384498
Permit to Construct Issued: 11/15/01

VESSEL, 10C-12,KOH TREATER D1996
A/N: 384498
Permit to Construct Issued: 11/15/01

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Proces P13.1Processs99::GGAASSPPRROODDUUCCTTIOIONNPPRROOCCEESSS

System 6: ISOBUTANE (ALKYLATIONFEED) TREATING S13.2, S15.2,System 6 : ISOBUTANE (ALKYLATIONFEED) TREATING S15.15, S31.2

VESSEL,COALESCER,11C-10, D479
ISOBUTANE,LENGTH:10 FT 9 IN;
DIAMETER:4 FT
A/N: 411508
Permit to Construct Issued: 10/10/03

DRYER,MOLECULARSIEVES D2130 K171.2
ADSORBENT,ISOBUTANE
(ALKYLATIONFEED),2 TOTALFOR
ALTERNATINGREGENERATION,
LENGTH:18 FT; DIAMETER:4 FT
WITH
A/N: 411508
Permit to Construct Issued: 10/10/03

PUMP,2 TOTAL (ONE SPARE),5
BHP EACH,DOUBLE
MECHANICALSEALSWITH PUMP
SEAL CHAMBERVENTEDTO
VAPORRECOVERYSYSTEM

HEATEXCHANGER,VAPORIZER,
SHELLAND FINNEDTUBE TYPE

HEATEXCHANGER,COOLER,
SHELLAND FINNEDTUBE TYPE

FUGITIVEEMISSIONS, D2123 H23.10,H23.34
MISCELLANEOUS
A/N: 411508
Permit to Construct Issued: 10/10/03

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss11: TREATING/STRIPPIN P13.111 : TREATING/STRIPPINGGPPRROOCCEESSS

SSyysstteem 1122::FFuuelelggaasstrtereataing Unit 27/MEROXmercapta S13.2, S15.1,ting Unit 27/MEROXmercaptann-e-extxrtraactcitoionn&&ooililaabbsosorprptitoionn S31.3

COLUMN,MERCAPTAN-EXTRACTION D1320
(COMBINATIONCOLUMN),27C-09A,
CAUSTICWASH,HEIGHT:132 FT 6
IN; DIAMETER:6 FT
A/N: 475236
Permit to Construct Issued: 10/30/08

KNOCKOUT POT, 27C-05A,OIL D1316
ABSORBERFEED,HEIGHT:10 FT 6
IN; DIAMETER:5 FT
A/N: 475236
Permit to Construct Issued: 10/30/08

VESSEL,MERCAPTAN-OIL D2246
ABSORBER,27C-15A,KEROSINE,
HEIGHT:61 FT; DIAMETER:5 FT
A/N: 475236
Permit to Construct Issued: 10/30/08

VESSEL,FLASH,27C-29A,RICH D2247 SOX: 500 PPMV (5) [RULE E336.9
KEROSENE,HEIGHT:10 FT 6 IN; 407,4-2-1982]

DIAMETER:5 FT
A/N: 475236
Permit to Construct Issued: 10/30/08

VESSEL,OXIDIZER/CAUSTIC,27C- D1322
10A, HEIGHT:34 FT; DIAMETER:3 FT
6 IN
A/N: 475236
Permit to Construct Issued: 10/30/08

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 11 : TREATING/STRIPPINGPROCESS P13.1

POT,ADDITION,27C-14A,OXIDIZER D1330
CATALYST,HEIGHT:3 FT;
DIAMETER:1 FT 10 IN
A/N: 475236
Permit to Construct Issued: 10/30/08

VESSEL,SEPARATOR,27C-11A, D1324 SOX: 500 PPMV (5) [RULE E336.17
DISULFIDE,LENGTH:33 FT; 407,4-2-1982]

DIAMETER:6 FT 6 IN
A/N: 475236
Permit to Construct Issued: 10/30/08

FILTER,SAND, 27C-27A, D1341 SOX: 500 PPMV (5) [RULE E336.9
KEROSENE/DISULFIDE,HEIGHT:7 407,4-2-1982]

FT; DIAMETER:3 FT
A/N: 475236
Permit to Construct Issued: 10/30/08

VESSEL,DEGASSING,27C-13A, D1328 SOX: 500 PPMV (5) [RULE E336.9
SPENTCAUSTIC,HEIGHT: 10 FT; 407,4-2-1982]

DIAMETER:2 FT 4 IN
A/N: 475236
Permit to Construct Issued: 10/30/08

FUGITIVEEMISSIONS, D2249 HAP: (10) [40CFR63 Subpart H23.14,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 475236
Permit to Construct Issued: 10/30/08

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss1122::SSUULLFFUURRPPRROODDUUCCTTIOIONNPPRROOCCESS P13.1ESS

SSyysstteem 11: CL S13.6, S15.1,: CLAAUUSSTTRRAAIINNAA S15.2,S18.3

PIT,ACCUMULATOR, 29R-1A, D668 H2S: 10 PPMV (5) [RULE
SULFUR 468,10-8-1976] ; SOX: 500
A/N: 353806 PPMV (5) [RULE 407,4-2-1982]
Permit to Construct Issued: 07/06/99 ; SOX: 500 PPMV (5A)

[RULE 468,10-8-1976]

System 2: CLAUS TRAIN B S13.6, S15.1,System 2 : CLAUS TRAIN B S15.2,S18.3

PIT,ACCUMULATOR, 29R-1B, D671 C952 H2S: 10 PPMV (5) [RULE
SULFUR 468,10-8-1976] ; SOX: 500
A/N: 355279 PPMV (5) [RULE 407,4-2-1982]
Permit to Construct Issued: 07/06/99 ; SOX: 500 PPMV (5A)

[RULE 468,10-8-1976]

SSyysstteem 55::TTAAIILLGGAASSIINNCCININEERRAATTOORRSS
OXIDIZER,THERMAL,29F-4, C952 D653D671 NOX:MAJOR CO: 2000 PPMV (5) [RULE C8.8,D28.25,
PROCESSGAS, REFINERYGAS,WITH S1953 SOURCE**;SOX: 407,4-2-1982] ; PM: 0.1 D82.1,H23.13
LOWNOX BURNER,100 MMBTU/HR MAJOR SOURCE** GRAINS/SCF (5) [RULE
WITH 409,8-7-1981] ; PM: (9) [RULE
A/N: 353811 404,2-7-1986]

Permit to Construct Issued: 07/06/99

BURNER,NATURALGAS,
REFINERYGAS,WITH LOWNOX
BURNER,100 MMBTU/HR

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 12 : SULFUR PRODUCTIONPROCESS P13.1

SSyysstteem 66::SSUULLFFUURRSSTTOORRAG S15.5AGEE
PIT,STORAGE, 28R- 137, SULFUR, D1375 SOX: 500 PPMV (5) [RULE E336.18
ACID-RESISTANTCONCRETE,9163 407,4-2-1982]

BBLS,WITH 2 PRV EMERGENCY
VENTINGTO ATMOSPHERE,WIDTH:
48 FT; DEPTH: 14 FT 3 IN; LENGTH:
75 FT
A/N: 475234
Permit to Construct Issued: 10/30/08

PPrro P13.1occeessss1133::LLOOAADDININGG/U/UNNLLOOAADDININGGPPRROOCCEESSS
System 1: LPG/LSRRAIL CAR LOADING/UNLOADINGRACK S7.5, S15.1,System 1 : LPG/LSRRAIL CAR LOADING/UNLOADINGRACK S15.2,S31.2

LOADINGANDUNLOADINGARM, D675 E193.6,E336.7,
LIQUIFIEDPETROLEUMGAS, 16 K67.4
TOTAL;DIAMETER:2 IN
A/N: 384499
Permit to Construct Issued: 11/15/01

LOADINGANDUNLOADINGARM, D1994 C1.53,E336.6,
LIGHT STRAIGHTRUN, LIQUIFIED K67.4
PETROLEUMGAS, 8 TOTAL;
DIAMETER:2 IN
A/N: 384499
Permit to Construct Issued: 11/15/01

FUGITIVEEMISSIONS, D1855 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 384499
Permit to Construct Issued: 11/15/01

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : LOADING/UNLOADINGPROCESS P13.1

SSyysstteem 33::GGAASSOOLLININEELLOOAADDING RACKNO. 1 S7.5, S13.7,ING RACKNO. 1 S15.1, S15.2,
S31.2

LOADINGARM, BOTTOM,LOADING D1526 TOC: 35 MG/L (8) [40CFR60 C1.47
RACKNO. 1, GASOLINE,WITH SubpartXX,12-19-2003] ; VOC:
VAPORRECOVERYSYSTEM,6 0.08 LBS/1000GAL (5)
TOTAL;DIAMETER:4 IN [RULE 462,5-14-1999]

A/N: 389291
Permit to Construct Issued: 11/16/01

Sy S7.5, S13.7,Sysstteem 44::GGAASSOOLLIINNEELLOOAADDININGGRRAACCKKNNOO..33 S15.1, S15.2,
S31.2

LOADINGARM, TANKTRUCK, D1520 TOC: 35 MG PER DSCM (8) C1.47
LOADINGRACKNO. 3, GASOLINE, [40CFR60 SubpartXX,12-19-

WITH VAPORRECOVERYSYSTEM,6 2003] ; VOC: 0.08 LBS/1000
TOTAL;DIAMETER:4 IN GAL (5) [RULE 462,5-14-1999]
A/N: 389292
Permit to Construct Issued: 11/15/01

SSyysstteem 66::LLIQIQUUIIDDSSUULLFFUURRTRU S15.5TRUCCKKLLOOAADDININGG
LOADINGARM, TOP, ONE 2" D644 SOX: 500 PPMV (5) [RULE E336.18
OVERHEADSWING-TYPE,WITH 3" 407,4-2-1982]

FLEXIBLEVAPORRECOVERYHOSE,
DIAMETER:2 IN
A/N: 475232
Permit to Construct Issued: 10/30/08

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : LOADING/UNLOADINGPROCESS P13.1

SSyysstteem 77::SSUULLFFUURRVVAAPPOORRCCOOLLLLEECCTTIOIONNSSYYSSTEM S15.6,S18.4TEM
EDUCTOR,STEAM,28H-6,H2S D2391
TREATEDSTREAMS, (CARBON
VESSELS28C-107& 108 EFFLUENT&
INCINERATOR28F-11 INFLUENT),350
SCFM
A/N: 432510
Permit to Construct Issued: 10/30/08

SSyys Sst 18.5teem 88::AAPPCCSSYYSSTTEEMM
KNOCKOUT POT, 28J-61,SULFUR D2392
STORAGEPIT 28R-137& TRUCK
LOADINGVENT GAS, HEIGHT:6 FT
10 IN; DIAMETER:2 FT 11 IN
A/N: 475231
Permit to Construct Issued: 10/30/08

CARBONADSORBER,VESSEL, 28C- C2393 D90.13,D90.14,
107, SERVINGSULFURSTORAGEPIT E153.7, K67.18
28R-137& TRUCKLOADING,MIDAS
OCMH2S TREATING,ACTIVATED
CARBON-METALOXIDEMATRIX,
USFILTER,IN SERIESWITH VESSEL
28C-108& INCINERATOR

28F-11,DIA: 4 FT,H: 12 FT, 3000 LBS
A/N: 475231
Permit to Construct Issued: 10/30/08

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.



SectionH Page:36
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : LOADING/UNLOADINGPROCESS P13.1

CARBONADSORBER,VESSEL, 28C- C2394 D90.13,D90.14,
108, SERVINGSULFURSTORAGEPIT E153.7, K67.18
28R-137& TRUCKLOADING,MIDAS
OCMH2S TREATING,ACTIVATED
CARBON-METALOXIDEMATRIX,
USFILTER,IN SERIESWITH VESSEL
28C-107& INCINERATOR

28F-11,DIA: 4 FT,H: 12 FT, 3000 LBS
A/N: 477259
Permit to Construct Issued: 10/30/08

KNOCKOUT POT, 28C-103, D2248
DISULFIDESEPARATORVENT GAS,
HEIGHT:8 FT; DIAMETER:1 FT 6 IN
A/N: 483878
Permit to Construct Issued: 10/30/08

INCINERATOR,28F-11,NATURAL C626 S1766 CO: 2000 PPMV (5) [RULE B61.3,C8.3,
GAS, PROCESSGAS, REFINERYGAS, 407,4-2-1982] ; PM: 0.1 D29.5,D90.12,
H2S TREATEDSULFURSTORAGEPIT GRAINS/SCF (5) [RULE D90.14,D328.2,
& TRUCKLOADINGVENT STREAMS, 409,8-7-1981] ; PM: (9) [RULE E193.16,
60 MMBTU/HR WITH 404,2-7-1986] H23.13
A/N: 483878
Permit to Construct Issued: 10/30/08

BURNER,NATURALGAS,
REFINERYGAS, 4 TOTAL;60
MMBTU/HR

STACK,HEIGHT:150 FT; DIAMETER: S1766
6 FT 6 IN
A/N: 483878
Permit to Construct Issued: 10/30/08

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : LOADING/UNLOADINGPROCESS P13.1

FUGITIVEEMISSIONS, D1844 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 483878
Permit to Construct Issued: 10/30/08

System 9: VACUUMRESID LOADING/UNLOADING S1.3,S13.8,S15.6System 9 : VACUUMRESID LOADING/UNLOADING
LOADINGANDUNLOADINGARM, D1767 C1769 VOC: 0.08 LBS/1000GAL
TANKTRUCK,TOP, 50J-28A/B, (5) [RULE 462,5-14-1999]
VACCUM RESID,LOADINGBAYNO.
1, 2 TOTAL;DIAMETER:4 IN
A/N: 369333
Permit to Construct Issued: 06/09/00

LOADINGANDUNLOADINGARM, D1768 C1769 VOC: 0.08 LBS/1000GAL
TANKTRUCK,TOP, 50J-29A/B, (5) [RULE 462,5-14-1999]
VACUUMRESID,LOADINGBAYNO.
2, 2 TOTAL;DIAMETER:4 IN
A/N: 369334
Permit to Construct Issued: 06/09/00

FUGITIVEEMISSIONS, D2351 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N: 369334
Permit to Construct Issued: 06/09/00

SSyysstteem 1100::AAPPCCSSYYSSTTEEMMSSEERRVVININGGVVACUU S18.6ACUUMMRREESSIDIDLLOOAADDININGG/U/UNNLLOOAADDIINNGG
MIST ELIMINATOR,50J-27,KOCH- C1769 D1767D1768 D12.9
GLITSCH,INC, AVS-1500,MODEL C1776
BD-PFF-MKII,SERVINGLOADING
BAYSNO. 1 & 2, HEIGHT:11 FT;
DIAMETER:4 FT 6 IN
A/N: 369338
Permit to Construct Issued: 06/09/00

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 13 : LOADING/UNLOADINGPROCESS P13.1

OXIDIZER,CATALYTIC,THERMAL, C1776 C1769 S2017 NOX: PROCESS CO: 2000 PPMV (5) [RULE C1.16,C8.6,
50J-30,NATURALGAS, PROCESSGAS, UNIT**; SOX: 407,4-2-1982] ; PM: 0.1 C8.7,D12.5,
PROPANE,1.7MMBTU/HR PROCESSUNIT** GRAINS/SCF (5) [RULE D28.5,D28.9,
A/N: 369332 409,8-7-1981] ; PM: (9) [RULE H23.13,K40.5
Permit to Construct Issued: 06/09/00 404,2-7-1986]

SOX: 82 PPMVNATURAL
GAS (7) [RULE 2011,5-6-2005]

STACK S2017 C1776
A/N: 369332
Permit to Construct Issued: 06/09/00

FUGITIVEEMISSIONS, D2352 HAP: (10) [40CFR63 Subpart H23.10,H23.34
MISCELLANEOUS CC, #5A,5-25-2001]

A/N:CANCELED

System 11: ETHANOLUNLOADINGRACK S7.5,S31.2System 11 : ETHANOLUNLOADINGRACK
UNLOADINGARM, TRUCK, D2006
ETHANOL,2 TOTAL;DIAMETER:4 IN
A/N: 385155
Permit to Construct Issued: 11/15/01

FUGITIVEEMISSIONS, D2014 H23.10,H23.34
MISCELLANEOUS
A/N: 385155
Permit to Construct Issued: 11/15/01

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 14: P13.1Process 14 :WWAASSTTEEWWAATTEERRSSEEPPAARRAATTIIOONNPPRROOCCEESSS

SSyysstteem 44::SSEELLEENNIUIUMMTTRREEAATTMMEENNTTSSYYSSTTEEM S7.6M
TANK,OXIDATION,28D-56,STRIPPED D2157
SOURWATER,WITH FLOATING
ROOF, PV VENT,ANDINTERNAL
RECIRCULATION EDUCTOR,360000
GALS; DIAMETER:35 FT; HEIGHT:50
FT
A/N: 430959
Permit to Construct Issued: 08/12/04

TANK,28D-57,,HYDROGEN D2158
PEROXIDE,7400 GALS; DIAMETER:
12 FT; HEIGHT:11 FT
A/N: 430959
Permit to Construct Issued: 08/12/04

TANK,28D-58,FERRICCHLORIDE, D2159
6000 GALS; DIAMETER:11 FT;
HEIGHT:11 FT 6 IN
A/N: 430959
Permit to Construct Issued: 08/12/04

TANK,28D-59,CAUSTIC,6000 GALS; D2160
DIAMETER:11 FT; HEIGHT:11 FT 6
IN
A/N: 430959
Permit to Construct Issued: 08/12/04

TANK,28D-60,CLARIFIERPOLYMER, D2161
HEIGHT:3 FT 4 IN; DIAMETER:4 FT
A/N: 430959
Permit to Construct Issued: 08/12/04

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 14 : WASTEWATER SEPARATIONPROCESS P13.1

REACTOR,CLARIFIER,28C-105, D2162
211340 GAL, COVEREDWITH
ATMOSPHERICVENT ANDMIXER,
HEIGHT:17 FT; DIAMETER:46 FT
A/N: 430959
Permit to Construct Issued: 08/12/04

TANK,28C-106,SOLIDSTHICKENER, D2163
COVEREDWITH ATMOSPHERIC
VENT,50200 GALS; DIAMETER:23
FT; HEIGHT:28 FT 5 IN
A/N: 430959
Permit to Construct Issued: 08/12/04

TANK,MIX, 28M-2, SLUDGE,WITH D2164
TWO TOP ENTRYMIXERS, 10500
GALS;WIDTH:8 FT 6 IN; HEIGHT:10
FT; LENGTH:24 FT
A/N: 430959
Permit to Construct Issued: 08/12/04

TANK,28D-62,DEWATERING D2165
POLYMER,275 GALS; DIAMETER:4
FT; HEIGHT:3 FT 4 IN
A/N: 430959
Permit to Construct Issued: 08/12/04

FILTER,28M-1,CENTRIFUGE, D2166 E193.12
CAPACITY80 GPM, TYPE: TWO
PHASEDECANTER,,75 HP
A/N: 430959
Permit to Construct Issued: 08/12/04

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 14 : WASTEWATER SEPARATIONPROCESS P13.1

TANK,28D-61,EFFLUENTCATCH, D2167
210 GALS; DIAMETER:3 FT; HEIGHT:
4 FT
A/N: 430959
Permit to Construct Issued: 08/12/04

SUMP,28R-141,CLARIFIEDWATER, D2168
WIDTH:10 FT; HEIGHT:10 FT;
LENGTH:10 FT
A/N: 430959
Permit to Construct Issued: 08/12/04

PPrroocceessss1155::PPETRO P13.1ETROLLEEUUMMSSTTOORRAAGGEE
S S13.4Syysstteem 55::ININTTEERRNNAALLFFLLOOAATTININGGRROOOOFF
STORAGETANK,15X420,ETHANOL, D1997 C1.43,C6.1,
1500 BBL; DIAMETER:24 FT; D182.6,E193.8
HEIGHT:18 FT 4 IN WITH
A/N: 384491
Permit to Construct Issued: 11/15/01

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,15X421,ETHANOL, D2001 C1.43,C6.1,
1500 BBL; DIAMETER:24 FT; D182.6,E193.8
HEIGHT:18 FT 4 IN WITH
A/N: 385157
Permit to Construct Issued: 11/15/01

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

SSyysstteem 66::DDOOMMEEDDEEXXTTEERRNNAALLFFLLOOAATTININGGRROOOOFFSSTOR S13.10TORAAGGEE
STORAGETANK,DOMEDEXTERNAL D753 HAP: (10) [40CFR63 Subpart H23.32,K67.2,
FLOATINGROOF, 1340X52, 134000 CC, #3A,5-25-2001] K171.1
BBL; DIAMETER:140 FT; HEIGHT:48
FT WITH
A/N: 453880
Permit to Construct Issued: 03/23/06

FLOATINGROOF,DOUBLEDECK,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTER,RIMMOUNTED

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

GUIDEPOLE,SLOTTED,
GASKETEDCOVER,WITH FLOAT,
SLEEVE,WIPER

DOME COVER,GEODESICDOME

STORAGETANK,DOMEDEXTERNAL D764 HAP: (10) [40CFR63 Subpart C1.65,K171.1
FLOATINGROOF, 1340X67, CC, #3A,5-25-2001]

GASOLINE,134000 BBL; DIAMETER:
140 FT; HEIGHT:48 FT WITH
A/N: 410655
Permit to Construct Issued: 08/15/03

DOME COVER,GEODESIC

FLOATINGROOF, PONTOON,
WELDEDSHELL

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED,WIPER TYPE

GUIDEPOLE,GASKETEDCOVER,
WITH FLOAT, SLEEVE,WIPER,
SLOTTED

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,EXTERNAL D755 HAP: (10) [40CFR63 Subpart K67.2, K171.1
FLOATINGROOF, 1340X54,RIVETED, CC, #3A,5-25-2001]

134000 BBL; DIAMETER:144 FT 3 IN;
HEIGHT:45 FT 6 IN WITH
A/N: 420623
Permit to Construct Issued: 07/02/04

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

DOME COVER,GEODESIC

GUIDEPOLE,ONE SLOTTED,
GASKETEDSLIDINGCOVER,
WITH FLOAT, SLEEVE&WIPER

STORAGETANK,EXTERNAL D756 HAP: (10) [40CFR63 Subpart K67.2, K171.1
FLOATINGROOF, 1340X55,RIVETED, CC, #3A,5-25-2001]

134000 BBL; DIAMETER:144 FT 3 IN;
HEIGHT:46 FT WITH
A/N: 420624
Permit to Construct Issued: 07/02/04

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

DOME COVER,GEODESIC

GUIDEPOLE,ONE SLOTTED,
GASKETEDSLIDINGCOVER,
WITH FLOAT, SLEEVE&WIPER

STORAGETANK,EXTERNAL D746 HAP: (10) [40CFR63 Subpart K67.2, K171.1
FLOATINGROOF, 800X92, RIVETED, CC, #3A,5-25-2001]

80000 BBL; DIAMETER:117 FT 6 IN;
HEIGHT:41 FT 2 IN WITH
A/N: 420620
Permit to Construct Issued: 07/02/04

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

DOME COVER,GEODESIC

GUIDEPOLE,ONE SLOTTED,
GASKETEDSLIDINGCOVER,
WITH FLOAT, SLEEVE&WIPER

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,EXTERNAL D745 HAP: (10) [40CFR63 Subpart K67.2, K171.1
FLOATINGROOF, 800X95, RIVETED, CC, #3A,5-25-2001]

80000 BBL; DIAMETER:120 FT;
HEIGHT:40 FT WITH
A/N: 420621
Permit to Construct Issued: 07/02/04

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

DOME COVER,GEODESIC

GUIDEPOLE,ONE SLOTTED,
GASKETEDSLIDINGCOVER,
WITH FLOAT, SLEEVE&WIPER

STORAGETANK,DOMEDEXTERNAL D701 HAP: (10) [40CFR63 Subpart K67.2, K171.4
FLOATINGROOF, 300X33,WELDED, CC, #3A,5-25-2001]

30000 BBL; DIAMETER:67 FT;
HEIGHT:47 FT 5 IN WITH
A/N: 432489
Permit to Construct Issued: 08/26/04

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

DOME COVER,GEODESIC

GUIDEPOLE,ONE SLOTTED,
GASKETEDSLIDINGCOVER,
WITH FLOAT, SLEEVE&WIPER

STORAGETANK,DOMEDEXTERNAL D740 HAP: (10) [40CFR63 Subpart K67.2, K171.4
FLOATINGROOF, 300X34,WELDED, CC, #3A,5-25-2001]

30000 BBL; DIAMETER:67 FT;
HEIGHT:47 FT 6 IN WITH
A/N: 432490
Permit to Construct Issued: 08/26/04

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

DOME COVER

GUIDEPOLE,ONE SLOTTED,
GASKETEDSLIDINGCOVER,
WITH FLOAT, SLEEVE&WIPER

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,DOMEDEXTERNAL D758 HAP: (10) [40CFR63 Subpart K67.2, K171.4
FLOATINGROOF, 1340X57, RIVETED, CC, #3A,5-25-2001]

134000 BBL; DIAMETER:144 FT;
HEIGHT:45 FT 5 IN WITH
A/N: 432491
Permit to Construct Issued: 08/26/04

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

DOME COVER,GEODESIC

GUIDEPOLE,ONE SLOTTED,
GASKETEDSLIDINGCOVER,
WITH FLOAT, SLEEVE&WIPER

STORAGETANK,DOMEDEXTERNAL D775 HAP: (10) [40CFR63 Subpart K67.2, K171.4
FLOATINGROOF, 1340X61,WELDED, CC, #3A,5-25-2001]

134000 BBL; DIAMETER:140 FT;
HEIGHT:47 FT 11 IN WITH
A/N: 432493
Permit to Construct Issued: 08/26/04

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

SECONDARYSEAL, RIM
MOUNTED,CATEGORYB

DOME COVER,GEODESIC

GUIDEPOLE,ONE SLOTTED,
GASKETEDSLIDINGCOVER,
WITH FLOAT, SLEEVE&WIPER

STORAGETANK,WELDEDSHELL, D742 HAP: (10) [40CFR63 Subpart C1.29,K171.1
EXTERNALFLOATINGROOF, 400X11, CC, #3A,5-25-2001]

GASOLINE,40000 BBL; DIAMETER:95
FT 5 IN; HEIGHT:32 FT WITH
A/N: 442860
Permit to Construct Issued: 01/25/06

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A,WIPER TYPE

DOME COVER,GEODESIC

GUIDEPOLE,GASKETEDCOVER,
WITH FLOAT, SLEEVE,WIPER,
SLOTTED

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,WELDEDSHELL, D743 HAP: (10) [40CFR63 Subpart C1.29,K171.1
EXTERNALFLOATINGROOF, 400X12, CC, #3A,5-25-2001]

GASOLINE,40000 BBL; DIAMETER:94
FT 1 IN; HEIGHT:32 FT WITH
A/N: 442863
Permit to Construct Issued: 01/25/06

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A,WIPER TYPE

DOME COVER,GEODESIC

GUIDEPOLE,GASKETEDCOVER,
WITH FLOAT, SLEEVE,WIPER,
SLOTTED

STORAGETANK,WELDEDSHELL, D734 HAP: (10) [40CFR63 Subpart C1.33,K171.1
EXTERNALFLOATINGROOF, 300X9, CC, #3A,5-25-2001]

GASOLINE,30000 BBL; DIAMETER:78
FT; HEIGHT:38 FT WITH
A/N: 442864
Permit to Construct Issued: 01/25/06

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

SECONDARYSEAL,CATEGORY
A,WIPER TYPE

DOME COVER,GEODESIC

GUIDEPOLE,GASKETEDCOVER,
WITH FLOAT, SLEEVE,WIPER,
SLOTTED

STORAGETANK,WELDEDSHELL, D735 HAP: (10) [40CFR63 Subpart C1.33,K171.1
EXTERNALFLOATINGROOF, 300X10, CC, #3A,5-25-2001]

GASOLINE,30000 BBL; DIAMETER:78
FT; HEIGHT:38 FT WITH
A/N: 442866
Permit to Construct Issued: 01/25/06

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORYB
OR BETTERPER RULE 219(C)(4),
RIMMOUNTED

DOME COVER,GEODESIC

GUIDEPOLE,GASKETEDCOVER,
WITH FLOAT, SLEEVE,WIPER,
SLOTTED

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

STORAGETANK,WELDEDSHELL, D759 HAP: (10) [40CFR63 Subpart K67.2, K171.1
EXTERNALFLOATINGROOF, CC, #3A,5-25-2001]

1340X60, 134000 BBL; DIAMETER:140
FT; HEIGHT:48 FT WITH
A/N: 442867
Permit to Construct Issued: 01/25/06

FLOATINGROOF, PONTOON

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

SECONDARYSEAL,CATEGORY
A,WIPER TYPE

DOME COVER,GEODESIC

GUIDEPOLE,GASKETEDCOVER,
WITH FLOAT, SLEEVE,WIPER,
SLOTTED

STORAGETANK,RIVETEDSHELL, D760 HAP: (10) [40CFR63 Subpart K67.2, K171.1
EXTERNALFLOATINGROOF, CC, #3A,5-25-2001]

1340X62, 134000 BBL; DIAMETER:144
FT; HEIGHT:46 FT WITH
A/N: 442868
Permit to Construct Issued: 01/25/06

FLOATINGROOF,DOUBLEDECK

PRIMARY SEAL,CATEGORYA,
METALLICSHOE

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 15 : PETROLEUM STORAGE P13.1

SECONDARYSEAL,CATEGORY
A,WIPER TYPE

DOME COVER,GEODESIC

GUIDEPOLE,GASKETEDCOVER,
WITH FLOAT, SLEEVE,WIPER,
SLOTTED

PPrroocceessss1177::PPEETTRROOLLEEUUMMMMIISSCCEELLLLAANNEEOOUUSSPPRROOCCEESSSEESS

SSyysstteem 1177::SSUUMMPP,,CCOOVVEERREEDD&&CCOONNTTRROOLLLLEEDD
SUMP,WASHWATERCOLLECTION D2136 C2135 VOC: 500 PPMV (5) [RULE E71.8, K171.3
SERVINGA MACHINESHOPWASH 1176,9-13-1996]

PAD, THREECOMPARTMENTS,
CONCRETEWITH 6 IN.WALLS,
FIXEDCOVER,WITH ACTIVATED
CARBONADSORPTION,SUBMERGED
FILLING,6434 GALS;WIDTH:10 FT
10

IN; DEPTH: 8 FT; LENGTH:18 FT 6 IN
A/N: 416818
Permit to Construct Issued: 12/31/03

CARBONADSORBER,TOTALOF 2, C2135 D2136 D90.6,E128.2,
CONNECTEDIN SERIES,EACH180 E153.4
LBS
A/N: 416818
Permit to Construct Issued: 12/31/03

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

PPrroocceessss1188::EELLEECCTTRRIICCIITTYYGGEENNEERRAATTIOIONN

SSyysstteem 11::CCOOGGEENNEERRAATTIOIONNS S15.1,S31.2SYYSSTTEEMM
KNOCKOUT POT, 24C-1,FUELGAS D2234 K171.7
(INLINEMIXEDNATURALGAS &
REFINERYGASES),COMMONTO GAS
TURBINECOMBUSTOR(FUELGAS)&
H2 PLANTREACTOR(FEEDGAS),
HEIGHT:9 FT 6 IN; DIAMETER:6 FT
A/N: 435110
Permit to Construct Issued: 06/28/06

COMPRESSOR,24K-4A/B, D2235 E336.15,
RECIPROCATING, 2 TOTAL IN H23.14,K171.7
PARALLEL,4500-HPEACH,1ST
STAGE,COMMONTO GAS TURBINE
(FUELGAS)& H2 PLANT (FEEDGAS)
A/N: 435110
Permit to Construct Issued: 06/28/06

VESSEL,SEPARATOR,24C-45,FUEL D2236 K171.7
GAS, HEIGHT:3 FT 11 IN; DIAMETER:
1 FT
A/N: 435110
Permit to Construct Issued: 06/28/06

VESSEL,COALESCER,24C-68A/B, D2237 K171.7
FUELGAS, 2 TOTAL IN PARALLEL,
HEIGHT:10 FT; DIAMETER:3 FT
A/N: 435110
Permit to Construct Issued: 06/28/06

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 18 : ELECTRICITY GENERATION

TURBINE,24J-01,COGENERATION D926 D925 NOX:MAJOR CO: 88.54 LBS/HR (7) [RULE A195.1,A327.1,
SYSTEM,(COMBINEDCYCLE),AIR SOURCE**;SOX: 1303(b)(2)-O«set,5-10-1996] ; B61.4, B61.6,
COMPRESSOR,BUTANE,NATURAL MAJOR SOURCE** NOX: 210 PPMV (8) [40CFR D28.22,D28.23,
GAS, PROPANE,REFINERYGAS, GE 60 SubpartGG,2-24-2006] ; D82.3, D82.4,
MODEL 52614P,COMBUSTORWITH NOX: 9 PPMV (4) [RULE D90.3, D182.3,
STEAM INJECTION,GAS TURBINE, 2005,4-20-2001] D182.4,H23.15,
316 MMBTU/HR WITH K171.5
A/N: 435110
Permit to Construct Issued: 06/28/06

NOX: 42 LBS/HR (7) [RULE
2005,4-20-2001] ; PM: 0.01
GRAINS/SCF (5) [RULE
475,10-8-1976;RULE475,8-7-1978]

; PM: 11 LBS/HR (5A) [RULE
475,10-8-1976

RULE 475,8-7-1978] ; PM: 0.1
GRAINS/SCF (5B) [RULE
409,8-7-1981] ; PM10: 24.94
LBS/HR (7) [RULE 1303(b)(2)-
O«set,5-10-1996]

ROG: 62.35 LBS/HR (7)
[RULE 1303(b)(2)-O«set,5-10-
1996] ; SO2: 150 PPMV (8)
[40CFR60 SubpartGG,2-24-2006]

; SO2: 20 PPMV (8A) [40CFR
60 SubpartJ,6-24-2008]

SOX: 17.03 LBS/HR (7)
[RULE 2005,4-20-2001]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 18 : ELECTRICITY GENERATION

GENERATOR,ELECTRIC,22.83
MW

TURBINE,24J-2,UNFIRED,STEAM D2239 K171.5
TURBINE WITH
A/N: 435110
Permit to Construct Issued: 06/28/06

GENERATOR,ELECTRIC,19.3MW

PPrroocceessss1199::AAIIRRPPOOLLLLUUTTIIOONNCCOONNTTRROOLLPPRROOCCEESSS
System 1: REFINERY EMERGENCYRELIEF SYSTEM S13.2,S18.1System 1 : REFINERY EMERGENCYRELIEF SYSTEM
FLARE,ELEVATEDWITH STEAM C891 B61.5, D12.6,
INJECTION,WEST,65F-3, HEIGHT: D323.2,E193.2,
200 FT; DIAMETER:4 FT H23.35, I1.1
A/N:

FLARE, GROUNDFLARE,ZTOF 65F- C894 CO: 2000 PPMV (5) [RULE B61.5,D12.10,
8, NO. 2, EMERGENCY,PRIMARY, 407,4-2-1982] ; PM: 0.1 D323.2,E193.2,
AUTOMATICSTEAMCONTROLS, GRAINS/SCF (5) [RULE H23.35, I1.1
JOHNZINK, FOUR STAGE,HEIGHT: 409,8-7-1981]

125 FT; DIAMETER:42 FT
A/N: 426464
Permit to Construct Issued: 01/07/05

SSyysstteem 33::CCookkererOO««ggaas/sC/Ceenntrtraal lVVapapororRRececoovevreryyCCoommppreresssoorrSystem S7.5, S13.2,System S15.1, S15.14,
S18.8

COMPRESSOR,VAPORRECOVERY C981 E71.6
GAS, RECIPROCATING, 22K-36
A/N: 443875
Permit to Construct Issued: 10/18/06

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 19 : AIR POLLUTIONCONTROLPROCESS

COMPRESSOR,VAPORRECOVERY C982 E71.6
GAS, RECIPROCATING, 22K-37
A/N: 443875
Permit to Construct Issued: 10/18/06

COMPRESSOR,VAPORRECOVERY C983 E71.6
GAS, RECIPROCATING, 22K-38
A/N: 443875
Permit to Construct Issued: 10/18/06

COMPRESSOR,VAPORRECOVERY C984 E71.6
GAS, RECIPROCATING, 22K-39
A/N: 443875
Permit to Construct Issued: 10/18/06

PProcess 22: GROUNDWATER (GW)TREATMEN P13.1rocess 22 : GROUNDWATER (GW)TREATMENTT

System 1: ENVIREX B S4.3,S13.2System 1 : ENVIREX Bioiotrtreeaatmtmeennt&t&LLiiqquuididPPhahsaeseCaCrabrobnonAdAsodrspotripotnio(nLo(wLeorwLerayLerayGeWr )
GW)

TANK,#1&2, EQUALIZATION,FIXED D2112 C2113 BENZENE: 5 PPMV (4)
COVER,LOWER LAYER [RULE 1303(a)(1)-BACT,5-10-

GROUNDWATER,EXTRACTEDFROM 1996] ; HAP: (10) [40CFR63
6 WELLS (EW01-EW06)WITH SubpartCC, #4,5-25-2001] ;
SUBMERGEDPUMPS, 2 TOTAL,21000 VOC: 500 PPMV (8) [40CFR
GALS;WIDTH:8 FT; HEIGHT:12 FT 6 61 SubpartFF,12-4-2003]

IN; LENGTH:35 FT
A/N: 404805
Permit to Construct Issued: 05/27/03

VOC: 50 PPMV (4) [RULE
1303(a)(1)-BACT,5-10-1996]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

CARBONADSORBER,ACTIVATED C2113 D2112 D90.5,D94.1,
CARBON,2 IN SERIES, 180 LBS EACH E128.1,E153.1
A/N: 404805
Permit to Construct Issued: 05/27/03

FILTER,72J-26,REACTORINLET D2114
STRAINER
A/N: 404805
Permit to Construct Issued: 05/27/03

REACTOR,BIOREACTOR,72D-43, D2115 C2118 BENZENE: 5 PPMV (4) E193.9
ENVIREX,FIXEDCOVER,WITH [RULE 1303(a)(1)-BACT,5-10-

NUTRIENT& DISSOLVEDOXYGEN 1996] ; HAP: (10) [40CFR63
INJECTORS,32000 GALS; DIAMETER: SubpartCC, #4,5-25-2001] ;
14 FT; HEIGHT:28 FT VOC: 500 PPMV (8) [40CFR
A/N: 404805 61 SubpartFF,12-4-2003]

Permit to Construct Issued: 05/27/03

VOC: 50 PPMV (4) [RULE
1303(a)(1)-BACT,5-10-1996]

VESSEL,PRESSURIZEDBUBBLE D2116
CONTACTOR,72C-40,75 PSIG,
SERVESTO DISSOVEO2 IN THE
REACTORVESSEL,HEIGHT:25 FT;
DIAMETER:5 FT
A/N: 404805
Permit to Construct Issued: 05/27/03

VESSEL,SEPARATOR,72D-44,FIXED D2117 C2118 BENZENE: 5 PPMV (4)
COVER,WITHHYPOCHLORITE& [RULE 1303(a)(1)-BACT,5-10-

POLYMERINJECTORSATTHE 1996] ; HAP: (10) [40CFR63
EFFLUENT,10500 GALS; DIAMETER: SubpartCC, #4,5-25-2001] ;
8 FT; HEIGHT:28 FT VOC: 500 PPMV (8) [40CFR
A/N: 404805 61 SubpartFF,12-4-2003]

Permit to Construct Issued: 05/27/03

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 22 : GROUNDWATER (GW)TREATMENT P13.1

VOC: 50 PPMV (4) [RULE
1303(a)(1)-BACT,5-10-1996]

CARBONADSORBER,ACTIVATED C2118 D2115 D2117 D90.5,D94.1,
CARBON,2 PARALLELTRAINS (ONE E128.1,E153.1
SPARE),EACHWITH TWO 180 LBS
CARBONCANISTERSIN SERIES
A/N: 404805
Permit to Construct Issued: 05/27/03

FILTER,PRESSURIZEDVESSEL,72J- D2119
29, DUALMEDIA, 100 PSIG,LENGTH:
32 FT; DIAMETER:8 FT
A/N: 404805
Permit to Construct Issued: 05/27/03

VESSEL,ACTIVATED CARBON,72J- D2120 HAP: (10) [40CFR63 Subpart
15A/B& 72J-16A/B,LIQUIDPHASE, 2 CC, #4,5-25-2001]

PARALLELTRAINS,EACHWITH TWO
VESSELS IN SERIES,HEIGHT:19 FT 4
IN; DIAMETER:10 FT
A/N: 404805
Permit to Construct Issued: 05/27/03

FUGITIVEEMISSIONS, D2111 VOC: 500 PPMV (8) [40CFR H23.34
MISCELLANEOUS 61 SubpartFF,12-4-2003]

A/N: 404805
Permit to Construct Issued: 05/27/03

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 23: RULE 441 RESEARCHOPERATIONSPERMIT P13.1, P13.2Process 23 : RULE 441 RESEARCHOPERATIONSPERMIT

SSyysstteem 11::FFCCCCU, Crackin S4.1, S7.9, S13.2,U, CrackinggSSyystsetmem S15.1,S42.2

REACTOR,2C-4,WITH INTERNAL D2402 E336.19
REACTORRISER& 1ST& 2ND STAGE
CATALYSTSEPARATORS,HEIGHT:44
FT; DIAMETER:23 FT 6 IN WITH
A/N: 485241
Permit to Construct Issued: 11/26/08

COLUMN,STRIPPER,STEAM,2C-
5, HCVAPOR/SPENTCATALYST,
HEIGHT:25 FT 6 IN; DIAMETER:
12 FT 6 IN

REGENERATOR,2C-3,HEIGHT: 45 FT; D2404 C164C165 NOX:MAJOR CO: 500 PPMV (8) [40CFR60 A63.4,A99.1,
DIAMETER:37 FT 2 IN WITH C166C1590 SOURCE**;SOX: SubpartJ,6-24-2008; CONSENT A99.2, A99.3,
A/N: 485241 C1772C2283 MAJOR SOURCE** DECREECIVILCASENo. 05C A195.2,A195.3,
Permit to Construct Issued: 11/26/08 C2284 5809,12-13-2005] ; CO: 2000 A195.4,A195.5,

PPMV (5) [RULE 407,4-2-1982] A195.6,A195.7,
A195.8,D29.3,
D82.2,

HAP: (10) [40CFR63 Subpart D82.5,D90.4,
UUU, #2,4-20-2006] ; NH3: 10 E193.18,
PPMV (5) [RULE 1105.1,11-7- E193.20,
2003] ; NOX: 20 PPMV (8) [ E448.2,H23.17,
CONSENTDECREECIVILCASE K67.14,K67.15
No. 05C 5809,12-13-2005]

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 23 : RULE 441 RESEARCHOPERATIONSPERMIT P13.1, P13.2

NOX: 40 PPMV (8A) [
CONSENTDECREECIVILCASE

No. 05C 5809,12-13-2005] ;
NOX: 140 PPMV (8B) [
CONSENTDECREECIVILCASE

No. 05C 5809,12-13-2005]

PM: 0.1 GRAINS/SCF (5)
[RULE 409,8-7-1981] ; PM: 1
LB(S)/1000LBS (8) [40CFR60
SubpartJ,6-24-2008] ; PM: (9)
[RULE 404,2-7-1986

RULE 405,2-7-1986]; PM10:
0.005 GRAINS/SCF (5)
[RULE 1105.1,11-7-2003] ;
PM10: 2.8 LBS/1000BBLS
(5A) [RULE 1105.1,11-7-2003]

PM10: 3.6 LBS/HR (5B)
[RULE 1105.1,11-7-2003] ; SOX:
25 PPMV (8) [ CONSENT

DECREECIVILCASENo. 05C

5809,12-13-2005]

SOX: 50 PPMV (8A) [40CFR
60 SubpartJ,6-24-2008;

CONSENTDECREECIVILCASE

No. 05C 5809,12-13-2005]

INJECTOR,FCCUCYCLE
OIL/HYDROTREATEDGAS OIL

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

Equipment ID Connected RECLAIM Emissions * Conditions
No. To SourceType/ And Requirements

MonitoringUnit

Process 23 : RULE 441 RESEARCHOPERATIONSPERMIT P13.1, P13.2

INJECTOR,HOPPER,CO
PROMOTERCATALYST,2G-19, D:
2 FT,H: 4 FT 4 IN

INJECTOR,CATALYSTADDITIVES
(GRACEDAVISONOLEFINSMAX
ZSM-5),SOX SUPERREDUCING
CATALYST(GRACEDAVISON
SUPERDESOX),BASE CATALYST
(GRACEDAVISONGENESIS-2634),
CO PROMOTER (GRACEDAVISON
CP-5)

* (1)(1A)(1B)DenotesRECLAIMemission factor (2)(2A)(2B)DenotesRECLAIMemission rate

(3) DenotesRECLAIMconcentrationlimit (4) DenotesBACT emission limit

(5)(5A)(5B)Denotescommandand control emission limit (6) Denotes air toxic control rule limit

(7) DenotesNSR applicability limit (8)(8A)(8B)Denotes40 CFR limit(e.g.NSPS,NESHAPS,etc.)

(9) See App B for EmissionLimits (10) See Section J for NESHAP/MACTrequirements

** Refer to Section F and G of this permit to determine the monitoring, recordkeepingand reporting requirementsfor this device.
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SECTIONH: DEVICE ID INDEX

The following sub-section provides an index
to the devices that make up the facility

description sorted by device ID.
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D1 1 1 1

D4 1 1 4

D21 1 1 4

D22 2 1 4

D57 3 2 1

D58 3 2 1

D59 3 2 1

D60 3 2 1

D61 3 2 1

D62 3 2 1

D88 4 2 2

D89 4 2 2

D90 4 2 2

D91 4 2 2

D151 4 3 1

C164 7 3 2

C165 8 3 2

C166 7 3 2

D169 11 4 1

D170 11 4 1

D171 11 4 1

D172 12 4 1

D173 12 4 1

D174 12 4 1

D175 13 4 1

D176 13 4 1

D177 13 4 1

D178 13 4 1

D188 13 4 1

D189 13 4 1

D190 13 4 1

D191 14 4 1

D192 14 4 1

D193 14 4 1

D194 14 4 1

D196 14 4 1
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D197 14 4 1

D198 15 4 1

D200 15 4 1

D201 15 4 1

D202 15 4 1

D206 15 4 1

D221 15 4 1

D224 15 4 1

D225 16 4 1

D227 16 4 1

D228 16 4 1

D229 16 4 1

D230 16 4 1

D302 17 4 3

D303 17 4 3

D304 17 4 3

D305 18 4 3

D306 18 4 3

D307 18 4 3

D308 18 4 3

D309 18 4 3

D312 18 4 3

D313 19 4 3

D314 19 4 3

D329 19 4 3

D330 19 4 3

D331 20 4 3

D367 28 6 3

D369 25 6 2

D371 26 6 2

D372 27 6 2

D385 24 6 2

D386 26 6 2

D387 26 6 2

D390 25 6 2

D392 27 6 2
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D479 29 9 6

D557 20 4 5

D558 20 4 5

D559 21 4 5

D560 21 4 5

D561 21 4 5

D562 21 4 5

D563 21 4 5

D564 21 4 5

D565 22 4 5

D567 22 4 5

D568 22 4 5

D570 22 4 5

D571 22 4 5

D572 23 4 5

D574 23 4 5

D575 23 4 5

D576 23 4 5

C626 36 13 8

D644 34 13 6

D668 32 12 1

D671 32 12 2

D675 33 13 1

D701 46 15 6

D734 50 15 6

D735 51 15 6

D740 47 15 6

D742 49 15 6

D743 50 15 6

D745 46 15 6

D746 45 15 6

D753 42 15 6

D755 44 15 6

D756 44 15 6

D758 48 15 6

D759 52 15 6
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D760 52 15 6

D764 43 15 6

D775 48 15 6

C891 56 19 1

C894 56 19 1

D926 55 18 1

C952 32 12 5

C981 56 19 3

C982 57 19 3

C983 57 19 3

C984 57 19 3

D1202 19 4 3

D1203 26 6 2

D1244 20 4 3

D1256 16 4 1

D1260 17 4 1

D1316 30 11 12

D1320 30 11 12

D1322 30 11 12

D1324 31 11 12

D1328 31 11 12

D1330 31 11 12

D1341 31 11 12

D1375 33 12 6

D1520 34 13 4

D1526 34 13 3

S1739 6 3 1

D1741 23 4 5

D1742 24 4 5

S1766 36 13 8

D1767 37 13 9

D1768 37 13 9

C1769 37 13 10

C1772 9 3 2

C1776 38 13 10

D1803 17 4 1
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D1810 20 4 3

D1834 24 4 5

D1844 37 13 8

D1855 33 13 1

D1994 33 13 1

D1995 28 8 5

D1996 28 8 5

D1997 41 15 5

D2001 42 15 5

D2006 38 13 11

D2014 38 13 11

S2017 38 13 10

D2111 59 22 1

D2112 57 22 1

C2113 58 22 1

D2114 58 22 1

D2115 58 22 1

D2116 58 22 1

D2117 58 22 1

C2118 59 22 1

D2119 59 22 1

D2120 59 22 1

D2123 29 9 6

D2130 29 9 6

C2135 53 17 17

D2136 53 17 17

D2157 39 14 4

D2158 39 14 4

D2159 39 14 4

D2160 39 14 4

D2161 39 14 4

D2162 40 14 4

D2163 40 14 4

D2164 40 14 4

D2165 40 14 4

D2166 40 14 4
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D2167 41 14 4

D2168 41 14 4

D2179 20 4 5

D2180 21 4 5

D2181 22 4 5

D2182 19 4 3

D2183 17 4 3

D2184 12 4 1

D2185 12 4 1

D2187 12 4 1

D2188 12 4 1

D2234 54 18 1

D2234 24 6 2

D2235 54 18 1

D2235 25 6 2

D2236 54 18 1

D2237 54 18 1

D2239 56 18 1

D2241 25 6 2

D2242 26 6 2

D2243 27 6 2

D2244 27 6 2

D2245 27 6 2

D2246 30 11 12

D2247 30 11 12

D2248 36 13 8

D2249 31 11 12

D2251 1 1 4

D2252 2 1 4

D2253 2 1 4

D2254 2 1 4

D2278 6 3 1

C2283 8 3 2

C2284 9 3 2

D2351 37 13 9

D2352 38 13 10
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SECTIONH: DEVICE ID INDEX

Device Index For SectionH

Device ID SectionH Page No. Process System

D2391 35 13 7

D2392 35 13 8

C2393 35 13 8

C2394 36 13 8

D2395 10 3 8

C2397 11 3 8

D2402 60 23 1

D2404 60 23 1
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

FACILITYCONDITIONS

F9.1 Except for open abrasive blasting operations, the operator shall not discharge into the atmosphere from any single
source of emissions whatsoever any air contaminant for a period or periods aggregatingmore than three minutes
in any one hourwhich is:

(a) As dark or darker in shade as that designatedNo.1 on the Ringelmann Chart, as published by the United
States Bureau of Mines; or

(b) Of such opacity as to obscure an observer'sview to a degree equal to or greater than does smoke described
in subparagraph (a) of this condition.

[RULE 401, 3-2-1984; RULE 401, 11-9-2001]

F14.1 The operator shall not purchase diesel fuel containing sulfur compounds in excess of 15 ppm by weight as
suppliedby the supplier.

This condition shall become e«ective on or after June 1, 2004.

[RULE 431.2, 5-4-1990]

F24.1 Accidental release preventionrequirementsof Section 112(r)(7):

a). The operator shall comply with the accidental release prevention requirementspursuant to 40 CFR Part 68
and shall submit to the ExecutiveO¬cer, as a part of an annual compliance certi©cation, a statement that certi©es
compliance with all of the requirements of 40 CFR Part 68, including the registration and submission of a risk
managementplan (RMP).

b). The operator shall submit any additional relevant information requested by the Executive O¬cer or
designatedagency.

[40CFR 68 - AccidentalReleasePrevention,5-24-1996]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

F25.1 The permit holder of this facility shall not install, alter, or operate a re©nery process unit or other non-Rule 219
exempt equipmentwithout a valid RECLAIM/TitleV permit issued by the AQMD pursuant to Rule 201 - Permit
to Construct, Rule 203 - Permit to Operate, Rule 2004 - Requirements, and Rule 3002 - Requirements, as
applicable.

Notwithstanding the above, the provisions of Rules 201, 203, 2004, and 3002 shall not apply to installations or
alterations that involve only the equipment listed in Table 1 below, nor shall they apply to the operation of
equipment listed in Table1, when directly associatedwith permitted process units or other permitted equipment.

Notwithstanding the above, all new equipment listed in Table 1, including associated fugitive components
installed with such equipment, shall have Best Available Control Technology installed in conformance with the
Best AvailableControlTechnologyGuidelines in e«ect at the time of the installation.

TABLE1

(a) Heat Exchanger (includingair-cooler,reboiler, cooler, condenser,and shell and tube exchanger)

(b) In-lineMixer

(c) Pump

(d) Knockout Pot - Compressorinlet (immediate inlet) and interstage

(e) Knockout Pot - Fuel Gas System (downstreamof fuel gas mix drums)

This condition applies only to the facility that processes petroleum as de©ned in the Standard Industrial
Classi©cation Manual as IndustryNo. 2911 - PetroleumRe©ning, as well as its directly associated sulfur recovery
plantwhichmay be located outside of the facility.

[RULE 2004, 5-11-2001]

F34.1 The operator shall not sell re©nery gas containing sulfur compounds in excess of 40 ppmv, calculated as hydrogen
sul©de, averagedover 4-hour period.

[RULE 431.1, 6-12-1998]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

F52.1 This facility is subject to the applicable requirementsof the followingrules or regulation(s):

40CFR79
40CFR80
CaliforniaCode of Regulations,Title 13,Division 3, Chapter 5

[40CFR 79, 7-1-1999; 40CFR 80, 7-1-1999; CCR Title 13, 9-24-1999]

F52.2 This facility is subject to the applicable requirementsof the followingrules or regulation(s):

CONSENT DECREE CIVIL CASE No. 05 C 5809. The facility shall send the District a copy of the
semiannual updates sent to the EPA of the speci©c requirementof emission standardsand limitations from the
ConsentDecree as well as dates of compliance for the requirementnot yet ful©lled

40CFR60,SubpartA

40CFR61 SubpartA

40CFR63, SubpartA

[40CFR 60 Subpart A, 5-16-2007; 40CFR 61 Subpart A, 5-16-2007; 40CFR 63 Subpart A, 5-16-2007;
CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

F60.1 The emission limits identi©ed in Section D and H of the permit shall be de©ned as emissions discharged to the
atmosphere from the originatingequipment.

PROCESSCONDITIONS
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

P13.1 All devices under this process are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

HAPs 40CFR61,SUBPART FF

[40CFR 61 Subpart FF, 12-4-2003]

[Processessubject to this condition : 1, 2, 3, 4, 5, 7, 8, 9, 11, 12, 13, 14, 15, 20, 22, 23]

P13.2 All devices under this process are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

HAPs 40CFR63, SUBPART UUU

[40CFR 63 SubpartUUU, #2, 4-20-2006]

[Processessubject to this condition : 3, 23]

SYSTEM CONDITIONS
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S1.2 The operator shall limit the production rate to no more than 1.4e+06 ton(s) in any one year.

The purpose(s)of this condition is to limit production rate without increasing the maximum allowable PM10
emissions based on existing production capacity and not triggering New Source Review. This production
limitation shall be reassessed if a di«erent emission factor for PM10 is deemed more apprpriate for this
process by the District.

The purpose(s) of this condition is to limit the coke production for both North and South Delayed Coking
Units at 1400000 dry tons/yr.

The purpose(s) of this condition is to require Mobil to maintain production records on a monthly basis on
site, and available forDistrict inspection.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process2, System 1 , 2]

S1.3 The operator shall limit the throughput to no more than 300000 barrel(s) in any one month.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process13, System 9]

S1.4 The operator shall limit the throughput to no more than 1400000 ton(s) in any one year.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process2, System 3]

S1.5 The operator shall limit the throughput to no more than 8000 ton(s) in any one day.

Throughput shall be de©ned as coke materialwith a moisture content of 10 % or less

[RULE 1303, 5-10-1996]

[Systems subject to this condition : Process2, System 7]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S2.1 The operator shall limit emissions from this system as follows

CONTAMINANT EMISSIONSLIMIT

VOC Less than 2.5 lbs/mmscfof hydrogen produced

[RULE 1189, 1-21-2000]

[Systems subject to this condition : Process6, System 1 , 2]

S4.1 The following condition(s) shall apply to all a«ected devices listed under Section D of this system for fugitive
emissionsof volatile organic compounds (VOC):

All new valves in VOC service except those speci©cally exempted by Rule 1173, shall be bellow-sealed
valves for 2-inch and smaller sizes, except in the following applciations: heavy liquid service, control valve,
instrumentpiping/tubing, applicationsrequiring torsional valve stem motion, applicationswhere valve failure
could pose safety hazard (e.g. drain valves with valve stems in horizontal position), and retro©ts with space
limitations.

All new valves greater than 2-inch size and major components in VOC service as de©ned by Rule 1173,
except those speci©cally exempted by Rule 1173 shall be distinctly identi©ed from other components through
their tag numbers (e.g. numbers ending in the letter "N"), and shall be noted in the records.

All new components in VOC service as de©ned in Rule 1173, except valves and ªanges shall be inspected
quarterlyusing EPA referencemethod 21

All new valves& ªanges in VOC service except those speci©cally exempted by Rule 1173, shall be inspected
monthly using EPA Method 21. The operatormay revert to quarterly inspection uponDistrict approval,after
2 consecutivemonthly inspecitons in which only 2 percent or less are found to be leaking above 500 ppmv.
For leaks greater than 500 ppmv, repair shall be attempted within 5 days of detection.Repair or replacement
shall be completedwithin 15 days, unless demonstratedotherwise

[RULE 1173, 5-13-1994; RULE 1173, 12-6-2002;RULE 1303(a)(1)-BACT,5-10-1996]

[Systems subject to this condition : Process 3, System 1 , 5; Process 4, System 1; Process 5, System 1 , 2;
Process 6, System 1 , 2; Process 7, System 1; Process8, System 1 , 2 , 6; Process9, System 1 , 2; Process11,
System 3 , 4; Process23, System 1]



SectionH Page:77
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S4.2 The following condition(s) shall apply to all a«ected devices listed under Section D of this system for fugitive
emissionsof volatile organic compounds (VOC):

The operator shall monitor the groundwater extraction well caps, pumps (except submerged pump(s)),
©ttings, and hatches with no detectableVOC leak emissionsof greater than 500 ppmv

The operator shall monitor the emissions quarterly after the ©rst three (3) monthly monitoring events. All
VOC leak emissionsgreater than 500 ppmv shall be repairedwithin 14 days of detection

The operator shall keep records of each inspection,subsequent repair, and reinspection,in a manner approved
by the District

[RULE 1303(a)(1)-BACT,5-10-1996]

[Systems subject to this condition : Process22, System 2]

S4.3 The following condition(s) shall apply to all a«ected devices listed under Section H of this system for fugitive
emissionsof volatile organic compounds (VOC):

The operator shall keep records of each inspection,subsequent repair, and reinspection,in a manner approved
by the District

The operator shall monitor the pumps (except submergedpump(s)) and valves located before the liquid phase
activated carbon, the groundwater extraction well caps, and process drains with no detectable VOC leak
emissionsof greater than 500 ppmv

The operator shall monitor the emissions quarterly after the ©rst three (3) monthly monitoring events. All
VOC leak emissionsgreater than 500 ppmv shall be repairedwithin 14 days of detection

[RULE 1303(a)(1)-BACT,5-10-1996]

[Systems subject to this condition : Process22, System 1]
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The operator shall comply with the terms and conditions set forth below:

S7.2 The followingconditions shall apply to all re©nery operation and related devices from this system:

The operator shall not operate this equipment unless the vessel receiver (10C-9), additive storage tank (10D-
1) and the two steam ejectors (10H-1A/B and 10H-2A/B) are vented to a vapor recovery system whenever
they are in use.

For all valves in VOC service, except those speci©cally exempted by Rule 1173, bellows seal valves shall be
used for two inches and smaller service, except in the following applications: heavy liquid service, control
valves, instrument piping/tubing, applications requiring torsional valve stem motion, applications where
failures could pose safety hazards (e.g., drain valves with valve stems in horizontal position), and retro©ts
with space limitations.

All new valves and ªanges in VOC services except bellow sealed valves and those speci©cally exempted by
Rule 1173 shall be inspected monthly using EPA ReferenceMethod 21. If 98 percent or greater of the new
valve and ªange population inspected is found to leak gaseous or liquid VOCs at a rate less than 500 ppm,
then the operatormay revert to a quarterly inspectionprogramwith the approval of the ExecutiveO¬cer.

All new components in VOC service as de©ned by Rule 1173, except those speci©cally exempt by Rule 1173,
shall be identi©ed by listing or tag numbers from other components. All new major components shall have
distinct tag numbers (e.g., numbers ending in the letter "N"), and shall be noted in the records.

All new components in VOC service, except pressure relief devices for which a leak in excess of 200 ppm,
shall be repairedwithin 5 days of detection.A leak greater than 500 ppm but less than 1000 ppmmeasured as
methane above background by EPAMethod 21 shall be repairedwithin 14 days of detection.

[RULE 1173, 5-13-1994;RULE 1173, 12-6-2002;RULE 1303(a)(1)-BACT,5-10-1996]

[Systems subject to this condition : Process8, System 3]
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The operator shall comply with the terms and conditions set forth below:

S7.3 The followingconditions shall apply to all re©nery operation and related devices from this system:

All new components in VOC service as de©ned by Rule 1173, except those speci©cally exempt by Rule 1173,
shall be identi©ed by listing or tag numbers from other components. All new major components shall have
distinct tag numbers (e.g., numbers ending in the letter "N"), and shall be noted in the records.

For all valves in VOC service, except those speci©cally exempted by Rule 1173, bellows seal valves shall be
used for two inches and smaller service, except in the following applications: heavy liquid service, control
valves, instrument piping/tubing, applications requiring torsional valve stem motion, applications where
failures could pose safety hazards (e.g., drain valves with valve stems in horizontal position), and retro©ts
with space limitations.

All new valves and ªanges in VOC services except bellow sealed valves and those speci©cally exempted by
Rule 1173 shall be inspected monthly using EPA ReferenceMethod 21. If 98 percent or greater of the new
valve and ªange population inspected is found to leak gaseous or liquid VOCs at a rate less than 500 ppm,
then the operatormay revert to a quarterly inspectionprogramwith the approval of the ExecutiveO¬cer.

All new components in VOC service, except pressure relief devices for which a leak in excess of 200 ppm,
shall be repairedwithin 5 days of detection.A leak greater than 500 ppm but less than 1000 ppmmeasured as
methane above background by EPAMethod 21 shall be repairedwithin 14 days of detection.

[RULE 1173, 5-13-1994; RULE 1173, 12-6-2002;RULE 1303(a)(1)-BACT,5-10-1996]

[Systems subject to this condition : Process8, System 4]

S7.5 The followingconditions shall apply to all re©nery operation and related devices from this system:

The operator shall only operate this equipment if it complies with all applicable mitigation measures
stipulated in the "MitigationMonitoringPlan" documentwhich is part of the AQMD Certi©ed Environmental
Impact Report dated 12-October-2001.

The operator shallmaintain records in a manner approvedby the District, to demonstrate compliancewith the
applicablemeasures stipulated in the "MitigationMonitoringPlan" document.

[CA PRC CEQA, 11-23-1970]

[Systems subject to this condition : Process8, System 5; Process 13, System 1 , 3 , 4 , 11; Process 19, System
3]
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The operator shall comply with the terms and conditions set forth below:

S7.6 The followingconditions shall apply to all re©nery operation and related devices from this system:

The operator shall not use this system to processwastewater havingVOC content of 5 mg per liter or more as
determinedby test method speci©ed in District Rule 1176.

[RULE 1176, 9-13-1996]

[Systems subject to this condition : Process14, System 4]

S7.9 The followingconditions shall apply to all re©nery operation and related devices from this system:

The operator shall only inject the SOx reducing catalyst (GRACE Davison Super DESOX) into the
regeneratoras research catalyst duringR441 experimentalperiod

The operator shall keep records, in a manner approvedby the District, for the usage of SOx reducing catalyst
(GRACEDavison SuperDESOX) during the experimentalperiod

The AQMD shall be noti©ed at least 3 days prior to the start date of each trial

The operator shall provide to the District an experimental report including, but not limited to, the SOx
emission data, no later than 45 days after each trial

The operator shall provide to the District an experimental report including, but not limited to, the NOx
emission data, no later than 45 days after each trial

This Rule 441 research shall expire November 26, 2009, or sooner if the research has been completed.
Should extension be necessary, a written request shall be submitted to the AQMD by October 26, 2009,
stating the length and reason for the extension

[RULE 441, 5-7-1976]

[Systems subject to this condition : Process23, System 1]
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The operator shall comply with the terms and conditions set forth below:

S13.1 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

PM District Rule 1158

[RULE 1158, 6-11-1999]

[Systems subject to this condition : Process2, System 3 , 7 , 8]

S13.2 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1123

[RULE 1123, 12-7-1990]

[Systems subject to this condition : Process 1, System 1 , 2 , 4 , 7; Process 2, System 1 , 2 , 4 , 5; Process 3,
System 1 , 5 , 7; Process 4, System 1 , 3 , 5; Process 5, System 1 , 2; Process 6, System 1 , 2; Process 7,
System 1; Process8, System 1 , 2 , 3 , 4 , 6; Process 9, System 1 , 2 , 5 , 6; Process 11, System 1 , 2 , 3 , 4 ,
5 , 6 , 7 , 8 , 9 , 10 , 11 , 12; Process 17, System 5; Process 19, System 1 , 3 , 7; Process 22, System 1;
Process23, System 1]

S13.3 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

VOC District Rule 463

[RULE 1149, 7-14-1995; RULE 463, 5-6-2005]

[Systems subject to this condition : Process15, System 3]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S13.4 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1178

[RULE 1178, 4-7-2006;RULE 463, 5-6-2005]

[Systems subject to this condition : Process15, System 1 , 2 , 5]

S13.5 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1189

[RULE 1189, 1-21-2000]

[Systems subject to this condition : Process6, System 1 , 2]

S13.6 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

SOX 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008]

[Systems subject to this condition : Process12, System 1 , 2]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S13.7 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 462

VOC 40CFR60,SUBPART XX

[RULE 462, 5-14-1999;40CFR 60 Subpart XX, 12-19-2003]

[Systems subject to this condition : Process13, System 3 , 4]

S13.8 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 462

[RULE 462, 5-14-1999]

[Systems subject to this condition : Process13, System 9]

S13.9 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

[RULE 1176, 9-13-1996]

[Systems subject to this condition : Process1, System 3; Process14, System 1]



SectionH Page:84
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S13.10 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 463

VOC District Rule 1149

VOC District Rule 1178

For Rule 463 applicability,only division (d) in the 11 March 1994 amendment, or equivalent requirements in
the future amendments, shall apply to the domed external ªoating roof tanks. This does not preclude any
requirementsspeci©ed in Rule 1178.

[RULE 1149, 7-14-1995;RULE 1178, 4-7-2006;RULE 463, 5-6-2005]

[Systems subject to this condition : Process15, System 6]

S13.11 All devices under this system are subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1176

VOC 40CFR60,SUBPART QQQ

[RULE 1176, 9-13-1996; 40CFR 60 SubpartQQQ, 10-17-2000]

[Systems subject to this condition : Process14, System 2]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S15.1 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All emergency vent gases shall be directed to a blowdown ªare system except Devices IDs D35, D1250,
D2145, D57 TO D62, D71, D68, D86-D91,D98, D152, D237, D349, D360, D629, D630, D631, D657,
D638,D668,D671,D1503-D1505,D1507 that vent to the atmosphere.

This process/systemshall not be operated unless the blowdown ªare system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process 1, System 1 , 2 , 3 , 4 , 7; Process 2, System 1 , 2 , 4 , 5; Process
3, System 1 , 5 , 7; Process 4, System 1 , 3 , 5; Process 5, System 1 , 2; Process 6, System 1 , 2; Process 7,
System 1; Process8, System 1 , 2 , 3 , 4 , 6; Process 9, System 1 , 2 , 5; Process 11, System 1 , 2 , 3 , 4 , 5 ,
6 , 7 , 8 , 9 , 10 , 11 , 12; Process 12, System 1 , 2 , 3 , 4; Process 13, System 1 , 2 , 3 , 4; Process 17,
System 5 , 8 , 11; Process18, System 1; Process19, System 3; Process23, System 1]

S15.2 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to a vapor recovery system.

This process/system shall not be operated unless the vapor recovery system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process 1, System 1 , 2; Process 2, System 4 , 5; Process 3, System 5;
Process 4, System 1 , 3 , 5; Process 5, System 1 , 2; Process 6, System 1 , 2; Process 7, System 1; Process 8,
System 1 , 2 , 3 , 4 , 6; Process 9, System 1 , 2 , 5 , 6; Process 11, System 1 , 2; Process 12, System 1 , 2;
Process13, System 1 , 2 , 3 , 4; Process17, System 8 , 11]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S15.4 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All acid gases under normal operating conditions shall be directed to the sulfur recoveryunit(s).

This process/systemshall not be operated unless the sulfur recovery unit is in full use and has a valid permit
to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Systems subject to this condition : Process11, System 4 , 6 , 7 , 9 , 10 , 11]

S15.5 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to a sulfur vapor collection system.

This process/systemshall not be operated unless the vapor collection system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process12, System 6; Process13, System 6]

S15.6 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to a vapor control system.

This process/systemshall not be operated unless the vapor control system is in full use and has a valid permit
to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process13, System 7 , 9]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S15.7 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All vent gases under normal operating conditions shall be directed to a vapor recovery system except devices
IDs 57 to 62, 71, 86 to 91, and 98 that vent to the atmosphere.

This process/system shall not be operated unless the vapor recovery system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process2, System 1 , 2]

S15.8 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the absorber located within this system.

This process/systemshall not be operated unless the absorber is in full use and has a valid permit to receive
vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process9, System 1]

S15.9 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the absorber located within this system or the absorber located in the
Product (Jet Fuel/Diesel/Other)HydrodesulfurizationUnit (P4/S5).

This process/systemshall not be operated unless the absorber is in full use and has a valid permit to receive
vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process4, System 1]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S15.10 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the absorber located in the SaturateGas Plant (P9/S1), the UnsaturateGas
Plant (P9/S2),or the DEA AbsorptionSystem (P11/S5).

This process/systemshall not be operated unless the absorber is in full use and has a valid permit to receive
vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process1, System 1; Process4, System 5]

S15.11 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the absorber located in the Unsaturate Gas Plant (P9/S2) or the DEA
AbsorptionSystem (P11/S5).

This process/systemshall not be operated unless the absorber is in full use and has a valid permit to receive
vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process 3, System 5]

S15.12 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the absorber located in the SaturateGas Plant (P9/S1), the UnsaturateGas
Plant (P9/S2), the Product (Jet Fuel/Diesel/Other) Hydrodesulfurization Unit (P4/S5), or the DEA
AbsorptionSystem (P11/S5).

This process/systemshall not be operated unless the absorber is in full use and has a valid permit to receive
vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process4, System 3]
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The operator shall comply with the terms and conditions set forth below:

S15.13 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the absorber located in the Saturate Gas Plant (P9/S1), the Product (Jet
Fuel/Diesel/Other)HydrodesulfurizationUnit (P4/S5),or the DEA AbsorptionSystem (P11/S5).

This process/systemshall not be operated unless the absorber is in full use and has a valid permit to receive
vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process5, System 1 , 2; Process 7, System 1]

S15.14 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All sour gases shall be directed to the absorber located in the Fuel Gas TreatingUnit (P11/S3), the Unsaturate
Gas Plant (P9/S2),or the DEA AbsorptionSystem (P11/S5).

This process/systemshall not be operated unless the absorber is in full use and has a valid permit to receive
vent gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process19, System 3]

S15.15 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All emergencyvent gases shall be directed to the vapor recovery system and/orªare.

This process/system shall not be operated unless the vapor recovery system is in full use and has a valid
permit to receive vent gases from this system.

This process/systemshall not be operated unless the ªare is in full use and has a valid permit to receive vent
gases from this system.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process9, System 6]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S15.16 The vent gases from all a«ected devices of this process/systemshall be vented as follows:

All blowdownwater shall be directed to the vapor recovery system.

This process/system shall not be operated unless the vapor recovery system is in full use and has a valid
permit to receive vent gases from this system.

[RULE 1303(a)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process15, System 3]
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The operator shall comply with the terms and conditions set forth below:

S18.1 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Loading/Unloading Process (Process:13, System: 1, 2, 3 & 4)

HydrogenProduction (Process:6, System: 1 & 2)

Gas Production Process (Process:9, System: 1, 2, 5 & 6)

CatalyticReforming (Process:5, System: 1 & 2)

Treating/StrippingProcess (Process:11, System: 1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11 & 12)

Fluid CatalyticCrackingUnit (Process:3, System: 1, 5 & 7)

PetroleumMiscellaneousProcess (Process:17, System: 5, 8 & 11)

Hydrocracking Unit (Process:7, System: 1)

Air PollutionControl Process (Process:19, System: 3)

Crude DistillationUnit (Process:1, System: 1, 2, 3, 4 & 7)

Coking and Residual Conditioning (Process:2, System: 1, 2, 4,& 5)

HydrotreatingProcess (Process:4, System: 1, 3 & 5)

AlkylationUnit (Process:8, System: 1, 2, 3, 4 & 6)

Sulfur Production Process (Process:12, System: 1, 2, 3 & 4)

ElectricityGeneration (Process:18, System: 1)

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process19, System 1]
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The operator shall comply with the terms and conditions set forth below:

S18.2 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Hydrocracking Unit (Process:7, System: 1)

PlatinumReformerUnit (Process:5, System: 1 & 2)

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process9, System 1]

S18.3 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Treating/StrippingUnits (Process:11, System: 6, 7, 9, 10 & 11)

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process12, System 1 , 2]

S18.4 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Sulfur Storage (Process:12, System: 6)

Sulfur Loading (Process:13, System: 6)

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process13, System 7]
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The operator shall comply with the terms and conditions set forth below:

S18.5 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

SulfurVapor Collection System (Process:13, System: 7)

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process13, System 8]

S18.6 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Resid Loading Sytem (Process:13, System: 9)

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process13, System 10]

S18.7 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

WastewaterTreatmentSystem (Process:14, System: 1)

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process14, System 2]
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The operator shall comply with the terms and conditions set forth below:

S18.8 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Loading/Unloading Process (Process:13, System: 1, 2, 3 & 4)

Catalyst RegenerationProcess (Process:10, System: 1)

HydrogenProduction (Process:6, System: 1 & 2)

GasolineBlending (Process:20, System: 1)

Gas Production Process (Process:9, System: 1, 2, 5 & 6)

CatalyticReforming (Process:5, System: 1 & 2)

Treating/StrippingProcess (Process:11, System: 1, 2, 3 & 5)

Fluid CatalyticCrackingUnit (Process:3, System: 1 & 5)

PetroleumMiscellaneousProcess (Process:17, System: 5, 8 & 11)

Hydrocracking Unit (Process:7, System: 1)

Crude DistillationUnit (Process:1, System: 1, 2, 3 & 4)

Coking and Residual Conditioning (Process:2, System: 1, 2, 4,& 5)

HydrotreatingProcess (Process:4, System: 1, 3 & 5)

AlkylationUnit (Process:8, System: 1, 2, 3 & 4)

DehydratorUnit (Process:17, System: 16)

Pressurizedstorage tanks (Process:15, System: 3)

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process19, System 3]
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The operator shall comply with the terms and conditions set forth below:

S18.12 All a«ected devices listed under this process/systemshall be used only to receive, recover and/or dispose of vent
gases routed from the system(s) or process(es) listed below, in addition to speci©c devices identi©ed in the
"connected to" column:

Sulfur Production, Claus TrainsA & B (Process:12, System: 1 & 2)

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process12, System 3 , 4]
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The operator shall comply with the terms and conditions set forth below:

S31.2 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by application number(s) 384499, 385155, 389291, 389292, 411508, 411586, 422931, 435110
& 435111:

All valves shall be bellow-sealedexcept in the following applications: valves in heavy liquid service, control
valves, instrument piping/tubing valves, valves requiring torsional stem motion, situations where valve
failure could pose safety hazard (e.g., drain valves with stems in the horizontal position), retro©t/special
application valves with space limitation and valves not commercially available. District shall approve all
exceptions to this requirement.

All valves and new major components shall be physically identi©ed in the ©eld with special markings that
distinguish the components from non-BACT components. Additionally, all new components shall be
identi©ed as BACT components in the record.

All valves shall be inspectedmonthly using EPA ReferenceMethod 21. The operatormay revert to quarterly
inspection upon District approval, after two consecutive monthly inspections in which only two percent or
less are found to be leaking above 500 ppmv.For leaks greater than 500 ppmv above background, repair shall
be attempted within ©ve (5) days of detection. Repair or replacement shall be completed within 15 days,
unless demonstratedotherwise.

The operator shall keep records of the monthly inspections,subsequent repairs and reinspections, if any, in a
manner approvedby the District.

The operator shall provide the following information to the District no later than 60 days after initial startup
of the equipment in the system:

a) Piping and instrumentationdiagrams (or some other equivalentDistrict-approveddiagrams) that identify all
valves. The operator shall also provide a listing of all valves (bellows and non-bellows) categorized by
location, type, size, accessibility,and service; and

b) Recalculation of fugitive emissions based on actual fugitive components installed and removed from
service. All valves shall be categorized by tag number, type, size, body material, service, and reason(s)why
bellow seal valves were not used.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process4, System 1 , 3; Process 6, System 2; Process 9, System 6; Process
13, System 1 , 3 , 4 , 11; Process18, System 1]



SectionH Page:97
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S31.3 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)435112 & subsequent applicationnumber 475236:

All valves shall be bellow-sealedexcept in the following applications: valves in heavy liquid service, control
valves, instrument piping/tubing valves, valves requiring torsional stem motion, situations where valve
failure could pose safety hazard (e.g., drain valves with stems in the horizontal position), retro©t/special
application valves with space limitation and valves not commercially available. District shall approve all
exceptions to this requirement.

All valves and new major components shall be physically identi©ed in the ©eld with special markings that
distinguish the components from non-BACT components. Additionally, all new components shall be
identi©ed as BACT components in the record.

All valves shall be inspectedmonthly using EPA ReferenceMethod 21. The operatormay revert to quarterly
inspection upon District approval, after two consecutive monthly inspections in which only two percent or
less are found to be leaking above 500 ppmv.For leaks greater than 500 ppmv above background, repair shall
be attempted within ©ve (5) days of detection. Repair or replacement shall be completed within 15 days,
unless demonstratedotherwise.

The operator shall keep records of the monthly inspections,subsequent repairs and reinspections, if any, in a
manner approvedby the District.

The operator shall provide the following information to the District no later than 60 days after initial startup
of the equipment in the system:

a) Piping and instrumentationdiagrams (or some other equivalentDistrict-approveddiagrams) that identify all
valves. The operator shall also provide a listing of all valves (bellows and non-bellows) categorized by
location, type, size, accessibility,and service; and

b) Recalculation of fugitive emissions based on actual fugitive components installed and removed from
service. All valves shall be categorized by tag number, type, size, body material, service, and reason(s)why
bellow seal valves were not used.

The operator shall provide the following information to the District prior to converting AN 435112 and
subsequent AN 475236 from PC to PO (Process11, System 12):

Recalculationof fugitive emissions based on actual fugitive components installed in Process 11, Systems 3 &
4 (ANs 422300 & 377122), which were combined with System 12 in the previously issued permit, for NSR
adjustment

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process11, System 3 , 4 , 12]



SectionH Page:98
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

S31.4 The following BACT requirements shall apply to VOC service fugitive components associated with the devices
that are covered by applicationnumber(s)448496:

All valves shall be bellow-sealedexcept in the following applications: valves in heavy liquid service, control
valves, instrument piping/tubing valves, valves requiring torsional stem motion, situations where valve
failure could pose safety hazard (e.g., drain valves with stems in the horizontal position), retro©t/special
application valves with space limitation and valves not commercially available. District shall approve all
exceptions to this requirement.

All valves and new major components shall be physically identi©ed in the ©eld with special markings that
distinguish the components from non-BACT components. Additionally, all new components shall be
identi©ed as BACT components in the record.

All valves shall be inspectedmonthly using EPA ReferenceMethod 21. The operatormay revert to quarterly
inspection upon District approval, after two consecutive monthly inspections in which only two percent or
less are found to be leaking above 500 ppmv.For leaks greater than 500 ppmv above background, repair shall
be attempted within ©ve (5) days of detection. Repair or replacement shall be completed within 15 days,
unless demonstratedotherwise.

The operator shall keep records of the monthly inspections,subsequent repairs and reinspections, if any, in a
manner approvedby the District.

The operator shall provide the following information to the District no later than 60 days after initial startup
of the equipment in the system:

a) Piping and instrumentationdiagrams (or some other equivalentDistrict-approveddiagrams) that identify all
valves. The operator shall also provide a listing of all valves (bellows and non-bellows) categorized by
location, type, size, accessibility,and service; and

b) Recalculation of fugitive emissions based on actual fugitive components installed and removed from
service. All valves shall be categorized by tag number, type, size, body material, service, and reason(s)why
bellow seal valves were not used.

The operator shall provide the following information to the District prior to convertingAN 448496 from PC
to PO (Process1, System 4):

Recalculationof fugitive emissionsbased on actual fugitive components installed in Process 1, Systems 1 & 4
(ANs 431770 & 448496), which were combined with System 1 in the previously issued permit, for NSR
adjustment

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process1, System 4]
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The operator shall comply with the terms and conditions set forth below:

S42.2 The operator shall not operate the FCCU unless the operator complies with the emission limits of the following
rule by May 30, 2009 or 90 days from the date of start up of the FCCU from turnaround, whichever is earlier:

Contaminant Rule Rule/Subpart

PM10 District Rule 1105.1

NH3 District Rule 1105.1

If the operator fails to complywith any of the terms and conditions listed below, the operator shall be subject
to the compliancedeadlines as speci©ed in Rule 1105.1(d)(1).

1. Award contract(s) to construct and install the control technology by May 1, 2007

2. Begin construction of the control technology permitted by the AQMD for compliance with Rule
1105.1(d)(1) by October 1, 2007, or within 30 days of receiving all necessary permits, whichever is later.
These dates may be extended in writing by the Executive O¬cer upon request by ExxonMobil if the CEQA
document is not ©nalized by July 1, 2007. Any such extension(s) shall not be for a period of more than ©ve
months after the original dealine listed in this paragraph.

3. Start operationof at least one (1) new ESP (i.e., either C2283 or C2284) alongwith two (2) existing ESPs,
C165 and C166) to ensure compliance with Rule 1105.1(d)(1) by March 1, 2009 with the startup of the
FCCU. If one (1) new ESP is operated, the inlet ªowrate to the ESP shall not exceed 160,000 dscfm

4. Comply with all Rule 1105.1(d)(1) requirementsno later than May 30, 2009, or 90 days after the startup
of the FCCU, whichever is earlier

[RULE 1105.1, 11-7-2003]

[Systems subject to this condition : Process 3, System 1; Process23, System 1]
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The operator shall comply with the terms and conditions set forth below:

S46.1 The followingconditions shall apply to VOC service fugitive components in this system:

For the purpose of this condition, leakless valve shall be de©ned as any valve equippedwith sealed bellow or
equivalent as approved in writing by the District prior to installation. Components shall be de©ned as any
valve, ªange, ©tting, pump, compressor, pressure relief device, diaphragm, hatch, sight-glass, and meter,
which are not exempted by Rule 1173.

For the purpose of this condition, existing component shall be de©ned as any component that was installed
under a permit to construct/operate that was issued prior to June 1, 1993. New component shall be de©ned as
any component that was installed or modi©ed under a permit to construct that triggered BACT for VOCs
issued between June 1, 1993 and December 27, 2001.

All new valves in VOC service shall be of leakless type, except those speci©cally exempted by Rule 1173 or
approved by the District in the following applications: heavy liquid service, control valves, instrument
piping/tubing, applications requiring torsional valve stem motion, applications where failures could pose
safety hazards (e.g. drain valves with valve stems in horizontal position), retro©ts with space limitations, and
valves not commerciallyavailable.

All new valves and new major components, as de©ned in Rule 1173, shall be physically identi©ed in the ©eld
with special marking that distinguishes the components from existing. Additionallyall new components shall
be distinctly identi©ed from existing components through their tag numbers (e.g. numbers ending in the letter
"N"), and shall be noted in the records.

All new components in VOC service with a leak greater than 500 ppm but less than 1,000 ppm, as methane,
measured above background using EPA Method 21, shall be repaired within 14 days of detection. A leak
greater than 1,000 ppm shall be repaired according to Rule 1173.

All new pressure relief valves shall be connected to closed vent system or equippedwith rupture disc.

All new sampling connections shall be closed-purge, closed-loop, or closed-ventsystem.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Systems subject to this condition : Process8, System 5]

DEVICE CONDITIONS

A. Emission Limits
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The operator shall comply with the terms and conditions set forth below:

A63.4 The operator shall limit emissions from this equipment as follows:

CONTAMINANT EMISSIONSLIMIT

Visible emissions Less than or equal to 30 Percent opacity

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D151,D2404]

A99.1 The 2.8 lb/1000 bbl fresh feed PM10 emission limit(s) shall only apply when the fresh feed to the FCCU is 105
thousandbarrels per day or less.

For the purposes of this condition, PM10 emissions shall be de©ned as ©lterable PM10 collected on the
cyclone exit, probe and ©lters of the applicable test methods referenced in the Rule.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : D151,D2404]

A99.2 The 0.005 gr/dscfPM10 emission limit(s) shall only applywhen the ªow rate is 320,000 dscfm or less.

For the purposes of this condition, PM10 emissions shall be de©ned as ©lterable PM10 collected on the
cyclone exit, probe and ©lters of the applicable test methods referenced in the Rule.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : D151,D2404]
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The operator shall comply with the terms and conditions set forth below:

A99.3 The 3.6 Lbs/hr PM10 emission limit(s) shall only applywhen the fresh feed exceeds 105 thousandbarrels per day
and the ªow rate exceeds 320,000 dscfm.

For the purposes of this condition, PM10 emissions shall be de©ned as ©lterable PM10 collected on the
cyclone exit, probe and ©lters of the applicable test methods referenced in the Rule.

The operator shall maintain records in a manner approved by the District, to demonstrate compliance with
this condition.

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : D151,D2404]

A195.1 The 9 PPMVNOX emission limit(s) is averagedover 15 minutes corrected to 15% excess oxygen, dry basis.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D926]

A195.2 The 10 PPMVNH3 emission limit(s) is averagedover consecutive60 minutes at 3% oxygen, dry basis.

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : D151, C1772,D2404]

A195.3 The 20 PPMVNOX emission limit(s) is averagedover 365-dayrolling and at 0% oxygen.

For the purposesof this condition, this limit is a long term limit which applies at all times.

[ CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D151,D2404]
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The operator shall comply with the terms and conditions set forth below:

A195.4 The 40 PPMVNOX emission limit(s) is averagedover 7-day rolling and at 0% oxygen.

For the purposes of this condition, this limit is a short term limit which applies at all times except during
startup, shutdown, or malfunction.

[ CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D151,D2404]

A195.5 The 140 PPMVNOX emission limit(s) is averagedover 24-hour rolling and at 0% oxygen.

For the purposes of this condition, this limit is not to exceed 14 days per occurrence, when the SCR is
shutdown because the waste heat boiler 2F-7 is shutdown for inspection per CaliforniaCode of Regulations,
Title 8, Section 770(b).

[ CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D151,D2404]

A195.6 The 25 PPMV SOX emission limit(s) is averagedover 365-dayrolling and at 0% oxygen.

For the purposesof this condition, this limit is a long term limit which applies at all times.

[ CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D151,D2404]

A195.7 The 50 PPMV SOX emission limit(s) is averagedover 7-day rolling and at 0% oxygen.

For the purposes of this condition, this limit is a short term limit which applies at all times except during
startup, shutdown, or malfunction.

[ CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D151,D2404]
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The operator shall comply with the terms and conditions set forth below:

A195.8 The 500 PPMV CO emission limit(s) is averagedover hourly rolling and at 0% oxygen.

For the purposes of this condition, this limit is a short term limit which applies at all times except during
startup, shutdown, or malfunction.

[ CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D151,D2404]

A327.1 For the purposeof determiningcompliancewith District Rule 475, combustioncontaminantemissionsmay exceed
the concentrationlimit or the mass emission limit listed, but not both limits at the same time.

[RULE 475, 10-8-1976;RULE 475, 8-7-1978]

[Devices subject to this condition : D926]

B.Material/FuelTypeLimits

B27.1 The operator shall not use materials containing any toxic air contaminants (TACs) identi©ed in the SCAQMD
Rule 1401, as amended 03-07-2008.

[RULE 1401, 3-7-2008]

[Devices subject to this condition : D2395]

B61.3 The operator shall not use fuel gas containing the following speci©ed compounds:

Compound ppm by volume

H2S greater than 160

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : C164, C626]
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The operator shall comply with the terms and conditions set forth below:

B61.4 The operator shall not use fuel gas containing the following speci©ed compounds:

Compound ppm by volume

Total sulfur compounds calculated as H2S greater than 30

[RULE 2005, 5-6-2005]

[Devices subject to this condition : D926]

B61.5 The operator shall not use (or combust) vent gas containing the following speci©ed compounds:

Compound ppm by volume

H2S greater than 160

The 160 ppmv limit is averaged over three hours, excluding any vent gas resulting from an emergency,
shutdown, startup, process upset or relief valve leakage

[RULE 1118, 11-4-2005]

[Devices subject to this condition : C891, C894]

B61.6 The operator shall not use fuel gas containing the following speci©ed compounds:

Compound ppm by volume

H2S greater than 160

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D926]

C. Throughput or OperatingParameter Limits
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The operator shall comply with the terms and conditions set forth below:

C1.16 The operator shall limit the exhaustªow to no more than 500 cubic feet perminute.

For the purpose of this condition, exhaust ªow shall be de©ned as the volume of gas exiting the mist
eliminator and entering the oxidizer,measured dry at standard condition.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C1776]

C1.29 The operator shall limit the throughput to no more than 220000 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way roof
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
record the vertical movement of the roof. For the purpose of this condition, continuous recording is de©ned
as once per every 15 minutes.

The operator shall calculate the total one-way roofmovement, in feet, on a daily and monthly basis.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank levelmeasurementby more than 1.0 inch or 0.8 percent,whichever
is greater, the ATLG shall be repaired and put back into service within 10 days.While the ATLG is being
repaired, the throughput shall be determinedby the hourly tank level data averaged from the previous30 days
prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance.While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D742,D743]
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The operator shall comply with the terms and conditions set forth below:

C1.33 The operator shall limit the throughput to no more than 145000 barrel(s) in any one calendarmonth.

The operator shall calculate the throughput, in barrels, by the followingequation:0.14 x D x D x L, where D
is the diameter of the tank in feet based on the tank strapping chart and L is the total vertical one-way roof
travel in feet permonth.

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continously
record the vertical movement of the roof. For the purpose of this condition, continuous recording is de©ned
as once per every 15 minutes.

The operator shall calculate the total one-way roofmovement, in feet, on a daily and monthly basis.

The ATLG installed shall be veri©ed once per quarter by comparingagainst a manual tank level measurement.
If the ATLG di«ers from the manual tank levelmeasurementby more than 1.0 inch or 0.8 percent,whichever
is greater, the ATLG shall be repaired and put back into service within 10 days.While the ATLG is being
repaired, the throughput shall be determinedby the hourly tank level data averaged from the previous30 days
prior to the discoveryof the discrepancy.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance.While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D734,D735]

C1.43 The operator shall limit the throughput to no more than 56000 barrel(s) in any one calendarmonth.

[RULE 1304(c)-O«set Exemption, 6-14-1996]

[Devices subject to this condition : D1997,D2001]
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The operator shall comply with the terms and conditions set forth below:

C1.47 The operator shall limit the loading rate to no more than 730000 barrel(s) in any one month.

This limit shall be based on the total combined limit for equipmentD1526& D1520,LoadingRacks # 1 & 3,
respectively.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D1520,D1526]

C1.53 The operator shall limit the throughput to no more than 428333 barrel(s) in any one calendarmonth.

For the purpose of this condition, throughput shall be de©ned as the amount of LSR loaded from Tank
200X1.

[RULE 1304(c)-O«set Exemption, 6-14-1996]

[Devices subject to this condition : D1994]
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The operator shall comply with the terms and conditions set forth below:

C1.65 The operator shall limit the throughput to no more than 457834 barrel(s) in any one month.

The operator shall complywith the following throughputmeasurementpractices.

The operator shall calculate the throughput, in barrels, by the following equation: V/H (subscript: t) x H
(subscript: a), where V is the volume of the tank in barrels based on the most recent version of the API
Standard2550,H (subscript:t) is the height of the tank based on the tank strapping chart and H (subscript:a)
is the total vertical one-way liquid surface level travel in feet permonth.

The operator shall calculate the total one-way liquid surface levelmovement, in feet, on a monthly basis.

An automatic tank level gauge (ATLG) shall be used to continuously measure the liquid surface level
movement. The ATLG shall be veri©ed once per quarter by comparing against a manual tank level
measurement. If the ATLG di«ers from the manual tank level measurement by more than 0.8 percent, the
ATLG shall be repaired.

In the event of a failure or routine maintenance of the ATLG, the ATLG shall be repaired (if necessary) and
put back into service within 10 days of the time that the ATLG failed or was removed from service for
maintenance.While the ATLG is being repaired or maintained, the throughput shall be determined by the
hourly tank level data averaged from the previous 30 days prior to the time that the ATLG went out of
service.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D764]

C1.66 The operator shall limit the throughput to no more than 100 lb(s) in any one day.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2278]



SectionH Page:110
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

C1.67 The operator shall limit the loading rate to no more than 24000 lb(s) in any one day.

For the purpose of this condition, loading rate shall be de©ned as the total loading of base catalyst (GRACE
Davison Genesis-2634), catalyst additives (GRACE Davison Ole©nsmax ZSM-5), CO promoter (GRACE
DavisonCP-5), and SOx reducing catalyst (GRACEDavison SuperDESOX).

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2395]

C6.1 The operator shall use this equipment in such a manner that the hydrocarbon concentration being monitored, as
indicated below, does not exceed 30 percent of the Lower ExplosiveLimit.

The operator shall use a lower explosivemeter to monitor the hydrocarbon concentration.

[RULE 463, 5-6-2005]

[Devices subject to this condition : D1997,D2001]

C6.4 The operator shall use this equipment in such a manner that the di«erential pressure beingmonitored,as indicated
below, does not exceed 4 inchesHG.

To comply with this condition, the operator shall install and maintain a(n) di«erential pressure gauge to
accurately indicate the di«erential pressure across the ©lter.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2397]
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The operator shall comply with the terms and conditions set forth below:

C8.3 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 900Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature reading device to
accurately indicate the temperature in the ©rebox or in the ductwork immediatly downstream from the
©rebox.

The measuringdevice or gauge shall be accurate to within plus or minus 50 degrees F. It shall be calibrated
once every 12 months.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 2005, 5-6-2005; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C626]

C8.6 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 1400Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature gauge to accurately
indicate the temperature in the combustionzone.

This condition shall only apply to the oxidizer temperaturewhen on a thermalmode.

The measuring device or gauge shall be accurate to within plus or minus 5 degree F. It shall be calibrated
once every 12 months.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C1776]
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The operator shall comply with the terms and conditions set forth below:

C8.7 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 700Deg F.

This condition shall only apply to the gas entering the catalyst bed when on a catalytic mode.

To comply with this condition, the operator shall install and maintain a(n) temperature reading device to
accurately indicate the temperatureat the inlet and outlet of the catalyst bed.

The measuring device or gauge shall be accurate to within 5 degree F. It shall be calibrated once every 12
months.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C1776]

C8.8 The operator shall use this equipment in such a manner that the temperaturebeingmonitored, as indicated below,
is not less than 1000Deg F.

To comply with this condition, the operator shall install and maintain a(n) temperature reading device to
accurately indicate the temperature in the ©rebox or in the ductwork immediatly downstream from the

©rebox.

The measuringdevice or gauge shall be accurate to within plus or minus 50 degrees F. It shall be calibrated
once every 12 months.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 2005, 5-6-2005; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C952]
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The operator shall comply with the terms and conditions set forth below:

C12.1 The operator shall use this equipment in such a manner that the daily average secondary voltage and current (or
total power input) and total primary current being monitored as indicated below are greater than or equal to the
values in the most recent source test which demonstratedcompliancewith the emission limits.

The operator shall install and maintain a continuous monitoring and recording system to accurately measure
and record the:

1. primary and secondarycurrent

2. primary and secondaryvoltage

3. spark rate

at each ESP ©eld. In addition, the operator shall keep records, in a manner approvedby the District, for each
of these parameters.

If the daily averageESP total power input falls below the level measured in the most recent source test which
demonstratedcompliance with the emission limit, a source test shall be performedwithin 90 days at the new
minimum daily average ESP total power level. The source test shall be performed for the FCCU regenerator
(Device D151) according to the requirementsspeci©ed in Permit ConditionD29.3

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001; RULE
404, 2-7-1986; RULE 405, 2-7-1986; RULE 409, 8-7-1981]

[Devices subject to this condition : C165, C166]
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The operator shall comply with the terms and conditions set forth below:

C12.2 The operator shall use this equipment in such a manner that the ESP daily average voltage and secondary current
(or total power input) being monitored as indicated below are greater than or equal to the average value in the
most recent source test which demonstratedcompliancewith the emission limits.

The operator shall install and maintain a continuous monitoring and recording system to accurately measure
and record the:

1. Totalªue gas inlet temperature to ESPs
2. Totalªue gas ªow rate

3. Current across each ESP

4. Voltage across each ESP

at each ESP ©eld, in accordance with the approved plan. In addition, the operator shall keep records, in a
manner approvedby the District, for each of these parameters.

If the daily averageESP total power input falls below the level measured in the most recent source test which
demonstratedcompliance with the emission limit, a source test shall be performedwithin 90 days at the new
minimum daily average ESP total power level. The source test shall be performed for the FCCU regenerator
(Device D151) according to the requirementsspeci©ed in Permit ConditionD29.4

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : C165, C166, C2283, C2284]

D.Monitoring/TestingRequirements

D12.1 The operator shall install and maintain a(n) temperature gauge to accurately indicate the temperature across the
SCR bed.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : C1772]

D12.2 The operator shall install and maintain a(n) pressure gauge to accurately indicate the di«erential pressure across
the SCR bed.

[RULE 2005, 5-6-2005]

[Devices subject to this condition : C1772]
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The operator shall comply with the terms and conditions set forth below:

D12.5 The operator shall install and maintain a(n) ªow meter to accurately indicate the ªow rate being supplied to the
oxidizer.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C1776]

D12.6 The operator shall install and maintain a(n) infraredªame detector to accurately indicate the presence of a ªame at
the pilot light.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 3004(a)(4)-Periodic Monitoring, 12-12-1997; 40CFR 63 Subpart A, 5-16-2007; CONSENT
DECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : C891]

D12.9 The operator shall install and maintain a(n) pressure gauge to accurately indicate the di«erential pressure across
the equipment.The operator shall record the parameter beingmonitoreddaily.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C1769]

D12.10 The operator shall install and maintain a(n) thermocouple to accurately indicate the presence of a ªame at the pilot
light.

The operator shall also install and maintain a device to continuously record the parameter beingmeasured.

[RULE 3004(a)(4)-Periodic Monitoring, 12-12-1997; 40CFR 60 Subpart A, 5-16-2007; CONSENT
DECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : C894]
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The operator shall comply with the terms and conditions set forth below:

D28.1 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conductedwithin 90 days from the start-up of the SCR unit using the test protocol approved
by the District.

The test shall be conducted to determine the CO emissions at the outlet.

The test shall be conducted to determine the NH3 emissions at the outlet.

The test shall be conducted to determine the NOX emissions at the outlet.

The test shall be conducted to determine the PM10 emissions at the outlet.

The test shall be conducted to determine the VOC emissions at the outlet.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

The test shall be conducted to determine the e¬ciency of the SCR.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 2005, 5-6-2005; RULE 3004(a)(4)-PeriodicMonitoring, 12-12-
1997]

[Devices subject to this condition : C1772]

D28.4 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conductedat least annually.

The test shall be conducted to determine the CO and PM emissions at the outlet.

The test shall be conductedwith the operationof the CO boiler/wasteheat boilerwith duct burner.

The test shall be conducted to determine the control e¬ciency of the SCR and the NH3 emissions at the
outlet.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1303(b)(2)-O«set, 5-10-1996;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C1772]
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The operator shall comply with the terms and conditions set forth below:

D28.5 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted to determine the VOC emissions at the inlet and outlet simultaneously.

The test shall be conducted to determine the Benzene at the outlet.

The test shall be conducted to determine the Toluene at the outlet.

The test shall be conducted to determine the Xylene at the outlet.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

The test shall be conductedannually to verify the destructione¬ciency of the afterburner.

Source test shall be conducted when this equipment is operating at or close to the maximum rate of the
loading rack.

The test shall be conducted to determine the VOC emission rate in lb/1000gallons loaded.

The test shall be conducted to determine the SOx emissions in ppmv corrected to 3 percent oxygen.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1401, 3-17-2000; RULE
3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C1776]
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The operator shall comply with the terms and conditions set forth below:

D28.8 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted to determine the NOX emissions at the outlet.

The test shall be conducted to determine the SOX emissions at the outlet.

The test shall be conducted to determine the ROG emissions at the outlet.

The test shall be conducted to determine the PM10 emissions at the outlet.

The test shall be conducted to determine the CO emissions at the outlet.

The test shall be conducted within 60 days after achieving maximum production rate, but no later than 180
days after initial startup, and every ©ve years thereafter.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

Source test shall be conductedwhen this equipment is operating at not less than 80 percent of the maximum

©ring rate.

The test shall be conducted for NOx and SOx (for initial and any subsequent tests) until the CEMS serving
4F-1 is RECLAIM certi©ed. Once certi©ed, source tests datamay be substitutedwith CEMS data. Mobilmay
choose to conduct CO testing every three years, or concurrentlywith a RATA (9 x 30 minute runs).

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D367]

D28.9 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted annually to determine the control e¬ciency of the oxidizer and the VOC
emissions in pound per 1000 gallons loaded.

The test shall be conductedonce per three years to determine the NOx, CO, and PM emissions at the outlet.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997; RULE 462, 5-14-1999]

[Devices subject to this condition : C1776]
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The operator shall comply with the terms and conditions set forth below:

D28.22 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conductedwithin 90 days from the completemodi©cation of the fuel gas optimizationproject
using the test protocol approvedby the District.

The test shall be conducted to determine the CO, NOx, SOx, SO2 & O2 concentrationat the outlet.

The test shall be conducted to determine the NH3 emissions at the outlet.

The test shall be conducted to determine the emission rates (lb/hr) of ROG, CO, PM, NOx & SOx emissions
at the outlet.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 2005, 5-6-2005; RULE 3004(a)(4)-PeriodicMonitoring, 12-12-
1997]

[Devices subject to this condition : D926]

D28.23 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conducted yearly after the initial performance test using the test protocol approved by the
District.

The test shall be conducted to determine the emission rates (lb/hr) of ROG, CO & PM emissions at the outlet.

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test.

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D926]

D28.25 The operator shall conduct source test(s) in accordancewith the following speci©cations:

The test shall be conductedonce every three years to determine the CO & PM emissions at the outlet.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C952]
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The operator shall comply with the terms and conditions set forth below:

D29.3 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

PM emissions ApprovedDistrict 1 hour Outlet of the SCR
method

The test(s) shall be conductedat least annually.

The test shall be conductedwhen the equipment is operatingunder normal conditions.

Source test result shall be submitted to the District no later than 60 days after the source test was conducted

Source test results shall include the following parameters: FCCU feed rate; catalyst recirculation rate; coke
burn rate; oxygen content of exhaust gases; exhaust ªow rate; exhaust gas moisture content; the ªue gas
temperatureat the outlet of the ESP; and the average current, voltage, and spark rate at each of the ESP ©elds

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 404, 2-7-1986; RULE 405, 2-7-1986; RULE 409,
8-7-1981]

[Devices subject to this condition : D151,D2404]
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The operator shall comply with the terms and conditions set forth below:

D29.4 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

PM10 emissions District Method 5.2 District-approved Outlet
(©lterables compliance, averaging time
condensables
information)

PM10 emissions District Method 5.2 District-approved Outlet
Modi©ed with EPA averaging time
Method 201A Cyclone
(©lterables compliance,
condensables
information)

PM10 emissions District Method 5.2 District-approved Outlet
with Previously averaging time
DeterminedPM10 to
PM Ratio Applied
(©lterables compliance,
condensables
information)

PM10 emissions EPAMethod 5 District-approved Outlet
(©lterables compliance) averaging time
and District Method 5.2
(condensables
information)

NH3 emissions Districtmethod 207.1 1 hour Outlet

NOX emissions Districtmethod 100.1 1 hour Outlet

SOX emissions Districtmethod 100.1 1 hour Outlet

CO emissions District Method 100.1 1 hour Outlet
or 10.1

VOC emissions District Method 25.1 or 1 hour Outlet
25.3

The operator shall choose any of the PM10 test methods as indicated above to comply with Rule 1105.1
requirements and the test results of any of the selected test methods shall be used to determine compliance
with Rules 404 and 405

The test shall be conducted after AQMD approval of the source test protocol, but no later than 180 days after
initial startup of the new ESP's. The AQMD engineer shall be noti©ed in writing of the date and time of the
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The operator shall comply with the terms and conditions set forth below:

test at least 10 days prior to the test.

The test shall be conducted in accordance with AQMD approved source test protocol. The protocol shall be
submitted to the AQMD no later than 45 days before the proposed test date and shall be approved by the
AQMD before test commences.

The test shall be conductedwith the followingoperatingmodes of the ESPs:.

1. Two new ESPsC2283& C2284 are in full operatingmode (two old ESPsC165 & C166 in idle mode)

2. One new ESP in full operatingmode & two old ESPs in full operatingmode with 1/2 ªue gas ªow rate
@160,000 dscfm

3. One new ESP in full operatingmode and two old ESPs in idle mode with 1/2 ªue gas ªow rate@160,000
dscfm

The test shall be conductedwhen the FCCU is operatingwith at least 80 percent of total FCCU feed rate (or
84 thousandbarrels per day of total FCCU feed)with two ESPs in full operatingmode.

The test shall be conductedwhen the FCCU is operatingwith at least 40 percent of total FCCU feed rate (or
42 thousandbarrels per day of total FCCU feed)with one new ESP in full operatingmode.

The test shall be conductedat least every yearwith three di«erent operatingmodes after initial source test.

The operator shall provide the sampling port(s) at the inlet of the ESPs (C2283& C2284) in accordancewith
AQMDMethod 1.1 - "Sample and VelocityTraversesfor Stationary Source" and shall obtain a ©nal approval
from the AQMD for this sampling port(s) installation and operation,which should be included in the source
test protocol

The test shall be conducted to determine the control e¬ciency of the ESPs in eachmode.

Source test results shall include the following parameters in each mode: FCCU feed rate in KBD; catalyst
recirculation rate in TPM; fresh catalyst (make-up& additives) rate in TPD; coke burn rate in lb/hr; oxygen
& moisture content of exhaust gases; exhaust gas ªow rate in dscfm; ªue gas temperature at the inlet of the
ESP; ammonia injection rate (at ESPs inlet & SCR inlet); and the average current in amps, voltage in volts&
spark rate at each ESP ©eld in use

A source test report shall be submitted to the AQMD no later than 60 days after the source test was completed

[RULE 1105.1, 11-7-2003; RULE 3004(a)(4)-PeriodicMonitoring, 12-12-1997; RULE 404, 2-7-1986; RULE
405, 2-7-1986; RULE 407, 4-2-1982; RULE 409, 8-7-1981; 40CFR 60 Subpart J, 10-4-1991; CONSENT
DECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : C165, C166, C1772,C2283, C2284]
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The operator shall comply with the terms and conditions set forth below:

D29.5 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

PM emissions ApprovedDistrict 1 hour Outlet
method

The test(s) shall be conductedat least once every three years.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997;RULE 404, 2-7-1986;RULE 409, 8-7-1981]

[Devices subject to this condition : C626]
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The operator shall comply with the terms and conditions set forth below:

D29.6 The operator shall conduct source test(s) for the pollutant(s)identi©ed below.

Pollutant(s)to be tested RequiredTest AveragingTime Test Location
Method(s)

PM emissions ApprovedDistrict 1 hour Outlet of the ©lter
method

PM10 emissions ApprovedDistrict 1 hour Outlet of the ©lter
method

The initial test(s) shall be conducted within 120 days after achievingmaximum production rate, but no later
than 180 days after initial start-up

The test(s) shall be conducted at least annually if the equipment is utilized more than 30 days in a calendar
year.

The test shall be conducted when this equipment is operating at least 80 percent of the maximum allowable
capacity.

Report of the test and operating condition of the equipment shall be submitted to the District within 60 days
after the test

The District shall be noti©ed of the date and time of the test at least 10 days prior to the test

The operator shall submit a test protocol to the District at least 60 days prior to the initial testing. The initial
and annual tests shall be conducted according to the approved test protocol or any subsequent approved
revisions

[RULE 1303(a)(1)-BACT, 5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996; RULE 3004(a)(4)-Periodic
Monitoring,12-12-1997]

[Devices subject to this condition : C2397]
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The operator shall comply with the terms and conditions set forth below:

D82.1 The operator shall install and maintain a CEMS to measure the followingparameters:

SOX concentrationin ppmv

Oxygen concentrationin percent volume

[RULE 2011, 5-6-2005; 40CFR 60 Subpart J, 6-24-2008; CONSENT DECREE CIVIL CASE No. 05 C
5809, 12-13-2005]

[Devices subject to this condition : C952]

D82.2 The operator shall install and maintain a CEMS to measure the followingparameters:

CO concentrationin ppmv

Oxygen concentrationin percent volume

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D151,D2404]

D82.3 The operator shall install and maintain a CEMS to measure the followingparameters:

SOX concentrationin ppmv

Oxygen concentrationin percent volume

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D926]
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The operator shall comply with the terms and conditions set forth below:

D82.4 The operator shall install and maintain a CEMS to measure the followingparameters:

NOX concentrationin ppmv

SOX concentrationin ppmv

Oxygen concentrationin percent volume

[RULE 2011, 5-6-2005; RULE 2012, 5-6-2005; 40CFR 60 SubpartGG, 2-24-2006]

[Devices subject to this condition : D926]

D82.5 The operator shall install and maintain a CEMS to measure the followingparameters:

NOX concentrationin ppmv

SOX concentrationin ppmv

Oxygen concentrationin percent volume

The NOx and SOx CEMS shall be certi©ed prior to the startup of the new ESPs with a range covering the
emission limits

[RULE 2004, 5-11-2001; RULE 2011, 5-6-2005; RULE 2012, 5-6-2005; CONSENT DECREE CIVIL
CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D151,D2404]
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The operator shall comply with the terms and conditions set forth below:

D90.3 The operator shall continuously monitor the H2S concentration in the fuel gases before being burned in this
device according to the following speci©cations:

The operator shall monitor the concentration of the total sulfur compounds at the outlet of the fuel gas mix
drum/knockout pot 24C-1 (Device D2234).

The operator shall use Gas Chromatography (GC 61) to monitor the parameter.

The operator shall also install and maintain a device to continuously record the parameter beingmonitored.

[RULE 2005, 5-6-2005;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D926]

D90.4 The operator shall continuouslymonitor the opacity at stack according to the following speci©cations:

The operator shall use opacitymeter to monitor the parameter.

The operator shall also install and maintain a device to continuously record the parameter beingmonitored.

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D151,D2404]

D90.5 The operator shall periodicallymonitor the volatile organic compounds and benzene emissions at the outlet of the
primary carbon canister according to the following speci©cations:

The operator shall monitor once every week during tank ©lling operations utilizing EPA Method 21 for
volatile organic compounds and Draeger indicating tube for benzene.

The operator shall monitor volatile organic compounds at times when there is actual ªow to the carbon
canister (at tank ©lling period)

The operator shall calibrate the instrumentused to monitor the parameter in ppmvmethane

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : C2113, C2118]
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The operator shall comply with the terms and conditions set forth below:

D90.6 The operator shall periodically monitor the volatile organic compounds (inclusive methane and ethane) at the
outlet of the primary carbon canister according to the following speci©cations:

The operator shall monitor once every week for VOCs (inclusive of methane and ethane) when the sump is
being ©lled with wastewater from the cleaning activity in accordance with (a) EPA Reference Method 21,
using an appropriate analyzer calibrated with methane, or (b) District Grab Sample Method described in
AttachmentA of SCAQMDRule 1176.

If a cleaning activity is scheduled during a week, the VOC measurement shall be taken during the cleaning of
the heat exchangers.If no cleaning activity is scheduled, the VOC measurementmay be taken at anytime.

[RULE 1176, 9-13-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : C2135]

D90.8 The operator shall continuously monitor the temperature in degree F of the ªue gas at the inlet to the ESP
according to the following speci©cations:

The operator shallmonitor once every 15 minutes.

The operator shall automatically record electronically the above parameter at least one measurement every
hour. These records shall be maintained for at least ©ve years and made available to AQMD personnel upon
request

The continuous monitor shall be installed and operatedwhenever the ESP is operating in accordancewith the
monitoringplan as approvedby the AQMD

Monitoring and recording of this parameter shall not be required during periods of routine maintenance or
malfunctionof the monitoringand recordingdevices

The temperature monitor shall have a minimum range from 500 to 800 degrees F and be accurate to within
plus or minus 5 percent and shall be inspected for replacement, if needed, at least once every 12 months

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : C165, C166, C2283, C2284]
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The operator shall comply with the terms and conditions set forth below:

D90.9 The operator shall continuously monitor the ªow rate in scfm (wet) of the ªue gas at the inlet to the ESP
according to the following speci©cations:

The monitoringshall be conducted in accordancewith the monitoringplan as approvedby the AQMD

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : C165, C166, C2283, C2284]

D90.10 The operator shall continuously monitor the ESP total power input across the ESP according to the following
speci©cations:

The operator shallmonitor once every 15 minutes.

The operator shall automatically record electronically the above parameter at least one measurement every
hour. These records shall be maintained for at least ©ve years and made available to AQMD personnel upon
request

The continuous monitor shall be installed and operatedwhenever the ESP is operating in accordancewith the
monitoringplan as approvedby the AQMD

Monitoring and recording of this parameter shall not be required during periods of routine maintenance or
malfunctionof the monitoringand recordingdevices

The power monitor shall have a range from 0 to 1500 mA and 0 to 100 KV per transformer/recti©er set,
which shall be accurate to within plus or minus 5 percent and shall be calibrated at least once every 12
months

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : C165, C166, C2283, C2284]



SectionH Page:130
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

D90.11 The operator shall continuously monitor the NH3 injection rate in lb/hr at the inlet to the ESP according to the
following speci©cations:

The monitoringshall be conducted in accordancewith the monitoringplan as approvedby the AQMD

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : C165, C166, C2283, C2284]

D90.12 The operator shall continuously monitor the H2S concentration in the fuel gases before being burned in this
device according to the following speci©cations:

The operator shallmonitor the H2S concentrationat the outlet of the fuel gas mix drum 64C-4 (Device D838)
for fuel combustiondevices.

The operator shall use Gas Chromatography (GC 34) meeting the requirements of 40CFR60 Subpart J,
Method 11 to monitor the parameter.

The operator shall also install and maintain a device to continuously record the parameter beingmonitored.

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : C164, C626]

D90.13 The operator shall periodicallymonitor the H2S compounds at the outlet of the primary vessel according to the
following speci©cations:

The operator shallmonitor once every day during the truck loading operationsutilizing the Draeger tube.

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : C2393, C2394]
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The operator shall comply with the terms and conditions set forth below:

D90.14 The operator shall continuouslymonitor the H2S concentrationin the fuel gas, after beingH2S treated by carbon
vessels 28C-107 & 108, before being combusted in the incinerator 28F-11 according to the following
speci©cations:

The operator shall monitor the H2S concentrationat the outlet of the H2S treated carbon vessels 28C-107&
108 (DevicesC2393& C2394) for fuel combustiondevice.

The operator shall use an H2S analyzer (Western Research Model 932 multi-gas analyzer) meeting the
requirementsof 40CFR60 Subpart J, Method 11 to monitor the parameter.

The operator shall obtain a written approval from the AQMD for the H2S analyzer, following the 40CFR60
SubpartA

The operator shall also install and maintain a device to continuously record the parameter beingmonitored.

[40CFR 60 Subpart J, 10-4-1991; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : C626, C2393, C2394]

D94.1 The operator shall install, maintain and operate a sampling line at the inlet and outlet of the carbon canisters to
allowmeasurementof the volatile organic compounds

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C2113, C2118]
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The operator shall comply with the terms and conditions set forth below:

D182.3 The operator shall test this equipment in accordancewith the following speci©cations:

To determine the control e¬ciency of the SCR, after June 29, 2006, the operator shall, prior to the ©rst
physical modi©cation where a permit to construct is required, ©le a permit application for that modi©cation
and includewith the applicationa method for determiningthe control e¬ciency of the SCR

Such method may include, sampling port at the inlet of the SCR, monitor/analyzer for NOx concentration at
the inlet of the SCR, or other equivalentmethod to determine SCR e¬ciency as approved by the Executive
O¬cer

Until the above method(s) is approved, the operator shall keep record of the ammonia injection rate and shall
make it available upon AQMD request

Once the above method(s) is approved, the operator shall conduct the SCR control e¬ciency determination
and annually thereafter

[RULE 2005, 5-6-2005;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D926]

D182.4 The operator shall test this equipment in accordancewith the following speci©cations:

To determine the PM10 emissions, after June 29, 2006, the operator shall, prior to the ©rst physical
modi©cation where a permit to construct is required, ©le a permit application for that modi©cation and
includewith the applicationa method for determining the PM10 emissions. Suchmethod shall be provided in
compliancewith EPA or SCAQMD source test method

Until such time that a permit is issued for the modi©cation, the PM10 emissions are assumed to equal to the
PM emissions

Once the above method(s) is approved, the operator shall conduct the PM10 emissions determination and
annually thereafter

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D926]
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The operator shall comply with the terms and conditions set forth below:

D182.6 The operator shall test this equipment in accordancewith the following speci©cations:

The operator shall install and maintain an automatic tank level gauge (ATLG) and recorder to continuously
measure and record the liquid surface level movement. The throughput, in barrels, shall be calculated using
the following equation: 0.14 x D x D x L, where D is the diameter of the tank in feet based on the tank
strapping chart and L is the total vertical one-way liquid surface level travel in feet per month. For the
purposeof this condition, continuous recording is de©ned as once per hour

Alternately, for tanks which do not have an ATLG device, the throughput shall be derived by using
engineering calculations using parameters obtained from process records, shipping invoices, manual tank
level gauging, etc.

Records of throughput shall be retained for a period of ©ve years and made available to the ExecutiveO¬cer
upon request

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D1997,D2001]

D322.3 The operator shall perform annual inspection of the equipment and ©lter media for leaks, broken or torn ©lter
media, and improperly installed©lter media.

To comply with this condition, the operator shall maintain records in a manner approved by the District, to
demonstratecompliancewith this condition.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2397]
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The operator shall comply with the terms and conditions set forth below:

D323.1 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on an semi-annual basis, at least, unless the equipment did not operate during the entire semi-annual period.
The routine semi-annual inspection shall be conducted while the equipment is in operation and during daylight
hours. If any visible emissions (not including condensed water vapor) are detected that last more than three
minutes in any one hour, the operator shall either.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD. in accordancewith the reportingrequirements in Section K of this permit.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C165, C166, C2283, C2284,C2397]
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The operator shall comply with the terms and conditions set forth below:

D323.2 The operator shall conduct an inspection for visible emissions from all stacks and other emission points of this
equipment whenever there is a public complaint of visible emissions,whenever visible emissions are observed,
and on a bi-weekly basis, at least, unless the equipment did not operate during the entire bi-weekly period. The
routine bi-weekly inspection shall be conductedwhile the equipment is in operation and during daylight hours. If
any visible emissions (not including condensedwater vapor) are detected that last more than three minutes in any
one hour, the operator shall either.

If any visible emissions (not including condensed water vapor) are detected that last more than three minutes in
any one hour, the operator shall verify and certify within 24 hours that the equipment causing the emission and
any associated air pollution control equipment are operating normally according to their design and standard
proceduresand under the same conditions underwhich compliancewas achieved in the past, and either:

1). Take corrective action(s) that eliminates the visible emissions within 24 hours and report the visible
emissions as a potential deviation in accordancewith the reportingrequirements in Section K of this permit; or

2). Have a CARB-certi©ed smoke reader determine compliancewith the opacity standard, using EPA Method 9
or the procedures in the CARB manual "Visible Emission Evaluation", within three business days and report any
deviations to AQMD. in accordancewith the reportingrequirements in Section K of this permit.

The operator shall keep the records in accordancewith the recordkeeping requirements in Section K of this permit
and the followingrecords:

1). Stack or emission point identi©cation;

2). Descriptionof any corrective actions taken to abate visible emissions;

3). Date and time visible emissionwas abated; and

4). All visible emission observationrecords by operator or a certi©ed smoke reader.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C891, C894]



SectionH Page:136
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

D328.2 The operator shall determine compliancewith the CO emission limit(s) either: (a) conducting a source test at least
once every ©ve years using AQMD Method 100.1 or 10.1; or (b) conducting a test at least annually using a
portable analyzer and AQMD-approvedtest method.The test shall be conductedwhen the equipment is operating
under normal conditions to demonstrate compliance with the emission limits. The operator shall comply with all
general testing, reporting,and recordkeeping requirements in SectionsE and K of this permit.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 407, 4-2-1982]

[Devices subject to this condition : C626]

E. EquipmentOperation/ConstructionRequirements

E71.6 The operator shall only maintain a vacuum pressure of 4 inches Hg or higher in this equipment during normal
operations.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : C981, C982, C983, C984]

E71.8 The operator shall only use this equipment during turnarounds and maintenance activities to collect wastewater
from the cleaning of the AlkylationUnit's heat exchangersat the machine shop.

[RULE 1401, 5-2-2003]

[Devices subject to this condition : D2136]

E71.13 The operator shall not operate this equipment if the existingCatalyst Loading System is in operation.

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D2395]
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The operator shall comply with the terms and conditions set forth below:

E102.1 The operator shall dischargedust collected in this equipmentonly into closed containers.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2397]

E102.2 The operator shall dischargedust collected in this equipmentonly into closed containers.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 401, 3-2-1984; RULE 401, 11-9-2001]

[Devices subject to this condition : C165, C166, C2283, C2284]

E128.1 The operator shall keep all spent carbon in a tightly covered containerwhich shall remain closed exceptwhen it is
being transferred into or out of the container.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2113, C2118]

E128.2 The operator shall keep all spent carbon in a tightly covered containerwhich shall remain closed exceptwhen it is
being transferred into or out of the container.

[RULE 1401, 5-2-2003]

[Devices subject to this condition : C2135]
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The operator shall comply with the terms and conditions set forth below:

E153.1 The operator shall change over the spent carbonwith activated carbon,within 24 hours, in the adsorberwhenever
breakthrough occurs.

The operator shall replace the carbon as follows: The primary carbon canister shall be replaced with either a
fresh carbon canister or the secondary canister, and the secondary canister shall be replaced with a fresh
carbon canister

For the purpose of this condition, breakthrough shall be de©ned as any organic compound reading of 50
ppmv or more, or any benzene reading of 5 ppmv or more.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C2113, C2118]

E153.4 The operator shall change over the spent carbon with fresh activated carbon, within 24 hours, in the adsorber
whenever breakthrough occurs.

The operator shall replace the carbon as follows: The primary carbon canister shall be replaced with either a
fresh carbon canister or the secondary carbon canister, and the secondary carbon canister shall be replaced
with a fresh carbon

For the purpose of this condition, breakthrough shall be de©ned as any volatile organic compounds (inclusive
of methane and ethane) reading of 500 ppmv or greater.

The volatile organic compounds (inclusiveof methane and ethane) reading shall be measured in accordance to
ConditionD90.6.

[RULE 1176, 9-13-1996]

[Devices subject to this condition : C2135]
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The operator shall comply with the terms and conditions set forth below:

E153.7 The operator shall change over the spent carbon with activated carbon, within 29 days, during such time, the
vesselmay be put in the idled mode in the adsorberwhenever breakthrough occurs.

The operator shall replace the carbon as follows:The spent carbon in both the primary and secondary vessels
shall be replaced with the activated carbon, or the primary vessel shall be re-pipedwith the secondaryvessel,
the secondaryvessel shall be re-designatedas the primary vessel and the spent carbon in the secondary vessel
shall be replacedwith the activated carbon

For the purpose of this condition, breakthrough shall be de©ned as H2S compounds reading of 10 ppmv or
more at the exit of the primary vessel.

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : C2393, C2394]

E175.2 The operator shall not use this equipmentunless all exhaust air passes through the following:

CO boiler in ©red mode

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D2278]

E193.2 The operator shall operate and maintain this equipment according to the following speci©cations:

The operator shall complywith all applicable requirementsspeci©ed in SubpartA of the 40CFR60

[40CFR 60 SubpartA, 5-16-2007; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : C891, C894]
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The operator shall comply with the terms and conditions set forth below:

E193.6 The operator shall operate and maintain this equipment according to the following speci©cations:

The operator shall notify the District at least seven days prior to ©rst starting the spray ©lling operation

The operator shallmonitor and record the initial,midpoint and ©nal temperature in the railcar and the product
line pressureduring the spray ©lling operationof LPG

The operator shall use a hydrocarbon analyzer to monitor the equipment daily for fugitive leaks during the
spray ©lling operation

The product line pressure shall not exceed 225 psig during the spray ©lling operation

The operator shall install and maintain a temperature and pressure gauge to accurately indicate product
temperatureand product line pressureduring the ©lling operation

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D675]

E193.8 The operator shall operate and maintain this equipment according to the following speci©cations:

The operator shall only operate this equipment if it complies with all applicable mitigation measures
stipulated in the "MitigationMonitoringPlan" documentwhich is part of the AQMD Certi©ed EIR dated 12-
October-2001.

The operator shallmaintain records in a manner approvedby the District, to demonstrate compliancewith the
applicablemeasures stipulated in the "MitigationMonitoringPlan" document.

[CA PRC CEQA, 11-23-1970]

[Devices subject to this condition : D1997,D2001]

E193.9 The operator shall construct,operate, and maintain this equipment according to the following speci©cations:

The operator shall monitor the groundwater in compliance with the Regional Water Quality Control Board
Cleanup Requirementsspeci©ed under the current order for abatement

[Devices subject to this condition : D2115]
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The operator shall comply with the terms and conditions set forth below:

E193.10The operator shall operate and maintain this equipment according to the following speci©cations:

All vent gases under normal operating conditions shall be vented to one of the devices identi©ed in the
"connected to" column in the order described in this facility permit

To complywith this condition, the operator shall keep the bypass damper of 2F-3 East and 2F-3 West stacks
in a closed position under normal operating condition. The operator shall also install and maintain a device to
continuously monitor and record the position of the bypass damper in 2F-3 East and 2F-3 West stacks. The
device shall accurate within plus or minus 5 percent, and the accuracy of the device shall be veri©ed at least
once very 6 months

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : C165, C166]

E193.12The operator shall operate and maintain this equipment according to the following speci©cations:

The work area shall be kept free of any dried particles of selenium or its compounds.

Roll-o« containers shall be fully coveredwhen the loading of solid waste is completed.

[RULE 1401, 5-2-2003]

[Devices subject to this condition : D2166]

E193.16The operator shall operate and maintain this equipment according to the following speci©cations:

The operator shall complywith all applicable requirementsspeci©ed in SubpartA of the 40CFR60

[40CFR 60 SubpartA, 5-16-2007; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : C164, C626]
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The operator shall comply with the terms and conditions set forth below:

E193.17The operator shall operate and maintain this equipment according to the following speci©cations:

Sample and analyze the VOC emissions in concentration (including benzene, toluene, ethylbenzene, xylene)
on a semi-annualbasis

The samples should be taken at the tailwater euent stream (Separator72D-10)

The analysis results shall be submitted to the district prior to issuing the PO

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1401, 5-2-2003; 40CFR 61 Subpart FF, 12-4-2003]

[Devices subject to this condition : D2251,D2252]

E193.18The operator shall construct,operate, and maintain this equipment according to the following speci©cations:

The operator shall complywith all mitigationmeasures stipulated by the AQMD Final Environmental Impact
Report datedMarch 23, 2007

[CA PRC CEQA, 11-23-1970]

[Devices subject to this condition : D151, C2283, C2284,D2404]
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The operator shall comply with the terms and conditions set forth below:

E193.19The operator shall operate and maintain this equipment as follows:

Whenever the ESP system (Devices C165, C166, C2283, and C2284) is in operation and venting the FCCU
Regeneratorcatalyst dust exhaust, the operator shallmaintain in operation the followingmodes

1. TwoESPsC2283& C2284 in full operatingmode (two ESPsC165 & C166 in idle mode), or

2. One ESP (C2283 or C2284) in full operatingmode and two ESPs C165 & C166 in full operatingmode
with 1/2 ªue gas ªow rate@160,000 dscfm, or

3. One ESP (C2283 or C2284) in full operatingmode, and two ESPs C165 & C166 in idle mode with 1/2

ªue gas ªow rate@160,000 dscfm

The operator shall not operate the FCCU if emissions from the FCCU to the atmosphere exceed the following
limits for ©lterable PM10: 0.005 gr/dscfor 2.8 lb per 1000 bbl fresh feed

The operator shall not operate any of the modes, if the source test results of ConditionD29.4 show the PM10
and/orNH3 emissions exceed the rule limits, after May 30, 2009

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : C165, C166, C2283, C2284]

E193.20The operator shall operate and maintain this equipment according to the following speci©cations:

All vent gases under normal operating conditions shall be vented to one of the devices identi©ed in the
"connected to" column in the order described in this facility permit

To comply with this condition, the operator shall replace two emergency bypass stacks (2F-3 East and West)
with an enclosed ducting connecting the ESPsC2283& C2284 to the 2F-7 stack as for emergencyventing

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D151,D2404]
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The operator shall comply with the terms and conditions set forth below:

E204.1 The operator shall tag the valves according to the following speci©cations:

This condition applies to all new valves greater than 2 inches in size, and major components in VOC service
as de©ned by Rule 1173, except those speci©cally exempt by Rule 1173.

The a«ected valves shall be distinctly identi©ed from other components through their tag numbers (e.f.
numbers ending in the letter "N"), and shall be noted in the records.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1202]

E204.3 The operator shall repair the valves according to the following speci©cations:

For all new components in VOC service, a leak greater than 500 ppm but less than 1000 ppm measured as
methane above background by EPAMethod 21 shall be repairedwithin 14 days of detection.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1202]

E336.6 The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal operating conditions shall be vented to a vapor recovery system or kept inside
the railcar during spray loading of LPG only. Light straight run shall be loaded using the vapor recovery
system,which is in full use and has a valid permit to operate.

This equipment shall not be operated unless the vapor recovery system, when no spray ©lling takes place, is
in full use and has a valid permit to receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D1994]
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The operator shall comply with the terms and conditions set forth below:

E336.7 The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal operating conditions shall be vented to a vapor recovery system when loading
LSR, or kept inside the railcar during spray ©lling LPG.

This equipment shall not be operated unless the vapor recovery system, when no spray ©lling takes place, is
in full use and has a valid permit to receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D675]

E336.9 The operator shall vent the vent gases from this equipment as follows:

All vent gases during normal operationsshall be vented to a vapor recovery system.

This equipment shall not be operated unless the vapor recovery system is in full use and has a valid permit to
receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D21,D22,D1328,D1341,D2247,D2251,D2252]

E336.10The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal conditions shall be directed to the air pollution control (APC) system (Process
19, System 3)
This equipment shall not be operated unless the APC system is in full use and has a valid permit to receive
vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D572,D574,D575,D576]
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SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

E336.13The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal operating conditions shall be directed to the ªame zone of the heater(s) (Devices
D232 & D234, Process4, System 2)

This equipment shall not be operated unless the heater(s) is in full use and has a valid permit to receive vent
gases from this equipment.

[40CFR 63 SubpartCC, 5-25-2001]

[Devices subject to this condition : D176,D178]

E336.15The operator shall vent the vent gases from this equipment as follows:

All vent gases from the dog house during normal operationsshall be vented to a vapor recovery system.

This equipment shall not be operated unless the vapor recovery system is in full use and has a valid permit to
receive vent gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D2235]

E336.17The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal operating conditions shall be directed to the incinerator (Process13, System 8).

This equipment shall not be operatedunless the incinerator is in full use and has a valid permit to receive vent
gases from this equipment.

[RULE 1303(a)(1)-BACT,5-10-1996; 40CFR 60 Subpart J, 6-24-2008; CONSENTDECREE CIVIL CASE
No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D1324]



SectionH Page:147
Facility I.D.: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITYPERMIT TO OPERATE
EXXONMOBILOIL CORPORATION

SECTIONH: PERMIT TO CONSTRUCTAND TEMPORARY PERMIT TO OPERATE

The operator shall comply with the terms and conditions set forth below:

E336.18The operator shall vent the vent gases from this equipment as follows:

All vent gases under normal operating conditions shall be vented to the H2S adsorption system (Process 13,
System 8) and then to the sulfur vapor collection system (Process 13, System 7), and then to the incinerator
(Process13, System 8).

This equipment shall not be operated unless the above air pollution control system is in full use and has a
valid permit to receive vent gases from this equipment.

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D644,D1375]

E336.19The operator shall vent the vent gases from this equipment as follows:

All vent gases from the equipment located downstream of the reactor, during each trial of Rule 441 research
operations, shall be vented to the H2S absorber(s)and/or the fuel gas treating unit(s) via the vapor collection
and/orvapor recovery system and then to the sulfur recoveryunits.

This equipment shall not be operated unless the above H2S treating and/or the fuel gas treating unit(s), and
the sulfur recoveryunits are in full use and have a valid permit to receive vent gases from this equipment.

[RULE 441, 5-7-1976]

[Devices subject to this condition : D2402]
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The operator shall comply with the terms and conditions set forth below:

E448.2 The operator shall complywith the followingrequirements:

The operator shallmaintain in operation the followingmodes:

1. CO boiler C164 in maintenancemode: The emissions from the regenrator/cyclones may be vented directly
to ESPs system and bypassCO boiler C164 during requiredmaintenanceof the CO boiler

2. CO boiler C164 in un©red mode:When ESP C2283 or C2284 is in maintenancemode, the emissions from
the regenerator/cyclones shall be vented to the CO boiler C164, which may be operated in the un©red or
waste heat boilermode

The above modes shall not be in operationwhen the expander cleaning system (walnut shells injection period)
is in operation

The District shall be noti©ed 24 hours in advance of any scheduledmaintenance and un©red mode of the CO
boiler

The District shall be noti©ed within 24 hours after any unscheduled maintenance and un©red mode of the CO
boiler

An annual report shall be submitted to the Districtwhich includes a summary of the number of hours the CO
boiler was operated in each mode, a description of maintenance, all scheduled and unscheduled work
performed for eachmode, CO concentrationin PPM and hourly CO emissions calculated based on 40CFR 60
Subpart J monitoring data during each mode. The report shall be submitted within 90 days from the end of
the calendar year

The operator shall not operate the FCCU if the CO emissions from the FCCU to the atmosphere exceed the
500 ppmv limits set forth in 40CFR60 Subpart J and ConsentDecree

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996; 40CFR 60 Subpart J, 10-4-1991]

[Devices subject to this condition : D151, C164,D2404]

H. ApplicableRules
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The operator shall comply with the terms and conditions set forth below:

H23.10 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1173

[RULE 1173, 5-13-1994; RULE 1173, 6-1-2007]

[Devices subject to this condition : D1834,D1844,D1855,D2014,D2123,D2351,D2352]

H23.13 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

H2S 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : C164, C626, C952, C1776]

H23.14 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1173

VOC 40CFR60,SUBPART GGG

[RULE 1173, 5-13-1994; RULE 1173, 6-1-2007; 40CFR 60 SubpartGGG, 6-2-2008]

[Devices subject to this condition : D2235,D2249,D2254]
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The operator shall comply with the terms and conditions set forth below:

H23.15 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

NOX 40CFR60,SUBPART GG

SOX 40CFR60,SUBPART GG

SOX 40CFR60,SUBPART J

[40CFR 60 SubpartGG, 2-24-2006; 40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D926]

H23.17 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

CO 40CFR60,SUBPART J

PM 40CFR60,SUBPART J

Visible Emissions 40CFR60,SUBPART J

SOX 40CFR60,SUBPART J

[40CFR 60 Subpart J, 6-24-2008]

[Devices subject to this condition : D151,D2404]
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The operator shall comply with the terms and conditions set forth below:

H23.24 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

HAPs 40CFR61,SUBPART FF

[40CFR 61 Subpart FF, 12-4-2003]

[Devices subject to this condition : D2253]

H23.32 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC District Rule 1149

[RULE 1149, 7-14-1995]

[Devices subject to this condition : D753]

H23.34 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

VOC 40CFR60,SUBPART GGG

[40CFR 60 SubpartGGG, 6-2-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : D1844,D1855,D2014,D2111,D2123,D2249,D2254,D2351,D2352]
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The operator shall comply with the terms and conditions set forth below:

H23.35 This equipment is subject to the applicable requirementsof the followingrules or regulations:

Contaminant Rule Rule/Subpart

SOX District Rule 1118

[RULE 1118, 11-4-2005]

[Devices subject to this condition : C891, C894]

I. Administrative

I1.1 The operator shall comply with all the requirements of the variance dated July 15, 2008, Case No. 1183-414 in
accordance with the Findings and Decisions of the Hearing Board or as subsequently modi©ed by the Hearing
Board. The operator shall submit progress reports at least semi-annually, or more frequently if speci©ed in the
Findings and Decisions. The progress reports shall contain dates for achieving activities, milestones or
compliance required in the schedule of compliance and dates when such activities,milestones or compliance were
achieved; and an explanation of why any dates in the schedule of compliance were not, or will not be met, and
any preventativeor correctivemeasures adopted.

[RULE 3004(a)(10)(C),12-12-1997; RULE 518, 8-11-1995]

[Devices subject to this condition : C891, C894]

K. RecordKeeping/Reporting
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The operator shall comply with the terms and conditions set forth below:

K40.4 The operator shall provide to the District a source test report in accordancewith the following speci©cations:

Emission data shall be expressed in terms of mass rate (lbs/hr). In addition, solid PM emissions, if required
to be tested, shall also be reported in terms of grains per DSCF.

Source test results shall be submitted to the District no later than 60 days after the source test was conducted.

All exhaust ªow rate shall be expressed in terms of dry standard cubic feet per minute (DSCFM) and dry
actual cubic feet perminute (DACFM).

Emission data shall be expressed in terms of concentration(ppmv), corrected to 3 percent oxygen, dry basis.

[RULE 1303(a)(1)-BACT,5-10-1996; RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D367, C1772]

K40.5 The operator shall provide to the District a source test report in accordancewith the following speci©cations:

Source test results shall be submitted to the District no later than 45 days after the source test was conducted.

All exhaust ªow rate shall be expressed in terms of dry standard cubic feet per minute (DSCFM) and dry
actual cubic feet perminute (DACFM).

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : C1776]
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The operator shall comply with the terms and conditions set forth below:

K40.6 The operator shall provide to the District a source test report in accordancewith the following speci©cations:

Source test results shall be submitted to the District no later than 60 days after the source test was conducted.

Emission data shall be expressed in terms of mass rate (lbs/hr). In addition, solid PM emissions, if required
to be tested, shall also be reported in terms of grains per DSCF.

Emission data shall be expressed in terms of concentration(ppmv), corrected to 3 percent oxygen, dry basis.

All exhaust ªow rate shall be expressed in terms of dry standard cubic feet per minute (DSCFM) and dry
actual cubic feet perminute (DACFM).

Source test results shall also include the followingoperatingparametersunderwhich the test was conducted:

FCCU design capacity (MBPD), feed rate (MBPD), sulfur content (%) in the feed, and feed source (vacuum
gas oil, coker gas oil); regeneratorair rate (SCFM), combustorpromoter,design euent ªowrate (MSCFM);
collecting plates face velocity (FPM); amount of De-NOx and De-SOx catalyst used (lb/d), catalyst particle
size in w%, catalyst circulation rate and make-up rate (ton/d);coke burn-o« rate (ton/hr);NH3 injection rate
(lb/hr);and

Supplemental fuel used in the waste heat boiler (MSCFH); SCR unit downstream of the ESP in used during
the source test; and the average current, voltage, and spark rate at each of the ESP ©elds

[RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : C165, C166]

K67.2 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Throughput or turnoverand vapor pressureof stored liquid.

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997; RULE 463, 5-6-2005]

[Devices subject to this condition : D701,D740,D745,D746,D753,D755,D756,D758,D759,D760,D775]
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The operator shall comply with the terms and conditions set forth below:

K67.4 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

For spray ©lling only: product loaded, line pressure and railcar initial, midpoint and ©nal temperature,
number and magnitudeof leaks found

This condition shall become e«ective when the initial Title V permit is issued to the facility.

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 3004(a)(4)-PeriodicMonitoring,12-12-1997]

[Devices subject to this condition : D675,D1994]

K67.10 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Until the sampling ports are installed, the operator shall calculate the control e¬ciency of the ESP based on
the following:ESP E¬ciency = Each TruckOuthauls/InletLoading.The inlet loading shall be calculated by
performinga mass balance which shall include actual data from each truck outhauls and stack emissions based
on the latest test result.The calculations shall be performedon a quarterlybasis

Feed rate (MBLD), sulfur content (%) in the feed, feed source (vacuum gas oil, coker gas oil); regenerator
air rate (SCFM), combustion promotor, design euent ªow rate (MSCFM); collecting plates face velocity
(FPM); amount of De-NOx and De-SOx catalyst used (lb/d), catalyst particle size and w%, catalyst
circulation rate and make-up rate (ton/d); coke burn-o« rate (ton/hr); NH3 injection rate (lb/hr); and
supplemental fuel used in the waste heat boiler (MSCFH)

The above records shall be submitted to AQMD with the associated supporting documents on a quarterly
basis

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : C165, C166]
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The operator shall comply with the terms and conditions set forth below:

K67.14 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Requiredmaintenanceof the CO boiler

Duration of the maintenanceand un©red mode of the CO boiler

[RULE 1303(a)(1)-BACT,5-10-1996;RULE 1303(b)(2)-O«set, 5-10-1996]

[Devices subject to this condition : D151, C164,D2404]

K67.15 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Duration of the planned startup and shutdownof the FCCU

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : D151,D2404]

K67.16 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Truckouthaulsof the hopper

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : C165, C166, C2283, C2284]

K67.18 The operator shall keep records, in a manner approvedby the District, for the followingparameter(s)or item(s):

Re-pipingof carbon vessels and re-©lling the activated carbon

[40CFR 60 Subpart J, 6-24-2008; CONSENTDECREECIVIL CASE No. 05 C 5809, 12-13-2005]

[Devices subject to this condition : C2393, C2394]
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The operator shall comply with the terms and conditions set forth below:

K171.1 The operator shall provide to the District the following items:

Final drawings and/or speci©cations of the geodesic dome cover, slotted guidepole and wiper and other tank
appurtenances upgrades to be installed/constructed shall be submitted to the district within 60 days after
construction.

[RULE 1178, 12-21-2001]

[Devices subject to this condition : D734,D735,D742,D743,D745,D746,D753,D755,D756,D759,D760,
D764]

K171.2 The operator shall provide to the District the following items:

No later than 60 days after initial starup, the ©nal designeddata sheet of the driers

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D2130]

K171.3 The operator shall provide to the District the following items:

Within 60 days after the constructionis completed, an updated schematic drawing of the waste system within
the re©nery to show the location the sump and its air pollution control equipment

[RULE 1176, 9-13-1996]

[Devices subject to this condition : D2136]
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The operator shall comply with the terms and conditions set forth below:

K171.4 The operator shall provide to the District the following items:

Final drawings and/or speci©cations of the geodesic dome cover, slotted guidepole and wiper and other tank
appurtenances upgrades to be installed/constructed shall be submitted to the district within 60 days after
construction.

Update P&ID for tank service, tank dimensions, and tank water draws shall be submitted to the District
within 60 days after construction

[RULE 1178, 4-7-2006]

[Devices subject to this condition : D701,D740,D758,D775]

K171.5 The operator shall provide to the District the following items:

Final designedP&ID within 60 days after constructionis completed including, but not limited to heating rate
and fuel lines for heater 24F-1

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D926,D2239]

K171.7 The operator shall provide to the District the following items:

Within 60 days after the constructionis completed, the ©nal designedP&ID including, but not limited to vent
to control equipment and wastewaterdrains from knockout pots, compressors,& coalescers

[RULE 1301, 12-7-1995]

[Devices subject to this condition : D390,D2234,D2235,D2236,D2237]
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The operator shall comply with the terms and conditions set forth below:

K171.8 The operator shall provide to the District the following items:

Final P&ID drawings of the crude oil desalter section including normal and emergency vents shall be
submitted to the districtwithin 60 days after construction

Final P&ID drawings of the crude oil desalter section including drains systems for brine water & brine oily
water shall be submitted to the Districtwithin 60 days after construction

Final design data sheet of the desalter vessels shall be submitted to the District within 60 days after
construction

[RULE 1303(a)(1)-BACT,5-10-1996]

[Devices subject to this condition : D21,D22,D2251,D2252]

K171.12Theoperator shall provide to the District the following items:

P&ID drawings of the NH3 injection grid located upstream of the SCR (Grid 3) shall be submitted to the
districtwithin 60 days after construction

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : C1772]

K171.13Theoperator shall provide to the District the following items:

P&ID drawings of the bypass ducting handling emergency vent, including the dimensions and detailed ªow
detectionwith recording system, shall be submitted to the districtwithin 60 days after permit issuance date

[RULE 1105.1, 11-7-2003]

[Devices subject to this condition : C1772]
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The operator shall comply with the terms and conditions set forth below:

K171.18Theoperator shall provide to the District the following items:

Update and complete P&ID drawings of the loading equipment shall be submitted to the District within 60
days after permit issuance date

Designate one hose, out of four hoses, to draw the SOx reducing catalyst (GRACE Davison Super DESOX)
in the loading system. This designatedhose shall be expired once the Rule 441 ResearchOperationsPermit is
cancelled

Records shall be kept when using all four ©lling hoses and records when using the existing catalyst loading
system

[RULE 1303(b)(2)-O«set, 5-10-1996; RULE 1303(b)(2)-O«set, 12-6-2002]

[Devices subject to this condition : D2395]
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SECTION I: PLANS AND SCHEDULES

This section lists all plans approved by AQMD for the purposes of meeting the requirements
of applicableAQMD rules specified below. The operator shall comply with all conditions
specified in the approval of these plans, with the following exceptions:

a. The operator does not have to comply with NOx or SOx emission limits from
rules identified in Table 1 or Table 2 of Rule 2001(j) which become effective
after December 31,1993.

b. The operator does not have to comply with NOx or SOx emission limits from
rules identified in Table 1 or Table 2 of Rule 2001(j) after the facility has
received final certification of all monitoring and reporting requirements
specified in Section F and Section G.

Documents pertaining to the plan applications listed below are available for public review
at AQMDHeadquarters. Any changes to plan applications will require permit modification
in accordance with TitleV permit revision procedures.

List of approved plans:

Application Rule

297437 463
331129 1176
400457 2002
421036 1178
423929 1173
458651 1105.1

NOTE: This section does not list compliance schedules pursuant to the requirements of
RegulationXXX - TitleV Permits; Rule 3004(a)(10)(C). For equipment subject to a
variance, order for abatement, or alternative operating condition granted pursuant to
Rule 518.2, equipment specific conditions are added to the equipment in Section D or H
of the permit.
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EXXONMOBILOIL CORPORATION

SECTION J: AIR TOXICS
[40CFR 61 Subpart FF_01 12-4-2003]
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GENERAL PROVISIONS

1. This permit may be revised, revoked, reopened and reissued, or terminated for
cause, or for failure to comply with regulatory requirements, permit terms, or
conditions. [3004(a)(7)(C)]

2. This permit does not convey any property rights of any sort or any exclusive
privilege. [3004(a)(7)(E)]

Permit Renewal and Expiration
3. (A) Except for solid waste incineration facilities subject to standards under

Section 129(e) of the Clean Air Act, this permit shall expire ©ve years
from the date that this Title V permit is issued. The operator's right to
operate under this permit terminates at midnight on this date, unless the
facility is protected by an application shield in accordance with Rule
3002(b), due to the ©ling of a timely and complete application for a Title
V permit renewal, consistent with Rule 3003. [3004(a)(2), 3004(f)]

(B) A Title V permit for a solid waste incineration facility combusting
municipal waste subject to standards under Section 129(e) of the Clean
Air Act shall expire 12 years from the date of issuance unless such
permit has been renewed pursuant to this regulation. These permits shall
be reviewed by the Executive O¬cer at least every ©ve years from the
date of issuance. [3004(f)(2)]

4. To renew this permit, the operator shall submit to the Executive O¬cer an
application for renewal at least 180 days, but not more than 545 days, prior to
the expiration date of this permit. [3003(a)(6)]

Duty to Provide Information
5. The applicant for, or holder of, a Title V permit shall furnish, pursuant to Rule

3002(d) and (e), timely information and records to the Executive O¬cer or
designee within a reasonable time as speci©ed in writing by the ExecutiveO¬cer
or designee. [3004(a)(7)(F)]

Payment of Fees
6. The operator shall pay all required fees speci©ed in Regulation III - Fees.

[3004(a)(7)(G)]

Reopening for Cause
7. The Executive O¬cer will reopen and revise this permit if any of the following

circumstances occur:

(A) Additional regulatory requirements become applicable with a remaining
permit term of three or more years. Reopening is not required if the
e«ective date of the requirement is later than the expiration date of this
permit, unless the permit or any of its terms and conditions has been
extended pursuant to paragraph (f)(4) of Rule 3004.
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(B) The Executive O¬cer or EPA Administrator determines that this permit
contains a material mistake or that inaccurate statements were made in
establishing the emissions standards or other terms or conditions of this
permit.

(C) The Executive O¬cer or EPA Administrator determines that the permit
must be revised or revoked to assure compliance with the applicable
requirements. [3005(g)(1)]

COMPLIANCEPROVISIONS

8. The operator shall comply with all regulatory requirements, and all permit terms
and conditions, except:

(A) As provided for by the emergency provisions of condition no. 17 or
condition no. 18, or

(B) As provided by an alternative operating condition granted pursuant to a
federally approved (SIP-approved) Rule 518.2.

Any non-compliance with any federally enforceable permit condition constitutes
a violation of the Federal CleanAir Act and is grounds for enforcement action;
for permit termination, revocation and reissuance, or revision; or denial of a
permit renewal application. Non-compliance may also be grounds for civil or
criminal penalties under the California State Health and Safety Code.
[3004(a)(7)(A)]

9. The operator shall allow the Executive O¬cer or authorized representative,
upon presentation of appropriate credentials to:

(A) Enter the operator's premises where emission-related activities are
conducted, or records are kept under the conditions of this permit;

(B) Have access to and copy, at reasonable times, any records that must be
kept under the conditions of the permit;

(C) Inspect at reasonable times, any facilities, equipment (including
monitoring and air pollution control equipment), practices, or operations
regulated or required under the permit; and

(D) Sample or monitor at reasonable times, substances or parameters for the
purpose of assuring compliance with the facility permit or regulatory
requirements. [3004(a)(10)(B)]

10. All terms and conditions in this permit, including any provisions designed to
limit a facility's potential to emit, are enforceable by the EPA Administrator
and citizens under the federal Clean Air Act, unless the term or condition is
designated as not federally enforceable. Each day during any portion of which
a violation occurs is a separate o«ense. [3004(g)]
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11. A challenge to any permit condition or requirement raised by EPA, the
operator, or any other person, shall not invalidate or otherwise a«ect the
remaining portions of this permit. [3007(b)]

12. The ©ling of any application for a permit revision, revocation, or termination,
or a noti©cation of planned changes or anticipated non-compliance does not stay
any permit condition. [3004(a)(7)(D)]

13. It shall not be a defense for a person in an enforcement action, including those
listed in Rule 3002(c)(2), that it would have been necessary to halt or reduce
the permitted activity in order to maintain compliance with the conditions of
this permit, except as provided for in "Emergency Provisions" of this section.
[3004(a)(7)(H)]

14. The operator shall not build, erect, install, or use any equipment, the use of
which, without resulting in a reduction in the total release of air contaminants to
atmosphere, reduces or conceals an emission which would otherwise constitute
a violation of Chapter 3 (commencing with Section 41700) of Part 4, of
Division 26 of the CaliforniaHealth and Safety Code or of AQMD rules. This
rule shall not apply to cases in which the only violation involved is of Section
41700 of the CaliforniaHealth and Safety Code, or Rule 402 of AQMD Rules.
[408]

15. Nothing in this permit or in any permit shield can alter or a«ect:

(A) Under Section 303 of the federal Clean Air Act, the provisions for
emergency orders;

(B) The liability of the operator for any violation of applicable requirements
prior to or at the time of permit issuance;

(C) The applicable requirements of the Acid Rain Program, Regulation
XXXI;

(D) The ability of EPA to obtain information from the operator pursuant to
Section 114 of the federal CleanAirAct;

(E) The applicability of state or local requirements that are not "applicable
requirements", as de©ned in Rule 3000, at the time of permit issuance
but which do apply to the facility, such as toxics requirements unique
to the State; and

(F) The applicability of regulatory requirements with compliance dates after
the permit issuance date. [3004(c)(3)]

16. For any portable equipment that requires an AQMD or state permit or
registration, excluding a) portable engines, b) military tactical support
equipment and c) AQMD-permitted portable equipment that are not a major
source, are not located at the facility for more than 12 consecutive months after
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commencing operation, and whose operation does not conªict with the terms or
conditions of this Title V permit: 1) the facility operator shall keep a copy of
the AQMD or state permit or registration; 2) the equipment operator shall
comply with the conditions on the permit or registration and all other regulatory
requirements; and 3) the facility operator shall treat the permit or registration as
a part of its TitleV permit, subject to recordkeeping, reporting and certi©cation
requirements. [3004(a)(1)]
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EMERGENCYPROVISIONS
17. An emergency1 constitutes an a¬rmative defense to an action brought for non-

compliance with a technology-based emission limit only if:

(A) Properly signed, contemporaneous operating records or other credible
evidence demonstrate that:

(1) An emergency occurred and the operator can identify the
cause(s) of the emergency;

(2) The facility was operated properly (i.e. operated and maintained
in accordance with the manufacturer's speci©cations, and in
compliance with all regulatory requirements or a compliance
plan), before the emergency occurred;

(3) The operator took all reasonable steps to minimize levels of
emissions that exceeded emissions standard, or other
requirements in the permit; and,

(4) The operator submitted a written notice of the emergency to the
AQMD within two working days of the time when the
emissions limitations were exceeded due to the emergency.
The notice shall contain a description of the emergency, any
steps taken to mitigate emissions, and corrective actions taken;
and

(B) The operator complies with the breakdown provisions of Rule 430 -
Breakdown Provisions, or subdivision (i) of Rule 2004 - Requirements,
whichever is applicable. [3002(g), 430, 2004(i)]

18. The operator is excused from complyingwith any regulatory requirement that is
suspended by the Executive O¬cer during a state of emergency or state of war
emergency, in accordancewith Rule 118 - Emergencies. [118]

1 "Emergency"meansany situation arising from sudden and reasonably unforeseeable events beyond the
control of the operator, including acts of God, which: (A) requires immediate correctiveaction to restore
normal operation; and (B) causes the facility to exceed a technology-based emission limitation under the
permit, due to unavoidable increases in emissions attributable to the emergency; and (C) is not caused by
improperly designed equipment, lack of preventative maintenance, careless or imporper operation, or
operatorerror.
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RECORDKEEPINGPROVISIONS

19. In addition to any other recordkeeping requirements speci©ed elsewhere in this
permit, the operator shall keep records of required monitoring information,
where applicable, that include:

(A) The date, place as de©ned in the Title V permit, and time of sampling
or measurements;

(B) The date(s) analyseswere performed;

(C) The company or entity that performed the analyses;

(D) The analytical techniques or methods used;

(E) The results of such analyses; and

(F) The operating conditions as existing at the time of sampling or
measurement. [3004(a)(4)(B)]

20. The operator shall maintain records pursuant to Rule 109 and any applicable
material safety data sheet (MSDS) for any equipment claimed to be exempt
from a written permit by Rule 219 based on the information in those records.
[219(t)]

21. The operator shall keep all records of monitoring data required by this permit or
by regulatory requirements for a period of at least ©ve years from the date of
the monitoring sample, measurement, report, or application. [3004(a)(4)(E)]

REPORTINGPROVISIONS

22. The operator shall comply with the following requirements for prompt reporting
of deviations:

(A) Breakdowns shall be reported as required by Rule 430 - Breakdown
Provisions or subdivision (i) of Rule 2004 - Requirements, whichever
is applicable.

(B) Other deviations from permit or applicable rule emission limitations,
equipment operating conditions, or work practice standards,
determined by observation or by any monitoring or testing required by
the permit or applicable rules that result in emissions greater than those
allowed by the permit or applicable rules shall be reported within 72
hours (unless a shorter reporting period is speci©ed in an applicable
State or Federal Regulation) of discovery of the deviation by contacting
AQMD enforcement personnel assigned to this facility or otherwise
calling (800)CUT-SMOG.
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(C) A written report of such deviations reported pursuant to (B), and any
corrective actions or preventative measures taken, shall be submitted to
AQMD, in an AQMD approved format, within 14 days of discovery of
the deviation.

(D) All other deviations shall be reported with the monitoring report
required by condition no. 23. [3004(a)(5)]

23. Unless more frequent reporting of monitoring results are speci©ed in other
permit conditions or in regulatory requirements, the operator shall submit
reports of any required monitoring to the AQMD at least twice per year. The
report shall include a) a statement whether all monitoring required by the permit
was conducted; and b) identi©cation of all instances of deviations from permit
or regulatory requirements. A report for the ©rst six calendar months of the
year is due by August 31 and a report for the last six calendar months of the
year is due by February 28. [3004(a)(4)(F)]

24. The operator shall submit to the Executive O¬cer and to the Environmental
Protection Agency (EPA), an annual compliance certi©cation. For RECLAIM
facilities, the certi©cation is due when the Annual Permit Emissions Program
(APEP) report is due and shall cover the same reporting period. For other
facilities, the certi©cation is due on March 1 for the previous calendar year.
The certi©cation need not include the period preceding the date the initial Title
V permit was issued. Each compliance certi©cation shall include:

(A) Identi©cation of each permit term or condition that is the basis of the
certi©cation;

(B) The compliance status during the reporting period;

(C) Whether compliance was continuous or intermittent;

(D) The method(s) used to determine compliance over the reporting period
and currently, and

(E) Any other facts speci©cally required by the Executive O¬cer to
determine compliance.

The EPA copy of the certi©cation shall be sent to: Director of the Air Division Attn:
Air-3 USEPA, Region IX 75 Hawthorne St. San Francisco, CA 94105
[3004(a)(10)(E)]

25. All records, reports, and documents required to be submitted by a Title V
operator to AQMD or EPA shall contain a certi©cation of accuracy consistent
with Rule 3003(c)(7) by a responsible o¬cial (as de©ned in Rule 3000).
[3004(a)(12)]
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PERIODICMONITORING

26. All periodic monitoring required by this permit pursuant to Rule 3004(a)(4)(c)
is based on the requirements and justi©cations in the AQMD document
"Periodic Monitoring Guidelines for Title V Facilities" or in case-by-case
determinations documented in the TitleV application ©le. [3004(a)(4)]
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FACILITYRULES

This facility is subject to the following rules and regulations:

With the exception of Rule 402, 473, 477, 1118 and Rules 1401 through 1420, the following rules that
are designated as non-federallyenforceableare pending EPA approval as part of the state implementation
plan. Upon the e«ective date of that approval, the approved rule(s) will become federally enforceable,
and any earlier versionsof those rules will no longer be federally enforceable.

RULE SOURCE Adopted/AmendedDate FEDERALEnforceability

RULE 109 5-2-2003 Federally enforceable

RULE 1105.1 11-7-2003 Federally enforceable

RULE 1107 11-9-2001 Federally enforceable

RULE 1110.2 2-1-2008 Non federally enforceable

RULE 1113 11-8-1996 Federally enforceable

RULE 1113 7-13-2007 Non federally enforceable

RULE 1113 7-9-2004 Non federally enforceable

RULE 1118 11-4-2005 Federally enforceable

RULE 1122 10-1-2004 Federally enforceable

RULE 1123 12-7-1990 Federally enforceable

RULE 1146 11-17-2000 Federally enforceable

RULE 1149 7-14-1995 Federally enforceable

RULE 1158 6-11-1999 Federally enforceable

RULE 1168 1-7-2005 Non federally enforceable

RULE 1168 10-3-2003 Federally enforceable

RULE 1171 11-7-2003 Federally enforceable

RULE 1173 12-6-2002 Non federally enforceable

RULE 1173 5-13-1994 Federally enforceable

RULE 1173 6-1-2007 Non federally enforceable

RULE 1176 9-13-1996 Federally enforceable

RULE 1178 12-21-2001 Federally enforceable

RULE 1178 4-7-2006 Federally enforceable

RULE 118 12-7-1995 Non federally enforceable

RULE 1189 1-21-2000 Federally enforceable

RULE 1301 12-7-1995 Federally enforceable

RULE 1303 5-10-1996 Federally enforceable

RULE 1303(a)(1)-BACT 5-10-1996 Federally enforceable

RULE 1303(a)-BACT 5-10-1996 Federally enforceable

RULE 1303(b)(2)-O«set 12-6-2002 Non federally enforceable
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RULE SOURCE Adopted/AmendedDate FEDERALEnforceability

RULE 1303(b)(2)-O«set 5-10-1996 Federally enforceable

RULE 1304(a)-Modeling and O«set Exemption 6-14-1996 Federally enforceable

RULE 1304(c)-O«set Exemption 6-14-1996 Federally enforceable

RULE 1401 3-17-2000 Non federally enforceable

RULE 1401 3-4-2005 Non federally enforceable

RULE 1401 3-7-2008 Non federally enforceable

RULE 1401 5-2-2003 Non federally enforceable

RULE 1402 3-4-2005 Non federally enforceable

RULE 1404 4-6-1990 Non federally enforceable

RULE 1411 3-1-1991 Non federally enforceable

RULE 1415 10-14-1994 Non federally enforceable

RULE 1418 9-10-1999 Non federally enforceable

RULE 2001 1-7-2005 Non federally enforceable

RULE 2001 5-11-2001 Federally enforceable

RULE 2004 5-11-2001 Federally enforceable

RULE 2005 4-20-2001 Federally enforceable

RULE 2005 5-6-2005 Federally enforceable

RULE 2011 1-7-2005 Federally enforceable

RULE 2011 12-5-2003 Federally enforceable

RULE 2011 5-6-2005 Federally enforceable

RULE 2012 1-7-2005 Federally enforceable

RULE 2012 12-5-2003 Federally enforceable

RULE 2012 5-6-2005 Federally enforceable

RULE 204 10-8-1993 Federally enforceable

RULE 217 1-5-1990 Federally enforceable

RULE 218 5-14-1999 Non federally enforceable

RULE 218 8-7-1981 Federally enforceable

RULE 219 7-11-2003 Non federally enforceable

RULE 219 9-4-1981 Federally enforceable

RULE 2202 2-6-2004 Non federally enforceable

RULE 3002 11-14-1997 Federally enforceable

RULE 3003 11-14-1997 Federally enforceable

RULE 3003 3-16-2001 Non federally enforceable

RULE 3004 12-12-1997 Federally enforceable

RULE 3004(a)(10)(C) 12-12-1997 Federally enforceable

RULE 3004(a)(4)-PeriodicMonitoring 12-12-1997 Federally enforceable

RULE 3005 11-14-1997 Federally enforceable
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RULE SOURCE Adopted/AmendedDate FEDERALEnforceability

RULE 3005 3-16-2001 Non federally enforceable

RULE 3007 10-8-1993 Federally enforceable

RULE 301 5-2-2008 Non federally enforceable

RULE 304 7-9-2004 Non federally enforceable

RULE 401 11-9-2001 Non federally enforceable

RULE 401 3-2-1984 Federally enforceable

RULE 402 5-7-1976 Non federally enforceable

RULE 403 12-11-1998 Federally enforceable

RULE 404 2-7-1986 Federally enforceable

RULE 405 2-7-1986 Federally enforceable

RULE 407 4-2-1982 Federally enforceable

RULE 408 5-7-1976 Federally enforceable

RULE 409 8-7-1981 Federally enforceable

RULE 430 7-12-1996 Non federally enforceable

RULE 431.1 6-12-1998 Federally enforceable

RULE 431.2 5-4-1990 Federally enforceable

RULE 441 5-7-1976 Non federally enforceable

RULE 461 1-9-2004 Federally enforceable

RULE 461 6-3-2005 Federally enforceable

RULE 461, Universal Conditions 3-7-2008 Non federally enforceable

RULE 462 5-14-1999 Federally enforceable

RULE 463 5-6-2005 Federally enforceable

RULE 464 12-7-1990 Federally enforceable

RULE 465 8-13-1999 Federally enforceable

RULE 468 10-8-1976 Federally enforceable

RULE 475 10-8-1976 Federally enforceable

RULE 475 8-7-1978 Non federally enforceable

RULE 476 10-8-1976 Federally enforceable

RULE 518 8-11-1995 Non federally enforceable

40CFR 60 SubpartA 5-16-2007 Federally enforceable

40CFR 60 SubpartD 10-4-1991 Federally enforceable

40CFR 60 SubpartDb 10-1-2001 Federally enforceable

40CFR 60 SubpartDb 11-16-2006 Federally enforceable

40CFR 60 SubpartGG 2-24-2006 Federally enforceable

40CFR 60 SubpartGGG 6-2-2008 Federally enforceable

40CFR 60 Subpart J 10-4-1991 Federally enforceable

40CFR 60 Subpart J 6-24-2008 Federally enforceable
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SECTION K: TITLEV Administration

RULE SOURCE Adopted/AmendedDate FEDERALEnforceability

40CFR 60 SubpartKa 12-14-2000 Federally enforceable

40CFR 60 SubpartKb 10-15-2003 Federally enforceable

40CFR 60 SubpartQQQ 10-17-2000 Federally enforceable

40CFR 60 SubpartQQQ 5-5-1989 Federally enforceable

40CFR 60 SubpartXX 12-19-2003 Federally enforceable

40CFR 61 SubpartA 5-16-2007 Federally enforceable

40CFR 61 SubpartFF 12-4-2003 Federally enforceable

40CFR 61 SubpartFF_01 12-4-2003 Federally enforceable

40CFR 63 SubpartA 5-16-2007 Federally enforceable

40CFR 63 Subpart CC 5-25-2001 Federally enforceable

40CFR 63 Subpart CC, #1 5-25-2001 Federally enforceable

40CFR 63 Subpart CC, #2 5-25-2001 Federally enforceable

40CFR 63 Subpart CC, #3A 5-25-2001 Federally enforceable

40CFR 63 Subpart CC, #4 5-25-2001 Federally enforceable

40CFR 63 Subpart CC, #5A 5-25-2001 Federally enforceable

40CFR 63 SubpartUUU, #1 4-20-2006 Federally enforceable

40CFR 63 SubpartUUU, #2 2-9-2005 Federally enforceable

40CFR 63 SubpartUUU, #2 4-20-2006 Federally enforceable

40CFR 63 SubpartUUU, #4 4-20-2006 Federally enforceable

40CFR 68 - Accidental Release Prevention 5-24-1996 Federally enforceable

RULE 701 6-13-1997 Federally enforceable

40CFR 79 7-1-1999 Federally enforceable

40CFR 80 7-1-1999 Federally enforceable

40CFR 82 SubpartB 7-14-1992 Federally enforceable

40CFR 82 SubpartF 5-14-1993 Federally enforceable

CA PRC CEQA 11-23-1970 Non federally enforceable

CONSENTDECREE CIVIL CASE No. 05 C 5809 12-13-2005 Federally enforceable

CCR Title 13 9-24-1999 Non federally enforceable





Appendix A Page 1
Facility I.D.#: 800089
Revision #: DRAFT
Date: April 02, 2009

FACILITY PERMIT TO OPERATE
EXXONMOBIL OIL CORPORATION

APPENDIXA: NOX AND SOX EMITTING EQUIPMENT EXEMPT FROMWRITTEN
PERMIT PURSUANT TO RULE 219

1. INTERNAL COMBUSTION ENGINE FOR 90 TON CRANE, DIESEL, 220 HP

2. INTERNAL COMBUSTION ENGINE FOR 65 TON CRANE, DIESEL, 180 HP

3. INTERNAL COMBUSTION ENGINE, SPAREMTH,GASOLINE, 5 HP

4. INTERNAL COMBUSTION ENGINE, LABMM, GASOLINE, 5 HP

5. INTERNAL COMBUSTION ENGINE, BLDCR, GASOLINE, 5 HP

6. INTERNAL COMBUSTION ENGINE, LABCIC, DIESEL, 5 HP

7. INTERNAL COMBUSTION ENGINE, BLDICM, GASOLINE, 5 HP

8. INTERNAL COMBUSTION ENGINE, LABICM, GASOLINE, 5 HP

9. INTERNAL COMBUSTION ENGINE, LABICR, GASOLINE, 5 HP
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EXXONMOBILOIL CORPORATION

APPENDIXB: RULE EMISSION LIMITS
[RULE 1107 11-9-2001]

Except as otherwiseprovided in Rule 1107

(1) VOC Content of Coatings

A person shall not apply to metal parts and products subject to the provisions

of this rule any coatings, including any VOC-containingmaterials added to the

original coating supplied by the manufacturer,which contain VOC in excess

of the limits specifiedbelow:

LIMITS

Grams of VOC Per Liter of Coating,

LessWater and Less ExemptCompounds

Coating AirDried (lb/gal) Baked (lb/gal)
General

One-Component 275 (2.3) 275 (2.3)

Multi-Component 340 (2.8) 275 (2.3)

MilitarySpecification 340 (2.8) 275 (2.3)

EtchingFiller 420 (3.5) 420 (3.5)

Solar-Absorbent 420 (3.5) 360 (3.0)

Heat-Resistant 420 (3.5) 360 (3.0)

ExtremeHigh-Gloss 420 (3.5) 360 (3.0)

Metallic 420 (3.5) 420 (3.5)

ExtremePerformance 420 (3.5) 360 (3.0)

PrefabricatedArchitecturalComponent 420 (3.5) 275 (2.3)

Touch Up 420 (3.5) 360 (3.0)

Repair 420 (3.5) 360 (3.0)

SiliconeRelease 420 (3.5) 420 (3.5)

High PerformanceArchitectural 420 (3.5) 420 (3.5)

Camouflage 420 (3.5) 420 (3.5)

Vacuum-Metalizing 420 (3.5) 420 (3.5)

Mold-Seal 420 (3.5) 420 (3.5)

High-Temperature 420 (3.5) 420 (3.5)

Electric-InsulatingVarnish 420 (3.5) 420 (3.5)

Pan Backing 420 (3.5) 420 (3.5)

PretreatmentCoatings 420 (3.5) 420 (3.5)

-1-
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FACILITYPERMITTOOPERATE

EXXONMOBILOIL CORPORATION

APPENDIXB: RULE EMISSION LIMITS
[RULE 1107 11-9-2001]

(2) A person shall not use VOC-containingmaterials which have a VOC content

of more than 200 grams per liter of material for stripping any coating

governedby this rule.

-2-
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FACILITYPERMITTOOPERATE

EXXONMOBILOIL CORPORATION

APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 11-8-1996]

(1) Except as provided in paragraphs (c)(2), (c)(3), and (c)(4) of Rule

1113, the operator shall not supply, sell, offer for sale, apply, or solicit

the application of, any architectural coatingwhich, at the time of sale or

manufacture, containsmore than 250 grams of VOC per liter of coating

(2.08 pounds per gallon), less water, less exempt compounds, and less

any colorant added to tint bases, or manufacture, blend, or repackage

such a coating for use within the District.

(2) Except as provided in paragraphs (c)(3) and (c)(4) of Rule 1113, the

operator shall not supply, sell, offer for sale, apply, solicit the

application of, manufacture, blend, or repackage, for use within the

District, any architectural coating listed in the Table of Standardswhich

contains VOC (excluding any colorant added to tint bases) in excess of

the corresponding VOC limit specified in the table, after the effective

date specified.

TABLEOF STANDARDS

VOC LIMITS

Grams of VOC Per Liter of Coating,
Less WaterAnd Less ExemptCompounds

COATING Limit* Effective Effective Effective Effective Effective Effective
Date of 1/1/1998 1/1/1999 7/1/2001 1/1/2005 7/1/2008
Adoption

Bond Breakers 350
ClearWood Finishes
Varnish 350
SandingSealers 350
Lacquer 680 550 275

Concrete-CuringCompounds 350
Dry-FogCoatings 400
Fire-proofingExterior 350 450 350
Coatings
Fire-RetardantCoatings
Clear 650
Pigmented 350

Flats 250 100 50
GraphicArts (Sign)Coatings 500
IndustrialMaintenance

-1-
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EXXONMOBILOIL CORPORATION

APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 11-8-1996]

Primers and Topcoats
Alkyds 420
CatalyzedEpoxy 420
BituminousCoatings 420

Materials
InorganicPolymers 420
VinylChloridePolymers 420
ChlorinatedRubber 420
Acrylic Polymers 420
UrethanePolymers 420
Silicones 420
UniqueVehicles 420

Japans/FauxFinishing 350 700 350
Coatings
MagnesiteCementCoatings 600 450
MasticCoatings 300
Metallic PigmentedCoatings 500
Multi-ColorCoatings 420 250
PigmentedLacquer 680 550 275
Pre-TreatmentWash Primers 780
Primers,Sealers, and 350
Undercoaters
Quick-DryEnamels 400
Roof Coatings 300
Shellac
Clear 730
Pigmented 550

Stains 350
SwimmingPool Coatings
Repair 650
Other 340

TrafficCoatings 250 150
WaterproofingSealers 400
Wood Preservatives
Below-Ground 350
Other 350

* The specified limits remain in effect unless revised limits are listed in subsequentcolumns

in the Table of Standards

-2-
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 11-8-1996]

TABLEOF STANDARDS (cont.)

VOC LIMITS

Grams of VOC Per Liter ofMaterial

COATING Limit

Low-SolidsCoating 120

-3-
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EXXONMOBILOIL CORPORATION

APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 7-9-2004]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 7-9-2004]
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EXXONMOBILOIL CORPORATION

APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 7-9-2004]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1113 7-9-2004]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1168 1-7-2005]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1168 1-7-2005]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1168 1-7-2005]
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EXXONMOBILOIL CORPORATION

APPENDIXB: RULE EMISSION LIMITS
[RULE 1168 10-3-2003]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1168 10-3-2003]
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[RULE 1171 11-7-2003]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1171 11-7-2003]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1171 5-6-2005]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 1171 5-6-2005]
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APPENDIXB: RULE EMISSION LIMITS
[RULE 404 2-7-1986]

The operator shall not discharge into the atmosphere from this equipment, particulate

matter in excess of the concentration at standard conditions, shown in Table 404(a).

Where the volume discharged is between figures listed in the Table, the exact

concentration permitted to be discharged shall be determined by linear interpolation.

For the purposes of this rule, emissions shall be averaged over one complete cycle of

operation or one hour, whichever is the lesser time period.

TABLE 404(a)

Maximum Concentration Maximum Concentration
of Particulate of ParticulateMatter

Volume Discharged MatterÄAllowed in Volume Discharged Allowed in Discharged
Calculated as Dry DischargedGas Calculated as Dry Gas Gas Calculated as Dry Gas

Gas Calculated as Dry At Standard Conditions at
At Standard Gas at Standard Standard Conditions
Conditions Conditions

Cubic Cubic Milligrams Grains per Cubic Cubic Milligrams Grains per
meters feet per Cubic Foot meters feet per Cubic
Per Per Cubic PerMinute Per CubicMeter Foot
Minute Minute Meter Minute
25 or 883 450 0.196 900 31780 118 0.0515

less or
less

30 1059 420 .183 1000 35310 113 .0493

35 1236 397 .173 1100 38850 109 .0476

40 1413 377 .165 1200 42380 106 .0463

45 1589 361 .158 1300 45910 102 .0445

50 1766 347 .152 1400 49440 100 .0437

60 2119 324 .141 1500 52970 97 .0424

70 2472 306 .134 1750 61800 92 .0402
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Maximum Concentration Maximum Concentration
of Particulate of ParticulateMatter

Volume Discharged MatterÄAllowed in Volume Discharged Allowed in Discharged
Calculated as Dry DischargedGas Calculated as Dry Gas Gas Calculated as Dry Gas

Gas Calculated as Dry At Standard Conditions at
At Standard Gas at Standard Standard Conditions
Conditions Conditions

Cubic Cubic Milligrams Grains per Cubic Cubic Milligrams Grains per
meters feet per Cubic Foot meters feet per Cubic
Per Per Cubic PerMinute Per CubicMeter Foot
Minute Minute Meter Minute

80 2825 291 .127 2000 70630 87 .0380

90 3178 279 .122 2250 79460 83 .0362

100 3531 267 .117 2500 88290 80 .0349

125 4414 246 .107 3000 105900 75 .0327

150 5297 230 .100 4000 141300 67 .0293

175 6180 217 .0947 5000 176600 62 .0271

200 7063 206 .0900 6000 211900 58 .0253

250 8829 190 .0830 8000 282500 52 .0227

300 10590 177 .0773 10000 353100 48 .0210

350 12360 167 .0730 15000 529700 41 .0179

400 14130 159 .0694 20000 706300 37 .0162

450 15890 152 .0664 25000 882900 34 .0148

500 17660 146 .0637 30000 1059000 32 .0140

600 21190 137 .0598 40000 1413000 28 .0122

700 24720 129 .0563 50000 1766000 26 .0114

800 28250 123 .0537 70000 2472000 23 .0100
or more or more
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APPENDIXB: RULE EMISSION LIMITS
[RULE 405 2-7-1986]

The operator shall not discharge into the atmosphere from this equipment, solid

particulate matter including lead and lead compounds in excess of the rate shown in

Table 405(a).

Where the process weight per hour is between figures listed in the table, the exact

weight of permitted discharge shall be determined by linear interpolation.

For the purposes of this rule, emissions shall be averaged over one complete cycle of

operation or one hour, whichever is the lesser time period.

TABLE 405(a)

Maximum Discharge Maximum Discharge Rate
Rate Allowed for Solid

Allowed for Solid ParticulateMatter
ProcessWeight ParticulateMatter ProcessWeight (AggregateDischarged
Per Hour (AggregateDischarged Per Hour From All points of

From All Points of Process
Process

Kilograms Pounds Kilograms Pounds Kilograms Pounds Kilograms Pounds
Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour
100 or 220 or 0.450 0.99 9000 19840 5.308 11.7

less less
150 331 0.585 1.29 10000 22050 5.440 12.0
200 441 0.703 1.55 12500 27560 5.732 12.6
250 551 0.804 1.77 15000 33070 5.982 13.2
300 661 0.897 1.98 17500 38580 6.202 13.7

350 772 0.983 2.17 20000 44090 6.399 14.1
400 882 1.063 2.34 25000 55120 6.743 14.9
450 992 1.138 2.51 30000 66140 7.037 15.5
500 1102 1.209 2.67 35000 77160 7.296 16.1
600 1323 1.340 2.95 40000 88180 7.527 16.6

700 1543 1.461 3.22 45000 99210 7.738 17.1
800 1764 1.573 3.47 50000 110200 7.931 17.5
900 1984 1.678 3.70 60000 132300 8.277 18.2
1000 2205 1.777 3.92 70000 154300 8.582 18.9
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APPENDIXB: RULE EMISSION LIMITS
[RULE 405 2-7-1986]

Maximum Discharge Maximum Discharge Rate
Rate Allowed for Solid

Allowed for Solid ParticulateMatter
ProcessWeight ParticulateMatter ProcessWeight (AggregateDischarged
Per Hour (AggregateDischarged Per Hour From All points of

From All Points of Process
Process

Kilograms Pounds Kilograms Pounds Kilograms Pounds Kilograms Pounds
Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour Per Hour
1250 2756 2.003 4.42 80000 176400 8.854 19.5

1500 3307 2.206 4.86 90000 198400 9.102 20.1
1750 3858 2.392 5.27 100000 220500 9.329 20.6
2000 4409 2.563 5.65 125000 275600 9.830 21.7
2250 4960 2.723 6.00 150000 330700 10.26 22.6
2500 5512 2.874 6.34 175000 385800 10.64 23.5

2750 6063 3.016 6.65 200000 440900 10.97 24.2
3000 6614 3.151 6.95 225000 496000 11.28 24.9
3250 7165 3.280 7.23 250000 551200 11.56 25.5
3600 7716 3.404 7.50 275000 606300 11.82 26.1
4000 8818 3.637 8.02 300000 661400 12.07 26.6

4500 9921 3.855 8.50 325000 716500 12.30 27.1
5000 11020 4.059 8.95 350000 771600 12.51 27.6
6000 13230 4.434 9.78 400000 881800 12.91 28.5
7000 15430 4.775 10.5 450000 992100 13.27 29.3
8000 17640 5.089 11.2 500000 1102000 13.60 30.0

or more or more


